DATA FOR THIS PROJECT WAS ACQUIRED BY SURVEY BY ATKINS DATED NOVEMBER, 2017.

PROJECT LOCATION MAP

LENGTH OF PROJECT

<table>
<thead>
<tr>
<th>BRANDON MILL ROAD</th>
</tr>
</thead>
<tbody>
<tr>
<td>NET LENGTH OF WAY</td>
</tr>
<tr>
<td>NET LENGTH OF BRIDGE</td>
</tr>
<tr>
<td>NET LENGTH OF PROJECT</td>
</tr>
<tr>
<td>NET LENGTH OF EXCEPTION</td>
</tr>
<tr>
<td>GROSS LENGTH OF PROJECT</td>
</tr>
</tbody>
</table>

LOCATION SKETCH NTS

CITY OF SANDY SPRINGS\nDEPARTMENT OF PUBLIC WORKS\nFULTON COUNTY, GEORGIA\nCONSTRUCTION PLANS FOR\nBRANDON MILL ROAD SIDEWALK PROJECT\nFROM LOST FOREST ROAD TO MARSH CREEK\n(EAST SIDE OF BRANDON MILL ROAD)\n
CITY OF SANDY SPRINGS PIN: TO#18-012
Note: Prior to construction, Contractor is to refer to Drawings 60-01 to 60-04 for Plant Protection and erosion control locations.

Note: See Drawings 60-01 to 60-04 for Stations and Offsets on R/W and Easements.
PLAN NOTES

1. MATCHLINE - STA. 111+50.00
2. Chord Length = 195.06'
3. Chord Bearing = N18° 12' 59"W
4. Radius = 5729.65'
5. Length = 195.07'
6. N = 1435330.8185 E = 2229722.0230
7. CURVE #6
8. EXISTING TREE AND STUMP REMOVAL
9. TREE SAVE/PROTECTION FENCING
10. MATCHLINE - STA. 118+00.00

RAW TEXT END
RELOCATE AND RESET EXISTING MAILBOX.

CONCRETE DITCH BEHIND WALL, REFER TO WALL DETAILS.

DISPOSE OF OFFSITE.

REMOVE FENCE SECTIONS TO THE NEAREST FENCE POST AT THE RIGHT-OF-WAY AND REMOVE BY WATERBLASTING AND REPLACE STOP BAR, 24 INCH SOLID WHITE.

SIGN 1' ABOVE WALL CAP ELEVATION.

EXISTING SIGN TO BE RELOCATED BEHIND WALL. CONTRACTOR TO INSTALL BOTTOM OF EXISTING SIGN TO BE RELOCATED BEHIND WALL. CONTRACTOR TO INSTALL BOTTOM OF EXISTING SIGN TO MATCH EXISTING CATCH BASIN.

EXISTING IRIGATION. CONTRACTOR TO PROTECT IN PLACE.

EXISTING IRRIGATION. CONTRACTOR TO PROTECT IN PLACE.

CONTRACTOR TO CONSTRUCT PROPOSED RETAINING WALL. PROPOSED WALL SHALL TIE INTO AND MATCH EXISTING WALL. REFER TO DETAIL 8/40-01.

CONTRACTOR TO PROVIDE TREE PROTECTION FENCING AT THE LIMIT OF DISTURBANCE LAND DISTURBANCE LIMIT AND TREE PROTECTION FENCE REQUIRED.

DETECTABLE WARNING SURFACE REFER TO GDOT STANDARD DETAILS SHEET A3/A4.

EXISTING DRIVEWAY, PROTECT IN PLACE.

ROCKS/BOULDERS TO CONSTRUCT WALK.

EXISTING SIDEWALK TO REMAIN, PROTECT IN PLACE.

EXISTING WALL/COLUMNS TO REMAIN, PROTECT IN PLACE.

EXISTING TREE, PROTECT IN PLACE.

EXISTING SIGNAGE, PROTECT IN PLACE.

EXISTING MAILBOX, PROTECT IN PLACE.

CONTRACTOR TO PRUNE TREES UP MIN. 8' TO PROVIDE CLEARANCE ALONG CONCRETE DRIVEWAY.

RELOCATE AND RESET EXISTING MAILBOX.

acha. 43.

acha. 42.

acha. 41.

acha. 40.

acha. 39.

acha. 38.

acha. 37.

acha. 36.

acha. 35.

acha. 34.

acha. 33.

acha. 32.

acha. 31.

acha. 30.

acha. 29.

acha. 28.

acha. 27.

acha. 26.

acha. 25.

acha. 24.

acha. 23.

acha. 22.

acha. 21.

acha. 20.

acha. 19.

acha. 18.

acha. 17.

acha. 16.

acha. 15.

acha. 14.

acha. 13.

acha. 12.

acha. 11.

acha. 10.

acha. 9.

acha. 8.

acha. 7.

acha. 6.

acha. 5.

acha. 4.

acha. 3.

acha. 2.

acha. 1.

acha. 0.

acha. 0.

acha. 0.

acha. 0.