
 

  
  

 

General Information: 

1. All communications regarding this solicitation must be with the assigned Procurement 

Agent, Kazonga Singleton, purchasing@sandyspringsga.gov.  

4. The form of contract (“Model Contract”) the City intends to execute with the selected 
contractor is included for your review.  
 

5. The City of Sandy Springs reserves the right to reject all bids and to waive technicalities and 
informalities, and to make award in the best interest of the City of Sandy Springs.  

 

 
 Pre-Bid Conference will be held on 
Barfield Conference Room 2nd Floor  

 INVITATION TO BID #19-045 
 City of Sandy Springs, Johnson Ferry Road Sidewalk Project TS161  

Bid Due:   
Tuesday, June 18, 2019; 2:00 p.m. 

Thursday, June 6, 2019 at 11:00 a.m.  

Bids will only be accepted online through the Bonfire Portal at 
https://sandysprings.bonfirehub.com/projects/view/15884. Any proposal submitted in any 

other format (email, paper, fax, mail, etc.) will not be accepted for any reason. 

2. All questions or requests for clarification must be sent via Bonfire under Message - 

Opportunity Q&A https://sandysprings.bonfirehub.com/projects/view/15884. Questions are

 due no later than Tuesday, June 11, 2019; 5:00 p.m. Questions received after this date and 

time may not be answered.  

3. Questions and clarifications will be answered in the form of an addendum. Any   addenda, 
schedule changes and other important information regarding the solicitation related to this 

solicitation will be posted on Bonfire website at 

https://sandysprings.bonfirehub.com/projects/view/15884. It is the Offeror’s responsibility 

to check the Bonfire portal for any addendums or other communications related to this 

solicitation. 
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6. The City of Sandy Springs is not responsible for any technical difficulties. It is highly 
recommended that all potential contractors submit their quotes prior to the due date of 
this solicitation.   

                 



 

 

DEFINITIONS 
  

  
SSPWD:  Sandy Springs Public Works Department  
  
GDOT:  Georgia Department of Transportation  
  
ENGINEER: The Sandy Springs Director of Public Works or a duly authorized representative.  
  
ADA:  Americans with Disabilities Act  
  
EA:  Each  
  
GAL:  Gallon  
  
LF:  Lineal Feet  
  
LS:  Lump Sum  
  
SY:  Square Yard  
  
TN:  Ton  
  
MUTCD:  Manual on Uniform Traffic Control Devices  
  
OSHA:  Occupational Safety and Health Administration  
  
FHWA:  Federal Highway Administration  
  
AASHTO: American Association of State Highway and Transportation Officials   
  
CONTRACT DOCUMENTS:  Contract Agreement, General Conditions,  
                                                   Special Provisions, Technical Specifications,  
                                                  Drawings and Plans, Bidding Documents  
  



 

 

CITY OF SANDY SPRINGS 

 
INVITATION TO BID #19-045 

 
Johnson Ferry Road Sidewalk Project TS161

   
The City of Sandy Springs is accepting sealed bids from highly qualified firms meaning a Prequalified 

Prime Contractor listed by the Georgia Department of Transportation, Office of Contract 

Administration for the ITB 19-045, City of Sandy Springs, Johnson Ferry Road Sidewalk Project 

TS161 for the Public Works Department. The contractor must self-perform tasks constituting a 

minimum of fifty-one percent (51%) of the value of the contract.   Work will be done in accordance 

with Georgia Department of Transportation’s (GDOT) Standard Drawings, Standard Specifications, 

and Pay Items Index as standards and specifications for the construction and completion of the work 

required.  

 

All bidders must comply with all general and special requirements of the bid information and 

instructions enclosed herein. A Pre-Bid Conference will be held at Barfield Conference Room 2nd 

Floor on Thursday, June 6, 2019; 11:00 AM at the City of Sandy Springs, 1 Galambos Way, Sandy 

Springs, GA 30328. Deadline for questions from prospective contractors is Tuesday, June 11, 2019; 

5:00 p.m. Questions received after this date and time may not be answered. 

 

Bid packages are available on the City of Sandy Springs website, purchasing page 

http://www.sandyspringsga.gov/business/doing-business-with-the-city/city-procurements and also 

may be downloaded from the DOAS website (www.doas.georgia.gov). All questions should be 

forwarded in writing to Kazonga Singleton at purchsaing@sandyspringsga.gov.  Please refer to ITB 

19-045, City of Sandy Springs, Johnson Ferry Road Sidewalk Project TS161, when requesting 

information. 

 

The City of Sandy Springs reserves the right to reject all bids and to waive technicalities and 

informalities, and to make award in the best interest of the City of Sandy Springs. 

  

The selected contractor must be able to start work within ten (10) calendar days after the “Notice to 

Proceed” is issued. The time of completion for the project is seventy-five (75) calendar days from 

the date of the “Notice to Proceed.”  Section 108.08 of the State of Georgia Department of 

Transportation Standard Specifications Construction of Transportation Systems (current edition) shall 

be applied.            

  

http://www.sandyspringsga.gov/business/doing-business-with-the-city/city-procurements
http://www.doas.georgia.gov/
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BID FORM 

(Bidder to sign and return) 
  

TO:  PURCHASING MANAGER  
CITY OF SANDY SPRINGS  
SANDY SPRINGS, GEORGIA 30350  
  
Ladies and Gentlemen:  
  
In compliance with your Invitation To Bid, the undersigned, hereinafter termed the Bidder, proposes 
to enter into a Contract with the City of Sandy Springs, Georgia, to provide the necessary machinery, 
tools, apparatus, other means of construction, and all materials and labor specified in the Contract 
Documents or as necessary to complete the Work in the manner therein specified within the time 
specified, as therein set forth, for:  

 
ITB 19-045, City of Sandy Springs, Johnson Ferry Road Sidewalk Project TS161 

 
The Bidder has carefully examined and fully understands the Contract, Specifications, and other documents 
hereto attached, has made a personal examination of the Site of the proposed Work, has satisfied himself as 
to the actual conditions and requirements of the Work, and hereby proposes and agrees that if his bid is 
accepted, he will contract with the City of Sandy Springs in full conformance with the Contract Documents.  
  
Unless otherwise directed, all work performed shall be in accordance with the Georgia Department of 
Transportation Standard Specifications, Construction of Transportation Systems (current edition). All materials 
used in the process of completion of the work included in the Contract will be furnished from Georgia 
Department of Transportation certified suppliers only.  
  
It is the intent of this Bid to include all items of construction and all Work called for in the Specifications, or 
otherwise a part of the Contract Documents.  
  
In accordance with the foregoing, the undersigned proposes to furnish and construct the items listed in the 
attached Bid schedule for the unit prices stated.  
  
The Bidder agrees that the cost of any work performed, materials furnished, services provided or expenses 
incurred, which are not specifically delineated in the Contract Documents but which are incidental to the 
scope, intent, and completion of the Contract, shall be deemed to have been included in the prices bid for the 
various items scheduled.  
   
The Bidder further proposes and agrees hereby to promptly commence the Work with adequate forces and 
equipment within ten (10) calendar days from receipt of Notice to Proceed and to complete all Work within 
seventy-five (75) calendar days from the initial Notice to Proceed.  
 
The Bidder will be required to sign a “Notice of Intent” (NOI) as the “operator” prior to beginning construction.  
The Bidder shall be responsible for installing and maintaining the “Best Management Practices” (BMP’s) 
throughout the term of the project.  Upon completion and prior to final payment the Bidder will be required 
to sign a “Notice of Termination (NOT) upon final approval by COSS. 
 



 

 

 Attached hereto is an executed Bid Bond (bond only: certified checks or other forms are not acceptable)) 
    in the amount of __________________ Dollars ($ Five Percent of Amount Bid).  
  
If this bid shall be accepted by the City of Sandy Springs and the undersigned shall fail to execute a satisfactory 
contract in the form of said proposed Contract, and give satisfactory Performance and Payment Bonds, or 
furnish satisfactory proof of carriage of the insurance required within ten days from the date of Notice of 
Award of the Contract, then the City of Sandy Springs may, at its option, determine that the undersigned 
abandoned the Contract and there upon this bid shall be null and void, and the sum stipulated in the attached 
Bid Bond or certified check shall be forfeited to the City of Sandy Springs as liquidated damages.  
Bidder acknowledges receipt of the following addenda:  
  

Addendum No.                                     Date Received  
_______________     _______________  
_______________     _______________  
_______________     _______________  
_______________     _______________  

 
Bidder further declares that the full name and resident address of Bidder’s Principal is as follows:  
Signed, sealed, and dated this _______________ day of _____________________________  
  
Bidder _______________________________________  
            Company Name       
 
 
Seal 

 
 
      

                          Bidder Mailing Address:  

 
  
  

By: ______________________________________________  
 
Title: _____________________________________________ 
                                                                   
By: ______________________________________________     
 
Title: _____________________________________________   

  



 

 

BIDDING INSTRUCTIONS 
  

 
The following items should be returned with the bid documents. 
 

 City Bid Schedule and City Bid Form 

 Bid Bond* 

 Applicable Compliance Specifications Sheets  

 Applicable Addenda Acknowledgement  

 Affidavit Verifying Status for City Public Benefit Application* 

 Contractor Affidavit under O.C.G.A. § 13-10-91(b)(1)* 

 Qualifications Signature and Certification 

 Corporate Certificate* 

 List of Subcontractors* 
   

*These pages can be found in the Appendices’ section of the Sample Contract. 
   
  



 

 

INSURANCE REQUIREMENTS 
Within 10 days of Notice of Award, and at all times that this Contract is in force, the Contractor shall 
obtain, maintain and furnish the City Certificates of Insurance from licensed companies doing 
business in the State of Georgia with an A.M. Best Rating A-10 or higher and acceptable to the City 
covering:  
  

1. Workers' Compensation & Employer's Liability Insurance. Workers' Compensation Insurance 
in compliance with the applicable Workers' Compensation Act(s) of the state(s) wherein the 
work is to be performed or where jurisdiction could apply in amounts required by statutes. 
Employer's Liability Insurance, with limits of liability of not less than $1,000,000 per accident 
for bodily injury or disease. 

 
2. Commercial General Liability Insurance, including contractual liability insurance, product and 

completed operations, personal and advertising injury, and any other type of liability for 
which this Contract applies with limits of liability of not less than $1,000,000 each 
occurrence  / $2,000,000 policy aggregate for personal injury, bodily injury, and property 
damage. Commercial General Liability Insurance shall be written on an "occurrence" form.  
 

3. Automobile Liability Insurance with limits of liability of not less than $1,000,000 per accident 
for bodily injury and property damage if automobiles are to be used in the delivery of or in 
the completion of services and work or driven onto the City's property. Insurance shall 
include all owned, non-owned and hired vehicle liability. 
 

4. Umbrella Insurance with limits of liability excess of Employer's Liability Insurance, 
Commercial General Liability Insurance and Automobile Liability Insurance in the amount of 
not less than $3,000,000. 
 

5. Contractors' Pollution Legal Liability and/or Asbestos Legal Liability and/or Errors and 
Omissions (if project involves environmental hazards) with limits not less than $1,000,000 
per occurrence or claim, and $2,000,000 policy aggregate. 
 

6. Professional (Errors and Omissions) Insurance- For Professional Services and for all 
Design/Build Projects with limits of liability of not less than $3,000,000 per occurrence or 
claim / $3,000,000 policy aggregate. Such policy shall also include coverage for losses arising 
from the breach of information security or cyber liability (including Errors & Omissions, 
Security and Privacy Liability and Media Liability), whether combined with the Professional 
Liability policy or placed as a separate policy, but carrying the same limits of liability. Such 
coverage shall insure damage, injury and loss caused by error, omission or negligent acts, 
including all prior acts without limitation, related to the professional services to be provided 
under this Contract. The policy shall be amended to include independent contractors 
providing professional services on behalf of or at the direction of the Contractor.  The 
definition of Contractual Liability shall be amended to state that liability under a contract of 
professional services is covered.  Further, coverage shall be afforded for fraudulent acts, 
misappropriation of trade secrets, internet professional services, computer attacks, personal 
injury, regulatory actions, wrongful acts, contractual liability, privacy policy, and insured 



 

 

versus insured.  The Contractor shall ensure that coverage under this policy continues for a 
period of thirty-six (36) months after completion of services. 

7. Fidelity Bond (Employee Dishonesty) in the sum of not less than $50,000.  
 
All such insurance shall remain in effect until final payment is made and the Project is accepted by 
the City.  If the Contractor receives notice of non-renewal or material adverse change of any of the 
required coverages, the Contractor shall promptly advise the City in writing.  Failure of the 
Contractor to promptly notify the City on non-renewal or material adverse change of any of the 
required coverages terminates the Agreement as of the date that the Contractor should have given 
notification to the City. The insurance policies shall contain or be endorsed to contain, the following 
provisions:  
 
A provision that coverage afforded under such policies shall not expire, be canceled or altered 
without at least thirty (30) days prior written notice to the City.  
Workers' Compensation and Employer's Liability and Property insurance policies shall contain a 
waiver of subrogation in favor of the City and the City's boards, officials, directors, officers, 
employees, representatives, agents, and volunteers.  
Commercial General Liability, Automobile Liability Contractors' Pollution Legal Liability and/or 
Asbestos Legal Liability and/or Errors and Omissions (if project involves environmental hazards) 
insurance policies shall include an endorsement making the City and the City's boards, officials, 
directors, officers, employees, representatives, agents, and volunteers Additional Insureds under 
such policies.  
 
A copy of these endorsements shall be provided to the City.  
 
Certificates of Insurance showing that such coverage is in force shall be filed under this Contract by 
the Contractor to the City. 
 
 
The obligations for the Contractor to procure and maintain insurance shall not be construed to 
waive or restrict other obligations and it is understood that insurance in no way limits liability of the 
Contractor whether or not same is covered by insurance.  
 
 
Certificate Holder should read: The City of Sandy Springs, 1 Galambos Way, Sandy Springs, Georgia 
30328. 
  



 

 

BONDING REQUIREMENTS  
   
Each bid must be accompanied with a BID BOND (bond only: certified checks or other forms are not 
acceptable) in an amount equal to five percent (5%) of the base bid, payable to the City of Sandy Springs.  
Said bid bond guarantees the bidder will enter into a contract to construct the project strictly within the 
terms and conditions stated in this bid and in the bidding and contract documents, should the construction 
contract be awarded.  
  
The Successful Bidder shall be required to furnish a bond for the faithful performance on the contract and a 
bond to secure payment of all claims for materials furnished and/or labor performed in performance of the 
project, both in amounts equal to one hundred percent (100%) of the contract price.    
  
The Successful Bidder shall also be required to furnish a Maintenance Bond, in the amount of one-third (1/3) 
of the contract price, guaranteeing the repair or replacement caused by defective workmanship or materials 
for a period of one (1) year from the completion of construction.  
  
Bonds shall be issued by a corporate surety appearing on the Treasury Department’s most current list 
(Circular 570 as amended) and be authorized to do business in the State of Georgia.    
  
Date of Bond must not be prior to date of Contract. If Contractor is a Partnership, all partners shall execute 
Bond.   
  



 

 

QUALIFICATIONS SIGNATURE AND CERTIFICATION 
(Bidder to sign and return)  

  

I certify that this offer is made without prior understanding, agreement, or connection with any 
corporation, firm, or person submitting a proposal for the same materials, supplies, equipment, or 
services and is in all respects fair and without collusion or fraud.  I understand collusive bidding is a 
violation of State and Federal Law and can result in fines, prison sentences, and civil damage awards.  
I agree to abide by all conditions of the proposal and certify that I am authorized to sign this proposal 
for the proposer.  I further certify that the provisions of the Official Code of Georgia Annotated, 
Sections 45-10-20 et. seq., have not been violated and will not be violated in any respect.  
  
Authorized Signature______________________________Date_______________________  

  

Print/Type Name__________________________________________________________________   

 
Email Address _________________________________________________________ 
          

Print/Type Company Name Here___________________________________________ 

 

 

 

 

 

 

 
  



 

 

 
 
 

 
SAMPLE CONTRACT AGREEMENT 

 
For 

 
Johnson Ferry Road Sidewalk Project TS161  

(“Project”) 
 

Between 
 

CITY OF SANDY SPRINGS, GEORGIA 
(“City”) 

 
 

and 
 

       __________________________ 
(“Contractor”) 
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CONTRACT AGREEMENT 
 
This Agreement is made by and between the City of Sandy Springs, a political subdivision of the 
State of Georgia (hereinafter referred to as the City) and___________________, (hereinafter 
referred to as the Contractor) under seal for construction of the City of Sandy Springs, Johnson 
Ferry Road Sidewalk Project TS161 (hereinafter referred to as the Project);   
 
 WHEREAS, the Contractor desires to enter into this Agreement for construction of the Project 
and has represented to the City that it is qualified and experienced to provide such services necessary 
for construction of the Project (the City requires that the Contractor and to comply with all federal, 
state and local legal requirements imposed on the Project as the result of federal funding and the City 
has relied on such representation); 
 
 NOW, THEREFORE, in consideration of the mutual promises and covenants contained herein, 
it is agreed by and between the Contractor and the City as follows: 
 

ARTICLE I 
 

THE CONTRACT AND THE CONTRACT DOCUMENTS 
 

1.1 The Contract 
 
1.1.1 The Contract between the City and the Contractor, of which this Agreement is a part, consists 
of the Contract Documents.  It shall be effective on the date this Agreement is executed by the last 
party to execute it. 
 
1.2 The Contract Documents 
 
1.2.1 The Contract Documents consist of this Agreement, General Conditions, Special Provisions, the 
Technical Specifications, the Drawings and Plans, Bidding Documents, all Change Orders and Field 
Orders issued hereafter, the base bid made by the Contractor in response to the City’s Invitation for 
Bid No. 19-045 (the “Bid”), and any other amendments hereto executed by the parties hereafter, 
together with the following (if any): 
__________________________________________________________________________________
__________________________________________________________________________________
______________ 
 
Documents not enumerated in this Paragraph 1.2 are not Contract Documents and do not form a part 
of this Contract. 
 
1.3 Entire Agreement 
 
1.3.1 The Contract Documents constitute the entire and exclusive agreement between the City and 
the Contractor with reference to the Project.   
 



 

 

1.4 Subletting, Assignment, or Transfer 
 
1.4.1 It is understood by the parties to this Agreement that the Work of the Contractor is considered 
personal by the City.  The Contractor agrees not to assign, sublet, or transfer any or all of its interest 
in this Agreement without prior written approval of the City. 
 
1.4.2 The City reserves the right to review all subcontracts prepared in connection with the 
Agreement, and the Contractor agrees that it shall submit to the City proposed subcontract 
documents together with Subcontractor cost estimates for the City’s review and written concurrence 
in advance of their execution. 
 
1.4.3 All subcontracts in the amount of $10,000.00 or more shall include the provisions set forth in 
this Agreement. 
 
1.5 No Privity with Others 
 
1.5.1 Nothing contained in this Contract shall create, or be interpreted to create, privity or any other 
contractual agreement between the City and any person or entity other than the Contractor. 
 
1.6 Intent and Interpretation 
 
1.6.1 The intent of this Contract is to require complete, correct and timely execution of the Work.  
Any Work that may be required, implied or inferred by the Contract Documents, or any one or more 
of them, as necessary to produce the intended result shall be provided by the Contractor for the 
Contract Price, as hereinafter defined. 
 
1.6.2  This Contract is intended to be an integral whole and shall be interpreted as internally 
consistent.  What is required by any one Contract Document shall be considered as required by the 
Contract. 
 
1.6.3 When a word, term or phrase is used in this Contract, it shall be interpreted or construed, first, 
as defined herein; second, if not defined, according to its generally accepted meaning in the 
construction industry; and third, if there is no generally accepted meaning in the construction 
industry, according to its common and customary usage. 
 
1.6.4 The words include, includes, or including, as used in this Contract, shall be deemed to be 
followed by the phrase, without limitation. 
 
1.6.5 The specification herein of any act, failure, refusal, omission, event, occurrence or condition 
as constituting a material breach of this Contract shall not imply that any other, non-specified act, 
failure, refusal, omission, event, occurrence or condition shall be deemed not to constitute a material 
breach of this Contract. 
 
1.6.6 Words or terms used as nouns in this Contract shall be inclusive of their singular and plural 
forms, unless the context of their usage clearly requires a contrary meaning. 



 

 

 
1.6.7 The Contractor shall have a continuing duty to read, carefully study and compare each of the 
Contract Documents, the shop drawings and the product data and shall give written notice to the City 
of any inconsistency, ambiguity, error or omission which the Contractor may discover with respect to 
these documents before proceeding with the affected Work.  The issuance or the express or implied 
approval by the City of the Contract Documents, shop drawings or product data shall not relieve the 
Contractor of the continuing duties imposed hereby, nor shall any such approval be evidence of the 
Contractor’s compliance with this Contract.  HOWEVER, THE CITY MAKES NO REPRESENTATION OR 
WARRANTY OF ANY NATURE WHATSOEVER TO THE CONTRACTOR CONCERNING THE DOCUMENTS 
FOR THE PROJECT, INCLUDING THE DRAWINGS AND SPECIFICATIONS FOR THE PROJECT.  By the 
execution hereof, the Contractor acknowledges and represents that it has received, reviewed and 
carefully examined such documents, has found them to be complete, accurate, adequate, consistent, 
coordinated and sufficient for construction, and that the Contractor has not, does not, and will not 
rely upon any representation or warranties by the City concerning such documents as no such 
representation or warranties have been or are hereby made. 
 
1.6.8 Neither the organization of any of the Contract Documents into divisions, sections, 
paragraphs, articles, (or other categories), nor the organization or arrangement of the design, shall 
control the Contractor in dividing the Work or in establishing the extent or scope of the Work to be 
performed by Subcontractors. 
 
1.7 Ownership of Contract Documents 
 
1.7.1 The Contractor may be provided, have access to or become aware of the City’s Confidential 
Information including the City’s strategic plans, employee data, customer data and other technical 
and business information of the City (collectively referred to as the “Confidential Information”).  The 
term Confidential Information includes the deliverables as well as all information generated by the 
Contractor that contains, references or is derived from the Confidential Information and the Services 
including, without limitation, the Contractor’s summaries, analysis, extracts, working papers and 
notes relating to the Services and the Deliverables (referred to as the “Working Papers”).  The 
Contractor agrees not to disclose the Confidential Information to third parties without the prior 
written approval of the City and not to make use of the Confidential Information other than as needed 
to perform the Services.  The Contractor further agrees that it will only disclose the Confidential 
Information to its personnel on a need-to-know basis solely for the performance of the Services and 
will protect the Confidential Information with the same degree of care that the Contractor uses to 
protect its own confidential information, but no less than reasonable care or as the various laws may 
require or impose.  
 
All Confidential Information as well as other documents, data and information provided to the 
Contractor by the City is and will remain the property of the City to the extent that it was the property 
of the City at the time it was provided to the Contractor.  
 
All Confidential Information shall be returned to the City by the Contractor within five (5) business 
days of the completion of the Services under this Contract.  The Contractor will keep no copies of the 
Confidential Information except that the Contractor may retain one copy of the Working Papers as 



 

 

required by law, regulation, professional standards or reasonable business practice.  If requested by 
the City, an officer of the Contractor will certify in writing that, to the best of his/her knowledge, 
information and belief, all Confidential Information and all copies thereof (except for one copy of the 
Working Papers) have been delivered to the City or destroyed.  
 
The Contract Documents, and each of them, shall remain the property of the City. The Contractor shall 
have the right to keep one record set of the Contract Documents upon completion of the Project; 
provided, however, that in no event shall Contractor use, or permit to be used, any or all of such 
Contract Documents on other projects without the City’s prior written authorization. 
 
1.8 Hierarchy of Contract Documents 
 
1.8.1 In the event of any conflict, discrepancy, or inconsistency among any of the Contract 
Documents, the following hierarchy shall control:  (a) as between figures given on drawings and the 
scaled measurements, the figures shall govern; (b) as between large scale drawings and small scale 
drawings, the large scale shall govern; (c) as between drawings and specifications, the requirements 
of the specifications shall govern; (d) as between the Contract Agreement and General and the 
specifications, the requirements of the Contract Agreement shall govern.  As set forth hereinabove, 
any and all conflicts, discrepancies, or inconsistencies shall be immediately reported to the City in 
writing by the Contractor. 
 

ARTICLE II 
 

THE WORK 
 

2.1 Contractor Responsibility 
 
2.1.1 The Contractor shall perform all of the Work required, implied or reasonably inferable from, 
this Contract. 
 
2.2 “Work” Defined 
 
2.2.1 The term Work shall mean whatever is done by or required of the Contractor to perform and 
complete its duties under this Contract, including the following:  construction of the whole or a 
designated part of the Project; furnishing of any required surety bonds and insurance; and the 
provision or furnishing of labor, supervision, services, materials, supplies, equipment, fixtures, 
appliances, facilities, tools, transportation, storage, power, permits and licenses required of the 
Contractor, fuel, heat, light, cooling and all other utilities as required by this Contract.  The Work to 
be performed by the Contractor is generally described in Exhibit A, SCOPE OF SERVICES, attached 
hereto and incorporated herein. 
 
2.3 Review of Work 
 
2.3.1 Authorized representatives of the City, GDOT, and affected federal agencies may at all 
reasonable times review and inspect the activities and data collected under the terms of the Contract 



 

 

and any amendments thereto, including but not limited to, all reports, drawings, studies, 
specifications, estimates, maps, and computations, prepared by or for the City. 
 
2.4 Workday and Restrictions, Suspension and Interruption 
 
2.4.1 Normal workday for the Work shall be from 8:00 A.M. to 5:00 P.M. and the normal work week 
shall be Monday through Friday.  The City will consider extended workdays or work weeks upon 
written request on a case-by-case basis.  The City may restrict work hours in certain locations or at 
certain times of the day.  No work will be allowed on national holidays (i.e., Memorial Day, July 4th, 
Labor Day, etc.).  The City may order the Contractor in writing to suspend, delay or interrupt all or any 
part of the Work for such period of time as it may determine appropriate for the convenience of the 
City.  The time for completion of the Work shall be extended by the number of days the Work is 
suspended.  The City shall not be responsible for any claims, damages or costs stemming from any 
delay of the Project. 
 
2.5 Work to be performed by the Prime Contract 
 
2.5.1 Tasks constituting of at least fifty-one percent (51%) of the value of this contract must be 
performed directly by the prime contractor and shall not be sub-contracted to other firms.   
 
2.5.2 The Contractor shall identify which tasks shall be self-performed. 

 
ARTICLE III 

 
CONTRACT TIME 

 
3.1 Time and Liquidated Damages 
 
3.1.1 The Contractor shall not proceed to furnish such services and the City shall not become 
obligated to pay for same until a written authorization to proceed (“Notice to Proceed”) has been sent 
to the Contractor from the City.  The Contractor shall commence the Work no later than ten (10) days 
after the effective date of the Notice to Proceed and shall achieve Substantial Completion of the Work, 
as hereinafter defined, no later than seventy-five (75) Calendar Days, in accordance with the 
Contract Documents. Seventy-five (75) Calendar Days from the date on which the Work is 
permitted to proceed, through the date set forth for Substantial Completion, shall constitute 
the Contract Time.  The Work shall be carried on expeditiously, it being understood, however, 
that this Agreement may be extended or continued in force by the parties hereto in writing as 
provided herein. 
 



 

 

3.1.2 The Contractor shall pay the City the sum of $500.00 per day for each and every calendar day 
of unexcused delay in achieving Substantial Completion beyond the date set forth herein for 
Substantial Completion of the Work.  Any sums due and payable hereunder by the Contractor shall be 
payable, not as a penalty, but as liquidated damages representing an estimate of delay damages likely 
to be sustained by the City, estimated at or before the time of executing this Contract.  When the City 
reasonably believes that Substantial Completion will be inexcusably delayed, the City shall be entitled, 
but not required, to withhold from any amounts otherwise due the Contractor an amount then 
believed by the City to be adequate to recover liquidated damages applicable to such delays.  If and 
when the Contractor overcomes the delay in achieving Substantial Completion, or any part thereof, 
for which the City has withheld payment, the City shall promptly release to the Contractor those funds 
withheld, but no longer applicable, as liquidated damages.   
 
3.2 Substantial Completion 
 
3.2.1 Substantial Completion shall mean the stage of the work when Sandy Springs has determined 
all pay items are sufficiently complete allowing the newly constructed facilities to be used for their 
intended purpose.  Partial use or occupancy of the Project shall not result in the Project being deemed 
substantially complete, and such partial use or occupancy shall not be evidence of Substantial 
Completion. 
 
3.3 Time is of the Essence 
 
3.3.1 All limitations of time set forth in the Contract Documents are of the essence of this Contract. 

 
ARTICLE IV 

 
CONTRACT PRICE 

 
4.1 The Contract Price 
 
4.1.1 The total contract amount for the Project (the “Contract Price”) shall be as set forth in the bid 
schedule (“Bid Schedule”) attached hereto as EXHIBIT B, BID SCHEDULE and incorporated herein.  
Payment to the Contractor pursuant to the Bid Schedule is full payment for the complete scope of 
services.  The Contract Price shall not be modified except by Change Order as provided in this Contract.   
 

ARTICLE V 
 

PAYMENT OF THE CONTRACT PRICE 
 
5.1 Bid Schedule 
 
5.1.1 The Contractor shall invoice and be paid pursuant to the Bid Schedule contained in the 
Contract Documents. 
 
5.2 Payment Procedure 



 

 

 
5.2.1 The City shall pay the Contract Price to the Contractor as provided below. 
 
5.2.2 Based upon the Contractor’s invoices for payment submitted to the City, the City shall make 
progress payments to the Contractor on account of the Contract Price. 
 
5.2.3 On or before the   5th    day of each month after commencement of the Work, the Contractor 
shall submit an invoice for Work satisfactorily completed as evaluated by an inspector representing 
the City pursuant to the Bid Schedule.  The invoice shall be in such form and manner, and with such 
supporting data and content, as the City may require.  Therein, the Contractor may request payment 
for ninety percent (90%) of that portion of the Contract Price properly allocable to Contract 
requirements properly provided, labor, materials and equipment properly incorporated into the Work 
plus ninety percent (90%) of that portion of the Contract Price properly allocable to materials or 
equipment properly stored on-site (or elsewhere if approved in advance in writing by the City) for 
subsequent incorporation into the Work, less the total amount of previous payments received from 
the City.  Payment for stored materials and equipment shall be conditioned upon the Contractor’s 
proof satisfactory to the City, that the City has title to such materials and equipment and shall include 
proof of required insurance.  Such invoice shall be signed by the Contractor and shall constitute the 
Contractor’s representation that the Work has progressed to the level for which payment is requested 
in accordance with the Schedule of Work, that the Work has been properly installed or performed in 
full accordance with this Contract, and that the Contractor knows of no reason why payment should 
not be made as requested.  Thereafter, the City will review the invoice and may also review the Work 
at the Project Site or elsewhere to determine whether the quantity and quality of the Work is as 
represented in the invoice and is as required by this Contract.  The City shall make partial payments 
on account of the Contract Price to the Contractor within thirty (30) days following receipt of each 
invoice.  The amount of each partial payment shall be the amount approved for payment less such 
amounts, if any, otherwise owing by the Contractor to the City or which the City shall have the right 
to withhold as authorized by this Contract.  The City shall not be precluded from the exercise of any 
of its rights as set forth in Paragraph 5.3 herein below; PROVIDED, HOWEVER, that when fifty (50) 
percent of the Contract value, including Change Orders and other additions to the Contract value, 
provided for by the Contract Documents is due, and the manner of completion of the Contract Work 
and its progress are reasonably satisfactory to the City, the City shall withhold no more retainage.  At 
the discretion of the City, and with the approval of the Contractor, the retainage of any Subcontractor 
may be released separately as the Subcontractor completes its Work.  If, however, after discontinuing 
the retention, the City determines that the Work is unsatisfactory or has fallen behind schedule, 
retention may be resumed at the previous level.  If retention is resumed by the City, the Contractor 
and Subcontractors shall be entitled to resume withholding retainage accordingly.  The rights of the 
City set forth herein to retainage are in addition to all of the other rights and remedies of the City set 
forth in this Agreement. 
 
5.2.4 The Contractor warrants that upon submittal of an invoice, all Work for which payments have 
been received from the City shall be free and clear of liens, claims, security interest or other 
encumbrances in favor of the Contractor or any other person or entity whatsoever. 
 
5.2.5 The Contractor shall promptly pay each Subcontractor out of the amount paid to the 



 

 

Contractor on account of such Subcontractor’s Work, the amount to which such Subcontractor is 
entitled.  In the event the City becomes informed that the Contractor has not paid a Subcontractor as 
herein provided, the City shall have the right, but not the duty, to issue future checks in payment to 
the Contractor of amounts otherwise due hereunder naming the Contractor and such Subcontractor 
as joint payees.  Such joint check procedure, if employed by the City, shall create no rights in favor of 
any person or entity beyond the right of the named payees to payment of the check and shall not be 
deemed to commit the City to repeat the procedure in the future. 
 
5.2.6 No progress payment, nor any use or occupancy of the Project by the City, shall be interpreted 
to constitute an acceptance of any Work not in strict accordance with this Contract. 
 
5.3 Withheld Payment 
 
5.3.1 The City may decline to make payment, may withhold funds, and, if necessary, may demand 
the return of some or all of the amounts previously paid to the Contractor, to protect the City from 
loss because of: 
 

(a) defective Work not remedied by the Contractor or, in the opinion of the City, unlikely 
to be remedied by the Contractor; 

 
(b) claims of third parties against the City or the City’s property; 

 
(c) failure by the Contractor to pay Subcontractors or others in a prompt and proper 

fashion; 
 

(d) evidence that the balance of the Work cannot be completed in accordance with the 
Contract for the unpaid balance of the Contract Price; 

 
(e) evidence that the Work will not be completed in the time required for substantial or 

final completion; 
 

(f) persistent failure to carry out the Work in accordance with the Contract; 
 

(g) damage to the City or a third party to whom the City is, or may be, liable. 
 

In the event that the City makes written demand upon the Contractor for amounts previously 
paid by the City as contemplated in this Subparagraph 5.3.1, the Contractor shall promptly comply 
with such demand. 
 



 

 

5.4 Punch List 
 
5.4.1 When the Contractor believes that the Work is substantially complete, the Contractor shall so 
notify the City in writing.  If the City deems the work is substantially complete, the City shall make a 
preliminary final inspection of the Project and shall submit to the Contractor a list of items to be 
completed or corrected (the “Punch List”).  The Contractor shall complete all items on the Punch List 
within twenty-one (21) calendar days from the date of issuance of the Punch List by the City.  If the 
Contractor is already in liquidated damages, as herein provided, prior to beginning the Punch List, 
then liquidated damages will be postponed for the twenty-one (21) calendar days.  Once the twenty-
one (21) calendar days expire, then liquidated damages will continue to accrue.  In any case, once the 
twenty-one (21) calendar days expire after the Punch List is submitted to the Contractor, then 
liquidated damages will be assessed. 
 
5.5 Completion and Final Payment 
 
5.5.1 When all of the Work is finally complete and the Contractor is ready for a final inspection, the 
Contractor shall notify the City thereof in writing.  Thereupon, the City will make final inspection of 
the Work and, if the Work is complete in full accordance with this Contract and this Contract has been 
fully performed, the Contractor is entitled to the remainder of the unpaid Contract Price as hereinafter 
provided in Subparagraph 5.5.3.  Guarantees required by the Contract shall commence on the date of 
final completion of the Work.   
 
5.5.1.1 If the Contractor fails to achieve final completion within the time fixed therefor by the City, 
the Contractor shall pay the City the sum of $ 500.00  (as stipulated in GDOT Standard 
Specifications 108.08) per day for each and every calendar day of unexcused delay in achieving final 
completion beyond the date set forth herein for final completion of the Work.  Any sums due and 
payable hereunder by the Contractor shall be payable, not as a penalty, but as liquidated damages 
representing an estimate of delay damages likely to be sustained by the City, estimated at or before 
the time of executing this Contract.  When the City reasonably believes that final completion will be 
delayed without excuse, the City shall be entitled, but not required, to withhold from any amounts 
otherwise due the Contractor an amount then believed by the City to be adequate to recover 
liquidated damages applicable to such delays.  If and when the Contractor overcomes the delay in 
achieving final completion, or any part thereof, for which the City has withheld payment, the City shall 
promptly release to the Contractor those funds withheld, but no longer applicable, as liquidated 
damages. 
 
5.5.2 The Contractor shall not be entitled to final payment unless and until it submits to the City 
all documents required by the Contract, including, but not limited to, its affidavit that all payrolls, 
invoices for materials and equipment, and other liabilities connected with the Work for which the 
City, or the City’s property might be responsible, have been fully paid or otherwise satisfied; releases 
and waivers of lien from all Subcontractors of the Contractor and of any and all other parties required 
by the City; consent of Surety, if any, to final payment.  If any third party fails or refuses to provide a 
release of claim or waiver of lien as required by the City, the Contractor shall furnish a bond 
satisfactory to the City to discharge any such lien or indemnify the City from liability. 
 



 

 

5.5.3 Upon a determination by an inspector representing the City that the Work is complete in full 
accordance with this Contract, the City shall pay the Contractor an amount sufficient to increase total 
payments to the Contractor to one hundred percent (100%) of the Contract Price less two hundred 
percent (200%) of the reasonable cost as determined by the City for completing all incomplete Work, 
correcting and bringing into conformance all defective and nonconforming Work, and handling all 
unsettled claims. 
 
The City shall make final payment of all sums due the Contractor within thirty (30) days of final 
completion of the Project as determined by an inspector representing the City. 
 
5.5.4 Acceptance of final payment shall constitute a waiver of all claims against the City by the 
Contractor except for those claims previously made in writing against the City by the Contractor, 
pending at the time of final payment, and identified in writing by the Contractor as unsettled at the 
time of its request for final payment. 
 

ARTICLE VI 
 

THE CITY 
 
6.1 City Responsibility 
 
6.1.1 Excluding permits and fees normally the responsibility of the Contractor, the City shall obtain 
all approvals, easements, and the like required for construction and shall pay for necessary 
assessments and charges required for construction, use or occupancy of permanent structures or for 
permanent changes in existing facilities. 
 
6.2 Right to Stop Work 
 
6.2.1 If the Contractor persistently fails or refuses to perform the Work in accordance with this 
Contract, the City may order the Contractor to stop the Work, or any described portion thereof, until 
the cause for stoppage has been corrected no longer exists, or the City orders that Work be resumed.  
In such event, the Contractor shall immediately obey such order. 
 
6.3 City’s Right to Carry Out Work 
 
6.3.1 If the City determines to order the Contractor to stop the Work under the provisions 
of Paragraph 6.2, the City shall provide notice to the Contractor and the Contractor’s surety under the 
performance bond that they have seven (7) days to provide adequate assurance to the City that the 
cause of such stoppage will be eliminated or corrected and provide the City with a plan to remedy the 
cause of such Work stoppage.  If the Contractor and the surety fail within seven (7) days of such Work 
stoppage to provide such assurance, then the City may, without prejudice to any other rights or 
remedies the City may have against the Contractor, proceed to carry out the remedies necessary to 
eliminate or correct the cause of such Work stoppage.  Upon proceeding to perform or cause to be 
performed any corrective actions, the City shall provide notice to the Contractor and the surety of 
action being taken by the City.  In such a situation, an appropriate Change Order shall be issued 



 

 

deducting from the Contract Price the cost of correcting the subject deficiencies.  If the unpaid portion 
of the Contract Price is insufficient to cover the amount due the City, the Contractor and the surety 
shall be responsible for paying the difference to the City. 
 

ARTICLE VII 
 

THE CONTRACTOR 
 
7.1 Duties with Respect to Documents 
 
7.1.1 The Contractor is again reminded of its continuing duty set forth in Subparagraph 1.6.7.  The 
Contractor shall perform no part of the Work at any time without adequate Contract Documents or, 
as appropriate, approved shop drawings, product data or samples for such portion of the Work.  If the 
Contractor performs any of the Work knowing it involves a recognized error, inconsistency or omission 
in the Contract Documents without such notice to the City, the Contractor shall bear responsibility for 
such performance and shall bear the cost of correction. 
 
7.2 Manner of Performance 
 
7.2.1 The Contractor shall perform the Work strictly in accordance with this Contract. 
 
7.3 Supervision 
 
7.3.1 The Contractor shall supervise and direct the Work using the Contractor’s best skill, effort 
and attention.  The Contractor shall be responsible to the City for any and all acts or omissions of the 
Contractor, its employees and others engaged in the Work on behalf of the Contractor. 
 
7.4 Compliance 
 
7.4.1 Equal Employment Opportunity 

 
During performance of this Agreement, Contractor shall not discriminate against any employee or 
applicant for employment because of race, color, religion, sex, sexual orientation, gender, national 
origin, age, disability, or military or veteran status, or any other status or classification protected by 
applicable federal, state and local laws. This practice shall apply to all terms and conditions of 
employment, including but not limited to, hiring, placement, promotion, termination, layoff, recall, 
transfer, leave of absence, compensation, and training. 
 
Contractor shall undertake equal employment opportunity efforts to ensure that applicants and 
employees are treated without regard to their race, color, religion, sex, sexual orientation, gender, 
national origin, age, disability, or military or veteran status, or any other status or classification 
protected by applicable federal, state and local laws. Contractor’s equal employment opportunity 
efforts shall include, but not be limited to, all terms and conditions of employment, including but not 
limited to, hiring, placement, promotion, termination, layoff, recall, transfer, leave of absence, 
compensation, and training.  



 

 

 
Contractor will, in all solicitations or advertisements for employees placed by, or on behalf of 
Contractor, state that all qualified applicants will receive consideration for employment without 
regard to their race, color, religion, sex, sexual orientation, gender, national origin, age, disability, or 
military or veteran status, or any other status or classification protected by applicable federal, state 
and local laws. 
 
Contractor will cause the foregoing provisions to be inserted in all subcontracts for any work covered 
by the Agreement so that such provisions will be binding upon each subcontractor, provided that the 
foregoing provisions shall not apply to contracts or subcontracts for standard commercial supplies or 
raw materials. 
 
7.4.2 The Contractor’s performance of the Work shall comply with all federal and state  legal 
requirements imposed on GDOT including specifically, but not limited to, the provisions governing 
GDOT’s authority to contract, Sections 32-2-60 through 32-2-77 of the Official Code of Georgia 
Annotated; GDOT’s Rules and Regulations Governing the Prequalification of Prospective Bidders, 
Chapter 672-5; and GDOT’s Standard Specifications, Construction of Transportation Systems (current 
edition), and Special Provisions modifying them, except as noted in the General Conditions to the 
Contract including in the Contract Documents.  The Contractor shall require all subcontracts for 
construction of the Project to incorporate the requirements of this Subparagraph. 
 
7.4.3 The Contractor shall comply with the provisions of Federal Form-1273, attached hereto as 
EXHIBIT C, REQUIRED CONTRACT PROVISIONS – FEDERAL AID CONSTRUCTION CONTRACTS, and 
incorporated herein.  The Contractor further agrees to require compliance with and physical 
incorporation of the provisions of Federal Form-1273 into all subcontracts for construction of the 
Project. 
 
7.4.4 The Contractor shall comply with and shall require its Subcontractors to comply with the 
regulations for compliance with Title VI of the Civil Rights Act of 1964, as amended, and 23 CFR 200, 
as stated in EXHIBIT D, NOTICE TO CONTRACTORS - COMPLIANCE WITH TITLE VI OF THE CIVIL RIGHTS 
ACT OF 1964, attached hereto and incorporated herein. 
 
7.4.5 The Contractor shall comply with the provisions of Standard Federal Equal Employment 
Opportunity Construction Contract Specifications (Executive Order 11246) (43 CFR 14895) and shall 
physically include the provisions of Executive Order 11246 in each subcontract in excess of $10,000.  
A copy of Executive Order 11246 (43 CFR 14895) is attached to this Agreement as EXHIBIT E, 
STANDARD FEDERAL EQUAL EMPLOYMENT OPPORTUNITY CONSTRUCTION CONTRACT 
SPECIFICATIONS (EXECUTIVE ORDER 11246) (43 CFR 14895), and incorporated herein. 
7.4.6 The Contractor shall certify that the provisions of Section 50-24-1 through 50-24-6 of the 
Official Code of Georgia Annotated relating to the “Drug-Free Workplace Act” have been complied 
with in full, in the form attached hereto as EXHIBIT F, CERTIFICATION OF SPONSOR - DRUG-FREE 
WORKPLACE, and incorporated herein. 
 
7.4.7 The Contractor shall subcontract a minimum of _N/A__ percent (_N/A_%) of the total 
amount of Project funds to Disadvantaged Business Enterprise (“DBE”), as defined and provided for 



 

 

under the Federal Rules and Regulations 49 CFR 23 and 26, and as outlined in EXHIBIT G, DBE 
REQUIREMENTS, attached hereto and incorporated herein. 
 
7.4.8 The Contractor shall comply with and shall require its Subcontractors to comply with all 
applicable requirements of the American with Disabilities Act of 1990 (“ADA”), 42 U.S.C. 12101, et 
seq. and 49 U.S.C. 322; Section 504 of the Rehabilitation Act of 1973, as amended, 29 U.S.C. 791, and 
regulations and amendments thereto. 
 
7.4.9 The Contractor shall provide to the City in the form attached hereto as EXHIBIT H, 
CONTRACTOR CERTIFICATION REGARDING DEBARMENT, SUSPENSION AND OTHER RESPONSIBILITY 
MATTERS, a certification regarding debarment, suspension, ineligibility and voluntary exclusion in 
compliance with Executive Order 12549 and 49 CFR 29, according to instructions attached to the 
certification form.  As a part of the Exhibit H certification, the Contractor agrees to include the clause 
titled “Certification Regarding Debarment, Suspension, Ineligibility and Voluntary Exclusion – Lower 
Tier Covered Transaction,” as provided by GDOT without modification, in all lower tier covered 
transactions and in all solicitations for lower tier transactions, and shall cause the lower tier 
participant or Subcontractor to submit the certification attached hereto as EXHIBIT I, LOWER TIER 
CONTRACTOR CERTIFICATION REGARDING DEBARMENT, SUSPENSION, AND OTHER RESPONSIBILITY 
MATTERS, according to the instructions attached to the certification form. 
 
7.4.10 The Contractor shall comply with and shall require its Subcontractors to comply with all 
applicable requirements of the Davis-Bacon Act of 1931, 40 U.S.C. 276(a), as prescribed by 23 U.S.C. 
113 for federal aid highway projects, except roadways classified as local roads or rural minor 
collectors.  Note: Davis-Bacon Wage Rates not required for this contract. 
 
7.4.11 The Contractor shall comply with and shall require its Subcontractors to comply with Section 
25-9-1, et seq. of the Georgia Code Annotated, “Georgia Utility Facility Protection Act”, CALL BEFORE 
YOU DIG 1-800-282-7411. 
 
7.4.12 The Contractor shall comply with and shall cause its Subcontractors to comply with the 
Contract Work Hours and Safety Standards Act (40 U.S.C. 327-330), as supplemented by Department 
of Labor Regulations (29 CFR Part 5). 
 
7.4.13 The Contractor shall comply with and shall cause its Subcontractors to comply with the 
Copeland “Anti-Kickback” Act (18 U.S.C. 874), as supplemented in Department of Labor Regulations 
(29 CFR, Part 3). 
 
7.4.14 The Contractor shall execute a certification and shall cause all Subcontractors to execute a 
certification in the form of EXHIBIT J, CERTIFICATION OF CONTRACTOR – GEORGIA SECURITY AND 
IMMIGRATION COMPLIANCE ACT, attached hereto and incorporated herein.  Pursuant to the 
certification, Contractor agrees to comply with all applicable requirements of the Georgia Security 
and Immigration Compliance Act of 2006 as codified in O.C.G.A. Sections 13-10-90 and 13-10-91 and 
regulated in Chapter 300-10-1 of the Rules and Regulations of the State of Georgia, “Public Employers, 
Their Contractors and Subcontractors Required to Verify New Employee Work Eligibility Through a 
Federal Work Authorization Program,” accessed at http://www.dol.state.ga.us. 

http://www.dol.state.ga.us/


 

 

 
7.4.15 The Contractor acknowledges and agrees that the failure to complete appropriate 
certifications or the submission of a false certification as required herein shall result in the termination 
of this Agreement as provided in Article XII herein. 
 
7.5 Warranty 
 
7.5.1 The Contractor warrants to the City that all labor furnished to progress the Work under this 
Contract will be competent to perform the tasks undertaken, that the product of such labor will yield 
only first-class results, that materials and equipment furnished will be of good quality and new unless 
otherwise permitted by this Contract, and that the Work will be of good quality, free from faults and 
defects and in strict conformance with this Contract.  All Work not conforming to these requirements 
may be considered defective.  Unless otherwise specified in this Contract, acceptance shall be final 
and conclusive except for latent defects, fraud, gross mistakes amounting to fraud, or the City’s rights 
under any warranty or guarantee.  The Contractor shall remedy all defects in the Work and pay for 
damage to the Work and/or to other City property resulting from defective Work, which shall appear 
within a minimum period of one (1) year from the date of acceptance of the Work under this Contract, 
unless a longer period is specified.  The one (1) year warranty period shall begin after any repairs are 
performed, if needed.   
 
7.6 Permits, Inspections, Fees and Licenses 
 
Except as otherwise provided herein, the Contractor shall obtain and pay for all permits, inspections, 
fees and licenses necessary and ordinary for the Work.  The Contractor shall comply with all lawful 
requirements applicable to the Work and shall give and maintain any and all notices required by 
applicable law, ordinance, or regulation pertaining to the Work. 
 
7.7 Supervision 
 
7.7.1 The Contractor shall employ and maintain at the Project Site only competent supervisory 
personnel.  Absent written instruction from the Contractor to the contrary, the superintendent shall 
be deemed the Contractor’s authorized representative at the Project Site and shall be authorized to 
receive and accept any and all communications from the City. 
 



 

 

7.8 Schedules 
 
7.8.1 The Contractor shall submit to the City on a weekly basis a Schedule of Work to be performed 
for the next two (2) weeks.  The Schedule of Work must be delivered to the City each Thursday no 
later than 12:00 noon.  The Contractor’s Schedule of Work shall be prepared in such form, with such 
detail, and supported by such data as the City may require.  The City reserves the right to prohibit 
Work on any section of the Project not included in the weekly Schedule of Work.  The Schedule of 
Work must accurately represent the intended Work and cannot be vague or broad, such as listing all 
Work in the Contract.  The violation of this provision by the Contractor shall constitute a material 
breach of this Contract.  THE PARTIES SPECIFICALLY AGREE THAT ANY FLOAT CONTAINED IN THE 
SCHEDULES SHALL BELONG TO THE PROJECT AND IN NO EVENT SHALL THE CONTRACTOR MAKE CLAIM 
FOR ANY ALLEGED DELAY, ACCELERATION, OR EARLY COMPLETION SO LONG AS THE PROJECT IS 
COMPLETED WITHIN THE CONTRACT TIME.  Strict compliance with the requirements of this Paragraph 
is a condition precedent for payment to the Contractor, and failure by the Contractor to strictly comply 
with said requirements shall constitute a material breach of this Contract. 
 
7.9 Contract to be maintained at Project Site 
 
The Contractor shall continuously maintain at the Project Site, for the benefit of the City, one record 
copy of this Contract marked to record on a current basis changes, selections and modifications made 
during construction.  Additionally, the Contractor shall maintain at the Project Site for the City the 
approved shop drawings, product data, samples and other similar required submittals.  Upon final 
completion of the Work, all of these record documents shall be delivered to the City. 
 
7.10 Shop Drawings, Product Data and Samples 
 
7.10.1 Shop drawings, product data, samples and other submittals from the Contractor do not 
constitute Contract Documents.  Their purpose is merely to demonstrate the manner in which the 
Contractor intends to implement the Work in conformance with information received from the 
Contract Documents. 
 
7.10.2 The Contractor shall not perform any portion of the Work requiring submittal and review of 
shop drawings, product data or samples unless and until such submittal shall have been approved by 
the City.  Approval by the City, however, shall not be evidence that Work installed pursuant thereto 
conforms with the requirements of this Contract. 
 
7.11 Cleaning the Project Site and the Project 
 
7.11.1 The Contractor shall keep the Project Site reasonably clean during performance of the Work.  
Upon final completion of the Work, the Contractor shall clean the Project Site and the Project and 
remove all waste, together with all of the Contractor’s property from the Project Site. 
 
7.12 Access to Work 
 
7.12.1 Access to the Work shall be given to the City, GDOT and any affected federal agency requiring 



 

 

access to the Work at all times from commencement of the Work through final completion.  The 
Contractor shall take whatever steps necessary to provide access when requested. 
 
7.13 Indemnity 
 
7.13.1 To the fullest extent permitted by law, the Contractor shall indemnify and hold harmless the 
City and GDOT, their boards, officials, directors, officers, employees, representatives, agents, and 
volunteers from and against all liability, claims, damages, losses and expenses, including attorneys’ 
fees, arising out of or resulting from performance of the Work, provided that such liability, claims, 
damage, loss or expense is attributable to bodily injury, sickness, disease or death, or to injury to or 
destruction of tangible property (other than the Work itself) including loss of use resulting therefrom, 
but only to the extent caused in whole or in part by negligent acts or omissions of the Contractor, a 
Subcontractor, anyone directly or indirectly employed by them or anyone for whose acts they may be 
liable, regardless of whether or not such liability, claim, damage, loss or expense is caused in part by 
a party indemnified hereunder. 
 
7.13.2 In claims against any person or entity indemnified under this Paragraph 7.13 by an employee 
of the Contractor, a Subcontractor, any one directly or indirectly employed by them or anyone for 
whose acts they may be liable, the indemnification obligation under this Paragraph 7.13 shall not be 
limited by a limitation on amount or type of damages, compensation or benefits payable by or for the 
Contractor or a Subcontractor under workers’ compensation acts, disability benefit acts or other 
employee benefit acts. 
 
7.13.3 The Contractor shall ensure that the provisions of this Paragraph 7.13 are included in all 
contracts and subcontracts for the performance of Work under this Agreement. 
 
7.14 Means, Methods, Techniques, Sequences, Procedures and Safety 
 
7.14.1 The Contractor is fully responsible for, and shall have control over, all construction means, 
methods, techniques, sequences, procedures and safety, and shall coordinate all portions of the Work 
required by the Contract Documents.  The Contractor shall confine its apparatus, material and the 
operations of its workers to limits/requirements indicated by law, ordinances, permits, codes and any 
restrictions of the City, and shall not unreasonably encumber the premises with its materials or 
supplies.  
 
The Contractor shall adequately protect its own property from damage, will protect the City’s 
property from damage or loss, and will take all necessary precautions during the progress of the work 
to protect all persons and the property of others from injury or damage. The Contractor shall take all 
precautions for the safety of employees, and shall comply with all applicable provisions of Federal, 
State and local safety laws, building codes and any restrictions of the City to prevent accidents or 
injury to persons on, about, or adjacent to the premises where work is being performed.  
 
The Contractor shall erect and properly maintain at all times as required by the conditions, service 
and work, all necessary safeguards for the protection of its employees, the Contractor’s employees, 
and the public, and shall post signs warning against potential hazards. 



 

 

 
7.15 Separate Contracts 
 
7.15.1 The City reserves the right to perform work on the premises with its own forces or by the 
use of other contractors.  In such event, the Contractor shall fully cooperate with the City and such 
other contractors and shall coordinate, schedule and manage its work so as not to hinder, delay or 
otherwise interfere with the separate work of the City or other contractors. 
 
7.16 Maintenance of Contract Cost Records 
 
7.16.1 The Contractor shall maintain all books, documents, papers, accounting records, and other 
evidence pertaining to costs incurred on the Project and used in support of its Bid and shall make such 
material available at all reasonable times during the period of the Contract, and for three (3) years 
from the date of final payment under the Contract, for inspection by GDOT and any reviewing 
agencies, and copies thereof shall be furnished upon request.  The Contractor agrees that the 
provisions of this Subparagraph shall be included in any agreement it may make with any 
Subcontractor, assignee, or transferee. 
 

ARTICLE VIII 
 

CONTRACT ADMINISTRATION 
 
8.1 Claims by the Contractor 
 
8.1.1 All Contractor claims shall be initiated by written notice and claim to the City.  Such written 
notice and claim must be furnished within seven (7) days after occurrence of the event, or the first 
appearance of the condition, giving rise to the claim. 
 
8.1.2 Pending final resolution of any claim of the Contractor, the Contractor shall diligently 
proceed with performance of this Contract and the City shall continue to make payments to the 
Contractor in accordance with this Contract.  The resolution of any claim under this Paragraph 8.1 
shall be reflected by a Change Order executed by the City and the Contractor. 
 
8.1.3 Claims for Concealed and Unknown Conditions -- Should concealed and unknown 
conditions encountered in the performance of the Work (a) below the surface of the ground or (b) in 
an existing structure be at variance with the conditions indicated by this Contract, or should unknown 
conditions of an unusual nature differing materially from those ordinarily encountered in the area and 
generally recognized as inherent in Work of the character provided for in this Contract, be 
encountered, the Contract Price shall be equitably adjusted by Change Order upon the written notice 
and claim by either party made within seven (7) days after the first observance of the condition.  As a 
condition precedent to the City having any liability to the Contractor for concealed or unknown 
conditions, the Contractor must give the City written notice of, and an opportunity to observe, the 
condition prior to disturbing it.  The failure by the Contractor to make the written notice and claim as 
provided in this Subparagraph shall constitute a waiver by the Contractor of any claim arising out of 
or relating to such concealed or unknown condition. 



 

 

 
8.1.4 Claims for Additional Costs -- If the Contractor wishes to make a claim for an increase in the 
Contract Price, as a condition precedent to any liability of the City therefor, the Contractor shall give 
the City written notice of such claim within seven (7) days after the occurrence of the event, or the 
first appearance of the condition, giving rise to such claim.  Such notice shall be given by the 
Contractor before proceeding to execute any additional or changed Work.  The failure by the 
Contractor to give such notice prior to executing the Work shall constitute a waiver of any claim for 
additional compensation. 
 
8.1.4.1 In connection with any claim by the Contractor against the City for completion in excess of 
the Contract Price, any liability of the City shall be strictly limited to direct costs incurred by the 
Contractor and shall in no event include indirect costs or consequential damages of the Contractor.  
The City shall not be liable to the Contractor for claims of third parties, including Subcontractors, 
unless and until liability of the Contractor has been established therefor in a court of competent 
jurisdiction. 
 
8.1.5 Claims for Additional Time -- If the Contractor is delayed in progressing any task which at 
the time of the delay is then critical or which during the delay becomes critical, as the sole result of 
any act or neglect to act by the City or someone acting in the City’s behalf, or by changes ordered in 
the Work, unusual delay in transportation, unusually adverse weather conditions not reasonably 
anticipatable, fire or any causes beyond the Contractor’s control, then the date for achieving 
Substantial Completion of the Work shall be extended upon the written notice and claim of the 
Contractor to the City, for such reasonable time as the City may determine.  Any notice and claim for 
an extension of time by the Contractor shall be made not more than seven (7) days after the 
occurrence of the event or the first appearance of the condition giving rise to the claim and shall set 
forth in detail the Contractor’s basis for requiring additional time in which to complete the Project.  In 
the event the delay to the Contractor is a continuing one, only one notice and claim for additional 
time shall be necessary.  If the Contractor fails to make such claim as required in this Subparagraph, 
any claim for an extension of time shall be waived. 
 
8.1.6 Extension of Contract Time for Unusually Adverse Weather Conditions Not Reasonably 

Anticipated 
 
8.1.6.1 The parties hereto recognize that work performed outside will at times be subject to adverse 
weather conditions. Further, the parties hereto agree that usual weather conditions include adverse 
weather that may impact scheduled work and that time has been factored in to the Contract Time to 
account for such adverse weather. Cumulative to the provisions of subparagraph 8.1.5 of this 
Contract Agreement, Contract Time may be extended for unusually adverse weather conditions that 
prevent the performance of scheduled work. For the avoidance of doubt, “scheduled work” shall only
 include work impacted by adverse weather that was made part of the most recent Schedule of Work 
submitted to and accepted by the City pursuant to subparagraph 7.8.1. For the further avoidance of 
doubt, “unusually adverse” shall only mean days in excess of the days factored in to the Contract 
Time for usual adverse weather for each month as follows: January (7 days), February (6 days), March
 (5 days), April (3 days), May (3 days), June (2 days), July (1 day), August (3 days), September (3 days), 
October (2 days), November (4 days), and December (5 days). 



 

 

 

 

 

 

ARTICLE IX 
 

SUBCONTRACTORS 
 
9.1 Definition 
 
9.1.1  A Subcontractor is an entity which has a direct contract with the Contractor to perform a 
portion of the Work. 
 
9.2 Award of Subcontracts 
 
9.2.1 Upon execution of the Contract, the Contractor shall furnish the City, in writing, the names 
of persons or entities proposed by the Contractor to act as a Subcontractor on the Project.  The City 
shall promptly reply to the Contractor, in writing, stating any objections the City may have to such 
proposed Subcontractor.  The Contractor shall not enter into a Subcontract with a proposed 
Subcontractor with reference to whom the City has made timely objection.  The Contractor shall not 
be required to subcontract with any party to whom the Contractor has objection. 
 
9.2.2 All subcontracts shall afford the Contractor rights against the Subcontractor which 
correspond to those rights afforded to the City against the Contractor herein, including those rights 
afforded to the City by Subparagraph 12.2.1 below. 
 
9.2.3 All subcontracts shall comply with the requirements of Paragraph 7.4 above. 
 
9.2.4 All subcontractors including DBE firms are to be GDOT registered subcontractors or 
prequalified contractors.  
 

Contract Time may not be extended for days lost due to adverse weather conditions within these 
limits. In addition to the requirements set forth in Subparagraph 8.1.5, the Contractor’s written 
notice and claim for extension of time shall include a description of the adverse weather, the nature 
and extent of the delay caused by such weather, official weather reports, and other supporting 
documentation as the City may reasonably require. To extent that any of the terms and conditions 
set forth in this paragraph are in conflict with any of the terms and conditions of subparagraph 8.1.5, 
the terms and conditions of this paragraph shall govern and control.
 



 

 

ARTICLE X 
 

CHANGES IN THE WORK 
 
10.1 Changes Permitted 
 
10.1.1 Changes in the Work within the general scope of this Contract, consisting of additions, 
deletions, revisions, or any combination thereof, may be ordered without invalidating this Contract, 
by Change Order or by Field Order. 
 
10.1.2 Changes in the Work shall be performed under applicable provisions of this Contract and the 
Contractor shall proceed promptly with such changes. 
 
10.2 Change Order Defined 
 
10.2.1 Change Order shall mean a written order to the Contractor executed by the City, issued after 
execution of this Contract, authorizing and directing a change in the Work or an adjustment in the 
Contract Price or the Contract Time, or any combination thereof.  The Contract Price and the Contract 
Time may be changed only by Change Order. 
 
 
10.3 Changes in the Contract Price 
 
10.3.1 Any change in the Contract Price resulting from a Change Order shall be determined as 
follows by mutual agreement between the City and the Contractor as evidenced by (1) the change in 
the Contract Price being set forth in the Change Order, (2) such change in the Contract Price, together 
with any conditions or requirements related thereto, being initialed by both parties and (3) the 
Contractor’s execution of the Change Order. 
 
10.3.2 If unit prices are provided in the Contract, and if the quantities contemplated are so changed 
in a proposed Change Order that application of such unit prices to the quantities of Work proposed 
will cause substantial inequity to the City or to the Contractor, the applicable unit prices shall be 
equitably adjusted. 
 
10.4 Effect of Executed Change Order 
 
10.4.1 The execution of a Change Order by the Contractor shall constitute conclusive evidence of 
the Contractor’s agreement to the ordered changes in the Work, this Contract as thus amended, the 
Contract Price and the Contract Time.  The Contractor, by executing the Change Order, waives and 
forever releases any claim against the City for additional time or compensation for matters relating to 
or arising out of or resulting from the Work included within or affected by the executed Change Order. 
 
10.5 Notice to Surety; Consent 
 
10.5.1 The Contractor shall notify and obtain the consent and approval of the Contractor’s surety 



 

 

with reference to all Change Orders if such notice, consent or approval are required by the 
Contractor’s surety or by law.  The Contractor’s execution of the Change Order shall constitute the 
Contractor’s warranty to the City that the surety has been notified of and consents to, such Change 
Order and the surety shall be conclusively deemed to have been notified of such Change Order and 
to have expressly consented thereto. 
 

ARTICLE XI 
 

UNCOVERING AND CORRECTING WORK 
 
11.1 Uncovering Work 
 
11.1.1 If any of the Work is covered contrary to the City’s request or to any provisions of this 
Contract, it shall, if required by the City, be uncovered for the City’s inspection and shall be properly 
replaced at the Contractor’s expense without change in the Contract Time. 
 
11.1.2 If any of the Work is covered in a manner not inconsistent with Subparagraph 11.1.1 above, 
it shall, if required by the City, be uncovered for the City’s inspection.  If such Work strictly conforms 
with the provisions of this Contract, costs of uncovering and proper replacement shall by Change 
Order be charged to the City.  If such Work does not strictly conform with the provisions of this 
Contract, the Contractor shall pay the costs of uncovering and proper replacement. 
 
 

11.2 Correcting Work 
 
11.2.1 The Contractor shall immediately proceed to correct Work rejected by the City as defective 
or failing to conform to this Contract.  The Contractor shall pay all costs and expenses associated with 
correcting such rejected Work, including any additional testing and inspections, and reimbursement 
to the City for services and expenses made necessary thereby, if any. 
 
11.2.2 If within one (1) year after Substantial Completion of the Work any of the Work is found to 
be defective or not in accordance with this Contract, the Contractor shall correct it promptly upon 
receipt of written notice from the City.  This obligation shall survive final payment by the City and 
termination of this Contract.  With respect to Work first performed and completed after Substantial 
Completion, this one (1) year obligation to specifically correct defective and nonconforming Work 
shall be extended by the period of time which elapses between Substantial Completion and final 
completion of the subject Work. 
 
11.2.3 Nothing contained in this Paragraph 11.2 shall establish any period of limitation with respect 
to other obligations which the Contractor has under this Contract.  Establishment of the one (1) year 
time period in Subparagraph 11.2.2 relates only to the duty of the Contractor to specifically correct 
the Work. 
 
11.3 City May Accept Defective or Nonconforming Work 
 



 

 

11.3.1 If the City chooses to accept defective or nonconforming Work, the City may do so.  In such 
event, the Contract Price shall be reduced by the greater of (a) the reasonable cost of removing and 
correcting the defective or nonconforming Work, and (b) the difference between the fair market value 
of the Project as constructed and the fair market value of the Project had it not been constructed in 
such a manner as to include defective or nonconforming Work.  If the remaining portion of the unpaid 
Contract Price, if any, is insufficient to compensate the City for its acceptance of defective or 
nonconforming Work, the Contractor shall, upon written demand from the City, pay the City such 
remaining compensation for accepting defective or nonconforming Work. 
 

ARTICLE XII 
 

CONTRACT TERMINATION 
 
12.1 Termination by the Contractor 
 
12.1.1 If the Work is stopped for a period of ninety (90) days by an order of any court or other public 
authority, or as a result of an act of the government, through no fault of the Contractor or any person 
or entity working directly or indirectly for the Contractor, the Contractor may, upon ten (10) days’ 
written notice to the City, terminate performance under this Contract and recover from the City 
payment for the actual reasonable expenditures of the Contractor (as limited in Subparagraph 10.3.2 
above) for all Work executed and for materials, equipment, tools, construction equipment and 
machinery actually purchased or rented solely for the Work, less any salvage value of any such items. 
 
12.1.2 If the City shall persistently or repeatedly fail to perform any material obligation to the 
Contractor for a period of fifteen (15) days after receiving written notice from the Contractor of its 
intent to terminate hereunder, the Contractor may terminate performance under this Contract by 
written notice to the City.  In such event, the Contractor shall be entitled to recover from the City as 
though the City had terminated the Contractor’s performance under this Contract for convenience 
pursuant to Subparagraph 12.2.1 hereunder. 
 
12.2 Termination by the City 
 
12.2.1 For Convenience 
 
12.2.1.1 The City may for any reason whatsoever terminate performance under this Contract by the 
Contractor for convenience.  The City shall give written notice of such termination to the Contractor 
specifying when termination becomes effective. 
 
12.2.1.2 The Contractor shall incur no further obligations in connection with the Work and the 
Contractor shall stop Work when such termination becomes effective.  The Contractor shall also 
terminate outstanding orders and subcontracts.  The Contractor shall settle the liabilities and claims 
arising out of the termination of subcontracts and orders.  The City may direct the Contractor to assign 
the Contractor’s right, title and interest under terminated orders or subcontracts to the City or its 
designee. 
 



 

 

12.2.1.3 The Contractor shall transfer title and deliver to the City such completed or partially 
completed Work and materials, equipment, parts, fixtures, information and Contract rights as the 
Contractor has. 
 
12.2.1.4 
 

(a) The Contractor shall submit a termination claim to the City specifying the amounts due 
because of the termination for convenience together with costs, pricing or other data 
required by the City.  If the Contractor fails to file a termination claim within one (1) 
year from the effective date of termination, the City shall pay the Contractor an 
amount derived in accordance with sub-paragraph (c) below. 

 
(b) The City and the Contractor may agree to the compensation, if any, due to the 

Contractor hereunder. 
 

(c) Absent agreement to the amount due to the Contractor, the City shall pay the 
Contractor the following amounts: 

 
(i) Contract prices for labor, materials, equipment and other services accepted 

under this Contract; 
 

(ii) Reasonable costs incurred in preparing to perform and in performing the 
terminated portion of the Work, and in terminating the Contractor’s 
performance, plus a fair and reasonable allowance for overhead and profit 
thereon (such profit shall not include anticipated profit or consequential 
damages); provided however, that if it appears that the Contractor would have 
not profited or would have sustained a loss if the entire Contract would have 
been completed, no profit shall be allowed or included and the amount of 
compensation shall be reduced to reflect the anticipated rate of loss, if any; 

 
(iii) Reasonable costs of settling and paying claims arising out of the termination of 

subcontracts or orders pursuant to Subparagraph 12.2.1.2 of this Paragraph.  
These costs shall not include amounts paid in accordance with other provisions 
hereof. 

 
The total sum to be paid the Contractor under this Subparagraph 12.2.1 shall not exceed the 

total Contract Price, as properly adjusted, reduced by the amount of payments otherwise made, and 
shall in no event include duplication of payment. 
 
12.2.2 For Cause 
 
12.2.2.1 If the Contractor persistently or repeatedly refuses or fails to prosecute the Work in a timely 
manner, supply enough properly skilled workers, supervisory personnel or proper equipment or 
materials, or if it fails to make prompt payment to Subcontractors or for materials or labor, or 
persistently disregards laws, ordinances, rules, regulations or orders of any public authority having 



 

 

jurisdiction, or otherwise is guilty of a substantial violation of a material provision of this Contract, 
then the City may by written notice to the Contractor and the surety, without prejudice to any other 
right or remedy, terminate the employment of the Contractor and take possession of the Project Site 
and of all materials, equipment, tools, construction equipment and machinery thereon owned by the 
Contractor and may proceed to carry out the remedies necessary to finish the Work by whatever 
methods it may deem expedient.  In such case, the Contractor shall not be entitled to receive any 
further payment until the Work is finished. 
 
12.2.2.2 If the unpaid balance of the Contract Price exceeds the cost of finishing the Work, including 
compensation for additional services and expenses made necessary thereby, such excess shall be paid 
to the Contractor.  If such costs exceed the unpaid balance, the Contractor shall pay the difference to 
the City.  This obligation for payment shall survive the termination of the Contract. 
 
12.2.2.3 In the event the employment of the Contractor is terminated by the City for cause pursuant 
to Subparagraph 12.2.2 and it is subsequently determined by a Court of competent jurisdiction that 
such termination was without cause, such termination shall thereupon be deemed a termination for 
convenience under Subparagraph 12.2.1 and the provisions of Subparagraph 12.2.1 shall apply. 
 

ARTICLE XIII 
 

INSURANCE 
13.1  Insurance Requirements 
 
13.1.1 Prior to beginning Work on the Project, the Contractor shall procure and maintain for the 
duration of this Contract, and for one (1) years thereafter, at its sole cost and expense such insurance 
as will fully protect it and the City and the City’s boards, officials, directors, officers, employees, 
representatives, agents, and volunteers from incidents, accidents and claims for personal injury, 
bodily injury, and property damage which may arise from or in connection with the performance of 
the work and for the Contractor’s professional liability (errors and omissions) under this Contract, 
whether such services and work are performed by the Contractor, its agents, representatives, 
employees, or by any subcontractor or any tier directly employed or retained by either. The following 
is the minimum insurance and limits that the Contractor must maintain. If the Contractor maintains 
higher limits than the minimums shown below, the City requires and shall be entitled to coverage for 
the higher limits maintained by the Contractor. Any available insurance proceeds in excess of the 
specified minimum limits of insurance and coverage shall be available to the City.  
 
All of the insurance herein specified shall be written on a form acceptable to the City and shall be A.M. 
Best Company rated A X or greater. See EXHIBIT K, INSURANCE REQUIREMENTS attached hereto and 
incorporated herein. 
 
13.1.2 All such insurance shall remain in effect until final payment is made and the Project is 
accepted by the City.  If the Contractor receives notice of non-renewal or material adverse change of 
any of the required coverages, the Contractor shall promptly advise the City in writing.  Failure of the 
Contractor to promptly notify the City on non-renewal or material adverse change of any of the 
required coverages terminates the Agreement as of the date that the Contractor should have given 



 

 

notification to the City. The insurance policies shall contain or be endorsed to contain, the following 
provisions:  
 

(a) A provision that coverage afforded under such policies shall not expire, be canceled or altered 
without at least thirty (30) days prior written notice to the City.  

 
(b) Workers’ Compensation and Employer’s Liability and Property insurance policies shall contain 

a waiver of subrogation in favor of the City and the City’s boards, officials, directors, officers, 
employees, representatives, agents, and volunteers.  

 
(c) Commercial General Liability, Automobile Liability Contractors’ Pollution Legal Liability and/or 

Asbestos Legal Liability and/or Errors and Omissions (if project involves environmental 
hazards) insurance policies shall include an endorsement making the City and the City’s 
boards, officials, directors, officers, employees, representatives, agents, and volunteers 
Additional Insureds under such policies.  

 
A copy of these endorsements shall be provided to the City.  
 
Certificates of Insurance showing that such coverage is in force shall be filed under this Contract by 
the Contractor to the City. 
 
The obligations for the Contractor to procure and maintain insurance shall not be construed to waive 
or restrict other obligations and it is understood that insurance in no way limits liability of the 
Contractor whether or not same is covered by insurance.  
 
13.1.3 If the City has any objections to the coverage afforded by or provisions of the insurance 
required to be purchased and maintained by the Contractor, the City will notify the Contractor thereof 
within twenty (20) days of the date of delivery of such certificates to the City. 
 
13.1.4 The Contractor shall provide to the City such additional information in respect of insurance 
provided by it as the City may reasonably request.  The right of the City to review and comment on 
certificates of insurance is not intended to relieve the Contractor of his responsibility to provide 
insurance coverage as specified nor to relieve the Contractor of his liability for any claims which might 
arise. 
 
13.1.5 The Contractor agrees to require its Subcontractors to obtain insurance complying with the 
requirements the requirements of the Contract Documents. 
 



 

 

ARTICLE XIV 
 

DISPUTES 
 
No civil action with respect to any dispute, claim or controversy arising out of or relating to this 
Contract may be commenced without first giving fourteen (14) calendar days written notice to Sandy 
Springs of the claim and the intent to initiate a civil action. 
 

 
ARTICLE XV 

 
INDEPENDENT CONTRACTOR 

 
15.1 Relationship between Contractor and City 
 
15.1.1 The Contractor shall perform the services under this Agreement as an independent 
contractor and nothing contained herein shall be construed to be inconsistent with such relationship 
or status.  Nothing in this Agreement shall be interpreted or construed to constitute the Contractor 
or any of its agents or employees to be the agent, employee or representative of the City.  Inasmuch 
as the City and the Contractor are contractors independent of one another, neither has the authority 
to bind the other to any third person or otherwise to act in any way as the representative of the other, 
unless otherwise expressly agreed to in writing signed by both parties hereto.  The Contractor agrees 
not to represent itself as the City’s agent for any purpose to any party or to allow any employee or 
agent of the Contractor to do so, without specific prior written authorization from the City, and then 
only for the limited purpose stated in such authorization. 
 
15.1.2 The Contractor shall assume full liability for any contracts or agreements that the Contractor 
enters into on behalf of the City without the express knowledge and prior written authorization of the 
City.  

 
ARTICLE XVI 

 
COVENANT AGAINST CONTINGENT FEES 

 
16.1 Warranty by Contractor 
 
16.1.1 Contractor warrants that no person or selling agency has been employed or retained to 
solicit or secure this Agreement upon an agreement or understanding for any fee, commission, 
percentage, brokerage or contingent fee, gift or other consideration, excepting bona fide employees 
maintained by Contractor for the purpose of securing business and that Contractor has not received 
any non-City fee related to this Agreement without the prior written consent of the City. 
 
16.1.2 For breach or violation of this warranty, the City shall have the right to annul this Agreement 
without liability or at its discretion to deduct from the contract price or consideration, or otherwise 
recover, the full amount of any such fee, commission, percentage, brokerage or contingent fee, gift 



 

 

or other consideration. 
 

ARTICLE XVII 
 

MISCELLANEOUS 
 
17.1 Governing Law 
 
17.1.1 The Contract shall be administered and interpreted under the laws of the State of Georgia.  
Jurisdiction of litigation arising from this Agreement shall be in Georgia.  If any part of this Agreement 
is found to be in conflict with applicable laws, such part shall be inoperative, null and void insofar as 
it is in conflict with said laws, but the remainder of this Agreement shall be in full force and effect. 
 
Whenever reference is made in the Agreement to standards or codes in accordance with which work 
is to be performed, the edition or revision of the standards or codes current on the effective date of 
this Agreement shall apply, unless otherwise expressly stated. 
17.2 Successors and Assigns 
 
17.2.1 The City and Contractor bind themselves, their successors, assigns and legal representatives 
to the other party hereto and to successors, assigns and legal representatives of such other party in 
respect to covenants, agreements and obligations contained in this Contract.  The Contractor shall 
not assign this Contract without written consent of the City. 
 
17.3 Surety Bonds 
 
17.3.1 The Contractor shall furnish separate performance and payment bonds to the City. Each 
bond shall set forth a penal sum in an amount not less than the Contract Price.  Each bond furnished 
by the Contractor shall incorporate by reference the terms of this Contract as fully as though they 
were set forth verbatim in such bonds.  In the event the Contract Price is adjusted by Change Order 
executed by the Contractor, the penal sum of both the performance bond and the payment bond shall 
be deemed increased by like amount.  The performance and payment bonds furnished by the 
Contractor shall be in form suitable to the City and shall be executed by a surety, or sureties, 
reasonably suitable to the City.  Bonds shall be issued by a corporate surety appearing on the Treasury 
Department’s most current list (Circular 570, as amended) and be authorized to do business in the 
State of Georgia.  The date of the bond must not be prior to the date of the Agreement.  If the 
Contractor is a partnership, all partners shall execute the bond. 
 
It is mutually agreed by the parties hereto that if at any time after execution of this Agreement and 
the surety bonds for its faithful performance, the City shall deem the surety or sureties upon such 
bonds to be unsatisfactory, or if for any reason such bonds cease to be adequate to cover the 
performance of the Work, the Contractor shall, at its expense, within five (5) days after receipt of 
notice from the City to do so, furnish an additional bond or bonds in such form and amount and with 
such surety or sureties as shall be satisfactory to the City.  In such event, no further payment to the 
Contractor shall be deemed due under this Agreement until such new or additional security for the 
faithful performance of the Work shall be furnished in manner and form satisfactory to the City. 



 

 

 
17.4 Notices 
 
If to the City:     With copies to: 
 
John McDonough, City Manager  Dan Lee, City Attorney 
1 Galambos Way                         1 Galambos Way       
Sandy Springs, Georgia 30328  Sandy Springs, Georgia 30328 
 
If to Contractor:    With copies to: 
 
Contractor Contact, Title   __________________________ 
Address     __________________________ 
City, State Zip     __________________________  
      __________________________ 



 

 

IN WITNESS WHEREOF, the parties hereto, acting through their duly authorized agents, have signed 
and sealed this Agreement. 
 
CITY OF SANDY SPRINGS, GEORGIA 
 
 
By: ___________________________________________ 
 John McDonough, City Manager      _____________________ 
          Date of Execution 
ATTEST: 
  
By: ____________________________________________    
 City Clerk 
 
(SEAL) 
 
Approved as to Form: 
 
By: ____________________________________________ 
      City Attorney 
 
 
CONTRACTOR        _____________________ 
          Date of Execution 
By: ____________________________________________ 
 Name: 
 
 ____________________________________________ 
 (Typed or printed name) 
 
 ____________________________________________ 
 Title 
 
ATTEST: 
 
By: ___________________________________________ 
 Secretary for Corporation 
 
(SEAL) 
 
 ___________________________________________ 
 Witness 
 
 
Executed in originals of one (1). 



 

 

EXHIBIT A 
TO CONTRACT AGREEMENT 

 
SCOPE OF SERVICES 

 
 

The Contractor shall provide the necessary machinery, tools, apparatus, other means of 

construction, and all materials and labor specified in the Contract Documents or as necessary to 

complete the City of Sandy Springs Project TS161, Johnson Ferry Road Sidewalk Project, to 

install approximately 1,300 LF of sidewalk and associated improvements on the south side of 

Johnson Ferry Road from existing sidewalk on west of Kayron Drive to existing sidewalk west of 

Glenridge Drive as per the approved construction plans. 
 

 

Unless otherwise directed, all work performed shall be in accordance with the Georgia Department of  

Transportation  Standard  Specifications,  Construction  of  Transportation  Systems (current edition) 

– SEE ALSO EXHIBIT L, “SPECIAL PROVISIONS”, PROVIDED  WITH “REQUESTED FOR BID” 

DOCUMENTS.  All materials used in the process of completion of the work included in the Contract 

will be furnished from Georgia Department of Transportation certified suppliers only or as directed 

by the Engineer. 

 
Any contract quantities above the plan quantities will be placed as directed by Engineer.  Any 

quantities paid for under the “miscellaneous construction” pay item will be placed as directed by 

Engineer and the contractor will provide a quote for review by the Engineer prior to execution of 

work. 
 

 

There is no City furnished equipment to be installed by the contractor. 
  



 

 

EXHIBIT B 
TO CONTRACT AGREEMENT 

BID SCHEDULE 
  



 

 

 

  

 
TOTAL BID PRICE: ______________________________________________________ 
 
TOTAL BID PRICE IN WORDS: _____________________________________________________ 
 
BID PRICE CERTIFICATION 

In compliance with the attached Specification, the undersigned offers and agrees that if this Bid is 
accepted, by the City Council within one hundred and twenty (120) days of the date of Bid opening, 
that he will furnish any or all of the Items upon which Prices are quoted, at the Price set opposite 
each Item, delivered to the designated point(s) within the time specified in the Bid Schedule. 
 
COMPANY: __________________________________________________  
 
ADDRESS: ____________________________________________________  
 
AUTHORIZED SIGNATURE: _______________________________________  
 
EMAIL ADDRESS: _______________________________________________   
 
PRINT / TYPE NAME: ___________________________________________ 
 



 

 

EXHIBIT C 
TO CONTRACT AGREEMENT 

 
REQUIRED CONTRACT PROVISIONS 

FEDERAL AID CONSTRUCTION CONTRACTS 
Not Applicable for this Contract. 

 
  



 

 

EXHIBIT D 
TO CONTRACT AGREEMENT 

 
NOTICE TO CONTRACTORS 

COMPLIANCE WITH TITLE VI OF THE CIVIL RIGHTS ACT OF 1964 
 

           
During the performance of this Contract, the Contractor, for itself, its assignees and successors in 
interest (hereinafter referred to as the “Contractor”), agrees as follows: 
 
1. Compliance with Regulations:  The Contractor will comply with the Regulations of the 

Department of Transportation relative to nondiscrimination in Federally-assisted programs of 
the Department of Transportation (Title 49, Code of Federal Regulations, Part 21, hereinafter 
referred to as the “Regulations”), which are herein incorporated by reference and made a part 
of the Contract. 
 

2. Nondiscrimination:  The Contractor, with regard to the work performed by it afterward and 
prior to completion of the contract work, will not discriminate on the ground of race, color, 
sex, or national origin in the selection and retention of subcontracts including procurements 
of materials and leases of equipment.  The Contractor will not participate either directly or 
indirectly in the discrimination prohibited by Section 21.5 of the Regulations, including 
employment practices when contract covers a program set forth in Appendix B of the 
Regulations.  In addition, the Contractor will not participate either directly or indirectly in 
discrimination prohibited by 23 CFR 710.405 (b). 

 
3. Solicitations for subcontracts, including procurements of materials and equipment:  In all 

solicitations, either by competitive bidding or negotiation made by the Contractor for work to 
be performed under a subcontract, including procurements of materials or equipment, each 
potential subcontractor or supplier shall be notified by the Contractor of the Contractor’s 
obligations under this Contract and the Regulations relative to nondiscrimination on the 
ground of race, color, national origin or sex. 

reports required by the Regulations, or orders and instructions issued pursuant thereto, and 
will permit access to its books, records, accounts, other sources of information, and its facilities 
as may be determined by the Department of Transportation or the Federal Highway 
Administration to be pertinent to ascertain compliance with such Regulations, orders and 
instructions.  Where any information required of a Contractor is in the exclusive possession of 
another who fails or refuses to furnish this information, the Contractor shall so certify to the 
Department of Transportation, or the Federal Highway Administration as appropriate, and 
shall set forth what efforts it has made to obtain the information. 
 

5. Sanctions for Noncompliance:  In the event of the Contractor’s noncompliance with the 
nondiscrimination provisions of this Contract, the Department of Transportation shall impose 

 4. Information and Reports:  The Contractor will provide all information and 



 

 

such Contract sanctions as it or the Federal Highway Administration may determine to be 
appropriate, including, but not limited to: 
 

(a) withholding of payments to the Contractors under the Contract until the 
Contractor complies, and/or 

 
(b) Cancellation, termination or suspension of the Contract, in whole or in 

part. 
 

6. Incorporation of Provisions:  The Contractor will include the provisions of paragraph (1) 
through (6) in every subcontract, including procurements of materials and leases of 
equipment, unless exempt by the Regulations, orders or instruction issued pursuant thereto.  
The Contractor will take such action with respect to any subcontract or procurement as the 
Department of Transportation or the Federal Highway Administration may direct as a means 
of enforcing such provisions including sanctions for noncompliance.  Provided, however, that 
in the event a Contractor becomes involved in, or is threatened with, litigation with a 
subcontractor or supplier as result of such direction, the Contractor may request the State to 
enter into such litigation to protect the interests of the State, and, in addition, the Contractor 
may request the United States to enter into such litigation to protect the interest of the United 
States. 

  



 

 

EXHIBIT E 
TO CONTRACT AGREEMENT 

 
STANDARD FEDERAL EQUAL OPPORTUNITY 

CONSTRUCTION CONTRACT SPECIFICATIONS 
(EXECUTIVE ORDER 11246) (43 CFR 14895) 

Not Applicable for this Contract. 
 

  



 

 

EXHIBIT F 
TO CONTRACT AGREEMENT 

 
CERTIFICATION OF SPONSOR 

DRUG-FREE WORKPLACE 
(Bidder to sign and return)  

 
I hereby certify that I am a principal and duly authorized representative of 

_______________________________________________, (“Contractor”), whose address is 

____________________________________________________________________________, 

________________, ___________________ _______, and I further certify that: 

 

(1) The provisions of Section 50-24-1 through 50-24-6 of the Official Code of Georgia Annotated, 

relating to the “Drug-Free Workplace Act” have been complied with in full; and 

(2) A drug-free workplace will be provided for Contractor’s employees during the performance of 

the Agreement; and 

(3) Each Subcontractor hired by Contractor shall be required to ensure that the subcontractor’s 

employees are provided a drug-free workplace.  Contractor shall secure from that 

subcontractor the following written certification:  “As part of the subcontracting agreement 

with Contractor, ________________________________ certifies to Contractor that a drug-

free workplace will be provided for the Subcontractor’s employees during the performance of 

this Agreement pursuant to paragraph (7) of subsection (b) of the Official Code of Georgia 

Annotated, Section 50-24-3”; and 

(4) The undersigned will not engage in unlawful manufacture, sale, distribution, dispensation, 

possession, or use of a controlled substance or marijuana during the performance of the 

Agreement. 

 
  CONTRACTOR: 
 
Date: __________________ Signature: _________________________________________ 
  Title: _________________________________________ 
 
  



 

 

EXHIBIT G 
TO CONTRACT AGREEMENT 

 
DBE REQUIREMENTS 

Not Applicable to this project. 
 
  



 

 

EXHIBIT H 
TO CONTRACT AGREEMENT 

 
CONTRACTOR 

CERTIFICATION REGARDING DEBARMENT, SUSPENSION, 
AND OTHER RESPONSIBILITY MATTERS 

AND INSTRUCTIONS 
Not Applicable for this Contract 

 
  



 

 

EXHIBIT I 
TO CONTRACT AGREEMENT 

 
LOWER TIER 

CERTIFICATION REGARDING DEBARMENT, SUSPENSION, 
AND OTHER RESPONSIBILITY MATTERS 

AND INSTRUCTIONS 
Not Applicable for this Contract. 

  



 

 

EXHIBIT J 
TO CONTRACT AGREEMENT 

 
CERTIFICATION OF CONTRACTOR 

GEORGIA SECURITY AND IMMIGRATION COMPLIANCE ACT 
 
 I hereby certify that I am a principal and duly authorized representative of 
_____________________________________________, (“Contractor”), whose address is 
__________________________________________________, __________________________, 
___________________ _______. 
 

Contractor hereby agrees to comply with all applicable provisions and requirements of the 
Georgia Security and Immigration Compliance Act of 2006 (the “Act”), as codified in O.C.G.A. Sections 
13-10-90 and 13-10-91 and regulated in Chapter 300-10-1 of the Rules and Regulations of the State 
of Georgia, "Public Employers, Their Contractors and Subcontractors Required to Verify New 
Employee Work Eligibility Through a Federal Work Authorization Program," accessed at 
http://www.dol.state.ga.us, as further set forth below. 

 
Contractor agrees to verify the work eligibility of all of newly hired employees through the U.S. 

Department of Homeland Security’s Employment Eligibility Verification (EEV) / Basic Pilot Program, 
accessed through the Internet at https://www.vis-dhs.com/EmployerRegistration, in accordance with 
the provisions and timeline found in O.C.G.A. 13-10-91 and Rule 300-10-1-.02 of the Rules and 
Regulations of the State of Georgia.  As of July 1, 2007, the verification requirement applies to 
contractors and subcontractors with five-hundred (500) or more employees. 
 

Contractor understands that the contractor and subcontractor requirements of the Act apply 
to contracts for, or in connection with, the physical performance of services within the State of 
Georgia. 
 

Contractor understands that the following contract compliance dates set forth in the Act apply 
to the Contract Agreement, pursuant to O.C.G.A. 13-10-91: 
 

On or after July 1, 2007, to public employers, contractors, or subcontractors of 500 or 
more employees; 
 
On or after July 1, 2008, to public employers, contractors, or subcontractors of 100 or 
more employees; and 
 
On or after July 1, 2009, to all other public employers, their contractors, and 
subcontractors.  

 
To document the date on which the Act is applicable to Contractor, and to document 

Contractor’s compliance with the Act, the undersigned agrees to initial one of the three (3) lines below 
indicating the employee number category applicable to Contractor, and to submit the indicated 
affidavit with the Contract Agreement if the Contractor has 500 or more employees. 

http://www.dol.state.ga.us/
https://www.vis-dhs.com/EmployerRegistration


 

 
Contractor has: 
 
____ 500 or more employees [Contractor must register with the 

Employment/Eligibility Verification/Basic Pilot Program and begin work 
eligibility verification on July 1, 2007]; 

 
____ 100-499 employees [Contractor must register with the Employment Eligibility 

Verification/Basic Pilot Program and begin work eligibility verification by July 1, 
2008]; or 

 
____ 99 or fewer employees [Contractor must begin work eligibility verification by 

July 1, 2009]. 
 

Contractor further agrees to require O.C.G.A. Sections 13-10-90 and 13-10-91 compliance in 
all written agreements with any subcontractor employed by Contractor to provide services connected 
with the Contract Agreement, as required pursuant to O.C.G.A. 13-10-91.   
 

Contractor agrees to obtain from any subcontractor that is employed by Contractor to provide 
services connected with the Contract Agreement, the subcontractor’s indication of the employee 
number category applicable to the subcontractor. 
 

Contractor agrees to secure from any subcontractor engaged to perform services under this 
Contract an executed “Subcontractor Affidavit,” as required pursuant to O.C.G.A. 13-10-91 and Rule 
300-10-1-.08 of the Rules and Regulations of the State of Georgia, which rule can be accessed at 
http://www.dol.state.ga.us.  
 

Contractor agrees to maintain all records of the subcontractor’s compliance with O.C.G.A. 
Sections 13-10-90 and 13-10-91 and Chapter 300-10-1 of the Rules and Regulations of the State of 
Georgia. 
 
 
   CONTRACTOR: 
 
Date: ___________________  Signature: ____________________________________ 
   Title:  ____________________________________ 
  

http://www.dol.state.ga.us/


 

EXHIBIT K 
TO CONTRACT AGREEMENT 

 
INSURANCE REQUIREMENTS 

 
Within 10 days of Notice of Award, and at all times that this Contract is in force, the Contractor shall 
obtain, maintain and furnish the City Certificates of Insurance from licensed companies doing 
business in the State of Georgia with an A.M. Best Rating A-10 or higher and acceptable to the City 
covering:  
  
1. Workers’ Compensation & Employer’s Liability Insurance. Workers’ Compensation Insurance in 
compliance with the applicable Workers’ Compensation Act(s) of the state(s) wherein the work is to 
be performed or where jurisdiction could apply in amounts required by statutes. Employer’s Liability 
Insurance, with limits of liability of not less than $1,000,000 per accident for bodily injury or disease. 
 
2. Commercial General Liability Insurance, including contractual liability insurance, product and 
completed operations, personal and advertising injury, and any other type of liability for which this 
Contract applies with limits of liability of not less than $1,000,000 each occurrence  / $2,000,000 
policy aggregate for personal injury, bodily injury, and property damage. Commercial General 
Liability Insurance shall be written on an “occurrence” form.  
 
3. Automobile Liability Insurance with limits of liability of not less than $1,000,000 per accident for 
bodily injury and property damage if automobiles are to be used in the delivery of or in the 
completion of services and work or driven onto the City’s property. Insurance shall include all 
owned, non-owned and hired vehicle liability. 
 
4. Umbrella Insurance with limits of liability excess of Employer’s Liability Insurance, Commercial 
General Liability Insurance and Automobile Liability Insurance in the amount of not less than 
$3,000,000. 
 
5.   Contractors’ Pollution Legal Liability and/or Asbestos Legal Liability and/or Errors and Omissions 
(if project involves environmental hazards) with limits not less than $1,000,000 per occurrence or 
claim, and $2,000,000 policy aggregate. 
 
6.   Professional (Errors and Omissions) Insurance- For Professional Services and for all Design/Build 
Projects with limits of liability of not less than $3,000,000 per occurrence or claim / $3,000,000 policy 
aggregate. Such policy shall also include coverage for losses arising from the breach of information 
security or cyber liability (including Errors & Omissions, Security and Privacy Liability and Media Liability), 
whether combined with the Professional Liability policy or placed as a separate policy, but carrying the 
same limits of liability. Such coverage shall insure damage, injury and loss caused by error, omission or 
negligent acts, including all prior acts without limitation, related to the professional services to be 
provided under this Contract. The policy shall be amended to include independent contractors providing 
professional services on behalf of or at the direction of the Contractor.  The definition of Contractual 
Liability shall be amended to state that liability under a contract of professional services is 
covered.  Further, coverage shall be afforded for fraudulent acts, misappropriation of trade secrets, 
internet professional services, computer attacks, personal injury, regulatory actions, wrongful acts, 
contractual liability, privacy policy, and insured versus insured.  The Contractor shall ensure that coverage 



 

under this policy continues for a period of thirty-six (36) months after completion of services.    
 
7. Fidelity Bond (Employee Dishonesty) in the sum of not less than $50,000.  
 
All such insurance shall remain in effect until final payment is made and the Project is accepted by 
the City.  If the Contractor receives notice of non-renewal or material adverse change of any of the 
required coverages, the Contractor shall promptly advise the City in writing.  Failure of the 
Contractor to promptly notify the City on non-renewal or material adverse change of any of the 
required coverages terminates the Agreement as of the date that the Contractor should have given 
notification to the City. The insurance policies shall contain or be endorsed to contain, the following 
provisions:  
 

(a) A provision that coverage afforded under such policies shall not expire, be canceled or altered 
without at least thirty (30) days prior written notice to the City.  

(b) Workers’ Compensation and Employer’s Liability and Property insurance policies shall contain 
a waiver of subrogation in favor of the City and the City’s boards, officials, directors, officers, 
employees, representatives, agents, and volunteers.  

(c) Commercial General Liability, Automobile Liability Contractors’ Pollution Legal Liability and/or 
Asbestos Legal Liability and/or Errors and Omissions (if project involves environmental 
hazards) insurance policies shall include an endorsement making the City and the City’s 
boards, officials, directors, officers, employees, representatives, agents, and volunteers 
Additional Insureds under such policies.  

 
A copy of these endorsements shall be provided to the City.  
 
Certificates of Insurance showing that such coverage is in force shall be filed under this Contract by 
the Contractor to the City. 
 
The obligations for the Contractor to procure and maintain insurance shall not be construed to waive 
or restrict other obligations and it is understood that insurance in no way limits liability of the 
Contractor whether or not same is covered by insurance.  
 
Certificate Holder should read: The City of Sandy Springs, 1 Galambos Way, Sandy Springs GA 30328. 
  



 

EXHIBIT L 
TO CONTRACT AGREEMENT 

 

SPECIAL PROVISIONS 
 

  



GEORGIA DEPARTMENT OF TRANSPORTATION 
SPECIAL PROVISIONS  

 
All special provisions listed on this page apply to this project, Johnson Ferry Road Sidewalk, 
Project TS 161. See the following pages for the special provisions: 

 

Section 108—Prosecution and Progress 
 
Section 150—Traffic Control (includes 150.11 SP) 
 
Section 670—Water Distribution System 
 
Section 700—Grassing 
 
Section 890—Seed and Sod 
 
Section 900—Brick Pavers 
 
 



 
SPECIAL PROVISION 

JOHNSON FERRY ROAD SIDEWALK 
 

City of Sandy Springs, Georgia 
TS 161 

 
Modifications of the GDOT Standard Specifications, 2013 Edition 

 
 

108 - Prosecution and Progress 
 
Retain Sub-Section 108.08 as written and add the following: 
 
 A.  Intermediate Contract Time 
 
1. Special Conditions – Roadway 

 
 
Failure to open the lanes as specified in Special Provision 150.00A will result in the 
assessment of Liquidated Damages at the rate of $1,000 per day. 

 
When provided notice from the City, Failure to maintain or establish traffic control 
devices and layout as specified in Subsection 150.11 will result in the assessment of 
liquidated damages at the rate of $500.00 per Calendar day. 

 
 
All liquidated damages specified above are cumulative and are in addition to those which 
may be assessed in accordance with the contract for failure to complete the overall 
project. 
 



 
SPECIAL PROVISION 

JOHNSON FERRY ROAD SIDEWALK 
 

City of Sandy Springs, Georgia 
TS 161 

 
Modifications of the GDOT Standard Specifications, 2013 Edition 

 
 

150.11 Special Conditions 
 

A. WORK HOURS: 
 
This project requires the following restricted work hours: 
Work will be permitted during weekdays (Monday through Friday) between the 
hours of 8:00 a.m. and 5:00 p.m. and lane closures are only permitted from 9:00 
a.m. to 4:00 p.m. 
 
B. TRAFFIC CONTROL PLAN: 
 
A TRAFFIC CONTROL PLAN SHALL BE SUBMITTED TWO (2) WEEKS 
PRIOR TO ANY WORK FOR REVIEW AND APPROVAL BY THE 
ENGINEER. 
 
C. HOLIDAY WORK: 
 
No work shall be allowed during the following dates due to holidays: 

July 4-7, 2019 – Independence Day (holiday weekend) 
August 31, 2019 – September 2, 2019 – Labor Day (holiday weekend) 
October 12-14, 2019 - Columbus Day (holiday weekend) 
November 28, 2019 – December 1, 2019 – Thanksgiving (holiday 
weekend) 
December 25, 2019 – Christmas Day  
January 1, 2020 – New Year’s Day  
January 18-20, 2020 - Martin Luther King, Jr. Day (holiday weekend) 
February 15-17, 2020 – President’s Day (holiday weekend) 
May 23-25, 2020 - Memorial Day (holiday weekend) 
July 4-5, 2020 – Independence Day (holiday weekend) 
September 5-7, 2020 – Labor Day (holiday weekend) 
October 10-12, 2020 – Columbus Day (holiday weekend) 
November 26-29, 2020 – Thanksgiving (holiday weekend) 
December 25-27, 2020 – Christmas (holiday weekend) 
 

Lane closures shall not be allowed during the weekends of the Georgia Tax Free 
Weekends. 
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DEPARTMENT OF TRANSPORTATION

STATE OF GEORGIA

SPECIAL PROVISION
PROJECT NO:  

PI NO: 752660-
 

Section 670—Water Distribution System
Delete Section 670 and substitute the following:

670.1 General Description
This work consists of furnishing materials, labor, tools, equipment, and other items necessary for installing, removing, 
abandoning, relocating, and adjusting water distribution systems according to the Plans and Specifications.

670.1.01 Definitions
A. General Provisions 101 through 150
B. Whenever the terms “City”, “County,” or [Fulton County] are used in this Special Provision and its related documents, it 

shall be understood to mean [Fulton County] its subsidiaries, successors and/or assigns, hereafter referred to as Utility 
Owner.

C. The term “Project Manager” shall mean the authorized individual having the authority to give instructions pertaining to 
the work and to approve or reject the work. The “Project Manager” shall not however be authorized to revoke, alter, 
enlarge, relax, or release any requirements of the Contract, Plans, and Specifications, nor shall they act as an agent for 
the Contractor. All Contract items pertaining to the Utility Owner shall be coordinated with the Georgia Department of 
Transportation’s (GDOT) Project Manager and the Utility Owner.

670.1.02 Related References
A. Standard Specifications

Section 104—Scope of Work
Section 107—Legal Regulations and Responsibility to the Public
Section 108—Prosecution and Progress
Section 205—Roadway Excavation
Section 207—Excavation and Backfill for Minor Structures
Section 210—Grading Complete

City of Sandy Springs, Georgia 
Johnson Ferry Road Sidewalk

PROJECT NO: TS 161

April 11, 2019
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Section 400—Hot Mix Asphaltic Concrete Construction 

Section 444—Sawed Joints in Existing Pavements 

Section 500—Concrete Structures 

Section 600—Controlled Low Strength Flowable Fill 

Section 611—Relaying, Reconstructing or Adjusting to Grade of Miscellaneous Roadway Structures 

Section 615—Jacking or Boring Pipe 

Section 810—Roadway Materials 

B. Related Documents 
1. General Provisions 101 through 150. 

2. All products supplied and all work performed shall be in accordance with [Fulton County Technical Specification 
for Water Main Construction], applicable standards from American Society for Testing and Material (ASTM), 
American Water Works Association (AWWA), American National Standards Institute (ANSI), GDOT Utility 
Accommodation Policy and Standards, and the Georgia Environmental Protection Division (EPD) Minimum 
Standards for Public Water Systems. Latest revisions of all standards shall apply. 

670.1.03 Submittals 

A. General Provisions 101 through 150. 

B. Refer to the [Fulton County Technical Specification for Water Main Construction], current published edition, for water 
utility submittal requirements. Copies of all submittals and documentation shall be submitted to GDOT, who shall 
distribute to the Utility Owner. 

C. Shop Drawings / Product Data 

1. Submit [4] copies of the following submittals to the GDOT Project Manager: 

a. Product data, including size, dimension, capacity, pressure rating, accessories, and special features, installation 
instructions, and operating characteristics for all proposed materials to show compliance with the requirements 
of this Special Provision. 

b. Test reports specified in the Quality Acceptance section of this Special Provision. 
c. Pipe manufacturer certification of compliance with specifications. 

d. Operation and maintenance literature, warranties, and other specified information. 

D. Construction Record Documentation 
1. The Contractor shall record on two sets of utility as-built drawings that will record changes and deviations from the 

Contract Drawings in sizes, lines or grade. Record also the exact final horizontal and vertical locations of 
underground utilities and appurtenances to an accuracy of +/- 0.2 ft, referenced to permanent surface improvements. 
Drawings shall utilize State Plane Coordinates and shall be legibly marked to record actual construction and 
submitted to GDOT no later than 30 days after installation and prior to Final Acceptance of the Project. The Utility 
Owner shall determine if the utility record drawings are complete prior to Final Acceptance of the project.   

2. Record Drawings shall be signed and sealed by a professional engineer or land surveyor registered in the State of 
Georgia.  

3. Record Drawings shall also be submitted in digital format as indicated in accordance with the Department’s current 
Electronic Utility File Guidelines.  

4. Except for standard bound materials, bind all 8.5”x11” (A4) documentation, including 11” x 17” (A3) drawings 
folded to 8.5”x11” (A4), in logical groupings in loose-leaf binders of either the 3-ring or plastic slide-ring type. 
Permanently and appropriately label each such bound grouping of documentation. 

http://tomcat2.dot.state.ga.us/thesource/pdf/specs/ss400.html
http://tomcat2.dot.state.ga.us/thesource/pdf/specs/ss444.html
http://tomcat2.dot.state.ga.us/thesource/pdf/specs/ss500.html
http://tomcat2.dot.state.ga.us/thesource/pdf/specs/ss611.html
http://tomcat2.dot.state.ga.us/thesource/pdf/specs/ss611.html
http://tomcat2.dot.state.ga.us/thesource/pdf/specs/ss615.html
http://tomcat2.dot.state.ga.us/thesource/pdf/specs/ss810.html
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670.1.04 Quality Assurance 

A. The Contractor shall comply with applicable codes, ordinances, rules, regulations and laws of local, municipal, state or 
federal authorities having jurisdiction over the Project. 

B. Furnish manufactured items, pipe, fittings, valves, service components, and appurtenances from manufacturers having 
regularly produced such items as specified herein which have proven satisfactory in actual service, over at least a 2-year 
period, or as approved by the Utility Owner and GDOT. 

C. Regardless of tolerances permitted by industry standards specified herein, the Utility Owner or the GDOT Project 
Manager may reject pipe or appurtenances at the manufacturing plant or project site which have cracks, chips, blisters, 
rough interior or exterior surface, evidence of structural weakness, joint defects, or other imperfections that might in the 
opinion of the Project Manager contribute to reduced functional capability, accelerated deterioration or reduced 
structural strength. 

D. The Utility Owner and the Utility Owner’s consultant shall have the right to visit and inspect the work at any time. The 
Utility Owner may also have an Inspector assigned to the project authorized to inspect portions or all of the utility work 
done and the preparation, fabrication, or manufacture of the materials to be used. The Utility Owner shall be able to 
advise GDOT Project Manager of any observed discrepancies or potential problems. The cost of these inspections shall 
be the responsibility of the Utility Owner. 

E. GDOT shall notify the Utility Owner before authorizing any changes or deviations which might affect the Utility 
Owner’s facilities.  Contractor shall notify GDOT and Utility Owner a minimum of 24 hours prior to beginning work on 
utilities. 

F. The Utility Owner shall be notified by GDOT Project Manager when all utility work is complete and ready for final 
inspection. The Utility Owner shall be invited to attend the final inspection and may provide a corrections list to GDOT 
Project Manager prior to the final inspection. 

G. The Contractor shall verify the actual location and depth of all utilities prior to construction. All utilities and structures 
shall be protected during construction. Any damaged facilities shall be repaired or replaced at the Contractor’s expense.  

670.2 Materials 

All materials provided shall be in conformance with the requirements and standards set forth in the [Fulton County Technical 
Specification for Water Main Construction], current published edition. All pipeline and appurtenance materials in contact 
with potable water shall be National Sanitation Foundation (NSF) 61 Certified and part of GDOT QPL list. 

Pipes and appurtenances shall comply with Section 1417(a)(1) of the Safe Water Drinking Act as amended in 2011 which 
prohibits the use of any pipe, any pipe or plumbing fitting or fixture, and solder, or any flux, after June 1986, in the 
installation or repair of (i) any public water system; or (ii) any plumbing in a residential or non-residential facility providing 
water for human consumption, that is not lead free as defined in Section 1417(d). 

670.2.01 Water Piping systems and Appurtenances  

A. Ductile Iron Pipe and Fittings 

1. Ductile iron pipe shall meet the latest edition of ANSI/AWWA C150/A21.50 and C151/A21.51 for the class and 
joint specified with a nominal laying length of 18 (5.5 m) to 20 feet (6 m). Joints for buried ductile iron pipe shall be 
mechanical or push-on joints. Unless specified otherwise in [Fulton County Technical Specification for Water Main 
Construction], ductile iron pipe diameters 12 inch (300 mm) or less shall be minimum Pressure Class 350, while 
pipe diameters greater than 12 inch (300 mm) shall be minimum Pressure Class 250.  

2. Ductile iron pipe for the interior of structures and above ground installations shall be flanged. Flanges shall be 
ductile iron and shall be threaded-on flanges conforming to ANSI/AWWA C115/A21.15 or cast-on flanges 
conforming to ANSI/AWWA C110/A21.10. The minimum class thickness for ductile iron flanged pipe to be 
threaded is Class 53. 

3. Interior surfaces of ductile iron pipe and fittings shall be cement mortar lined in accordance with AWWA C104. 
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4. Ductile iron shall have an exterior coating as specified in AWWA C151 for ductile iron pipe and AWWA 
C153/C110 for ductile iron fittings. 

5. Buried ductile iron pipe and fittings shall be polyethylene encased at locations indicated on the Plans or as 
conditions warrant. Polyethylene encasement tubing shall be in accordance with ANSI/AWWA C105/A21.5 and 
ASTM A674 and shall have a minimum thickness of 8 mils. Polyethylene encasement tubing shall be blue in color 
to designate potable water. 

6. Fittings: Ductile iron fittings shall be epoxy coated and meet the requirements of ANSI/AWWA C153/A21.53 or 
ANSI/AWWA C110 A21.10 with a minimum pressure rating of 250 psi. Ends shall be restrained mechanical joint. 
All ductile iron fittings shall bear the NSF approval seal for potable water pipe. 

7. Mechanical Joint Fittings: Mechanical joints consisting of bell, socket, gland, gasket, bolts, and nuts shall conform 
to ANSI/AWWA C111/A21.11. 

8. Push-On Joints: Push-on joints shall be designed in accordance with ANSI/AWWA C111/A21.11. Joint lubrication 
shall be as furnished by the manufacturer. 

9. Rubber gasket joints for push-on or mechanical joints shall conform to the requirements of ANSI/AWWA 
C111/A21.11. 

10. Restrained Joints: Restrained joints shall be provided as shown on the Plans and where required for thrust restraint. 
Restrained joints shall not require field welding or grooves cut into the pipe barrel for restraint. The restraining 
joints for mechanical joint fittings shall conform to the requirements of ANSI/AWWA C111/A21.11 with assembly 
in conformance with AWWA C600 and manufacturer’s recommendations. Restrained joints for pipe shall be 
mechanical joints with ductile iron retainer or push-on type joints and shall have a minimum rated working pressure 
of 250 psi. 

11. Mechanical joint retainer glands may be used to restrain mechanical joint pipe and fittings to the plain end of ductile 
iron pipe and fittings. Restrainer glands shall be manufactured of ductile iron per ASTM A536. 

12. Corrosion-resistant bolts used with ductile iron joints shall be high-strength, low-alloy steel as specified in 
ANSI/AWWA C111/A21.11. 

13. Welded Outlets: Welded outlets in ductile iron pipe shall be provided where specified and indicated on the Plans. 
Outlets shall be fabricated by welding sections of ductile iron pipe manufactured in accordance with ANSI/AWWA 
C151/A21.51. Welded outlet pipe shall be fabricated only by the pipe manufacturer. The minimum ductile iron pipe 
thickness for fabrication of welded outlet pipe shall be Thickness Class 53 for 4-inch to 54-inch (100 to 1350 mm) 
diameter pipe. All joints on welded-on branch outlets shall be provided in accordance with the latest revision of 
ANSI/AWWA C111/A21.11 and/or ANSI/AWWA C115/A21.15, as applicable. After the outlets are welded 
together and prior to finishing, the assembly shall be subjected to a 15 psi air test for leakage. The maximum size 
and laying length of the welded-on branch outlet shall be recommended by the pipe manufacturer and acceptable to 
the Utility Owner for the field conditions and connecting pipe or valve. 

B. Polyvinyl Chloride (PVC) Pipe 

1. PVC pipe diameters 4-inch through 12-inch (100 mm to 300 mm) shall meet ANSI/AWWA C900 requirements, and 
shall be a minimum pipe dimension ratio (DR) 18, Pressure Class 235 psi. PVC pipe diameters 14-inch (350 mm) 
and greater shall meet ANSI/AWWA C905 requirements, shall be DR 18 minimum, Pressure Class 235 psi. Pipe 
shall have a bell with an integral wall section with a factory installed, solid cross section elastomeric ring in 
accordance with ASTM F477. 

2. All PVC pipe shall be formulated for sunlight exposure, be blue in color to designate potable water, and bear the 
NSF approval seal. 

3. Joints for 4-inch (100 mm) and larger PVC pipe shall meet the requirements of AWWA C900/C905, latest edition. 
The rubber gaskets used for the joints shall consist of flexible elastomeric material conforming to ASTM F477. 
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4. PVC pipe shall have the same outside diameter (OD) as ductile iron pipe and be compatible for use with ductile iron 
fittings. 

5. Fittings for PVC pipe 4 inches (100 mm) and larger shall be ductile iron mechanical joint and comply with the 
requirements set forth in the specifications for Ductile Iron Pipe and Fittings. 

6. Restrained Joints: Restrained joints shall be provided as shown on the Plans and where required for thrust restraint. 
Restrained joints shall comply with the requirements set forth in the specifications for Ductile Iron Pipe and Fittings. 

7. Unless specified otherwise in the Plans or [Fulton County Technical Specification for Water Main Construction], 2-
inch (50 mm) and 3-inch (75 mm) diameter PVC pipe shall conform to the requirements of ASTM D2241 Class 
1120 or 1220 (SDR 21) with a working pressure rating of 200 psi with integral bell gasketed joints. Pipe is to be 
manufactured to IPS standard pipe equivalent outside diameters. 

8. Schedule 80 PVC pipes smaller than 4-inch (100 mm) nominal diameter shall be in accordance with ASTM D1785. 
Schedule 80 pipe shall have threaded joints. Solvent cemented joints are not allowed for buried pipes. Threaded type 
fittings for Schedule 80 PVC pipe shall be in conformance with ASTM D2464. All threaded joints shall be 
watertight. 

9. Flanges for Schedule 80 PVC pipe shall be rated for a 150 psi working pressure with ANSI B16.1 dimensions and 
bolting pattern. Flanges shall be connected to PVC piping with threaded joints in accordance with ASTM D2467 or 
ASTM 2464, respectively. 

C. Fusible PVC Pipe 

1. Fusible PVC pipe sizes 4-inch (100 mm) to 36-inch (900 mm) shall conform to AWWA C900/C905 as applicable 
and follow the dimension ratios (DR) set forth in the requirements listed for PVC pipe. 

2. Fusible PVC pipe shall be blue in color to designate potable water. 

3. Fusible PVC pipe shall be extruded with plain ends.  The ends shall be square to the pipe and free of any bevel or 
chamfer.  There shall be no bell or gasket of any kind incorporated into the pipe. 

4. Fusible PVC pipe shall be manufactured in a standard 40-foot nominal length-, or custom lengths as specified. 

5. Joints shall be made by butt fusing sections of pipe with manufacturer-approved equipment. 

6. Fittings shall be ductile iron mechanical joint and comply with the requirements set forth in the specifications for 
Ductile Iron Pipe and Fittings. 

D. High Density Polyethylene (HDPE) Pipe 

1. HDPE pipe sizes 4-inch (100 mm) and larger shall be a PE 4710/3408 high density, extra-high molecular weight 
polyethylene manufactured from first-quality high density polyethylene resin containing no additives, fillers, or 
extenders. The HDPE pipe shall have an ASTM D3350 cell classification of PE 445574C , shall meet the 
requirements of AWWA C906, and shall be sized based upon the ductile iron pipe size (DIPS), outside diameter 
(OD) sizing system.. The HDPE pipe shall be a minimum DR 11, pressure class 160 psi, and shall bear the NSF 
approval seal.  

2. HDPE pipe shall be blue or marked with a permanent blue stripe to designate potable water. 

3. Joints shall be made by butt fusing sections of pipe with manufacturer-approved equipment. 

4. Fittings shall be ductile iron mechanical joint meeting the requirements of ANSI/AWWA C110/A21.10 and 
ANSI/AWWA C111/A21.11. 

5. The pipe shall have fusion welded restrainer ring, follower gland, and a 12-inch (300 mm) stainless steel insert for 
the mechanical joint connection. 

6. HDPE water mains shall be properly sized utilizing the inside diameter of the nominal pipe diameter. If during 
construction HDPE is substituted for other pipe materials, the Contractor shall verify that the inside diameter of the 
HDPE is the same or larger than the inside diameter of the pipe originally specified. 
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E. Steel Casing Pipe 

1. All materials, design, fabrication, handling, and testing of steel casing pipe shall conform to the requirements of 
ASTM A139, AWWA C200 and AWWA Manual M11 "Steel Pipe – A Guide for Design and Installation."  

2. Steel casing pipe shall be new, smooth-wall, carbon steel pipe conforming to ASTM Specification A139, Grade B 
with a minimum yield strength of 35,000 psi. Steel casings shall be used with the size, minimum thickness, length, 
and coating specified on the Plans or [Fulton County Technical Specification for Water Main Construction]. 

3. Additional anti-corrosion measures, as specified by the manufacturer or indicated on the Plans, shall be provided at 
connectors, couplings, rollers, restraints, etc. 

4. Unless specified otherwise in the Plans or [Fulton County Technical Specification for Water Main Construction], 
casing pipe end seals shall consist of ⅛-inch (6 mm) thick flexible synthetic rubber boot with adjustable stainless 
steel banding straps. The annular space of the casing shall not be filled with concrete or grout. 

5. Casing spacers shall consist of a stainless steel shell, PVC ribbed liner, and non-conducting separators to keep the 
carrier pipe from touching the casing pipe. Spacers shall be provided at a maximum of 10-foot intervals and within 2 
feet (0.6 m) of the end of the casing pipe. 

F. Pipe Detection Wire 

1. Unless otherwise specified by the Plans or [Fulton County Technical Specification for Water Main Construction], 
open cut installations of non-metallic pipe shall include minimum #12 gauge tracing wire. Pipe installed by 
directional drill shall include two (2) insulated 8 gauge tracer wire. Wire shall be solid copper insulated with HDPE 
installed along pipe, wrapped around service line stub outs and stubbed into valve boxes for locating purposes. Wire 
shall be properly spliced to provide continuous conductivity. 

G. Warning Tape 

1. Water mains shall be installed with polyethylene film warning tape manufactured for marking and identifying 
underground water utilities. Tape shall be a minimum of 2 inches (50 mm) wide and 4 mils thick, blue in color, with 
continuously printed letters reading “CAUTION BURIED WATER LINE BELOW”. 

H. Gate Valves 

1. Gate valves 3 inches (80 mm) and larger shall be of the resilient seat type meeting the requirements of AWWA 
C509 or C515. Valves shall be iron body, bronze trimmed, with non-rising stems, and shall be fusion-bonded epoxy 
coated per ANSI/AWWA C550. Valves shall have a minimum design working pressure of 200 psi. 

2. Valves shall be manually operated by nut and open counter-clockwise unless specified otherwise in the Plans or 
[Fulton County Technical Specification for Water Main Construction]. 

3. The resilient seating arrangement shall provide zero leakage at the design working pressure when installed with line 
flow in either direction.  All ferrous surfaces inside and outside shall have a fusion bonded epoxy coating.  All 
valves shall be provided with O-ring seals.  The design and machining of valves shall be such as to permit replacing 
the O-ring seals in the valves while in service without leakage. 

4. All gate valves, when fully opened, shall have an unobstructed waterway diameter equal to or larger than the full 
nominal diameter of the valve. 

5. In general, valves shall be designed for vertical installation.  Valves installed in the horizontal position shall be 
provided with bevel gears, extended gear case, rollers, tracks, and scrapers. 

6. Exposed or above-ground gate valves shall be outside screw and yoke (OS&Y) flanged joint type with an operating 
hand wheel. The face-to-face dimensions and drilling shall conform to ANSI B16.10 for Class 125 flanged joint end 
gate valves. 

7. Valves shall include mechanical joints, bolts, glands, gaskets, and all other materials necessary to join to existing 
work. 
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8. Provide brass identification tag imprinted with “WATER”, valve size, valve type, and direction and number of turns 
to open. Provide a ¼-inch (8 mm) hole in the brass tag and attach the tag to the end of the locate wire (twist wire 
around tag). Tag shall be 2-inch (50 mm) diameter and ⅛-inch (6 mm) thick brass with a ¼-inch (8 mm) hole. 

I. Insertion Valve 

1. Insertion type valves shall be resilient wedge gate valves designed to be installed into an existing pressurized potable 
water main without interruption of flow through the pipe and no reduction of line pressure. 

a. Valve shall be fusion-bonded epoxy coated in compliance with AWWA C550. 
b. The construction of the resilient wedge shall comply with AWWA C509 requirements. 
c. The resilient wedge shall be fully encapsulated with EPDM rubber and shall seat on the valve body and not the 

pipe. The resilient wedge shall be totally independent of the carrier pipe. 
d. Valve shall be restrained to the pipe. 
e. Valves shall be suitable for operating pressures up to 250 psi. 

J. Butterfly Valves 

1. Butterfly valves shall be of the tight-closing, rubber seated type, with rubber seat positively locking in place sealing 
against flow from either direction.  Valves shall be hand operated with cast or ductile iron bodies. Valves shall 
conform to the requirements of AWWA C504, Class 150B, and shall be fusion-bonded epoxy coated per 
ANSI/AWWA C550. 

2. Valves shall have a 2-inch (50 mm) square operating nut and shall be installed with extension stems to extend the 
operating nut in accordance with the project details. Valves shall open by turning the operating nut counter 
clockwise unless specified otherwise in the Plans or [Fulton County Technical Specification for Water Main 
Construction]. 

3. Valve shafts shall be of 304 or 316 stainless steel. 

4. Buried butterfly valve end connections shall be installed using restrained mechanical joints. 

5. Flanged valves shall be fully faced and drilled in accordance with ANSI Standard B16.1, Class 125. 

6. Provide brass identification tag imprinted with “WATER”, valve size, valve type, and direction and number of turns 
to open. Provide a ¼-inch (8 mm) hole in the brass tag and attach the tag to the end of the locate wire (twist wire 
around tag). Tag shall be 2-inch (50 mm) diameter and ⅛-inch (6 mm) thick brass with a ¼-inch (8 mm) hole. 

K. Ball Valves 

1. Ball valves 2-inch (50 mm) and smaller shall be designed for a working pressure of not less than 175 psi. End 
connection shall be threaded. The body and all parts shall be made in accordance with AWWA C800 and ASTM 
B62 latest revision. 

L. Tapping Sleeves and Valve Assembly 

1. Tapping sleeves and valves sizes 4-inches (100 mm) and larger shall be stainless steel with wraparound gasket style, 
or ductile iron of the split-sleeve, mechanical joint type. Tapping sleeves shall be rated for a minimum 150 psi 
working pressure in accordance with ANSI/AWWA C110/A21.10. 

2. When tapping an existing asbestos cement pipe, a stainless steel tapping sleeve which contains a full gasketed 
surface within the sleeve body shall be used due to variances in the manufactured outside diameter of the asbestos 
cement pipe. 

3. Tapping sleeve shall have an outlet flange per ANSI B16.1, Class 125 standard. 

4. The Contractor shall determine the outside diameter of the existing main before ordering the sleeve. 

5. Tapping valves shall be mechanical joint outlet, non-rising stem, resilient seated gate valves meeting the applicable 
requirements of ANSI/AWWA C509/C515 and C550 with a minimum design working pressure of 200 psi. 

6. Tapping valves shall be specifically designed for pressure tapping with sufficient seat opening to allow full diameter 
taps to be made. 
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7. Tapping valves shall be manufactured with an integral tapping flange having a raised lip design. 

8. Tapping valves shall be furnished with a combination flange and mechanical joint for connecting the branch to the 
main. 

M. Valve Boxes 

1. All valves shall be equipped with valve boxes. The valve boxes shall be heavy, roadway type boxes. The valve box 
cover shall be marked “WATER VALVE” or “WATER”. 

2. Valve box materials shall conform to the requirements and standards set forth in the [Fulton County Technical 
Specification for Water Main Construction], current published edition. 

3. The valve boxes shall be adjustable up or down from the nominal required cover over the pipe. Extensions shall be 
provided as necessary. A precast concrete ring shall be placed around the valve box opening when outside of paved 
areas. 

4. Valves shall be furnished with extension stems as necessary to bring the operating nut to within 24 inches (600 mm) 
minimum of the top of the valve box. 

N. Service Connection Assemblies 

1. Water service connections and plumbing should conform to the standards set forth in the [Fulton County Technical 
Specification for Water Main Construction] and relevant local and/or state plumbing codes or to the Standard 
Plumbing Code as applicable within the jurisdiction in which the system is located. 

2. Service connection assemblies shall be provided for all new service line connections to existing meters. Existing 
service lines indicated for replacement shall be replaced with new materials from the water main to the existing or 
new water meter. 

3. Service connection assemblies shall include: 

a. Service saddle 
b. Corporation stop 
c. Service line 
d. Fittings 
e. Curb stop 
f. Water meter box 
g. Water meter (separate Pay Item for new service connections) 
h. Backflow preventer (separate Pay Item for new service connections) 

O. Service Saddles 

1. Service saddles shall have ductile iron or bronze body with stainless steel epoxy coated double tie straps and nuts 
with pressure rating not less than that of the pipe to which it is to be connected. 

2. Saddles shall have a rubber gasket cemented to the body, with compatible threading between the saddle and 
corporation stop. Saddles shall conform to ANSI/AWWA C800 standards. 

3. The service saddle shall provide full support around the circumference of the pipe, providing a bearing area of 
sufficient width so that pipe will not distort when the saddle is tightened. 

P. Water Service Pipe 

1. Polyethylene (PE) pipe for water service lines shall conform to AWWA C901 and ASTM D-2737 and shall be 200 
psi pipe, SDR 9 for copper tube size (CTS). Polyethylene extrusion compound from which the polyethylene pipe is 
extruded shall comply with applicable requirements for PE 3408 ultra-high molecular weight polyethylene plastic 
material as specified in AWWA C901. 

2. Marking on the PE service pipe shall include the nominal pipe or tubing size, the type of plastic material, the 
standard thermoplastic pipe dimension ratio or the pressure rating in psi, the ASTM designation with which the pipe 
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complies, and manufacturer's name or trade mark and code. It shall also include the NSF seal of approval for use 
with potable water. 

3. Copper tubing for water service lines shall be seamless and shall conform to ANSI/AWWA C800 and ASTM B88, 
Type K soft, suitable for potable water use with a working pressure of 150 psi. 

4. Water service line fittings shall be as indicated in [Fulton County Technical Specification for Water Main 
Construction]. 

Q. Corporation and Curb Stops 

1. Corporation stops, curb stops, and other appurtenances for plastic or copper service lines shall meet the requirements 
of ASTM B62 and AWWA C800. 

2. Service line taps shall be equipped with corporation stops.  Corporation stops in sizes 1-inch (25 mm) through 2-
inch (50 mm) shall be manufactured from cast bronze with machined fitting surfaces. The corporation shall be 
pressure rated to no less than 150 psi. 

3. Curb stops shall be ball valve type and made of bronze. Pipe connections shall be suitable for the type of service 
pipe used and shall be pressure rated for no less than 150 psi. 

R. Water Meters 

1. Water meters shall conform to the requirements and standards set forth in the [Fulton County Technical 
Specification for Water Main Construction]. 

S. Meter Boxes  

1. Water meter boxes shall be high density reinforced plastic body with one piece cast iron lid with lettering “WATER 
METER” on cover unless otherwise indicated on the Plans. Recessed hole shall be included in lid, if required by 
Utility Owner for electronic reading capability. Provide box of size and height appropriate to installation of meter 
and accessories required. Meter and curb stop shall be fully encased by the meter box. 

T. Concrete Vault 

1. Concrete vaults shall conform to the requirements and standards set forth in the [Fulton County Technical 
Specification for Water Main Construction] and standard details. 

U. Air Release Valve Assembly 

1. Air release, air/vacuum valves, and combination air valves shall be suitable for use with potable water systems and 
manufactured in compliance with ANSI/AWWA C512. 

2. Air release valves shall have a small venting orifice to vent the accumulation of air and other gases in the line or 
system under pressure. 

3. Air/vacuum valves shall have a large venting orifice to permit the release of air as the line is filling or relieve the 
vacuum as the line is draining or is under negative pressure. 

4. Combination air valves shall have operating features of both the air/vacuum valve and air release valve. 

5. Valves shall be suitable for pressures up to 250 psi. 

6. Air release, air/vacuum valves, and combination air valves shall conform to the requirements set forth in the [Fulton 
County Technical Specification for Water Main Construction] and standard details. 

V. Fire Hydrant Assembly 

1. Fire hydrants shall be the compressive, post style, dry barrel type, and shall conform to the requirements of 
ANSI/AWWA C502 and local code requirements.  The valve opening shall not be less than 4½-inch (115 mm). All 
hydrants shall be complete including joint assemblies. 

2. Hydrants shall be suitable for working pressure of 150 psi and shall be hydrostatically factory tested to 300 psi. 

3. All working parts, including the seat ring, shall be removable through the top without excavating or disturbing the 
barrel of the hydrant. 
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4. Hydrants shall be constructed with a lubricant chamber which encloses the operating threads and which provides 
automatic lubrication of the threads and bearing surfaces each time the hydrant is operated. This assembly shall be 
comprised of a top O-ring serving as a dirt and moisture barrier and a lower O-ring which will serve as a pressure 
seal. 

5. Hydrants shall include two 2½-inch (65 mm) hose nozzles and one 4½-inch (115 mm) pumper connection with 
National Standard Fire Hose Threads unless specified otherwise  in the Plans or [Fulton County Technical 
Specification for Water Main Construction]. Hydrant threads shall comply with the specifications of the local 
agency providing fire service. 

6. Hydrant nozzle shall be constructed to face in any direction at any time by removing the safety flange bolts and 
revolving the head without digging or shutting off water. 

7. Hydrants shall have pentagon operating nut measuring 1½-inch (40 mm) point to flat and shall open by turning 
counter-clockwise. 

8. Hydrant shall have a safety-type vertical barrel with a minimum 3½-foot bury and be designed with safety flange 
and/or bolts to protect the barrel and stem from damage, eliminate flooding, and allow rapid replacement if hydrant 
is struck. All risers necessary for deeper bury applications shall be provided by the hydrant manufacturer. 

9. Hydrants shall include positive, automatic drain valves which shall be fully closed when the main valve is open. 

10. Bottom inlet of hydrant shall be provided with mechanical joint connection complete with accessories as specified 
and shall be 6-inch (150 mm) nominal diameter. 

11. Fire hydrant shall be painted above ground with rust inhibiting enamel paint in accordance with [Fulton County 
Technical Specification for Water Main Construction]. 

12. Hydrant assemblies shall be restrained from the hydrant to the tee at the main. 

W. Backflow Prevention Devices 

1. Backflow prevention devices shall be installed where indicated on the Plans and shall meet all applicable AWWA, 
State, and local code/ordinance requirements. 

2. Backflow preventer materials shall conform to the requirements and standards set forth in the [Fulton County 
Technical Specification for Water Main Construction]. 

X. Thrust Collars and Thrust Blocks 

1. Concrete used for thrust collars or thrust blocks shall meet the “Class A” requirements for concrete listed in Section 
500. 

2. Thrust collars shall include welded-on collars attached by the pipe manufacturer or retainer glands. Concrete shall be 
poured continuous around the pipe and bear against undisturbed earth. 

3. Reinforcing steel shall meet the requirements set forth in the Plans or [Fulton County Technical Specification for 
Water Main Construction]. 

4. Mechanical joint restraints shall be utilized in lieu of thrust blocks with the approval of Utility Owner. 

Y. Manholes 

1. Precast reinforced manholes shall be manufactured in accordance with ASTM C478 and shall have a minimum wall 
thickness of 5 inches (127 mm). All concrete shall have a minimum compressive strength of 4,000 psi when tested 
in accordance with ASTM C478. 

2. Joints between precast sections shall be sealed by means of rubber O-ring gaskets or flexible butyl rubber sealant. 
3. Non-shrinking grout or a flexible seal shall be used to seal the pipe penetrations and prevent water from entering the 

manhole. 
4. Manhole rings and cover shall be per the [Fulton County Technical Specification for Water Main Construction] and 

standard details. 

670.2.02 Delivery, Storage, and Handling 
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A. Handle pipe, fittings, valves, and accessories carefully to prevent damage. Handle pipe by rolling on skids, forklift, or 
front end loader. Do not use material damaged in handling. Slings, hooks, or pipe tongs shall be padded and used in such 
a manner as to prevent damage to the exterior coatings or internal lining of the pipe. Do not use chains in handling pipe, 
fittings, or appurtenances. 

B. To unload pipe, carefully lift and lower it into position using approved padded slings, hooks, or clamps. Furnish 
equipment and facilities for unloading, handling, distributing, and storing pipe, fittings, valves, and accessories. Make 
equipment available at all times for use in unloading. Do not roll, drop or dump materials. Any materials dropped or 
dumped shall be subject to rejection without additional justification. 

C. Stored materials including salvaged materials shall be kept in suitable areas safe from damage. The interior of all pipe, 
fittings, and other appurtenances shall be kept free from dirt or foreign matter at all times. Store and support plastic pipe 
to prevent sagging and bending.  Store plastic pipe and gaskets to prevent exposure to direct sunlight. Valves and 
hydrants shall be stored and protected from damage by freezing. 

D. Pipe shall not be stacked higher than the limits recommended by the manufacturer. The bottom tier shall be kept off the 
ground on timbers, rails, or concrete. 

670.3 Construction Requirements 

670.3.01 Personnel 

A. General Provisions 101 through 150. 

B. Construction and installation of all water utilities shall be performed by a Contractor prequalified/registered with GDOT. 

C. All work specified in this section, except for water system service line installation shall be performed by a Contractor 
with a valid Utility Contractor’s license issued by the State of Georgia. Water service line installation shall be performed 
by either a Utility Contractor licensed in the State of Georgia or by a Master Plumber licensed in the State of Georgia. 

670.3.02 Equipment 

A. Ensure all equipment used is in conformance with the requirements and standards set forth in the [Fulton County 
Technical Specification for Water Main Construction], current published edition. 

670.3.03 Preparation 

General Provisions 101 through 150. 

670.3.04 Fabrication 

General Provisions 101 through 150. 

670.3.05 Construction 

A. Finding Existing Underground Utilities and Obstructions 

1. Comply with Subsection 107.13 and Subsection 107.21. 

2. According to the best information available to GDOT, all known water lines, sewer lines, gas lines, telephone 
conduits, drainage structures, etc. are shown on the Plans. However, to find such installations, use an electronic pipe 
and cable finder in locating existing installations or obstructions to the work. 

3. When unforeseen conflicts require Plan changes, perform the work as altered according to Subsection 104.03 and 
Subsection 104.04. 

4. Follow all Utility Owner customer notification requirements and obtain approval from the Utility Owner and GDOT 
Project Manager prior to disrupting any existing water services as required to install the water facilities shown on 
the Plans. 

B. Jack and Bore 

Comply with Section 615 for sewer main installations by jack and bore. 

C. Directional Drilling 
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1. Install water mains and services by means of directional drilling at locations shown on the Plans or where approved 
by GDOT or Utility Owner. Provide submittals and follow all relevant procedures and requirements set forth in the 
[Fulton County Technical Specification for Water Main Construction]. 

2. The Contractor shall not initiate horizontal directional drilling until all submittals are received, reviewed, and 
accepted by GDOT and the Utility Owner, and all required permits are obtained.  

3. The Contractor shall select drilling additives and fluid mixture proportions to ensure continuous circulation, bore 
stability, reduce drag on the pipe, and completely fill the annular space between the bore and the pipe to ensure 
stability and control settlement.   

4. The Contractor shall submit contingency plans for remediation of potential problems that may be encountered 
during the drilling operations. The contingency plans shall address the observations that would lead to the discovery 
of the problem and the methods that would be used to mitigate the problem. Potential problems that shall be 
addressed include: 

a. Loss of returns/loss of circulation of drilling fluid. 

b. Encountering obstruction during pilot bore or reaming/pullback. 

c. Drill pipe or product pipe cannot be advanced. 

d. Deviations from design line and grade exceed allowable tolerances.   

e. Drill pipe or product pipe broken off in borehole. 

f. Product pipe collapse or excessive deformation occurs 

g. Utility strike. 

h. Hydrolock occurs or is suspected. 

i. Excessive ground settlement or heave of ground surface or existing utilities. 

j. Inadvertent returns / hydrofracture or surface spills resulting in drilling fluids entering water or reaching the 
surface. 

5. Pipe damaged in directional drilling operations shall be removed and replaced at no additional expense to GDOT or 
the Utility Owner. 

6. Voids developed or encountered during the installation operation shall be pressure grouted with a grout mix 
approved by GDOT. 

7. Installation shall include a locatable conduit system, with identification markers on each side of GDOT right-of-way 
where applicable. Two (2) insulated 8 gauge solid copper tracers wire shall be attached to the leading end of the pipe 
pulling head and shall extend the full length of the installed pipe.     

8. The location and alignment of the pilot drill progress shall be continuously monitored for compliance with the 
proposed installation alignment and for verification of the depth of the bore. Monitoring shall be accomplished by 
computer generated bore logs which map the bore path based on x, y, z coordinate information provided by the 
locating/tracking system. Readings or plots shall be obtained on every drill rod, and shall be provided to the 
Inspector on a daily basis. Deviations between the recorded and design bore path shall be calculated and reported on 
the daily log. If the deviations exceed tolerances specified elsewhere, such occurrences shall be reported 
immediately to GDOT. The Contractor shall undertake all necessary measures to correct deviations and return to 
design line and grade.  

9. Upon completion of the directional drill the Contractor shall furnish GDOT and the Utility Owner an as-built 
drawing along with a report of the monitoring of the drilling fluids during the pilot hole and back reamed hole.    

10. Drilling fluid pressures, flow rates, viscosity, and density shall be monitored and recorded by the Contractor. The 
pressures shall be monitored at the pump. These measurements shall be included in daily logs submitted to GDOT.  
The Contractor shall document modifications to the drilling fluids, by noting the types and quantities of drilling fluid 
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additives and the dates and times when introduced.  The reason for the addition of drilling fluid additives or other 
modifications shall be documented and reported. 

11. Management and disposal of drilling fluids shall be the Contractor’s responsibility. Excess drilling fluids shall be 
contained at the entry and exit points until recycled or removed from the site. All drilling fluids shall be disposed of 
in a manner acceptable to the appropriate local, state and federal regulations. The Contractor’s work will be 
immediately suspended by GDOT whenever drilling fluids seep to the surface other than in the boring entrance or 
exit pit, or when a paved surface is displaced.  

12. Surfaces damaged by the work shall be restored to their preconstruction conditions at no additional cost to GDOT or 
Utility Owner, and with no increase in contract time. 

13. The following items shall be as shown on the Plans, unless otherwise approved in writing by GDOT: 

a. Entry / exit points  
b. Drill entry / exit angles  
c. Pilot bore path 

1) Radius of Curvature 
2) Entry / exit tolerances: Contractor shall be solely responsible for all work necessary to correct excessive 

deviations from line and grade, including re-drilling, redesigning connections, and acquiring additional 
easement, at no additional cost to GDOT or Utility Owner and without schedule extension. 

14. The pilot bore shall be pre-reamed and reamed using equipment and methods submitted by the Contractor.  The 
Contractor shall completely ream the bore to the final diameter prior to pullback. 

15. Pullback: The pipe shall be installed by pulling it into the reamed bore path in a continuous operation, behind a final 
reaming tool selected by the Contractor. The pipe shall be isolated from excessive torsional and axial stresses by a 
swivel device with a pre-established breakaway tensile capacity that is lower than the allowable tensile strength of 
the pipe. The maximum pull (axial tension force) exerted on the pipelines shall be measured continuously and 
limited to the maximum allowed by the pipe manufacturer with an appropriate factor of safety so that the pipe or 
joints are not overstressed. The end of the pipe shall be closed during the pull back operation. 

16. Pipelines shall be adequately supported during installation so as to prevent overstressing or buckling. The Contractor 
shall provide adequate support/rollers along the pipe layout area to support the required length of pipe for the bore. 
The pipe layout area shall be cleared of all large stones, construction debris, or other foreign objects that could 
damage the pipe during pullback. The Contractor shall monitor and inspect pipe rollers and method for suspending 
pipe at entry during the pullback operation to avoid damage to the pipe. 

17. The end of the pipe shall be closed during the pull back operation. 

18. Each length of pipe shall be inspected and cleaned as necessary to be free of debris immediately before joining. 

19. The Contractor shall at all times handle the pipe in a manner that does not overstress or otherwise damage the pipe.  
Vertical and horizontal curves shall be limited so that wall stresses do not exceed 50% of yield stress for flexural 
bending of the pipe. If the pipe is buckled or otherwise damaged, the damaged section shall be removed and 
replaced by the Contractor at his expense.  The Contractor shall take appropriate steps during pullback to ensure that 
the pipe and tracer wires will be installed without damage. 

20. If necessary, the pipe shall have water added as it enters the bore to achieve neutral buoyancy and reduce pullback 
loads and to ensure that adequate internal pressure is maintained at all points to counter balance collapse pressures. 

21. The Contractor shall cease pullback operations if the pipe is damaged and shall remove the pipe from the bore and 
repair the pipe using the manufacturer’s recommended procedure or replace the damaged pipe before resuming 
installation. 

22. Damage to the pipe resulting from manufacturer defects, installation, or grouting is the responsibility of the 
Contractor, including costs for replacement and labor and materials. To confirm no damage to the pipe, upon 
completion of pull back, the Contractor shall pull a sphere or pig through the entire length of the pipeline. The pig 
shall be one inch less in diameter than the internal diameter of the product pipe, capable of allowing water to pass 
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through it, complete with a pulling cable on either side. If the pig or sphere cannot pass through the pipe, it shall be 
considered collapsed and damaged. 

23. After the carrier pipe is completely pulled through the bore, a sufficient relaxation period as recommended by the 
pipe manufacturer shall be provided before the final pipe tie-in. 

24. The Contractor shall conduct a final hydrostatic test of the installed pipeline. Final test shall be in accordance with 
these specifications.  The Contractor shall repair any defects discovered during this test, and repeat until the pipe 
passes the test. 

D. Excavating Trenches 

1. The Contractor shall provide all necessary shoring and bracing materials as required to assure safe working 
conditions and to protect the excavations. The Contractor shall be required to fully comply with all applicable 
OSHA Excavation Safety Standards. No separate payment shall be made for any special procedure used in 
connection with the excavation. 

2. Excavate trenches to the proper depth and width as follows: 

a. Trench to Grade: Excavated trench bottoms shall be firm, free from boulders, and conform to the established 
grade. Limit open trench excavation to a maximum of three 300 feet (90 m) ahead of completed backfill. 

b. Care shall be taken not to over excavate except where necessary to remove unstable material, irregularities, 
lumps, rock, and projections.  Unnecessary over excavation shall be replaced at the Contractor's sole expense 
and in accordance with Subsection 670.3.05. 

c. Excavation carried below the established grade lines shown or established by the Utility Owner shall be 
backfilled according to Section 207 and Subsection 670.3.05. Use Class I or Class II Soils (defined in Section 
810) and firmly compact the soil. 

d. Where the established grade of a trench is in rock, undercut the bottom of the trench by at least 6 inches (150 

mm) beneath the pipe or conduit and the greater of 24 inches (600 mm) wider than the pipe/conduit (12 
inches or 300 mm each side) or 42 inches (1050 mm) wide, then backfill and compact according to 
Subsection 670.3.05. 

e. Excavation in pavement and pavement patching shall be according to GA Standard No. 1401. Remove the 
pavement according to Section 444, except no separate payment shall be made for sawed joints.  

f. Dewatering: Remove all water from excavations and maintain the excavations free of water while construction 
therein is in progress. Provide dewatering equipment as necessary to conform to this requirement. Dewatering 
procedures must meet all state and local regulatory requirements. 

3. Minimum Trench Depth 

a. Excavate trenches to provide at least 48 inches (1.2 m) cover depth directly above the pipe to the finished 
pavement surface, sidewalk, grass, etc. unless indicated otherwise on the Plans or by the Utility Owner and 
GDOT Project Manager. In order to avoid existing utilities, it may be necessary for the pipe to be laid shallower 
or deeper than the minimum cover specified. At such time the Contractor shall not be allowed extra 
compensation for additional excavation necessary for deeper installations. 

b. Side slopes of the trenches shall be as nearly vertical as practicable.  Trenches in excess of 5 feet (1.5 m) deep 
shall either have the trench sides laid back to conform to OSHA requirements for trench safety, if such area is 
available within the limits of excavation, or, alternatively, trenches deeper than 5 feet (1.5 m) shall be excavated 
via trench box or shored and braced. 

c. If any part of a water main is to be placed in or under a new embankment, finish the embankment to at least a 2-
foot plane above the outermost portion of the pipe barrel before excavating the trench. 
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4. Trench Width:  Excavate trenches to uniform widths wide enough to allow proper installation of pipe, fittings, and 
other materials, a minimum of 6 inches (150 mm) and a maximum of 12 inches (300 mm) each side of the pipe or 
conduit. 

5. Trench Bell Holes: Excavate bell holes deeply and widely enough to make joints and to allow the pipe barrel to rest 
firmly on the trench bottom. 

6. Trench bottom: Excavate and shape trench bottoms to provide uniform bearing and support of pipes and conduits. 
Shape subgrade to provide continuous support of bells, joints, and barrels of pipes and for joints, fittings, and bodies 
of conduits/pipes.  Remove projecting stones, tree roots, debris, and sharp objects along trench subgrade. Abrupt 
changes in grade of the trench bottom shall be avoided. Unless otherwise indicated in the Plans or [Fulton County 
Technical Specification for Water Main Construction], trenches for water mains shall be graded as much as possible 
to avoid high and low points that necessitate air release valves. 

7. Excavations may be completed and refilled either by hand or by machinery. Hand tool excavation shall be 
conducted where necessary to protect existing utilities and structures. 

8. In the event that unsuitable material is encountered at or below the excavation depth specified or shown on the 
Plans, the Utility Owner and GDOT Project Manager shall be notified. Such material shall be removed and replaced 
with suitable material in accordance with Section 205 by the written request of the GDOT Manager. 

E. Connecting to Existing Mains 

1. Connect to an existing main with the appropriate fittings according to the Plans or the Utility Owner and GDOT 
Project Manager. When making connections under pressure, (i.e. when normal water service must be maintained), 
furnish and use a tapping sleeve and valve assembly or line stop fittings as indicated. Coordinate with Utility Owner 
72 hours in advance for water service interruptions and temporary shut-offs. Evening or weekend work may be 
required to complete direct connections and tie-ins. Connect to existing mains as follows: 
a. Before opening new pipeline trenches, locate the various points of connection to be made into existing 

pipelines. If necessary, uncover pipelines for the Utility Owner and GDOT Project Coordinators to prescribe the 
connections and fittings needed. 

b. Connect to existing pipelines only to meet operating requirements. Cut existing lines only after obtaining the 
Utility Owner and GDOT Project Manager’ permission. 

c. Provide temporary line stops, associated fittings, and bypass pumping as indicated on the Plans and as necessary 
when cutting and plugging existing water mains to prevent service interruptions. Line stop and associated 
fittings shall be suitable for working pressures of 250 psi.  

d. Connections to existing asbestos cement pipe shall be installed as indicated on the Plans or in [Fulton County 
Technical Specification for Water Main Construction]. Cutting, removing, handling, and disposing of asbestos 
cement pipe shall be in accordance with requirements established by EPA, OSHA, GDOT, NIOSH, and the 
State of Georgia Environmental Protection Division, and any other applicable laws and ordinances. 

F. Laying Water Mains and Appurtenances 

1. Preparing and Handling Pipes 

a. Thoroughly clean the pipe and fittings before laying them. Keep them clean until accepted. 

b. Use suitable tools and equipment. Do not damage the pipe, especially the cement lining inside the pipe. 

c. Cut pipe in a manner to avoid damage to pipe or lining, leaving a smooth end at right angles to pipe axis. 
Smooth and bevel edges of cut pipe for push-on, gasket type joints. 

d. Bedding shall be provided as specified by the Utility Owner or pipe manufacturer for the type of conditions 
encountered. Bedding typically consists of granular soil free of lumps, clods, cobbles, and frozen materials, and 
shall be graded to a firm-but-yielding surface without abrupt changes in bearing value. Unstable soils and rock 
ledges shall be undercut from the bedding zone and replaced with suitable material. 

e. Bed pipe on coarse granular material in flat bottom trench with entire pipe barrel bearing uniformly on coarse 
granular material, except for an approximately 18-inch (450 mm) gap at pipe balance point for sling removal. 
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Hand excavate and backfill as required to provide uniform and continuous bearing and support for the pipe. Do 
not support pipe on hubs or end bells. Consolidate coarse granular material under and around pipe up to pipe 
centerline by tamping. 

f. Join pipe with bells facing direction in which laying operation is progressing. Lay pipe upgrade wherever line 
grade exceeds 10%. 

g. Carefully examine pipe for cracks and other defects and do not lay defective pipe. If pipe or castings appear to 
be cracked, broken, or defective after laying, remove and replace those sections. 

2. Alignment and Gradient 

a. Pipe alignment and gradient shall conform to the Plans. Deflect pipe lines only where indicated on the Plans, 
within allowable horizontal and vertical deflection angles according to the manufacturer. 

b. Water mains shall be laid at least 10 feet (3 m) horizontally from any existing or proposed sanitary sewer, storm 
sewer or sewer manhole. The distance shall be measured edge-to-edge. When local conditions prevent a 
horizontal separation of 10 feet (3 m), the water main may, on a case-by-case basis, be laid closer to a sewer  
provided the water main is laid in a separate trench or on an undisturbed earth shelf located on one side of the 
sewer at such an elevation that the bottom of the water main is at least 18 inches (450 mm) above the top of the 
sewer. 

c. Maintain a vertical separation of at least 18 inches (450 mm) between the crown of sanitary sewers and the 
invert of existing or proposed water mains with the sewer located below the water main. Where a vertical 
separation of 18 inches (450 mm) cannot be provided, and the water main cannot be relocated to provide 
adequate clearance, center one full length of water main over the sewer so that both joints of the water main will 
be as far from the sewer as possible.  

3. Special Requirements for Laying Water Mains 
a. Excavate, clean, lay, joint, and backfill progressively and uniformly according to these requirements: 

1) Never leave pipe in the trench overnight without completely jointing and capping. 
2) Do not leave completed pipeline exposed in the trench. Backfill and compact the trench as soon as possible 

after laying, jointing, and testing are complete. 
3) At the close of work each day and when laying pipe, close the exposed end of the pipeline in the trench 

with an approved wood or metal head or barrier. 
4) If necessary to cover the end of an incomplete pipeline with backfill, close the end of the pipe with a 

satisfactory cap or plug. 

G. Installing Water Mains by Open Cut 

1. Use the following flexible joints for connections inside the roadway shoulders or curbs and gutters: 

a. Mechanical Joints: 

1) When using mechanical joints, thoroughly wash bell sockets, spigots, gland, gasket, nuts, and bolts with 
soapy water before assembly. Keep these parts wet until the jointing operation is complete. 

2) Tighten nuts within the torque range recommended by the manufacturer. Check the tightening tolerance 
with a torque wrench. 

3) If effective sealing is not attained at the maximum recommended torque, disassemble, thoroughly clean, 
then reassemble the joint. 

4) Do not overstress bolts to compensate for improper installation or defective parts. 

b. Push-On Type Joints 

1) Use push-on joints made according to the manufacturer’s recommendations. 

2) Install PVC pipe in accordance with AWWA C605. 

3) Install ductile iron pipe in accordance with AWWA C600. 
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2. Restraints for pipe joints and fittings shall be provided as specified and as shown on the Plans.  Restraints shall be 
installed per manufacturer’s recommendations. 

3. Buried ductile iron pipe and fittings shall be polyethylene encased as specified and as indicated on the Plans. 
Polyethylene encasement tubing shall be secured with polyethylene tape and installed in accordance with 
ANSI/AWWA C105/A21.5. 

4. Unless otherwise specified by [Fulton County Technical Specification for Water Main Construction], provide pipe 
detection wire on all non-metallic pipe systems. Tape the tracer wire to the top center of the pipe at intervals which 
prevent wire displacement during backfilling operations. Stub tracer wire up 6 inches (150 mm) above finished 
grade at all valves and fire hydrants. For splices, use direct bury kits. After backfilling is complete, test electrical 
continuity of each tracer wire segment and provide test results to Utility Owner and GDOT Project Manager. 

5. Install continuous underground warning tape during backfilling of trench for underground water distribution piping. 
Install 12 inches (300 mm) below finished grade, or 6 inches (150 mm) below subgrade under pavements and 
walkways, and buried directly over piping. 

6. Use pipe cutters when cutting pipe or special castings. Do not use a hammer, chisel, or a cutting torch. 

7. Locations where water mains do not meet minimum depth of cover requirements shall include a steel casing or 
concrete encasement installed per [Fulton County Technical Specification for Water Main Construction]. 

8. If HDPE pipe is to be installed where high groundwater table or water surrounding the pipe is expected, precautions 
shall be taken to provide neutral buoyancy to prevent floatation or a change in alignment. 

9. Isolation Valves on Water Mains: Install and joint gate and butterfly valves as specified in Subsection 670.2.01 in 
accordance with AWWA C600. Include the valve box and valve marker where required. 

10. Air release valves shall be located at high elevation points on the pipeline. Air release valves shall be installed at 
locations indicated in the Plans and in accordance with manufacturer’s recommendations. 
a. Air release valves shall be installed in a shallow manhole or vault as indicated in the Plans and [Fulton County 

Technical Specification for Water Main Construction]. Automatic air relief valves shall not be used in areas 
where flooding of the manhole or vault may occur. 

b. An isolation valve shall be installed between the air release assembly and the connection to the main. 
c. The Contractor shall furnish and install at no additional cost to GDOT or Utility Owner all necessary fittings 

for the installation of air release valves at high points. 

11. Pressure reducing/sustaining valves of the size and type indicated shall be installed as shown on the Plans per 
manufacturer’s recommendations and [Fulton County Technical Specification for Water Main Construction]. 

12. Fire Hydrants: Install and joint hydrants as specified in Subsection 670.2.01 and in accordance with AWWA C600. 
Include required vertical extension sections. Also, include pipe strap installation, restraints, crushed stone drain, and 
backfill according to the Plans and this Section. Spacing of fire hydrants shall be as indicated in [Fulton County 
Technical Specification for Water Main Construction]. 

13. Concrete Thrust Collars and Thrust Blocks: If required, furnish materials and install thrust collars or concrete 
blocking according to Subsection 670.2.01. Form and pour concrete thrust collars or blocks in accordance with the 
Plans and the [Fulton County Technical Specification for Water Main Construction]. Blocking shall be poured 
against undisturbed earth and all forms shall be removed before backfilling.  

14. Backfilling 
a. Furnish equipment, labor, and when necessary material required for backfilling the pipe line trenches according 

to Section 207, and as follows: 

1) When testing for visual leaks in open trenches, do not backfill until testing is complete and leaks are 
eliminated. 

2) When retaining pavement adjacent to trenches, replace removed pavement with the same or better material 
when approved in accordance with the appropriate Section for the pavement type replaced. 
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3) Place backfill on subgrades free of mud, frost, snow, or ice. 

4) Place and compact bedding course on trench bottoms and where indicated. Shape the bedding course to 
provide continuous support for bells, joints, and barrels of pipes and for joints, fittings, and bodies of 
conduits/pipes. 

5) Backfill shall include Class I or Class II Soils as defined in Section 810 or suitable material that conforms 
with [Fulton County Technical Specification for Water Main Construction]. 

6) Backfill shall be placed in two stages: first, side fill to a height of 12 inches (300 mm) above the top of 
pipe; second, overfill to former surface grade. Side fill shall consist of granular material laid in 6-inch (150 
mm) layers each consolidated by mechanical tamping and controlled addition of moisture, to a density of 
95% as determined by as determined by the Standard Proctor test (AASHTO T-99 Method D) or GDT 67. 
Overfill shall be layered and consolidated to match the entrenched material in cohesion and compaction. 
The top 12 inches (300 mm) shall be compacted to 100% of specified density. Consolidation by saturation 
or ponding shall not be permitted. 

7) Soil Moisture Control: Uniformly moisten and aerate subgrade and each subsequent fill or backfill soil 
layer before compaction to within 2% of optimum moisture content. Remove and replace, or scarify and air 
dry, otherwise satisfactory soil material that exceeds optimum moisture content by 2% and is too wet to 
compact to specified dry unit weight. 

8) Initial backfill shall be carefully compacted under pipe haunches and evenly up on both sides and along the 
full length of piping or conduit to avoid damage or displacement of piping or conduit. Place and compact 
fill and backfill of satisfactory soil to final subgrade elevation. Backfill voids with satisfactory soil while 
removing shoring and bracing and/or trench boxes. 

9) After backfilling, maintain temporary surface restoration per GA Standard No. 1401 until permanent 
repaving is complete. No separate payment shall be made for replaced pavement. 

15. Disinfection of Water Mains 
a. New and existing pipelines and appurtenances shall be disinfected before placing into service. Disinfection can 

be conducted in conjunction with the pressure test. 

b. Before the main is chlorinated, it shall be filled to eliminate air pockets and shall be flushed to remove 
particulates. 

c. During disinfection of the water mains, an appropriate cross-connection control device, consistent with the 
degree of hazard, shall be provided for backflow protection of the active distribution system. 

d. Chlorination: Sterilize using only potable water with calcium hypochlorite (HTH), 1% chlorine solution, or 
other products acceptable to the Utility Owner and GDOT Project Manager and Department of Public Health. 
Comply with AWWA C651 including Section 9 procedures on final connections to existing mains. 

1) The chlorine solution used for disinfection of water mains shall have a free chlorine residual concentration 
not less than 25 mg/L or in accordance with [Fulton County Technical Specification for Water Main 
Construction]. 

2) Add enough disinfectant to provide a chlorine residual of not less than 10 parts per million (ppm) in 24 
hours or as required in [Fulton County Technical Specification for Water Main Construction]. All valves 
and hydrants shall be operated to ensure disinfection of the appurtenances. 

3) At the end of 24 hours, check the chlorine residual. If it is less than 10 ppm, add additional chlorine and 
check the line again after 24 hours. 

e. After the applicable retention period, the chlorinated water must not be disposed in a manner that will harm the 
environment. Neutralizing chemicals, such as Sulfur Dioxide, Sodium Bisulfite, Sodium Sulfite or Sodium 
Thiosulfate can be used to neutralize the chlorine residual remaining in the water to be wasted. 

f. After sterilization, flush the line with potable water until the chlorine residual is equal to the existing system. 
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1) After final flushing and before the water main is placed into service, water samples shall be collected from 
the main and tested for microbiological quality in accordance with the Georgia Rules for Safe Drinking 
Water. Samples shall be taken in the presence of the Utility Owner and GDOT Project Manager. 

2) When test results are not satisfactory, the pipeline shall be flushed and disinfected again as necessary 
without additional compensation until satisfactory results are obtained. 

H. Laying Service Lines and Appurtenances 

1. Except as modified in this Section, construct and install service connection assemblies and lines according to the 
Plans and the requirements for laying water mains. Install service lines at locations shown on the Plans or where 
designated by the Utility Owner and GDOT Project Manager. 

2. Install new pipe from the water main to the final location of the meter or to points designated by the Utility Owner 
and GDOT Project Manager to connect with existing or future service lines on abutting property. 

3. No water service connections shall be performed until the main is tested and disinfected. Water service lines shall be 
tested and disinfected prior to connection to the main.  

4. If required, install water service line inside casing pipe according to the Plans or [Fulton County Technical 
Specification for Water Main Construction]. 

5. At roads, paved drives, retaining walls, and other paved areas, install service tubing or casing pipe by pushing, 
pulling, or augering techniques. At all other locations, install service tubing by trenching and backfilling unless 
directed otherwise by GDOT.   

6. Service line installation includes all connections using saddles, unions, valves, fittings, corporation stops, curb stops, 
casing, and any and all appurtenant work required to provide a complete water service connection. 

7. Excavate for service lines as specified in Subsection 670.3.05 with the following exceptions: 

a. Ensure that trenches under pavements and across driveways are deep enough to provide at least 48 in (1.2 m) of 
cover, unless otherwise specified by [Fulton County Technical Specification for Water Main Construction] or 
directed by the Utility Owner and GDOT Project Manager. 

b. At other areas, trench depth and backfill cover may be adjusted at the discretion of the Utility Owner and 
GDOT Project Manager to provide at least 18 in (450 mm) of cover. 

8. Backfill service lines as specified in Subsection 670.3.05. 

9. All service lines, fittings, and appurtenances necessary for the water service connections shall be installed and 
backfilled in accordance with the manufacturer's recommendations and as per [Fulton County Technical 
Specification for Water Main Construction] and standard details. 

I. Cutting and Capping Existing Water Mains 

1. Disconnect by sawing or cutting and removing a segment of existing pipe where cutting and capping or plugging is 
shown on the Plans or directed by the Utility Owner or GDOT Project Manager. Provide a watertight pipe cap or 
plug and restraint mechanism to seal off existing mains indicated to remain in service. If water main is to be 
abandoned or removed and not specified to be grout filled, seal ends with a pipe cap or plug or with a masonry plug 
and minimum 6-inch (150 mm) cover of concrete on all sides around the end of the pipe. 

2. The Contractor shall be responsible for uncovering and verifying the size and material of the existing main to be 
capped or plugged. 

3. Abandoned manholes and water mains greater than 6-inch (150 mm) shall be filled with flowable fill per Section 
600 at the locations indicated on the Plans. Air release valves and water service connections along the abandoned 
main shall be plugged prior to grouting. Prior to backfilling, the bottom of the manhole shall be broken up in such a 
manner that water will readily pass through. The top portion of the manhole structure shall be removed in order to 
establish a minimum of 3 feet cover from subgrade or finished grade when not under the pavement and filled with 
sand or suitable backfill.   
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4. Water mains shall be flushed prior to placement of flowable fill. Use concrete or grout pumps capable of continuous 
delivery at planned placement rate with sufficient pressure to overcome friction and fill the sewer main. 

J. Relocating, Adjusting, and Removing 

1. Fire Hydrant Assemblies 
a. Relocate, adjust to grade, or remove fire hydrant assemblies including valve and valve boxes according to the 

Plans or as designated by the Utility Owner and GDOT Project Manager. 
b. Protect items during removal and relocation. Replace lost or damaged Items at no expense to GDOT or the 

Utility Owner. 
c. Disconnect each joint before removing items from the trench. 
d. Install relocated fire hydrant assemblies with tapping sleeve, and as specified herein for new fire hydrant 

assemblies. 
e. Test for leakage, adjust, and retest until no leaks appear. 
f. Backfill as specified in Subsection 670.3.05. 
g. Consider valve boxes part of the valve assembly and remove them intact with the valve. 

2. Water Valves and Boxes 
a. Adjust or remove water valves and valve boxes according to the Plans or as designated by the Utility Owner 

and GDOT Project Manager. 
b. Protect items during adjustment or removal. Replace lost or damaged Items at no expense to GDOT or the 

Utility Owner. 
c. Disconnect each joint before removing items from the trench. 
d. Test for leakage, adjust, and retest until no leaks appear. 
e. Backfill as specified in Subsection 670.3.05. 
f. Consider valve boxes part of the valve assembly and remove them intact with the valve. 

3. Existing Water Meters and Boxes 
a. Relocate existing water meters and boxes according to the Plans or the Utility Owner and GDOT Project 

Manager. 
b. To relocate water meters, remove the existing meter, associated backflow preventer, and box and replace with a 

short section of pipe. 
c. Inspect along with the Utility Owner and GDOT Project Manager each meter and backflow preventer before 

removal to determine the condition of each.  
d. Unless specified otherwise in the Plans or [Fulton County Technical Specification for Water Main 

Construction], new water meters and backflow preventers shall be furnished by the Contractor as necessary if 
these devices are deemed unsuitable for reuse. Contractor shall provide new water meter boxes if deemed 
unsuitable for reuse. The Contractor shall coordinate delivery of the water meters and backflow preventers to 
correspond to construction operations to minimize service interruptions. 

e. Relocation of water meters and boxes shall include without additional compensation, required pipe, unions and 
appurtenances, adapter fittings, necessary storage protection, and installation of meter, backflow preventer, 
meter box, and curb stop in the existing service line. 

4. Existing Water Service Lines 
a.  Water lines shall be adjusted to grade by excavating the existing lines, lowering or raising the lines, and 

backfilling according to the Plans or the Utility Owner and GDOT Project Manager. 
b. Furnish new materials or fittings required for the adjustment without additional compensation. 
c. Change connections at the main that result from this work. 
d. Repair leaks and damage caused by the operations at no expense to GDOT. 
e. When retaining a water meter where an existing service line is to be adjusted, adjust the existing meter and box 

to the proper grade without additional compensation. 

5. Other Water Appurtenances 
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a. Relocate, adjust to grade, or remove water main appurtenances including but not limited to air release valves, 
backflow preventers, pressure reducing/sustaining valves according to the Plans or as designated by the Utility 
Owner and GDOT Project Manager. 

6. Utility related items identified on the Plans to be salvaged are the property of the Utility Owner. Contractor shall 
coordinate with Utility Owner on delivery of salvaged materials. Should the Utility Owner choose to not accept 
these materials they shall be removed from the project site as soon as practical. 

K. Aerial Crossings 

1. Support must be provided for all joints in pipes utilized for aerial crossings. The supports must be installed to 
prevent frost heave, overturning, and settlement. Precautions against freezing, such as insulation, shall be provided. 

2. When the aerial crossing is accomplished by attachment to a bridge or drainage structure, the crossing shall meet all 
requirements of the agencies that own or have jurisdiction over such structures. 

3. Aerial installations shall be installed to avoid or minimize stream blockage during normal high water events. 

4. Underground valves shall be provided at both ends of the aerial crossing so that the section can be isolated for 
testing or repair. The valves shall be restrained, easily accessible, and not subject to flooding. An air release/vacuum 
relief valve shall be installed at all high points along the aerial crossing. 

5. Appropriate guards shall be installed at both ends of the aerial crossing to prevent public access to the pipe. 

670.3.06 Quality Acceptance 

A. Materials Certification 

For certain products, assemblies and materials, not on GDOT QPL List, and in lieu of normal sampling and testing 
procedures by the Contractor, the Utility Owner, and GDOT may accept from the Contractor the manufacturer’s 
certification with respect to the product involved under the conditions set forth in the following paragraphs: 

1. Material certifications shall be provided to GDOT, who shall distribute to the Utility Owner.  Material certifications 
shall be approved by GDOT and the Utility Owner prior to construction. The certification shall state/specify that the 
named product conforms to these specifications and requirements of the Utility Owner and GDOT, and 
representative samples thereof have been sampled and tested as specified. 

2. The certification shall either: 

a. Be accompanied by a certified copy of the test results, or 

b. Certify such test results are on file with the manufacturer and will be furnished to the Utility Owner and GDOT 
Project Coordinators upon demand. 

3. The certification shall state/specify the name and address of the manufacturer and the testing agency and the date of 
tests; and sets forth the means of identification which shall permit field determination of the product delivered to the 
project as being the product covered by the certification. 

4. Submit certification in triplicate with two copies of the covered product to the GDOT Project Coordinator, and one 
copy sent to GDOT’s State Materials and Research Engineer at 15 Kennedy Drive, Forest Park, Georgia. The 
certification shall specify the project number and contract ID number. No certificate shall be required for Portland 
cement when furnished from a manufacturer approved by GDOT. 

5. GDOT or the Utility Owner will not be responsible for any costs of certification or for any costs of the sampling and 
testing of products in connection therewith. 

6. GDOT and the Utility Owner reserve the right to require samples and test products for compliance with pertinent 
requirements irrespective of prior certification of the products by the manufacturer. Any materials that fail to meet 
specification requirements will be rejected. 

7. In accordance with the BUY AMERICA requirements of the Federal regulations (23 U.S.C. 313 and 23 CFR 
635.410) all manufacturing processes for steel and iron products or predominantly of steel or iron (at least 90% steel 
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or iron content) furnished for permanent incorporation into the work on this project shall occur in the United States.  
The only exception to this requirement is the production of pig iron and the processing, pelletizing and reduction of 
iron ore, which may occur in another country.  Other than these exceptions, all melting, rolling, extruding, 
machining, bending, grinding, drilling, coating, etc. must occur in the United States. 

a. Products of steel include, but are not limited to, such products as structural steel piles, reinforcing steel, 
structural plate, steel culverts, guardrail steel supports for signs, signals and luminaires, and cable wire/strand.  
Products of iron include, but are not limited to, such products as cast iron frames and grates and ductile iron 
pipe.  Coatings include, but are not limited to, the applications of epoxy, galvanizing and paint.  The coating 
material is not limited to this clause, only the application process. 

b. Records to be provided by the Contractor for this certification shall include a signed mill test report and a 
signed certification by each supplier, distributor, fabricator, and manufacturer that has handled the steel or iron 
product affirming that every process, including the application of a coating, performed on the steel or iron 
product has been carried out in the United States of America, except as allowed by this Section.  The lack of 
these certifications will be justification for rejection of the steel and/or iron product or nonpayment of the work. 

c. The requirements of said law and regulations do not prevent the use of miscellaneous steel or iron components, 
subcomponents and hardware necessary to encase, assemble and construct the above products, manufactured 
products that are not predominantly steel or iron or a minimal use of foreign steel and iron materials if the cost 
of such materials used does not exceed one-tenth of one percent (0.1%) of the total contract price or $2,500.00, 
whichever is greater. 

B. Flushing 

1. Prior to testing, water mains shall be cleaned and flushed to remove all sand and foreign matter. Water used for 
filling and cleaning shall be from an approved potable water source. Sufficient flushing water shall be introduced 
into the mains to produce a scouring velocity of not less than 3.5 feet per second to resuspend the solids, and this 
rate of flow shall be continued until the discharge is clear and no evidence of silt or foreign matter is visible. The 
Contractor shall dispose of all water used for flushing without causing a nuisance or property damage.   

2. In the event that the Contractor cannot obtain the flushing velocity, a poly-pig swab may be used to clean the 
pipeline.  The Contractor shall submit pigging plan to the Utility Owner and GDOT for review. The plan shall 
include type of pig material, water flow rate, discharge points, poly-pig detector and retrieval options.    

C. Hydrostatic Testing of Water Mains 

1. When the Utility Owner and GDOT Project Manager approve a section of pipe for testing, the Contractor shall 
furnish the materials, equipment, and labor to conduct the pressure and leakage tests. Use a test pump, pressure 
gauge, and a means of measuring the water necessary to maintain the required pressure during the prescribed testing 
time. All pressure and leakage testing shall be done in the presence of the Utility Owner and GDOT Project 
Coordinators as a condition precedent to the approval and acceptance of the system. All pipes shall have been 
thoroughly flushed prior to testing. Simultaneous or separate pressure and leakage tests may be performed. 

2. All water for testing and flushing shall be potable water provided by the Contractor, at no cost to the Utility Owner 
or GDOT, from an approved source. Flow velocity during line filling shall not exceed 2 feet (0.6 m) per second 
(fps). 

3. Testing Requirements 

a. Water mains shall be tested in sections between valves, thereby, testing each valve for secure closure. Testing 
shall be done immediately after installation and backfilling has been completed. 

b. The mains shall be tested in accordance with the latest revision of AWWA C600 for ductile iron and C605 for 
PVC under an average hydrostatic pressure of the greater of 1.5 times the maximum working pressure or 150 
psi as measured at the lowest point in the system for a minimum of 2 hours. Pressure shall be maintained until 
all sections under testing have been checked for evidence of leakage. 
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c. While the system is being filled with water, air shall be carefully and completely exhausted. If permanent air 
vents are not located at all high points, the Contractor shall install corporation stops or fittings and valves at 
such points at no additional expense to the Utility so the air can be expelled as the pipe system is slowly filled. 

d. Makeup water shall be added, as required, to maintain the pressure within 5 psi of the test pressure. The 
quantity used shall be measured by pumping from a calibrated container. The maximum amount of makeup 
water allowed shall be determined by the following formula: 

L =     SD  P0.5 

          148,000  

in which, 

L = Allowable Leakage in gallons per hour 

S = Length of pipe being tested in feet 

D = Nominal pipe diameter in inches 

P = Average test pressure during the test in psi gauge 

e. Visible leaks shall be corrected regardless of total leakage shown by test. All pipe fittings and other materials 
found to be defective under test shall be removed and replaced. Lines which fail to meet test requirements shall 
be repaired and retested as necessary until test requirements are met. No additional compensation shall be made 
for repairs or retesting. 

670.3.07 Contractor Warranty and Maintenance 

General Provisions 101 through 150. 

670.4 Measurement 

Incidentals including excavation, rock removal, backfilling, disinfection, testing, temporary water connections, pavement 
removal, pavement replacement, and other incidentals required for the installation of water distribution items are not 
measured for separate payment and shall be included in the applicable Pay Items below. Water mains, service lines, and other 
associated Items of work in this Specification, complete, in place, and accepted, are measured for payment as follows: 

A. Ductile Iron Water Mains 

Ductile iron water mains shall be measured in linear feet (meters) for each size, thickness class, and type (restrained, 
non-restrained) installed. Measurement shall be horizontally above the centerline of the pipe and shall include the length 
of valves and fittings. 

B. PVC Water Main 

PVC water mains shall be measured in linear feet (meters) for each size and type (restrained, non-restrained) installed. 
Measurement shall be horizontally above the centerline of the pipe and shall include the length of valves and fittings. 

C. Fusible PVC Water Main 

Fusible PVC water mains shall be measured in linear feet (meters) for each size and type installed. Measurement shall be 
horizontally above the centerline of the pipe and shall include the length of valves and fittings. 

D. HDPE Water Main 

HDPE water mains shall be measured in linear feet (meters) for each size and type installed. Measurement shall be 
horizontally above the centerline of the pipe and shall include the length of valves and fittings. 
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E. Ductile Iron Fittings 

Ductile iron fittings are considered subsidiary to the water line in which they are used and are not measured for separate 
payment. This Item includes, but is not limited to, wyes, tees, bends, crosses, sleeves, plugs and caps, and reducers. 

F. Restrained Joints 

Joint restraints used with the installation of PVC or ductile iron pipe are considered subsidiary to the water line in which 
they are used and are not measured for separate payment.   

G. Gate Valves 

Gate valves shall be measured on an individual basis for each size valve and box assembly acceptably installed. 

H. Butterfly Valves 

Butterfly valves shall be measured on an individual basis on the number of each size valve and box assembly acceptably 
installed. 

I. Tapping Sleeve and Valve Assembly 

Tapping sleeve and valve assemblies shall be measured on an individual basis on the number of each size tapping sleeve 
and valve assembly acceptably installed. 

J. Fire Hydrant Assemblies 

Fire hydrant assemblies shall be measured on an individual basis on the number of hydrants acceptably installed. 

K. Water Service Lines 

Service lines shall be measured in linear feet (meters) for each size of service pipe installed. Measurements are made 
from end to end and from center of lines to ends of branches and include tapping saddle, sleeve, valves, service 
connection assemblies, sleeves, adapters, and fittings. 

L. Air Release Valve Assembly 

Air release valve assemblies shall be measured on an individual basis on the number of each size and type of air release 
valve assembly acceptably installed. 

M. Blow-Off Assemblies 

Blow-off assemblies shall be measured on an individual basis on the number of each blow-off assembly acceptably 
installed.  

N. Backflow Prevention Device 

Backflow prevention devices shall be measured on an individual basis on the number of each size and type backflow 
preventer acceptably installed.  

O. Water Meter 

Water meters shall be measured on an individual basis on the number of each size meter acceptably installed.   

P. Steel Casing 

Steel casing pipe of the wall thickness and diameter specified shall be measured by the linear foot for each size and 
thickness of steel casing pipe installed. Measurement shall be horizontally above the centerline of the casing. 

Q. Relocation of Existing Fire Hydrant Assemblies, Air Release Valves, Water Meters, Backflow Preventers, and 
Pressure Reducing or Sustaining Valves 

Relocation of existing fire hydrant assemblies, air release valves, water meters, backflow preventers, and pressure 
reducing or sustaining valves shall be measured on an individual basis on the number of each acceptably relocated 
including relocation and final adjustment of boxes. 
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R. Adjustment of Existing Meter Boxes and Valve Boxes to Grade 

Adjustment of existing meter boxes and valve boxes adjusted to grade in their original locations shall be measured on an 
individual basis on the number of each acceptably adjusted in accordance with Section 611.  

S. Adjustment of Existing Backflow Preventers  

Adjustment of existing backflow preventers to grade in their original locations shall be measured on an individual basis 
on the number of each acceptably adjusted in accordance with Section 611.  

T. Removal of Water Meters, Fire Hydrant Assemblies, and Backflow Preventers 

Removal of existing water meters and boxes, fire hydrants assemblies, and backflow preventers shall be measured on an 
individual basis on the number of each removed. 

U. Adjustment of Water Service Lines 

Adjustment of water service lines shall be measured in linear feet (meters) of service line pipe lowered or raised, and 
shall include the length of valves, fittings, meters, boxes, and other appurtenances. Measurements are made from end to 
end of actual adjustments. 

V. Concrete Thrust Blocks 

Concrete thrust blocking installed shall be measured as indicated in Section 500 per cubic yard of concrete acceptably 
installed. When Concrete Thrust Blocks is not shown as a pay item, include the cost of the work in the bid price for the 
appropriate item. 

W. Concrete Thrust Collars 

Concrete thrust collars shall be measured on an individual basis on the number of each size thrust collar acceptably 
installed. When Concrete Thrust Collars is not shown as a pay item, include the cost of the work in the bid price for the 
appropriate item 

X. Cut and Cap Water Main 

Cutting and capping of water mains shall be measured on an individual basis per each instance of cutting and plugging 
existing mains as shown on the Plans. 

Y. Removal of Water Mains 

Unless specified removal of water mains shall be removed in accordance with Section 210. If specified removal of water 
mains shall be measured per linear foot for each size pipe actually removed in accordance with Section 610. 
Measurement shall be horizontally above the centerline of the pipe removed and shall include the length of valves and 
fittings. 

Z. Line Stop 

Line stops shall be measured on an individual basis on the number of each size line stop actually installed. 

AA. Flowable Fill 

Flowable fill shall be measured as indicted in Section 600 per cubic yard of flowable fill acceptably installed. When 
flowable fill is not shown as a pay item, include the cost of the work in the bid price for the appropriate item. 

BB. Insertion Valve 

Insertion valves shall be measured on an individual basis on the number of each size valve acceptably installed. 

CC. Three-Dimensional (3D) Survey 

Three-dimensional survey shall be measured as one lump sum for a complete and accepted survey. This item will be 
included in the overall pipe measurement. No separate payment for this work. 
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670.4.01 Limits 

General Provisions 101 through 150. 

670.5 Payment 

The Contract Unit Price for each Item, complete and accepted, shall include all costs incidental to the construction of the Item 
according to the Plans and as specified in this Section. The unit prices bid shall include due allowance for the salvage value 
of all materials removed from existing or temporary lines and not installed in the completed work. All such surplus items 
shall become the property of the Contractor unless such surplus items are specified to be salvaged. Payment for any Item 
listed below is full compensation for the Item or Items complete in place. 

A. Ductile Iron Water Mains 

Ductile iron mains shall be paid for at the unit price per linear foot for each diameter pipe installed and shall cover the 
cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, installation of pipe, joints and 
jointing materials, anchoring, warning tape, polyethylene encasement, protection of existing utilities, connections to 
existing water mains, sampling taps, temporary blow-offs, flushing, cleaning, pigging, chlorine for disinfection, 
disinfection, backfilling, backfill materials, disposal of unsuitable backfill material, tamping, testing, densities, utility 
crossings, dewatering, trench stabilization, clean-up, restoration and all work and materials necessary to place the pipe 
into service. 

B. PVC Water Main 

PVC water mains shall be paid for at the unit price per linear foot for each diameter pipe installed and shall cover the 
cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, installation of pipe, anchoring, 
tracer wire, warning tape, protection of existing utilities, connections to existing water mains, sampling taps, temporary 
blow-offs, flushing, cleaning, pigging, chlorine for disinfection, disinfection, backfilling, backfill materials, disposal of 
unsuitable backfill material, tamping, testing, densities, utility crossings, dewatering, trench stabilization, clean-up, 
restoration, and all work and materials necessary to place the pipe into service. 

C. Fusible PVC Water Main 

Fusible PVC water mains shall be paid for at the unit price per linear foot for each diameter pipe installed and shall cover 
the cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, entry/exit pits, installation 
of pipe, joints and jointing materials, tracer wire, warning tape, mechanical joint adapters, protection of existing utilities, 
connections to existing water mains, fusion process materials and equipment, directional drilling materials and 
equipment, tracking system, assembling, welding, supporting, stringing, pulling, pigging, cleaning, sampling taps, 
temporary blow-offs, flushing, chlorine for disinfection, disinfection, backfilling, backfill materials, disposal of 
unsuitable backfill material, tamping, testing, densities, utility crossings, dewatering, trench stabilization, clean-up, and 
restoration, and all incidentals necessary to place the pipe into service except where such items are shown to be paid for 
under a separate Pay Item. 

D. HDPE Water Main 

HDPE water mains shall be paid for at the unit price per linear foot for each diameter pipe installed and shall cover the 
cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, entry/exit pits, installation of 
pipe, tracer wire, warning tape, mechanical joint adapters, protection of existing utilities, connections to existing water 
mains, fusion process materials and equipment, directional drilling materials and equipment, tracking system, 
assembling, welding, supporting, stringing, pulling, pigging, cleaning, sampling taps, temporary blow-offs, flushing, 
chlorine for disinfection, disinfection, backfilling, backfill materials, disposal of unsuitable backfill material, tamping, 
testing, densities, utility crossings, dewatering, trench stabilization, clean-up, and restoration, and all incidentals 
necessary to place the pipe into service except where such items are shown to be paid for under a separate Pay Item. 
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E. Ductile Iron Fittings 

Ductile iron fittings are considered subsidiary to the water line in which they are used and are not measured for separate 
payment as outlined in the manufacturers’ catalogues and shall cover the cost for all materials, transportation, labor, 
equipment, excavation, sheeting and shoring, installation of fittings, joints and jointing materials, anchoring, warning 
tape, polyethylene encasement, protection of existing utilities, flushing, chlorine for disinfection, disinfection, 
backfilling, backfill materials, disposal of unsuitable backfill material, tamping, testing, densities, utility crossings, 
dewatering, trench stabilization, clean-up, restoration, all other related and necessary materials, work and equipment 
required to install a complete and operable pipeline fitting. This Item includes, but is not limited to, wyes, tees, bends, 
crosses, sleeves, plugs and caps, couplings, and reducers. 

F. Restrained Joints 

Restrained joints are considered subsidiary to the water line in which they are used and are not measured for separate 
payment as outlined in the manufacturers’ catalogues and shall cover the cost for all materials, transportation, labor, 
equipment, excavation, sheeting, shoring, installation of the restraint device, polyethylene encasement, protection of 
existing utilities, backfilling, backfill material, disposal of unsuitable backfill materials, tamping, testing, densities, 
utility crossings, dewatering, trench stabilization, clean-up, restoration, and all work and materials necessary to install the 
restrained joint.  

G. Gate Valves 

Gate valves shall be paid for at the unit price per each size gate valve and box assembly installed and shall cover the cost 
for all materials, transportation, labor, equipment, excavation, sheeting and shoring, installation of the gate valves 
(including valve box), concrete pad or collar, valve identification disc, valve marker, valve tag, polyethylene 
encasement, protection of existing utilities, chlorine for disinfection, disinfection, backfilling, backfill material, disposal 
of unsuitable backfill materials, tamping, testing, densities, utility crossings, dewatering, trench stabilization, clean-up, 
restoration, and all work and materials necessary to install the gate valve and place it in service.  

H. Butterfly Valves 

Butterfly valves shall be paid for at the unit price per each size butterfly valve and box assembly installed and shall cover 
the cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, installation of the butterfly 
valves including valve box, concrete pad or collar, valve identification disc, valve marker, valve tag, polyethylene 
encasement, protection of existing utilities, chlorine for disinfection, disinfection, backfilling, backfill material, disposal 
of unsuitable backfill materials, tamping, testing, densities, utility crossings, dewatering, trench stabilization, clean-up, 
restoration and all work and materials necessary to install the butterfly valve and place it in service.  

I. Tapping Sleeve and Valve Assembly 

Tapping sleeve and valves assemblies shall be paid for at the unit price per each size tapping sleeve and valve assembly 
installed and shall cover the cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, 
installation of tapping sleeves and valve assemblies including valve box, concrete pad or collar, valve marker, valve tag, 
polyethylene encasement, protection of existing utilities, tapping the potable water main, chlorine for disinfection, 
disinfection, sampling points, backfilling, backfill material, disposal of unsuitable backfill materials, tamping, testing, 
densities utility crossings, dewatering, trench stabilization, clean-up, restoration, and all work and necessary hardware to 
install the tapping sleeve assembly and valve and place it in service.  

J. Fire Hydrant Assembly 

Fire hydrant assemblies shall be paid for at the unit price per each hydrant installed and shall cover the cost for all 
materials, transportation, labor, equipment, excavation, sheeting and shoring, installation of the fire hydrant assemblies 
(all configurations), vertical extensions, tapping sleeve, valve, hydrant lead piping, joint connections, fittings, tees, 
restraints, crushed stone drain, polyethylene encasement, protection of existing utilities, valve box, concrete pad or 
collar, valve identification disc, valve marker, valve tag, chlorine for disinfection, disinfection, backfilling, backfill 
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material, disposal of unsuitable backfill materials, tamping, testing, densities, utility crossings, dewatering, trench 
stabilization, clean-up, restoration, and all work and materials necessary to install the fire hydrant assembly and place it 
in service.  

K. Water Service Line 

Water service lines shall be paid for at the unit price per linear feet (meters) of the size service line installed and shall 
cover the cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, installation of water 
service line, tracer wire, tapping saddle, sleeve, corporation stops, fittings, curb stops, casing pipe, plugging abandoned 
water service connection, removal of abandoned water service line, protection of existing utilities, locating and 
connection to existing or new water main, chlorine for disinfection, disinfection, sampling points, backfilling, backfill 
materials, disposal of unsuitable backfill material, tamping, testing, densities, utility crossings, dewatering, trench 
stabilization, clean-up, restoration, and all work and materials necessary to place the water service line into service. 
Water meter and box shall be paid for under a separate Pay Item. 

L. Water Meter and Box 

Water meters shall be paid for at the unit price per each size water meter installed and shall cover the cost for all 
materials, transportation, labor, equipment, excavation, sheeting and shoring, installation of the meter and box, 
adjustment to final grade, fittings, protection of existing utilities, chlorine for disinfection, disinfection, backfilling, 
backfill materials, disposal of unsuitable backfill material, tamping, testing, densities, utility crossings, dewatering, 
trench stabilization, clean-up, restoration, and all work and materials necessary to place the meter into service except 
where such items are to be paid for under a separate Pay Item. 

M. Backflow Preventer 

Back flow prevention devices shall be paid for at the unit price per each type backflow preventer installed and shall 
cover the cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, installation of the 
backflow preventer, concrete vault, adjustment to final grade, testing and certification, fittings, tees, restraints, protection 
of existing utilities, chlorine for disinfection, disinfection, backfilling, backfill materials, disposal of unsuitable backfill 
material, tamping, testing, densities, utility crossings, dewatering, trench stabilization, clean-up, restoration, and all work 
and materials necessary to place the meter into service except where such items are to be paid for under a separate Pay 
Item. 

N. Air Release Valve Assembly 

Air release valve assemblies shall be paid for at the unit price per each size and type of air release valve assembly 
installed and shall cover the cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, 
installation of the air release assembly, tapping saddle, isolation valve, reducers, piping, restraints, fittings, tracer wire, 
concrete manhole or vault, ring and cover, protection of existing utilities, chlorine for disinfection, disinfection, 
backfilling, backfill materials, disposal of unsuitable backfill material, tamping, testing, densities, utility crossings, 
dewatering, trench stabilization, clean-up, restoration, and all work and materials necessary to place the air release 
assembly into service. 

O. Pressure Reducing / Sustaining Valve 

Pressure reducing / sustaining valve shall be paid for at the unit price per each size and type of pressure reducing / 
sustaining valve installed and shall cover the cost for all materials, transportation, labor, equipment, excavation, sheeting 
and shoring, installation of the pressure reducing / sustaining valve, reducers, piping, restraints, fittings, tracer wire, 
concrete manhole or vault, ring and cover, tracer wire, protection of existing utilities, chlorine for disinfection, 
disinfection, backfilling, backfill materials, disposal of unsuitable backfill material, tamping, testing, densities, utility 
crossings, dewatering, trench stabilization, clean-up, restoration, and all work and materials necessary to place the 
pressure reducing / sustaining valve into service.  

P. Blow-Off Assembly 



Section 670—Water Distribution System 

 Page 29 

Blow-off assemblies shall be paid for at the unit price per each blow-off assembly installed and shall cover the cost for 
all materials, transportation, labor, equipment, excavation, sheeting and shoring, installation of the blow-off assembly, 
valves, valve boxes, concrete pad or collar, piping, restraints, fittings, tracer wire, protection of existing utilities, chlorine 
for disinfection, disinfection, backfilling, backfill materials, disposal of unsuitable backfill material, tamping, testing, 
densities, utility crossings, dewatering, trench stabilization, clean-up, restoration, and all work and materials necessary to 
place the blow-off assembly into service.  

Q. Steel Casing 

Steel casing pipe shall be paid for at the unit price per linear foot according to the diameter and thickness of the steel 
casing installed and shall cover the cost for all materials, transportation, labor, equipment, excavation, sheeting and 
shoring, protection of existing utilities, steel casing pipe, skid, steel straps, coatings, casing spacers, end seals, boring and 
jacking pits, backfilling, backfill materials, disposal of unsuitable backfill material, tamping, testing, densities, 
dewatering, trench stabilization, clean-up, restoration, and all work and materials necessary to install the steel casing 
except where such items are shown to be paid for under a separate Item. The carrier pipe shall be paid from other 
applicable Pay Item. 

 

R. Relocation of Existing Air Release Valve 

Relocation of air release valves shall be paid for at the unit price per each air release valve assembly relocated and shall 
cover the cost for all materials, transportation, labor, equipment, excavation, sheet and shoring, removal of existing air 
release valve assembly, installation at another location, piping, restraints, tracer wire, fittings, adjustment to final grade,  
polyethylene encasement, protection of existing utilities, chlorine for disinfection, disinfection backfilling, backfill 
material, disposal of unsuitable backfill materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, 
restoration and all work necessary to locate, remove and relocate the air release valve except where such items are shown 
to be paid for under a separate Pay Item. 

S. Relocation of Existing Fire Hydrant Assembly 

Relocation of fire hydrants shall be paid for at the unit price per each hydrant assembly relocated and shall cover the cost 
for all materials, transportation, labor, equipment, excavation, sheet and shoring, removal of existing fire hydrant 
assembly, installation at another location, vertical extensions, hydrant lead piping, joint connections, fittings, tees, 
restraints, crushed stone drain, polyethylene encasement, valve box, concrete pad or collar, valve identification disc, 
valve marker, adjustment to final grade, protection of existing utilities, chlorine for disinfection, disinfection, backfilling, 
backfill material, disposal of unsuitable backfill materials, tamping, testing, densities, dewatering, trench stabilization, 
clean-up, restoration, and all work necessary to locate, remove and relocate the hydrant. 

T. Relocation of Existing Backflow Prevention Devices 

Relocation of backflow prevention devices shall be paid for at the unit price per each backflow preventer relocated and 
shall cover the cost for all materials, transportation, labor, equipment, excavation, sheet and shoring, removal of existing 
backflow preventer, installation at another location, adjustment to final grade, testing and certification, fittings, tees, 
restraints, protection of existing utilities, chlorine for disinfection, disinfection, backfilling, backfill material, disposal of 
unsuitable backfill materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, restoration, and all 
work necessary to locate, remove and relocate the backflow prevention device. The service line from the main to the 
relocated backflow preventer shall be paid for under a separate Pay Item. 

U. Relocation of Water Meter and Box 

Relocation of existing water meter and boxes shall be paid for at the unit price of each water meter and box relocated and 
shall cover the cost of  all materials, transportation, labor, equipment, excavation, sheeting and shoring, removal of 
existing water meter and box, installation at another location, adjustment to final grade, protection of existing utilities, 
chlorine for disinfection, disinfection, backfilling, backfill material, disposal of unsuitable backfill materials, tamping, 
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testing, densities, utility crossings, dewatering, trench stabilization, clean-up, restoration, and all work and materials 
necessary to relocate the water meter and box except where such items are shown to be paid for under a separate Item. 
The new service line from the main to the relocated meter shall be paid for under a separate Pay Item. 

V. Adjustment of Existing Water Service Line 

Adjustment of existing water service lines shall be paid in accordance with Section 611, for at the unit price per linear 
foot of service line adjusted and shall cover the cost of all materials, transportation, labor, equipment, excavation, 
sheeting and shoring, adjustment of service line, tracer wire and splices, chlorine for disinfection, disinfection, 
backfilling, backfill material, disposal of unsuitable backfill materials, tamping, testing, densities, dewatering, trench 
stabilization, clean-up, restoration, and all work and materials necessary to adjust the service line except where such 
items are shown to be paid for under a separate Pay Item. 

W. Adjustment of Existing Water Valve Boxes to Grade 

Adjustment of existing valve boxes shall be paid for in accordance with Section 611, at the unit price per each valve box 
adjusted to final grade and shall cover the cost of all materials, transportation, labor, equipment, excavation, sheeting and 
shoring, valve case and lid, trench adapter and operating nut extensions/reductions, tracer wire and splices, tracer wire 
riser and threaded plug, concrete pad, valve identification disc, backfilling, backfill material, disposal of unsuitable 
backfill materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, restoration, and all work and 
materials necessary to adjust the valve box. 

X. Adjustment of Blow-off Assembly  

Adjustment of existing blow-off assemblies shall be paid for at the unit price per each blow-off adjusted to final grade 
and shall cover the cost of all materials, transportation, labor, equipment, excavation, sheeting and shoring, valve case 
and lid, trench adapter and operating nut extensions/reductions, tracer wire and splices, tracer wire riser and threaded 
plug, piping, concrete pad or collar, valve identification disc, chlorine for disinfection, disinfection, backfilling, backfill 
material, disposal of unsuitable backfill materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, 
restoration, and all work and materials necessary to adjust the blow-off assembly. 

Y. Adjustment of Existing Water Meter Boxes to Grade 

Adjustment of existing meter boxes shall be paid for at the unit price per each meter box adjusted to finished grade and 
shall cover the cost of all materials, transportation, labor, equipment, excavation, sheeting and shoring, adjustment of 
water meter box to final grade, protection of existing utilities, backfilling, backfill material, disposal of unsuitable 
backfill materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, restoration, and all work and 
materials necessary to adjust the water meter box. 

Z. Adjustment of Backflow Preventer 

Adjustment of existing backflow preventers shall be paid for at the unit price per each backflow preventer adjusted to 
finished grade and shall cover the cost of all materials, transportation, labor, equipment, excavation, sheeting and 
shoring, adjustment of backflow preventer to final grade, adjustment of backflow preventer vault to final grade, 
protection of existing utilities, backfilling, backfill material, disposal of unsuitable backfill materials, tamping, testing, 
densities, dewatering, trench stabilization, clean-up, restoration, and all work and materials necessary to adjust the water 
meter box. 

AA. Adjustment of Existing Fire Hydrant Assembly to Grade 

Adjustment of existing fire hydrants shall be paid for at the unit price per each hydrant adjusted to finished grade and 
shall cover the cost of all materials, transportation, labor, equipment, excavation, sheeting and shoring, adjustment of 
hydrant, protection of existing utilities, chlorine for disinfection, disinfection, backfilling, backfill material, disposal of 
unsuitable backfill materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, restoration, and all 
work and materials necessary to adjust the hydrant.  
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BB. Removal of Water Valve and Box 

Removal of water valves shall be paid for at the unit price per each valve removed and shall cover the cost for all 
materials, transportation, labor, equipment, excavation, sheet and shoring, removal of existing water valve and box, 
protection of existing utilities, backfilling, backfill material, disposal of unsuitable backfill materials, tamping, testing, 
densities, dewatering, trench stabilization, clean-up, restoration, storage and delivery of removed valves identified to be 
salvaged, and all work necessary to remove the valve and box.  

CC. Removal of Water Meter and Box 

Removal of water meters shall be paid for at the unit price per each meter removed and shall cover the cost for all 
materials, transportation, labor, equipment, excavation, sheet and shoring, removal of existing water meter and box, 
protection of existing utilities, backfilling, backfill material, disposal of unsuitable backfill materials, tamping, testing, 
densities, dewatering, trench stabilization, clean-up, restoration, storage and delivery of removed meters and boxes 
identified to be salvaged, and all work necessary to remove the meter.   

DD. Removal of Fire Hydrant Assembly  

Removal of fire hydrant assemblies shall be paid for at the unit price per each hydrant assembly removed and shall cover 
the cost for all materials, transportation, labor, equipment, excavation, sheet and shoring, removal of existing fire hydrant 
assembly, protection of existing utilities, backfilling, backfill material, disposal of unsuitable backfill materials, tamping, 
testing, densities, dewatering, trench stabilization, clean-up, restoration, storage and delivery of removed hydrants 
identified to be salvaged, and all work necessary to remove the hydrant.   

EE. Removal of Air Release Valve 

Removal of air release valves shall be paid for at the unit price per each air release valve removed and shall cover the 
cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, removal of air release valve 
assemblies, piping, concrete manholes or vaults, and fabricated enclosures, backfilling, backfill materials, disposal of 
unsuitable backfill materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, restoration, storage 
and delivery of air release valves identified to be salvaged, and all work necessary to remove the air release valve.   

FF. Removal of Backflow Prevention Devices 

Removal of backflow prevention devices shall be paid for at the unit price per each backflow preventer removed and 
shall cover the cost for all materials, transportation, labor, equipment, excavation, sheet and shoring, removal of existing 
backflow preventer and vault, protection of existing utilities, backfilling, backfill material, disposal of unsuitable backfill 
materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, restoration, storage and delivery of 
removed backflow preventers identified to be salvaged, and all work necessary to remove the backflow preventers. 

GG. Concrete Thrust Blocks 

Concrete thrust blocks shall be paid for at the unit price per cubic yard of concrete complete in place as indicated in 
Section 500 and shall cover the cost of all materials, transportation, labor, equipment, excavation, sheeting and shoring, 
concrete, forming, reinforcement, protection of existing utilities, backfilling, backfill material, disposal of unsuitable 
backfill materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, restoration, and all work and 
materials necessary to install a complete thrust block. When Concrete Thrust Blocks is not shown as a pay item, include 
the cost of the work in the bid price for the appropriate item 

HH. Concrete Thrust Collars 

Concrete thrust collars shall be paid for at the unit price per each size of thrust collar and shall cover the cost of all 
materials, transportation, labor, equipment, excavation, sheeting and shoring, reinforced concrete thrust collars, retainer 
glands, reinforcement, protection of existing utilities, backfilling, backfill material, disposal of unsuitable backfill 
materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, restoration, and all work and materials 
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necessary to install a complete thrust collar. When Concrete Thrust Collar is not shown as a pay item, include the cost of 
the work in the bid price for the appropriate item 

II. Removal of Water Main 

Removal of water mains shall be paid for at the unit price per linear foot of the size of water main to be removed in 
accordance with Section 610 and shall cover the cost for all materials, transportation, labor, equipment, excavation, 
sheeting and shoring, protection of existing utilities, backfilling, backfill material, disposal of unsuitable backfill 
materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, bypass pumping (as required), 
restoration, and all work and materials necessary to locate, remove and dispose of the pipe and associated appurtenances. 
Unless indicated for removal in a separate Pay Item, appurtenances to be removed shall include but not be limited to 
fittings, isolation valves, air release valves, valve boxes, blow-offs, steel casings, casing spacers, fire hydrant assemblies, 
water service lines, water meter boxes, thrust blocks, and concrete. All such surplus items shall become the property of 
the Contractor unless specified to be salvaged by the Utility Owner. 

JJ. Cut and Plug Existing Water Main 

Cutting and plugging of existing water mains shall be paid for at the unit price per each installation and shall cover all 
materials, transportation, labor, equipment, excavation, sheeting and shoring, protection of existing utilities, backfilling, 
backfill material, disposal of unsuitable backfill materials, tamping, testing, densities, dewatering, trench stabilization, 
clean-up, restoration, and all work and materials necessary to cut and plug existing water mains, except where such items 
are shown to be paid for under a separate Pay Item. 

KK. Line Stops 

Line stops shall be paid for at the unit price per each size line stop installed and shall cover the cost for all materials, 
transportation, labor, equipment, excavation, sheeting and shoring, installation of the line stop assemblies, valves, valve 
boxes, fittings, restraints, protection of existing utilities, chlorine for disinfection, disinfection, sampling points, 
backfilling, backfill material, disposal of unsuitable backfill materials, tamping, testing, densities, utility crossings, 
dewatering, trench stabilization, clean-up, restoration, and all work and materials necessary to install the gate valve and 
place it in service. 

LL. Flowable Fill 

Flowable fill shall be paid for at the unit price per cubic yard of flowable fill complete in place as indicated in Section 
600 and shall cover the cost for all materials, transportation, labor, equipment, excavation, sheeting and shoring, 
flushing, plugging air release valves and service connections, installation of flowable fill, protection of existing utilities, 
backfilling, backfill material, disposal of unsuitable backfill materials, tamping, testing, densities, utility crossings, 
dewatering, trench stabilization, clean-up, restoration, and all work and materials necessary to install the gate valve and 
place it in service.  When flowable fill is not shown as a pay item, include the cost of the work in the bid price for the 
appropriate item 

MM.  Insertion Valve 

Insertion valves shall be paid for at the unit price per each size valve inserted and shall cover the cost for all materials, 
transportation, labor, equipment, excavation, sheeting and shoring, installation of the valve, valve boxes, fittings, 
restraints, concrete pad or collar, valve identification disc, valve marker, polyethylene encasement, protection of existing 
utilities, chlorine for disinfection, disinfection, sampling points, backfilling, backfill material, disposal of unsuitable 
backfill materials, tamping, testing, densities, dewatering, trench stabilization, clean-up, restoration, and all work and 
materials necessary to install the insertion valve and place it in service. 

NN. Three-Dimensional (3D) Survey 

Three-dimensional survey cost will be included in the overall pipe measurement and no separate payment for this work 
will be made, and it shall cover the costs for all non-destructive methods of locating installed utilities and associated 
electronic deliverables per Utility Owner specifications.   
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Payment will be made under: 

Item No. 670 Water Main_____ in (mm) Per linear foot (meter) 

Item No. 670 Gate Valve_____ in (mm) Per each 

Item No. 670 Tapping Sleeve and Valve Assembly __ in (mm) x____ in (mm) Per each 

Item No. 670 Fire Hydrant  Per each 

Item No. 670 Water Service Line_____ in (mm) Per linear foot (meter) 

Item No. 670 Relocate Existing Fire Hydrant  Per each 

Item No. 670 Relocate Existing Water Valve including Box Per each 

Item No. 670 Relocate Existing Water Meter including Box Per each 

Item No. 670 Adjust Water Service Line to Grade Per linear foot (meter) 

Item No. 670 Remove Existing Water Meter including Box Per each 

Item No. 670 Remove existing fire hydrant Per each 

Item No. 670 Steel casing_____ in (mm) Per linear foot (meter) 

Item No. 670 Butterfly valve_____ in (mm) Per each 

Item No. 670 Double strap saddle_____ in (mm) x_____ in (mm) Per each 

 

Item No. 670 Tapping Valve, ___ in(mm) Per each 

Item No. 670 Air Release Valve Assembly_____ in (mm) Per each 

Item No. 670 Water Meter, ___ in Per each 

Item No. 670 Insertion Valve, ____in Per each 

Item No. 670 Line Stop_____ in (mm) Per each 

Item No. 670 Cut and Plug Existing Water Main Per each 

Item No. 670 Blow-Off Assembly, Complete Per each 

Item No. 670 Pressure Reducing/Sustaining Valve Per each 

Item No. 670 Backflow Prevention Assembly Per each 

Item No. 670 Concrete Thrust Collar, ______ in Per each 

Item No. 670 Relocate Backflow Prevention Assembly Per each 

Item No. 670 Relocate Existing Water Meter, including Bypass & Vault_____ in 
(mm) 

Per each 

Item No. 670 Relocate Pressure Reducing/Sustaining Valve  Per each 

Item No. 670 Adjust Blowoff Assembly Per each 

Item No. 670 Remove Existing Water Valve, including Box Per each 

Item No. 670 Remove Existing Fire Hydrant Per each 

 

670.5.01 Adjustments 

 General Provisions 101 through 150. 
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Part 1 General 
 
1.01  Scope 

 
A. The work under this Section consists of furnishing all labor, equipment and 

materials and performing all operations in connection with the trench excavation 
and backfill required to install the water lines as shown on the Drawings and as 
specified. 

 
B. Excavation shall include the removal of any trees, stumps, brush, debris or other 

obstacles which remain after the clearing and grubbing operations, which may 
obstruct the work, and the excavation and removal of all earth, rock or other 
materials to the extent necessary to install the pipeline and appurtenances in 
conformance with the lines and grades shown on the Drawings and as specified. 

 
C. Backfill shall include the refilling and compaction of the fill in the trenches and 

excavations up to the surrounding ground surface or road grade at crossing. 
 
D. The trench is divided into five specific areas: 
 
 1. Foundation:  The area beneath the bedding, sometimes also referenced to 

as trench stabilization. 
 
 2. Bedding:  The area above the trench bottom (or foundation) and below the 

bottom of the barrel of the pipe. 
 
 3. Haunching:  The area above the bottom of the barrel of the pipe up to a 

specified height above the bottom of the barrel of the pipe. 
 
 4. Initial Backfill:  The area above the haunching material and below a plane 

18 inches above the top of the barrel of the pipe.  
 
 5. Final Backfill:  The area above a plane 18-inches above the top of the 

barrel of the pipe. 
 
E. The choice of method, means, techniques and equipment rests with the 

Contractor.  The Contractor shall select the method and equipment for trench 
excavation and backfill depending upon the type of material to be excavated and 
backfilled, the depth of excavation, the amount of space available for operation of 
equipment, storage of excavated material, proximity of man-made improvements 
to be protected, available easement or right-of-way and prevailing practice in the 
area. 

 
1.02  Quality Assurance 

 
A. Density:  All references to “maximum dry density” shall mean the maximum dry 

density defined by the “Maximum Density-Optimum Moisture Test”, ASTM D 698, 
except that for non-cohesive materials “maximum dry density” shall mean the 
maximum index density as determined by the “Maximum Index Density of Soils 
Using a Vibratory Table”, ASTM D 4253.  Determination of the density of 
foundation, bedding, haunching, or backfill materials in place shall meet with the 
requirements of ASTM D 1556, “Density of Soil In Place by the Sand Cone 
Method”, ASTM D 2937, “Density of Soil In Place by the Drive-Cylinder Method” 
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or ASTM D 2922, “Density of Soil and Soil-Aggregate In Place by Nuclear 
Methods (Shallow Depth)”. 

 
B. Sources and Evaluation Testing:  Testing of materials to certify conformance with 

the Specifications shall be performed by an independent testing laboratory in 
accordance with Section 01410 of these Specifications.  All imported fill materials 
shall meet the requirements of on-site fill materials. 

 
1.03  Safety 

 
 Perform all trench excavation and backfilling activities in accordance with the 

Occupational Safety and Health Act of 1970 (PL 91-596), as amended.  The 
Contractor shall pay particular attention to the Safety and Health Regulations 
Part 1926, Subpart P “Excavation, Trenching & Shoring” as described in OSHA 
publication 2226. 

 
Part 2  Products 
 
2.01  Trench Foundation Materials 

 
A. Crushed stone shall be utilized for trench foundation (trench stabilization) and 

shall meet the requirements of the Georgia Department of Transportation 
Specification 800.2.01, Group I (limestone, marble or dolomite) or Group II 
(quartzite, granite or gneiss).  Stone size shall be between No. 57 and No. 4, 
inclusive. 

 
2.02  Bedding and Haunching Materials 

 
A. Unless specified otherwise, bedding and haunching materials shall be crushed 

stone as specified below. 
 
B. Crushed stone utilized for bedding and haunching shall meet the requirements of 

the Georgia Department of Transportation Specification 800.01, Group I 
(limestone, marble or dolomite) or Group II (quartzite, granite or gneiss).  Stone 
size shall be between No. 57 and No. 4, inclusive. 

 
C. Earth materials utilized for bedding and haunching shall be suitable materials 

selected from materials excavated from the trench.  Suitable materials shall be 
clean and free of rock larger than 2-inches at its largest dimension, organics, 
cinders, stumps, limbs, frozen earth or mud, man-made wastes and other 
unsuitable materials.  Should the material excavated from the trench be 
saturated, the saturated material may be used as earth material, provided it is 
allowed to dry properly and it is capable of meeting the specified compaction 
requirements.  When necessary, earth bedding and haunching materials shall be 
moistened to facilitate compaction by tamping.  If materials excavated from the 
trench are not suitable for use as bedding or haunching material, provide select 
material conforming to the requirements of this Section at no additional cost to 
the Owner. 

 
D. Filter Fabric Woven Type 
 
 1. Filter fabric associated with bedding shall be a polypropylene woven fabric.  

The fabric shall be a high modulus type with good separation capabilities.  
The fabric shall be inert to biological degradation and naturally occurring 
chemicals, alkalies and acids. 
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 2. The fabric shall have an equivalent opening size EOS of 20 to 45.  The 
fabric shall also conform to the minimum property values listed in the 
following table: 

 
 

Fabric Property Unit Test Method Minimum Value 

Grab Tensile Strength lbs. ASTM D 4632 200 

Grab Tensile Elongation % ASTM D 4632 30 (max.) 

Mullen Burst Strength psi ASTM D 3786 400 

Trapezoid Tear Strength lbs. ASTM D 4533 75 

Puncture Strength lbs. ASTM D 3787 75 

 
 3. If ordered by the Engineer, the filter fabric manufacturer shall furnish the 

services of a competent factory representative to supervise and/or inspect 
the installation of pipe.  This service will be furnished for a minimum of 10 
days during initial pipe installation. 

 
 4. Filter fabric shall be Mirafi 500X, Amoco 2002 or Exxon GTF-200. 
 

2.03  Initial Backfill 
 
A. Initial backfill material shall be crushed stone or earth materials as specified for 

bedding and haunching materials. 
 
B. When necessary, initial backfill materials shall be moistened to facilitate 

compaction by tamping.  If materials excavated from the trench are not suitable 
for use as initial backfill material, provide select material conforming to the 
requirements of this Section at no additional cost to the owner. 

 
2.04  Final Backfill 

 
A. Final backfill material shall be general excavated earth materials, shall not 

contain rock larger than 2-inches at its greatest diameter, cinders, stumps, limbs, 
man-made wastes and other unsuitable materials.  If materials excavated from 
the trench are not suitable for use as final backfill material, provide select 
material conforming to the requirements of this Section. 

 
2.05  Select Backfill 

 
 Select backfill shall be materials which meet the requirements as specified for 

bedding, haunching or initial backfill materials, including compaction 
requirements. 

 
2.06  Concrete 

 
A. Concrete for bedding, haunching, initial backfill or encasement shall have a 

compressive strength of not less than 3,000 psi, with not less than 5.5 bags of 
cement per cubic yard and a slump between 3 and 5-inches.  Ready-mixed 
concrete shall be mixed and transported in accordance with ASTM C 94.  
Reinforcing steel shall conform to the requirements of ASTM A 615, Grade 60. 

 



Fulton County Technical Specification for Water Main Construction   Section 02665 
  Water Mains Installations 

 

Page 5 of 79 

Part 3  Execution 
 
3.01  Trench Excavation 

 
A. Topsoil and grass shall be stripped a minimum of 6-inches over the trench 

excavation site and stockpiled separately for replacement over the finished 
grading areas. 

 
B. Trenches shall be excavated to the lines and grades shown on the Drawings with 

the centerlines of the trenches on the centerlines of the pipes and to the 
dimensions which provide the proper support and protection of the pipe and other 
structures and accessories. 

 
C. Trench Width for Pipelines 
 
 1. The sides of all trenches shall be vertical to a minimum of one foot above 

the top of the pipe.  Unless otherwise indicated on the Drawings, the 
maximum trench width shall be equal to the sum of the outside diameter of 
the pipe plus two feet.  The minimum trench width shall be that which 
allows the proper consolidation of the haunching and initial backfill material. 

 
 2. Excavate the top portion of the trench to any width within the construction 

easement or right-of-way which will not cause unnecessary damage to 
adjoining structures, roadways, pavement, utilities, trees or private property.  
Where necessary to accomplish this, provide sheeting and shoring. 

 
 3. Where rock is encountered in trenches, excavate to remove boulders and 

stones to provide a minimum of 9-inches clearance between the rock and 
any part of the pipe barrel or manhole. 

 
 4. Wherever the prescribed maximum trench width is exceeded, the 

Contractor shall use the next higher Class or Type of bedding and 
haunching as shown on the Drawings for the full trench width as actually 
cut.  The excessive trench width may be due to unstable trench walls, 
inadequate or improperly placed bracing and sheeting which caused 
sloughing, accidental over-excavation, intentional over-excavation 
necessitated by the size of the Contractor's tamping and compaction 
equipment, intentional over-excavation due to the size of the Contractor's 
excavation equipment, or other reasons beyond the control of the Engineer 
or Owner. 

 
D. Depth 
 
 1. The trenches shall be excavated to the required depth or elevation which 

allow for the placement of the pipe and bedding to the dimensions shown 
on the Drawings. 

 
 2. Where rock is encountered in trenches for pipelines, excavate to the 

minimum depth which will provide clearance below the pipe barrel of 
8-inches for pipe 21-inches in diameter and smaller and 12-inches for larger 
pipe, valves and manholes.   

 
E. Excavated Materials 
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 1. Excavated materials shall be placed adjacent to the work to be used for 
backfilling as required.  Top soil shall be carefully separated and lastly 
placed in its original location. 

 
 2. Excavated material shall be placed sufficiently back from the edge of the 

excavation to prevent caving of the trench wall, to permit safe access along 
the trench and not cause any drainage problems.  Excavated material shall 
be placed so as not to damage existing landscape features or man-made 
improvements. 

 
3.02  Sheeting, Bracing and Shoring 

 
A. Sheeting, bracing and shoring shall be installed in the following instances: 
 
 1. Where sloping of the trench walls does not adequately protect persons 

within the trench from slides or cave-ins. 
 
 2. In caving ground. 
 
 3. In wet, saturated, flowing or otherwise unstable materials.   
 
 4. Where necessary to prevent damage to adjoining buildings, structures, 

roadways, pavement, utilities, trees or private properties which are required 
to remain. 

 
 5. Where necessary to maintain the top of the trench within the available 

construction easement or right-of-way. 
 
B. In all cases, excavation protection shall strictly conform to the requirements of 

the Occupational Safety and Health Act of 1970, as amended. 
 
C. Timber:  Timber for shoring, sheeting, or bracing shall be sound and free of large 

or loose knots and in good, serviceable condition.  Size and spacing shall be in 
accordance with OSHA regulations. 

 
D. Steel Sheeting and Sheet Piling:  Steel sheet piling shall be the continuous 

interlock type.  The weight, depth and section modulus of the sheet piling shall be 
sufficient to restrain the loads of earth pressure and surcharge from existing 
foundations and live loads.  Procedure for installation and bracing shall be so 
scheduled and coordinated with the removal of the earth that the ground under 
existing structures shall be protected against lateral movement at all times.  The 
Contractor shall provide closure and sealing between sheet piling and existing 
facilities. 

 
E. Trench Shield:  A trench shield or box may be used to support the trench walls.  

The use of a trench shield does not necessarily preclude the additional use of 
bracing and sheeting.  When trench shields are used, care must be taken to 
avoid disturbing the alignment and grade of the pipe or disrupting the haunching 
of the pipe as the shield is moved.  When the bottom of the trench shield extends 
below the top of the pipe, the trench shield will be raised in 6-inch increments 
with specified backfilling occurring simultaneously.  At no time shall the trench 
shield be “dragged” with the bottom of the shield extending below the top of the 
pipe or utility. 

 
F. Remove bracing and sheeting in units when backfill reaches the point necessary 

to protect the pipe and adjacent property.  Leave sheeting in place when in the 
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opinion of the Engineer it cannot be safely removed or is within three feet of an 
existing structure, utility, or pipeline.  Cut off any sheeting left in place at least two 
feet below the surface. 

 
G. Sheet piling within three feet of an existing structure or pipeline shall remain in 

place, unless otherwise directed by the Engineer. 
 

3.03  Rock Excavation 
 
A. Definition of Rock:  Any material which cannot be excavated with conventional 

excavating equipment, and is removed by drilling and blasting, and occupies an 
original volume of at least one-half cubic yard. 

 
B. Blasting:  Provide licensed, experienced workmen to perform blasting.  Conduct 

blasting operations in accordance with all existing ordinances and regulations.  
Protect all buildings and structures from the effects of the blast.  Repair any 
resulting damage. If the Contractor repeatedly uses excessive blasting charges 
or blasts in an unsafe or improper manner, the Engineer may direct the 
Contractor to employ an independent blasting consultant to supervise the 
preparation for each blast and approve the quantity of each charge. 

 
C. Removal of Rock:  Dispose of rock off site that is surplus or not suitable for use 

as rip rap or backfill. 
 
D. The Contractor shall notify the Engineer prior to any blasting.  Additionally, the 

Contractor shall notify the Engineer and local fire department before any charge 
is set. 

 
E. Following review by the Engineer regarding the proximity of permanent buildings 

and structures to the blasting site, the Engineer may direct the Contractor to 
employ an independent, qualified specialty sub- contractor, approved by the 
Engineer, to monitor the blasting by use of seismograph, identify the areas where 
light charges must be used, conduct pre-blast and post-blast inspections of 
structures, including photographs or videos, and maintain a detailed written log. 

 
3.04  Dewatering Excavations 

 
A. Dewater excavation continuously to maintain a water level two feet below the 

bottom of the trench. 
 
B. Control drainage in the vicinity of excavation so the ground surface is properly 

pitched to prevent water running into the excavation. 
 
C. There shall be sufficient pumping equipment, in good working order, available at 

all times, to remove any water that accumulates in excavations.  Where the utility 
crosses natural drainage channels, the work shall be conducted in such a 
manner that unnecessary damage or delays in the prosecution of the work will be 
prevented.  Provision shall be made for the satisfactory disposal of surface water 
to prevent damage to public or private property. 

 
D. In all cases, accumulated water in the trench shall be removed before placing 

bedding or haunching, laying pipe, placing concrete or backfilling. 
 
E. Where dewatering is performed by pumping the water from a sump, crushed 

stone shall be used as the medium for conducting the water to the sump.  Sump 
depth shall be at least two feet below the bottom of the trench.  Pumping 
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equipment shall be of sufficient quantity and/or capacity to maintain the water 
level in the sump two feet below the bottom of the trench.  Pumps shall be a type 
such that intermittent flows can be discharged.  A standby pump shall be 
required in the event the operating pump or pumps clog or otherwise stop 
operation. 

 
F. Dewater by use of a well point system when pumping from sumps does not lower 

the water level two feet below the trench bottom.  Where soil conditions dictate, 
the Contractor shall construct well points cased in sand wicks.  The casing, 6 to 
10-inches in diameter, shall be jetted into the ground, followed by the installation 
of the well point, filling casing with sand and withdrawing the casing. 

 
3.05  Trench Foundation and Stabilization 

 
A. The bottom of the trench shall provide a foundation to support the pipe and its 

specified bedding.  The trench bottom shall be graded to support the pipe and 
bedding uniformly throughout its length and width. 

 
B. If, after dewatering as specified above, the trench bottom is spongy, or if the 

trench bottom does not provide firm, stable footing and the material at the bottom 
of the trench will still not adequately support the pipe, the trench will be 
determined to be unsuitable and the Engineer shall then authorize payment for 
trench stabilization. 

 
C. Should the undisturbed material encountered at the trench bottom constitute, in 

the opinion of the Engineer, an unstable foundation for the pipe, the Contractor 
shall be required to remove such unstable material and fill the trench to the 
proper subgrade with crushed stone as directed by the Engineer. 

 
D. Where the replacement of unsuitable material with crushed stone does not 

provide an adequate trench foundation, the trench bottom shall be excavated to a 
depth of at least two feet below the specified trench bottom.  Place filter fabric in 
the bottom of the trench and support the fabric along the trench walls until the 
trench stabilization, bedding, haunching and pipe have been placed at the proper 
grade.  The ends of the filter fabric shall be overlapped by one foot above the 
pipe. 

 
E. Where trench stabilization is provided, the trench stabilization material shall be 

compacted to at least 90 percent of the maximum dry density, unless shown or 
specified otherwise. 

 
3.06  Bedding and Haunching 

 
A. Prior to placement of bedding material, the trench bottom shall be free of any 

water, loose rocks, boulders or large dirt clods. 
 
B. Bedding material shall be placed to provide uniform support along the bottom of 

the pipe and to place and maintain the pipe at the proper elevation.  The initial 
layer of bedding placed to receive the pipe shall be brought to the grade and 
dimensions indicated on the Drawings.  All bedding shall extend the full width of 
the trench bottom. The pipe shall be placed and brought to grade by tamping the 
bedding material or by removal of the excess amount of the bedding material 
under the pipe. Adjustment to grade line shall be made by scraping away or filling 
with bedding material.  Wedging or blocking up of pipe shall not be permitted.  
Applying pressure to the top of the pipe, such as with a backhoe bucket, to lower 
the pipe to the proper elevation or grade shall not be permitted.  Each pipe 
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section shall have a uniform bearing on the bedding for the length of the pipe, 
except immediately at the joint. 

 
C. At each joint, excavate bell holes of ample depth and width to permit the joint to 

be assembled properly and to relieve the pipe bell of any load. 
 
D. After the pipe section is properly placed, add the haunching material to the 

specified depth.  The haunching material shall be shovel sliced, tamped, 
vigorously chinked or otherwise consolidated to provide uniform support for the 
pipe barrel and to fill completely the voids under the pipe, including the bell hole.  
Prior to placement of the haunching material, the bedding shall be clean and free 
of any water, loose rocks, boulders or dirt clods. 

 
 
 E. Water Mains 
 
 1. Ductile Iron Pipe 
 

 a. Unless otherwise shown on the Drawings or specified, utilize 
earth materials for bedding and haunching.  Type 2, 3, 4 and 5 
bedding shall be as detailed on the Drawings. 

 
 b. Unless specified or shown otherwise, bedding shall meet the 

requirements for Type 2 Pipe Bedding.  Unless specified or 
shown otherwise for restrained joint pipe and fittings, bedding 
shall meet the requirements for Type 4 Pipe Bedding. 

 
 c. Where the depth of cover over the piping exceeds 9 feet, the 

pipe bedding shall meet the requirements of Type 4 Pipe 
Bedding.  Where the depth of cover over the piping exceeds 14 
feet, the pipe bedding shall meet the requirements of Type 5 
Pipe Bedding. 

 
 d. Type 4 or Type 5 Pipe Bedding called for on the Drawings, 

specified or ordered by the Engineer, shall meet requirements for 
Type 4 or Type 5 Pipe Bedding, utilizing crushed stone bedding 
and haunching material. 

 
F. Manholes:  Excavate to a minimum of 12-inches below the planned elevation of 

the base of the manhole.  Place and compact crushed stone bedding material to 
the required grade before installing the manhole. 

 
G. Excessive Width and Depth 
 
 
 1. Water Mains:  If the trench is excavated to excess width, provide the next 

higher type or class of pipe bedding, but a minimum of Type 4, as detailed 
on the Drawings. 

 
 2. If the trench is excavated to excessive depth, provide crushed stone to 

place the bedding at the proper elevation or grade. 
 
H. Compaction:  Bedding and haunching materials under pipe, manholes and 

accessories shall be compacted to a minimum of 90 percent of the maximum dry 
density, unless shown or specified otherwise. 
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3.07  Initial Backfill 
 
A. Initial backfill shall be placed to anchor the pipe, protect the pipe from damage by 

subsequent backfill and ensure the uniform distribution of the loads over the top 
of the pipe. 

 
B. Place initial backfill material carefully around the pipe in uniform layers to a depth 

of at least 18-inches above the pipe barrel or duct bank.  Layer depths shall be a 
maximum of 6-inches for pipe 18-inches in diameter and smaller and a maximum 
of 12-inches for pipe larger than 18-inches in diameter. 

 
C. Backfill on both sides of the pipe simultaneously to prevent side pressures. 
 
D. Compact each layer thoroughly with suitable hand tools or tamping equipment. 
 
E. Initial backfill shall be compacted to a minimum 90 percent of the maximum dry 

density, unless shown or specified otherwise. 
 
F. If materials excavated from the trench are not suitable for use as backfill 

materials, provide select backfill material conforming to the requirements of this 
Section. 

 
3.08  Concrete Encasement for Pipelines 

 
 Where concrete encasement is shown on the Drawings for pipelines, excavate 

the trench to provide a minimum of 6-inches clearance from the bell of the pipe.  
Lay the pipe to line and grade on concrete blocks.  In lieu of bedding, haunching 
and initial backfill, place concrete to the full width of the trench and to a height of 
not less than 12-inches above the pipe bell.  Do not backfill the trench for a 
period of at least 24 hours after concrete is placed. 

 
3.09  Final Backfill 

 
A. Backfill carefully to restore the ground surface to its original condition. 
 
B. The top 6-inches shall be topsoil obtained as specified in “Trench Excavation” of 

this Section. 
 
C. Excavated material which is unsuitable for backfilling, and excess material, shall 

be disposed of, at no additional cost to the Owner, in a manner approved by the 
Engineer.  Surplus soil may be neatly distributed and spread over the site, if 
approved by the Engineer.  If such spreading is allowed, the site shall be left in a 
clean and sightly condition and shall not affect pre-construction drainage 
patterns.  Surplus rock from the trenching operations shall be removed from the 
site. 

 
D. If materials excavated from the trench are not suitable for use as backfill 

materials, provide select backfill material conforming to the requirements of this 
Section. 

 
E. After initial backfill material has been placed and compacted, backfill with final 

backfill material.  Place backfill material in uniform layers, compacting each layer 
thoroughly as follows: 

 
 1. In 6-inch layers, if using light power tamping equipment, such as a “jumping 

jack”. 
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 2. In 12-inch layers, if using heavy tamping equipment, such as hammer with 

tamping feet. 
 
 3. In 24-inch layers, if using a hydra-hammer. 
 
F. Settlement:  If trench settles, re-fill and grade the surface to conform to the 

adjacent surfaces. 
 
G. Final backfill shall be compacted to a minimum 90 percent of the maximum dry 

density, unless specified otherwise. 
 

3.10  Additional Material 
 
 Where final grades above the pre-construction grades are required to maintain 

minimum cover, additional fill material will be as shown on the Drawings.  Utilize 
excess material excavated from the trench, if the material is suitable.  If excess 
excavated materials are not suitable, or if the quantity available is not sufficient, 
provide additional suitable fill material at no cost to the owner. 

 
3.11  Backfill Under Roads 

 
 Compact backfill underlying pavement and sidewalks, and backfill under dirt and 

gravel roads to a minimum 95 percent of the maximum dry density.  The top 
12-inches shall be compacted to a minimum of 98 percent of the maximum dry 
density. 

 
3.12  Backfill Within Georgia DOT Right-of-Way  

 
 Backfill within the Georgia DOT right-of-way shall meet the requirements 

stipulated in the “Utility Accommodation Policy and Standards”, published by the 
Georgia Department of Transportation. 

 
3.13  Backfill Along Restrained Joint Pipe 

 
 Backfill along restrained joint pipe shall be compacted to a minimum 90 percent 

of the maximum dry density. 
 

 
3.14  Testing and Inspection 

 
A. The soils testing laboratory is responsible for the following: 
 
 1. Compaction tests in accordance with Article 1.02 of this Section. 
 
 2. Field density tests for each two feet of lift, one test for each 500 feet of pipe 

installed or more frequently if ordered by the Engineer. 
 
 3. Inspecting and testing stripped site, subgrades and proposed fill materials. 
 
B. The Contractor's duties relative to testing include: 
 
 1. Notifying laboratory of conditions requiring testing. 
 
 2. Coordinating with laboratory for field testing. 
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 3. Paying costs for additional testing performed beyond the scope of that 
required and for re-testing where initial tests reveal non-conformance with 
specified requirements. 

 
 4. Providing excavation as necessary for laboratory personnel to conduct 

tests. 
 
C. Inspection 
 
 1. Earthwork operations, acceptability of excavated materials for bedding or 

backfill, and placing and compaction of bedding and backfill is subject to 
inspection by the Engineer. 

 
D. Comply with applicable codes, ordinances, rules, regulations and laws of local, 

municipal, state or federal authorities having jurisdiction. 
 
 

END OF SECTION 
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Part 1 General 
 
1.01  Scope 
 

A. The work covered by this Section includes furnishing all labor, materials and 
equipment required to bore and jack casings and to properly complete pipeline 
construction as described herein and/or shown on the Drawings. 

 
B. Supply all materials and perform all work in accordance with applicable American 

Society for Testing and Materials (ASTM), American Water Works Association 
(AWWA), American National Standards Institute (ANSI) or other recognized 
standards.  Latest revisions of all standards are applicable.  If requested by the 
Engineer, submit evidence that manufacturer has consistently produced products 
of satisfactory quality and performance over a period of at least two years. 

 
1.02  Submittals 

 
A. Submit shop drawings, product data and experience in accordance with the 

requirements of Section 01340 of these Specifications. 
 
B. Material Submittals:  The Contractor shall provide shop drawings and other 

pertinent specifications and product data as follows: 
 
1. Shop drawings for casing pipe showing sizes and connection details. 
 
2. Design mixes for concrete and grout. 
 

C. Experience Submittals 
 

1. Boring and jacking casings is deemed to be specialty contractor work.  If 
the Contractor elects to perform the work, the Contractor shall provide 
evidence as required by the General Conditions.  A minimum of five 
continuous years of experience in steel casing construction is required of 
the casing installer.  Evidence of this experience must be provided with 
the shop drawings for review by the Engineer. 

 
1.03  Storage and Protection 

 
 All materials shall be stored and protected in accordance with the manufacturer's 

recommendations and as approved by the Engineer. 
 

Part 2 Products 
 
2.01  Materials and Construction 

 
A. Casing 
 

1. The casing shall be new and unused pipe.  The casing shall be made 
from steel plate having minimum yield strength of 35,000 psi.  The steel 
plate shall also meet the chemical requirements of one of the following:  
ASTM A36; ASTM A139, Grade B, C, D or E; ASTM A53, Type S or 
Type E, Grade A or B. 

 
2. The thicknesses of casing shown in paragraph B. below are minimum 

thicknesses.  Actual thicknesses shall be determined by the casing 
installer, based on an evaluation of the required forces to be exerted on 
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the casing when jacking.  Any buckling of the casing due to jacking 
forces shall be repaired at no additional cost to the Owner. 

 
3. The diameters of casing shown in paragraph B. below and shown on the 

Drawings are the minimum required.  Larger casings, with the Engineer's 
approval, may be provided at no additional cost to the Owner, for 
whatever reasons the Contractor may decide, whether casing size 
availability, line and grade tolerances, soil conditions, etc. 

 
B. Casing Sizes 
 

UNDER HIGHWAYS/ROADWAYS 

Pipe 
Diameter, 

inches 

Casing 
Diameter, 

inches 

Wall 
Thickness, 

inches 

12 18 0.350 

42 60 0.500 

54 72 0.531 

 
C. Carrier Pipe:  Carrier pipes shall meet requirements as specified in Section 

02665 of these Specifications.  All water pipe shall be ductile iron pipe. 
 
D. Surface Settlement Markers:  Surface settlement markers within pavement areas 

shall be P.K. nails.  Surface settlement markers within non-paved areas shall be 
wooden hubs. 

 
E. Grout and Cover Materials 
 

1. Soil backfill for trench approaches and pits to finish grade shall be type 
as specified in Section 02225. 

 
2. Fill and seal group at pipe ends using one of the following methods: 
 

a. Brick and mortar with type I or Type II cement conforming to 
ASTM C150, clean fresh water, sand conforming to ASTM C404, 
size No. 1. Grout shall have a minimum compressive strength of 
1,000 psi, attained within 24 hours. 

 
b. End seals constructed of 1/8” thick neoprene rubber with ½’ think 

T304 stainless steel bandings and 100% non-magnetic worm 
gear mechanisms. Casing end seals shall be Advance Products 
& Systems, Inc. Model AW. 

 
3. Cement grout mix shall be one part Portland cement, and 6 parts mortar 

sand mixed with fresh, clean water to consistency applicable grouting. 
 
a. Mortar sand shall meet the requirements of ASTM C404, size 

no. 1. 
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b. Portland cement shall meet the requirements of ASTM C1560, 
Type I or II. 

 
F. Casing spacers: Casing spacers shall be a two-piece shell fabricated from T-304 

stainless steel of a minimum 14 gauge thickness. Each shell section shall be 
lined with a 0.090-inch thick, ribbed PVC extrusion with a retaining section 
overlapping the edges of the shell. Bearing surfaces (runners) shall be attached 
to support sections at positions to properly support the carrier pipe with the 
casing. The runners shall be mechanically bolted to the riser. Risers shall be 
made of T-304 stainless steel of a maximum 10 gauge. All risers shall be welded 
to the shell. Casing spacers shall be manufactured by Cascade Waterworks 
Manufacturing Company. 

 
2.02  Equipment 

 
A. A cutting head shall be attached to a continuous auger mounted inside the 

casing pipe. 
 
B. The steering head shall be controlled manually from the bore pit.  The grade 

indicator shall consist of a water level attached to the casing which would 
indicate the elevation of the front end of the casing or some other means for 
grade indication approved by the Engineer. 

 
Part 3 Execution 
 
3.01  General 

 
A. Interpretation of soil investigation reports and data, investigating the site and 

determination of the site soil conditions prior to bidding is the sole responsibility 
of the Contractor.  Any subsurface investigation by the Bidder or Contractor must 
be approved by the appropriate authority having jurisdiction over the site.  Rock 
and/or water, if encountered, shall not entitle the Contractor to additional 
compensation. 

 
B. Casing construction shall be performed so as not to interfere with, interrupt or 

endanger roadway surface and activity thereon, and minimize subsidence of the 
surface, structures, and utilities above and in the vicinity of the casing.  Support 
the ground continuously in a manner that will prevent loss of ground and keep 
the perimeters and face of the casing, passages and shafts stable.  The 
Contractor shall be responsible for all settlement resulting from casing operations 
and shall repair and restore damaged property to its original or better condition at 
no cost to the Owner. 

 
C. The Contractor shall locate, identify, and protect utilities indicated to remain from 

damage. Utility companies shall be notified to locate existing utilities. 
 
D. Plant life, lawns, and other features remaining as portion of final landscaping 

shall be protected during the execution of work. 
 
E. The Contractor shall protect bench marks, survey control points, existing 

structures, fences, sidewalks, paving, and curbs from excavating equipment and 
vehicular traffic. 

 
F. The Contractor shall notify the Engineer in the event of utility conflicts and when 

minimum separation from existing utilities is not possible. 
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G. Face Protection:  The face of the excavation shall be protected from the collapse 
of the soil into the casing. 

 
H. Casing Design:  Design of the bore pit and required bearing to resist jacking 

forces is the responsibility of the Contractor.  The excavation method selected 
shall be compatible with expected ground conditions.  The lengths of the casing 
shown on the Drawings are the minimum lengths required.  The length of the 
casing may be extended for the convenience of the Contractor, at no additional 
cost to the Owner.  Due to restrictive right-of-way and construction easements, 
boring and jacking casing lengths less than the nominal 20 foot length may be 
necessary. 

 
I. Roadway Crossings 
 

1. The Contractor shall be held responsible and accountable for the 
coordinating and scheduling of all construction work within the roadway 
right-of-way. 

 
2. Work along or across the roadway department rights-of-way shall be 

subject to inspection by GDOT, Fulton County and/or the City of 
Alpharetta. 

 
3. All installations shall be performed to leave free flows in drainage 

ditches, pipes, culverts or other surface drainage facilities of the 
roadway, street or its connections. 

 
4. No excavated material or equipment shall be placed on the pavement or 

shoulders of the roadway without the express approval of the Engineer 
and the City of Alpharetta roadway department. 

 
5. In no instance will the Contractor be permitted to leave equipment 

(trucks, backhoes, etc.) on the pavement or shoulder overnight.  
Construction materials to be installed, which are placed on the 
right-of-way in advance of construction, shall be placed in such a manner 
as not to interfere with the safe operation of the roadway. 

 
6. The Contractor shall be responsible for providing the Owner sufficient 

information to obtain a blasting permit in a timely manner. 
 

3.02  Groundwater Control 
 
A. The Contractor shall control the groundwater throughout the construction of the 

casing. 
 
B. Methods of dewatering shall be at the option and responsibility of the Contractor.  

Maintain close observation to detect settlement or displacement of surface 
facilities due to dewatering.  Should settlement or displacement be detected, 
notify the Engineer immediately and take such action as necessary to maintain 
safe conditions and prevent damage. 

 
C. When water is encountered, provide and maintain a dewatering system of 

sufficient capacity to remove water on a 24 hour basis keeping excavations free 
of water until the backfill operation is in progress.  Dewatering shall be performed 
in such a manner that removal of soil particles is held to a minimum.  Dewater 
into a sediment trap and comply with requirements specified in Section 02125 of 
these Specifications. 
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3.03  Safety 

 
A. Provide all necessary bracing, bulkheads and shields to ensure complete safety 

to all traffic, persons and property at all times during the work.  Perform the work 
in such a manner as to not permanently damage the roadbed or interfere with 
normal traffic over it. 

 
B. Observe all applicable requirements of the regulations of the authorities having 

jurisdiction over this site.  Conduct the operations in such a manner that all work 
will be performed below the level of the roadbed. 

 
C. Perform all activities in accordance with the Occupational Safety and Health Act 

of 1970 (PL-596), as amended, applicable regulations of the Federal 
Government, OSHA 29CFR 1926 and applicable criteria of ANSI A10.16-81, 
“Safety Requirements for Construction of Tunnel Shafts and Caissons”. 

 
3.04  Surface Settlement Monitoring 

 
A. Provide surface settlement markers, placed as specified and as directed by the 

Engineer.  The Contractor shall place settlement markers outside of pavement 
area, along the centerline of the casing at 10 foot intervals and offset 10 feet 
each way from the centerline.  Markers shall also be placed at each shoulder of 
the roadway, at each edge of pavement, at the centerline of the pavement and at 
10 and 25 feet in each direction from the centerline of the casing.  Tie settlement 
markers to bench marks and indices sufficiently removed as not to be affected by 
the casing operations. 

 
B. Make observations of surface settlement markers, placed as required herein, at 

regular time intervals acceptable to the Engineer.  In the event settlement or 
heave on any marker exceeds 1-inch, the Contractor shall immediately cease 
work and using a method approved by the Engineer and the authority having 
jurisdiction over the project site, take immediate action to restore surface 
elevations to that existing prior to start of casing operations. 

 
C. Take readings and permanently record surface elevations prior to start of 

dewatering operations and/or shaft excavation.  The following schedule shall be 
used for obtaining and recording elevation readings:  all settlement markers, 
once a week; all settlement markers within 50 feet of the casing heading, at the 
beginning of each day; more frequently at the Engineer's direction if settlement is 
identified.  Make all elevation measurements to the nearest 0.01 foot. 

 
D. The Contractor shall cooperate fully with jurisdictional personnel.  Any settlement 

shall be corrected by, and at the expense of, the Contractor. 
 
E. Promptly report any settlement and horizontal movement immediately to the 

Engineer and take immediate remedial action. 
 

3.05  Boring and Jacking 
 
A. Shaft 
 

1. Conduct boring and jacking operations from a shaft excavated at one 
end of the section to be bored.  Where conditions and accessibility are 
suitable, place the shaft on the downstream end of the bore. 
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2. The shaft shall be rectangular and excavated to a width and length 
required for ample working space.  If necessary, sheet and shore shaft 
properly on all sides. Shaft sheeting shall be timber or steel piling of 
ample strength to safely withstand all structural loadings of whatever 
nature due to site and soil conditions.  Keep preparations dry during all 
operations.  Perform pumping operations as necessary. 

 
3. The bottom of the shaft shall be firm and unyielding to form an adequate 

foundation upon which to work.  In the event the shaft bottom is not 
stable, excavate to such additional depth as required and place a gravel 
sub-base or a concrete sub-base if directed by the Engineer due to soil 
conditions. 

 
B. Jacking Rails and Frame 
 

1. Set jacking rails to proper line and grade within the shaft.  Secure rails in 
place to prevent settlement or movement during operations.  The jacking 
rails shall cradle and hold the casing pipe on true line and grade during 
the progress of installing the casing. 

 
2. Place backing between the heels of jacking rails and the rear of the 

shaft.  The backing shall be adequate to withstand all jacking forces and 
loads. 

 
3. The jacking frame shall be of adequate design for the magnitude of the 

job.  Apply thrust to the end of the pipe in such a manner to impart a 
uniformly balanced load to the pipe barrel without damaging the joint 
ends of the pipe. 

 
C. Boring and jacking of casing pipes shall be accomplished by the dry auger boring 

method without jetting, sluicing or wetboring. 
 
D. Auger the hole and jack the casing through the soil simultaneously. 
 
E. Bored installations shall have a bored-hole diameter essentially the same as the 

outside diameter of the casing pipe to be installed. 
 
F. Execute boring ahead of the casing pipe with extreme care, commensurate with 

the rate of casing pipe penetration.  Boring may proceed slightly in advance of 
the penetrating pipe and shall be made in such a manner to prevent any voids in 
the earth around the outside perimeter of the pipe.  Make all investigations and 
determine if the soil conditions are such as to require the use of a shield. 

 
G. As the casing is installed, check the horizontal and vertical alignment frequently.  

Make corrections prior to continuing operation.  For casing pipe installations over 
100 feet in length, the auger shall be removed and the alignment and grade 
checked at minimum intervals of 60 feet. 

 
H. Any casing pipe damaged in jacking operations shall be repaired, if approved by 

the Engineer, or removed and replaced at Contractor's own expense. 
 
I. Lengths of casing pipe, as long as practical, shall be used except as restricted 

otherwise.  Joints between casing pipe sections shall be butt joints with complete 
joint penetration, single groove welds, for the entire joint circumference, in 
accordance with AWS recommended procedures.  Prior to welding the joints, the 
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Contractor shall ensure that both ends of the casing sections being welded are 
square. 

 
J. The Contractor shall prepare a contingency plan which will allow the use of a 

casing lubricant, such as bentonite, in the event excessive frictional forces 
jeopardize the successful completion of the casing installation. 

 
K. Once the jacking procedure has begun, it should be continued without stopping 

until completed, subject to weather and conditions beyond the control of the 
Contractor. 

 
L. Care shall be taken to ensure that casing pipe installed by boring and jacking 

method will be at the proper alignment and grade. 
 
M. The Contractor shall maintain and operate pumps and other necessary drainage 

system equipment to keep work dewatered at all times. 
 
N. Adequate sheeting, shoring and bracing for embankments, operating pits and 

other appurtenances shall be placed and maintained to ensure that work 
proceeds safely and expeditiously.  Upon completion of the required work, the 
sheeting, shoring and bracing shall be left in place, cut off or removed, as 
designated by the Engineer. 

 
O. Trench excavation, all classes and type of excavation, the removal of rock, muck, 

debris, the excavation of all working pits and backfill requirements of Section 
02225 are included under this Section. 

 
P. All surplus material shall be removed from the right-of-way and the excavation 

finished flush with the surrounding ground. 
 
Q. Grout backfill shall be used for unused holes or abandoned pipes. 
 

3.06  Free Boring 
 

A. Where the Drawings or Specifications indicate a pipeline or service connection is 
to be installed by boring without casing or where ordered by the Engineer, the 
Contractor shall install the pipe by the free bore method.  The allowed free bore 
method will be dry auger boring, without jetting, sluicing, or wet boring. 

 
B. The diameter of the free bore shall not exceed the pipe bell outside diameter or 

the pipe barrel outside diameter plus 1-inch, whichever is greater. 
 
C. The Contractor shall be responsible for any settlement of the surface (roadway, 

driveway, or otherwise) caused by the free bore construction activities. 
 
D. Where the Drawings or Specifications indicate a free bore or where ordered to 

use the free bore method to install a segment of pipe, the Contractor may elect to 
install the pipe by the conventional bore and jack casing method instead. 

 
E. If the Contractor elects to free bore, and an acceptable installation does not 

result for any reason, the Contractor shall install a casing pipe by the bore and 
jack method at no additional cost to the Owner. 

 
F. The Contractor may elect to free bore other portions of the project in lieu of open 

cut installation.  However, no additional payment for free bore will be made if the 
Contractor exercises this option. 
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3.07  Rock Excavation 

 
A. In the event that rock is encountered during the installation of the casing pipe 

which, in the opinion of the Engineer, cannot be removed through the casing, the 
Engineer may authorize the Contractor to complete the crossing by a method 
established in a change order.  

 
B. At the Contractor's option, the Contractor may continue to install the casing and 

remove the rock through the casing at no additional cost to the Owner. 
 

3.08  Installation of Carrier Pipe 
 
A. After the casing pipe has been installed, the alignment and elevations shall be 

verified and submitted to the Engineer for approval, prior to the installation of the 
carrier pipe. 

 
B. The carrier pipe shall be installed centered within the casing pipe, and shall be 

supported by casing spacers, centered on 10-foot intervals and as shown on the 
Drawings. 

 
C. The Contractor shall exercise care to prevent damage to pipe joints when carrier 

pipe is placed in casing. 
 
D. Support the pipeline within casing so no external loads are transmitted to carrier 

pipe. Attach supports to barrel of carrier pipe; do not rest carrier pipe on bells. A 
minimum clearance of 1-inch shall be maintained between the pipe bell and 
casing pipe. 

 
E. The ends of the casing shall be sealed by either grouting or installing casing end 

seals. 
 

3.09  Sheeting Removal 
 
 Remove sheeting used for shoring from the shaft and off the job site.  The 

removal of sheeting, shoring and bracing shall be done in such a manner as not 
to endanger or damage either new or existing structures, private or public 
properties and also to avoid cave-ins or sliding in the banks. 

 
 
 
 
 
 
 
 
 

END OF SECTION 
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Part 1 General 
 
1.01  Scope 
 

A. This Section describes products to be incorporated into the water mains and 
requirements for the installation and use of these items.  Furnish all products and 
perform all labor necessary to fulfill the requirements of these Specifications. 

 
B. Supply all products and perform all work in accordance with applicable American 

Society for Testing and Material (ASTM), American Water Works Association 
(AWWA), American National Standards Institute (ANSI), or other recognized 
standards.  Latest revisions of all standards are applicable. 

 
1.02  Qualifications 
 

 If requested by the Engineer, submit evidence that manufacturers have 
consistently produced products of satisfactory quality and performance for a 
period of at least two years. 

 
1.03  Submittals 
 

A. Complete shop drawings, product data and engineering data for all products shall 
be submitted to the Engineer in accordance with the requirements of Section 
01340 of these Specifications. 

 
B. Traffic Control Plan shall be submitted at least 14 days prior to beginning any on-

site work. 
 
1.04  Transportation and Handling 
 

A. Unloading:  Furnish equipment and facilities for unloading, handling, distributing 
and storing pipe, fittings, valves and accessories.  Make equipment available at 
all times for use in unloading.  Do not drop or dump materials.  Any materials 
dropped or dumped will be subject to rejection without additional justification.  
Pipe handled on skids shall not be rolled or skidded against the pipe on the 
ground. 

 
B. Handling:  Handle pipe, fittings, valves and accessories carefully to prevent 

shock or damage.  Handle pipe by rolling on skids, forklift, or front end loader.  
Do not use material damaged in handling.  Slings, hooks or pipe tongs shall be 
padded and used in such a manner as to prevent damage to the exterior 
coatings or internal lining of the pipe. 

 
1.05  Storage and Protection 
 

A. Store all pipe which cannot be distributed along the route.  Make arrangements 
for the use of suitable storage areas. 

 
B. Stored materials shall be kept safe from damage.  The interior of all pipe, fittings 

and other appurtenances shall be kept free from dirt or foreign matter at all times.  
Valves and hydrants shall be drained and stored in a manner that will protect 
them from damage by freezing. 
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C. Pipe shall not be stacked higher than the limits recommended by the 
manufacturer.  The bottom tier shall be kept off the ground on timbers, rails or 
concrete.  Pipe in tiers shall be alternated:  bell, plain end; bell, plain end.  At 
least two rows of timbers shall be placed between tiers and chocks, affixed to 
each other in order to prevent movement.  The timbers shall be large enough to 
prevent contact between the pipe in adjacent tiers. 

 
D. Stored mechanical and push-on joint gaskets shall be placed in a cool location 

out of direct sunlight.  Gaskets shall not come in contact with petroleum products.  
Gaskets shall be used on a first-in, first-out basis. 

 
E. Mechanical-joint bolts shall be handled and stored in such a manner that will 

ensure proper use with respect to types and sizes. 
 
1.06  Quality Assurance 
 

 The manufacturer shall provide written certification to the Engineer that all 
products furnished comply with all applicable requirements of these 
Specifications. 

 
Part 2 Products 
 
2.01  Piping Materials and Accessories 
 
 A. All water pipe shall be ductile iron pipe. 
  

B. Ductile Iron Pipe (DIP) and Appurtenances 
 

Use ductile iron pipe that meets the requirements of ANSI/AWWA C151/A21.50 
for the class and joint specified. Unless otherwise specified, ductile iron pipe shall 
be Pressure Class 250 and have nominal laying length of 20 feet. 
 
1. Fittings 

 
Use fittings that meet the requirements of ANSI/AWWA A21.10 or 
A21.53, a minimum rated working pressure of 250 psi and joint specified. 
Ends shall be flanged, restrained mechanical joint for pipes and fittings 
less than 24-inch diameter or restrained push-on to suit the conditions 
specified. Fittings shall be manufactured in the U.S. Fittings for pipe 
larger than 24-inches shall have restrained joints as specified below. 

 
2. Rubber Gasket Joints 

 
Use standard styrene butadiene rubber (SBR) gasket joints that meet the 
requirements of ANSI/AWWA A21.11 for push on mechanical joints. 

 
 3. Unrestrained Joints 
 

Unrestrained joints, where specified, shall be the rubber ring 
compression, push-on type joint suitable for buried service. Unrestrained 
joints shall be the Fastite Joint as manufactured by U.S. Pipe, or equal. 
This joint is not permitted on fittings or specials, unless otherwise 
specified. Unless otherwise specified, joints shall have an allowable 
deflections up to one-half the manufacturer’s allowable deflection. Joint 
assembly and field cut joints shall be made in strict conformance with 
AWWA C600 and manufacturer’s allowable deflection. Joint assembly 
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and field cut joints shall be made in strict conformance with AWWA C600 
and manufacturer’s recommendations. 
 
Where specified, mechanical joints for above or below ground service 
shall meet the requirements of ANSI/AWWA A21.10/C110 and 
ANSI/AWWA A21.11/C111. Gaskets and bolts and nuts shall comply 
with paragraphs 02665-2.01 B2 and 8 respectively. 

 
4. Restrained Joints 

 
Restrained joints shall be provided as shown on the Drawings and where 
required for thrust restrain. Unless otherwise specified, restrained joints 
shall be flanged for exposed service and restrained push-on for buried 
services. 
 
Restrained push-on joints shall be the Flex-Ring (up to 36-inch) or Lok-
Ring Joint (42-inch to 64-inch) as manufactured by American Cast iron 
Pipe Company, TR Flex Joint as manufactured by U.S. Pipe, or equal. 
Restrained joints shall be capable of being deflected after full assembly. 
Joint assembly shall be in strict conformance with AWWA C600 and 
manufacturer’s recommendations. No field cuts of restrained pipe are 
permitted without prior approval of the Engineer. 

 
 5. Flanges 
 
  Use flanges that meet the requirements of ANSI/AWWA A21.11. 
 
 Unless otherwise specified, flanges shall be ductile iron and shall be 

threaded-on flanges conforming to ANSI/AWWA A21.15/C115 or cast-on 
flanges conforming to ANSI/AWWA A21.10/C110. Flanges shall be 
adequate for 250 psi working pressure. Bolt circle and bolt holes shall 
match those of ANSI B15.1, Class 125 flanges and ANSI B16.5, Class 
150 flanges. Where specified, flanges shall be threaded-on or cast-on 
flanges conforming to ANSI B16.1, Class 250. 

 
 Flange assembly bolts shall be ANSI B18.2.1 standard square or 

hexagon head bolts with ANSI B18.2.2 standard hexagon nuts. Threads 
shall be ANSI B1.1, standard coarse thread series; bolts shall be Class 
2A, nuts shall be Class 2B. Bolt length shall conform to ANSI B16.5. 

 
 Unless otherwise specified, bolts shall be carbon steel machined bolts 

with hot pressed hexagon nuts. Where washers are required, they shall 
be of the same material as the associated bolts. 

 
 Gaskets for plain faced flanges shall be the full fact type. Thickness shall 

be 1/16-inch for pipe 10-inches and less in diameter and 1/8-inch for pipe 
12-inches and larger in diameter. Unless otherwise specified, gaskets for 
raised face flanges shall match the raised face and shall be 1/16-inch 
thick for pipe 3-1/2-inches and less in diameter and 1/8-inch thick for 
pipe 4-inches and larger. 

 
 6. Mechanical Joint Fittings 
 
 Restraint devices for mechanical joint fittings shall be Megalug Series 

1100 as manufactured by EBAA Iron, Inc., or equal. 
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 Locked mechanical hydrant tees, bends and adapters are in acceptable 
substitute for anchoring fire hydrants and valves to the pipe main. 

 
7. Ball and Socket Flexible Joint Pipe 

 
Ball and socket flexible joint pipe shall be the boltless type and shall 
allow a maximum joint deflection of 15 degrees. Each joint shall be 
provided with a retainer lock to prevent rotation after assembly. Joints 
shall be the Flex-Lok Joint as manufactured by American Cast Iron Pipe 
Company, USIflex as manufactured by U.S. Pipe, or equal. 
 

  8. Bolts and Nuts 
 

a. Provide the necessary bolts for connections.  All bolts and nuts 
shall be threaded in accordance with ANSI B1.1, Coarse Thread 
Series, Class 2A external and 2B internal fit.  All bolts and nuts 
shall be made in the U.S.A. 

 
b. Bolts and nuts for mechanical joints shall be Tee Head Bolts and 

nuts of high strength low-alloy steel in accordance with ASTM A 
242 to the dimensions shown in AWWA C111/ANSI A21.11. 

 
c. Bolts for exposed service shall be zinc plated, cold pressed, 

steel machine bolts conforming to ASTM A 307, Grade B.  Nuts 
for exposed service shall be zinc plated, heavy hex conforming 
to ASTM A 563.  Zinc plating shall conform to ASTM B 633, Type 
II. 

 
9. Grooved End Couplings 
 
 Plain end ductile iron pipe may be joined with grooved end couplings and 

shoulder joints if they meet the requirements of AWWA C606. 
 
 Grooved end flexible-type couplings shall be Victaulic Style 77 or equal.  

Grooved end rigid-type couplings shall be Victaulic Style 07 or equal.  
Flexible-type couplings shall be used for all piping greater than 12 inches 
in diameter; for pipe 12 inches in diameter and less in rack-mounted 
tunnel piping applications; and for grooved joints adjacent to pump 
suction and discharge where grooved couplings are used for noise and 
vibration control.  All other applications for piping 12 inches in diameter 
and less shall utilize rigid-type couplings.  Grooved end flanged coupling 
adapters shall be either Victaulic Style 741 or equal.  Snap-joint grooved 
end couplings shall be Victaulic Style 78 or equal.  Cut grooves are not 
permitted on fabricated or lightwall pipe. 

 
 Unless otherwise specified, bolts and nuts shall comply with AWWA 

C606.  Bolts for submerged service shall be Type 316 stainless steel in 
conformance with ASTM F593, marking F593F.  Nuts for submerged 
service shall be made of copper-silicon alloy bronze conforming to ASTM 
B98, alloy C65100, designation H04 or alloy C65500, designation H04.  
Bolts and nuts for buried service shall be made of noncorrosive high-
strength, low-alloy steel having the characteristics specified in 
ANSI/AWWA C111/A21, regardless of any other protective coating.  
Where washers are required, they shall be of the same material as the 
associated bolts. 
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 Gaskets shall be as specified in AWWA C 606. 
 
10. Pipe Coating 
 
 Unless otherwise specified, pipe and fittings shall be coated with 

asphaltic material as specified in AWWA C1512. 
 
11. Polyethylene Tube 
 
 Polyethylene encasement shall be used where specified.  Installation of 

polyethylene shall be as specified in AWWA C105 and these 
specifications.  Pipe, fittings, valves and couplings shall be wrapped.  
Fittings that require concrete backing shall be wrapped prior to placing 
the concrete. 

 
 The polyethylene tube seams and overlaps shall be wrapped and held in 

place by means of a 2 inch wide plastic backed adhesive tape.  The tape 
shall be as recommended by the manufacturer of the pipe and 
polyethylene tubing.  The tape shall be such that the adhesive shall bond 
securely to both metal surfaces and polyethylene film.  Bedding and 
initial backfill for polyethylene wrapped pipe shall be a well-graded 
granular material which will not cut or damage the polyethylene tube 
during placement and backfilling.  Sharp angular material over 0.5 inch 
shall not be used with polyethylene encasement. 

 
12.  Pipe Lining 
 
 Unless otherwise specified, all interior surfaces of pipe and fittings shall 

be cement mortar lined in accordance with AWWA C104.  Cement shall 
be ASTM C150, Type II or V, low alkali, containing less than 0.60 
percent alkalies. 

 
13.  Welded-On Outlets 
 
 Welded-on outlets shall be provided where specified.  All welded-on 

outlets shall be rated for a working pressure of 250 psi and shall have a 
minimum safety factor of 2.0.  Welded-on outlets may be provided as a 
radial (tee) outlet, a tangential outlet, or a lateral outlet.  Parent pipe and 
branch pipe shall meet hydrostatic test requirements in accordance with 
AWWA C151, section 51-9, prior to fabrication. 

 
 All joints on welded-on branch outlets shall be provided in accordance 

with the latest revision of ANSI/AWWA C111/A21.11 and/or 
ANSI/AWWA C115/A21.15, as applicable.  All outlets shall be fabricated 
from centrifugally cast ductile iron pipe designed in accordance with 
ANSI/AWWA C150/A21.50 and manufactured in accordance with 
ANSI/AWWA C151/A21.51.  

 
 All welds must be produced using 55% nickel iron welding rod or wire.  

Carbon steel electrodes will not be acceptable.  Both branch and parent 
outlet pipe shall be class 53.  After fabrication each outlet pipe shall be 
air tested to 15 psi to insure weld integrity.  A soap and water solution 
shall be applied during the testing procedure to inspect the weld for 
leakage.  Any welds that show air seepage shall be re-fabricated and 
retested.  Welded-on bosses will not be permitted.  All welded-on outlets 
shall be done at manufacturer’s plant. 
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 The type of pipe end for the branch outlet shall be as specified or 

indicated on the drawings.  The maximum size and laying length of the 
welded-on branch outlet shall be recommended by the pipe 
manufacturer and acceptable to the Engineer for the field conditions and 
connecting pipe or valve.  Pipe embedment material and trench backfill 
shall be placed and compacted under and around each side of the outlet 
to hold the pipe in proper position and alignment during subsequent pipe 
jointing, embedment, and backfilling operations. 

 
14. Thrust collars shall be welded-on ductile iron body type designed to 

withstand thrust due to 250 psi internal pressure on a dead end. 
 
15. Acceptance will be on the basis of the Engineer's inspection and the 

manufacturer's written certification that the pipe was manufactured and 
tested in accordance with the applicable standards. 
 

2.02  Valves 
 

A. Gate Valves (GV) 
 

1. 4-Inches and larger in Diameter:  Gate valves shall be resilient wedge 
type conforming to the requirements of AWWA C509 or AWWA C515 
rated for 250 psi working pressure. 

 
a. Valves shall be provided with two O-ring stem seals with one 

O-ring located above and one O-ring below the stem collar.  The 
area between the O-rings shall be filled with lubricant to provide 
lubrication to the thrust collar bearing surfaces each time the 
valve is operated.  At least one anti-friction washer shall be 
utilized to further minimize operating torque.  All seals between 
valve parts, such as body and bonnet, bonnet and bonnet cover, 
shall be flat gaskets or O-rings. 

 
b. The valve gate shall be made of cast or ductile iron having a 

vulcanized, synthetic rubber coating, or a seat ring attached to 
the disc with retaining screws.  Sliding of the rubber on the 
seating surfaces to compress the rubber will not be allowed.  The 
design shall be such that compression-set of the rubber shall not 
affect the ability of the valve to seal when pressure is applied to 
either side of the gate.  The sealing mechanism shall provide 
zero leakage at the water working pressure when installed with 
the line flow in either direction. 

 
c. All internal ferrous surfaces shall be coated with epoxy to a 

minimum thickness of 4 mils.  The epoxy shall be non-toxic, 
impart no taste to the water and shall conform to AWWA C550. 

 
d. Gate valves shall have a 2-inch square operating nut. 
 
e. Valve ends shall be mechanical joint except where shown 

otherwise. 
 
f. Manually operated valves shall be non-rising stem type having 

O-ring seals. 
 



Fulton County Technical Specification for Water Main Construction   Section 02665 
  Water Mains Installations 

 

Page 27 of 79 

g. Gate valves larger than 4-inches shall be manufactured by 
American Flow Control, Mueller or M & H Valve. 

 
 B. Butterfly Valves 
 

1. Butterfly valves shall be as manufactured by the Henry Pratt Company, 
or equal. 

 
 

2. Butterfly valves shall be constructed of the following materials unless 
otherwise specified: 

 

Component Material 

Shaft Stainless steel, ASTM A276, Type 304 

Disc ASTM A48, Class 40, or ASTM A126, Class B 

Seat mating surface Stainless steel, ASTM A276, Type 304, mounted in body or on 
disc edge 

Seat sealing surface EPDM or Buna N 

Body Cast iron, ASTM A126, Class B 
 
 

3. Valves shall be the stub or through shaft design.  Wafer type valves are 
not acceptable for buried service.  Unless otherwise specified, valve 
flange drilling shall be per ANSI B16.1, Class 125.  The stem to disc 
connection shall be made with pins of the same material as the stainless 
steel shaft. 

 
4. Valves shall be designed in accordance with AWWA C504 Class 250.  

Shafts shall be turned, ground and polished.  Shaft dimensions and 
operator torque shall be chosen for the pressure class as specified in 
AWWA C504.  When carbon steel shafts and stainless steel journals are 
used, static seals shall be provided to isolate the interior of the disc and 
the shaft from the process fluid. 

 
5. Valves shall have seats that are vulcanized, bonded, mechanically 

secured, or clamped to the body or disc. For valves, size 30 through 72 
inches, valve seats shall be field adjustable and field replaceable.  Discs 
for valves shall be of the flow-through Type with a 360-degree seating 
design. 

 
6. Manual operators shall be of the traveling nut type with totally enclosed 

gearing between the valve and the operating wrench nut, meeting all 
torque and other requirements of Section 3.8.5 of AWWA C504.  
Operators shall be equipped with adjustable mechanical stop-limiting 
devices to prevent overtravel of the disc in the open and closed positions 
and shall be self-locking and designed to hold the valve in any 
intermediate position between full open and full closed.  Valve operator 
components shall withstand an input torque of 300 ft-lbs at the extreme 
operator positions without damage. 

 
7. Operator for buried service shall include an AWWA operating nut and 

shall be gasketed and grease packed for submerged operation at water 
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pressures to 10 psig.  Operators for exposed service shall include a 
handwheel and be gasketed for weatherproof service. 

 
8. Affidavits of compliance with AWWA C504 shall be provided in 

accordance with Section 01340. 
 

9. Hydrostatic and leakage tests shall be conducted in strict accordance 
with AWWA C 504, Section 5, except that leakage test will be performed 
after the operator has been mounted on the valve. 

 
10. All surfaces of the valve shall be clean, dry and free from grease before 

painting.  The interior and exterior valve surfaces except for disc, seating 
and finished portions shall receive two coats of asphalt varnish in 
accordance with Federal Specification TT-V-51C.  

 
2.03  Fire Hydrants (FH) 
 

A. All fire hydrants shall conform to the requirements of AWWA C502 for 150 psi 
working pressure.  Hydrants shall be the compression type, closing with line 
pressure. The valve opening shall not be less than 5-1/4-inches. 

 
B. In the event of a traffic accident, the hydrant barrel shall break away from the 

standpipe at a point above grade and in a manner which will prevent damage to 
the barrel and stem, preclude opening of the valve, and permit rapid and 
inexpensive restoration without digging or cutting off the water. 

 
C. The means for attaching the barrel to the standpipe shall permit facing the 

hydrant a minimum of eight different directions. 
 

D. Hydrants shall be fully bronze mounted with all working parts of bronze.  Valve 
seat ring shall be bronze and shall screw into a bronze retainer. 

 
E. All working parts, including the seat ring shall be removable through the top 

without disturbing the barrel of the hydrant. 
 

F. The operating nut shall match those on the existing hydrants.  The operating 
threads shall be totally enclosed in an operating chamber, separated from the 
hydrant barrel by a rubber O-ring stem seal and lubricated by a grease or an oil 
reservoir. 

 
G. Hydrant shall be a non-freezing design and be provided with a simple, positive, 

and automatic drain which shall be fully closed whenever the main valve is 
opened. 

 
H. Hose and pumper connections shall be breech-locked, pinned, or threaded and 

pinned to seal them into the hydrant barrel.  Each hydrant shall have two 
2-1/2-inch hose connections and one 4-1/2-inch pumper connection, all with 
National Standard threads and each equipped with cap and non-kinking chain. 

 
I. Hydrants shall be furnished with a mechanical joint connection to the spigot of 

the 6-inch hydrant lead. 
 

J. Minimum depth of bury shall be 4.5 feet.  Provide extension section where 
necessary for proper vertical installation and in accordance with manufacturer's 
recommendations. 
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K. All outside surfaces of the barrel above grade shall be painted with enamel equal 
to Koppers Glamortex 501, silver in color. 

 
L. Hydrants shall be traffic model and shall be Mueller Super Centurion 250/HS. 

 
2.04  Valve Boxes (VB) and Extension Stems 
 

A. All valves shall be equipped with valve boxes.  The valve boxes shall be cast iron 
two-piece screw type with drop covers.  Valve boxes shall have a 5.25-inch 
inside diameter.  Valve box covers shall weigh a minimum of 14 pounds.  The 
valve boxes shall be adjustable to 6-inches up or down from the nominal required 
cover over the pipe.  Valve boxes shall be of sufficient length that bottom flange 
of the lower belled portion of the box is below the valve operating nut.  Ductile or 
cast iron extensions shall be provided as necessary.  Covers shall have “WATER 
VALVE” or “WATER” cast into them.  Valve boxes shall be manufactured in the 
United States. 

 
B. All valves shall be furnished with stainless steel extension stems, as necessary, 

to bring the operating nut to within 24-inches of the top of the valve box.  
Connection to the valve shall be with a wrench nut coupling and a set screw to 
secure the coupling to the valve's operating nut.  The coupling and square 
wrench nut shall be welded to the extension stem.  Extension stems shall be 
equal to Mueller A-26441 or M & H Valve Style 3801. 

 
2.05  Valve Markers (VM) 
 

 The Contractor shall provide a concrete valve marker as detailed on the 
Drawings for each valve installed.   

 
2.06  Tapping Sleeves and Valves (TS&V) 
 

 Tapping sleeves shall be cast or ductile iron of the split-sleeve, mechanical joint 
type. The Contractor shall be responsible for determining the outside diameter of 
the pipe to be connected to prior to ordering the sleeve.  Valves shall be gate 
valves furnished in accordance with the specifications shown above, with flanged 
connection to the tapping sleeve and mechanical joint connection to the branch 
pipe.  The tapping sleeve and valve shall be supplied by the valve manufacturer.  
Tapping sleeves shall be equal to American Flow Control, Mueller or M & H 
Valve. 

 
2.07  Manholes, Catch Basins, and Precast Concrete Products 
 

A. Provide precast concrete products in accordance with the following: 
 
1. Precast Concrete Sections 
 

a. Precast concrete sections shall meet the requirements of ASTM 
C 478.  The minimum compressive strength of the concrete in 
precast sections shall be 4,000 psi.  The minimum wall thickness 
shall be one-twelfth of the inside diameter of the base, riser or 
the largest cone diameter. 

 
b. Transition slabs which convert bases larger than four feet in 

diameter to four foot diameter risers shall be designed by the 
precast concrete manufacturer to carry the live and dead loads 
exerted on the slab. 
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c. Seal joints between precast sections by means of rubber O-ring 

gaskets or flexible butyl rubber sealant.  Butyl rubber sealants 
shall meet the requirements of AASHTO M-198.  Sealant shall 
be pre-formed type with a minimum nominal diameter of 1-inch. 

 
d. Butyl rubber sealant shall be equal to Kent Seal No. 2 or 

Concrete Sealants CS 202. 
 

2. Brick and Mortar:  Brick shall be whole and hardburned, conforming to 
ASTM C 32, Grade MS.  Mortar shall be made of one part Portland 
cement and two parts clean sharp sand.  Cement shall be Type 1 and 
shall conform to ASTM C 150.  Sand shall meet ASTM C 144. 

 
3. Iron Castings 
 

a. Cast iron manhole frames, covers and steps shall meet the 
requirements of ASTM A 48 for Class 30 gray iron and all 
applicable local standards.  All castings shall be tough, close 
grained, smooth and free from blow holes, blisters, shrinkage, 
strains, cracks, cold shots and other imperfections.  No casting 
will be accepted which weighs less than 95 percent of the design 
weight.  Shop drawings must indicate the design weight and 
provide sufficient dimensions to permit checking.  All castings 
shall be thoroughly cleaned in the shop and given two coats of 
approved bituminous paint before rusting begins. 

 
b. Manhole frames and covers shall be equal to the following: 
 

Type Design Weight Manufacturer's Reference 

Bolt Down 400# Neenah A-
1916-F1 

Vulcan V-
2358 

 
c. All frames and covers shall have machined horizontal bearing 

surfaces. 
 

4. Plastic Steps:  Manhole steps of polypropylene, molded around a steel 
rod, equal to products of M.A. Industries may be used. 

 
5. Catch Basins 
 

a. Where shown on the Drawings or as required, existing catch 
basins shall be replaced with a like kind catch basin (inlet).  All 
new and replaced catch basins shall be constructed of reinforced 
precast concrete, four foot (4’) diameter or larger. 

 
b. All catch basins shall be designed and constructed in compliance 

with Georgia D.O.T. specifications and shall be Georgia DOT 
1033D  or 1034D standard and shall require a reinforced precast 
“round to square adapter for additional throat support. 

c. In certain cases where rolled or “Hollywood” curb is utilized, the 
County Engineer (or field Inspector) may require the use of 
1033F or 1034F catch basins. 
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d. Frames, covers and gratings shall be ductile iron designed for 
heavy-duty traffic services, ASTM A534, Grade 60-40-18, 24-
inch clear inside diameter with lettering “Storm Sewer” cast into 
cover. For structures, more than 5 feet deep, provide steps at 
12-inch intervals.  

 
7. Concrete Pipe:  When crossing existing sanitary or storm sewer, if it is 

necessary to remove and replace or replace damaged pipe, as a 
minimum, replace with reinforced concrete pipe (RCP) conforming to the 
latest requirements of ASTM C76.  Pipe shall be of the class III and shall 
have circular reinforcement for circular pipe. 

 
2.08  Retainer Glands 
 

A. Retainer glands for ductile iron pipe shall be Megalug Series 1100, as 
manufactured by EBAA Iron, or Uni-Flange Series 1400, as manufactured by 
Ford Meter Box Company. 

 
B. Retainer glands shall be provided at all mechanical joints, including fittings, 

valves, hydrants and other locations as shown on the Drawings. 
 

2.09  Hydrant Tees 
 

 Hydrant tees shall be equal to ACIPCO A10180 or U.S. Pipe U-592. 
 

2.10  Anchor Couplings 
 

 Lengths and sizes shall be as shown on the Drawings.  Anchor couplings shall 
be equal to ACIPCO A10895 or U.S. Pipe U-591. 

 
2.11  Concrete 
 

 Concrete shall have a compressive strength of not less than 3,000 psi, with not 
less than 5.5 bags of cement per cubic yard and a slump between 3 and 5-inches 
unless shown or specified otherwise.  For job mixed concrete, submit the 
concrete mix design for approval by the Engineer.  Ready-mixed concrete shall 
be mixed and transported in accordance with ASTM C 94.  Reinforcing steel shall 
conform to the requirements of ASTM A 615, Grade 60. 

 
2.12  Electronic Markers 
 
 A. Electronic markers shall be buried with utilities to serve as a locating device.  

Electronic markers shall be the “Ball” type for a depth up to 4-feet and the “Full 
Range” type for depths greater than 4-feet. Each marker shall be color coded in 
accordance with APWA standards and produce an industry specific frequency 
Each marker shall contain a passive antenna that requires no internal power 
source. Markers shall be of water resistant polyethylene shells and impervious to 
minerals, chemicals, and underground temperature extremes. Electronic markers 
shall be compatible with 3M Dynatel 1420 EMS-iD programmable Marker 
Locator.  Contractor shall supply one Marker Locator for use during installation 
and shall turn over Locator to County upon project completion. Markers shall be 
equal to 3M EMS 1423 XR/iD for water service. 

 
B. Have available at all times an electronic pipe locator and a magnetic locator, in 

good working order, to aid in locating existing pipe lines or other obstructions. 
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2.13 Air Release and Vacuum Valves 
 
 A. Refer to the Valve Schedule in the drawings for valve type, size and location 

along the project area. 
 
 B. Air release valves (ARV) shall have a small venting orifice to vent the 

accumulation of air and other gases with the line or system under pressure.  Size 
and capacity shall be as specified. 

 
 C. Air and vacuum valves (AVV) shall have a large venting orifice to permit the 

release of air as the line is filling or relieve the vacuum as the line is draining or is 
under negative pressure.  Size and capacity shall be as specified. 

 
 D. Combination air valves (CAV) shall have operating features of both the air and 

vacuum valve and the air release valve.  They include both single- and dual-body 
construction.  Size and capacity shall be as specified. 

 
 E. Air release and vacuum valves shall be manufactured in compliance with 

ANSI/AWWA C512 and shall be APCO as manufactured by Valve and Primer 
Corporation, Crispin as manufactured by Multiplex Manufacturing Company, or 
equal, modified to provide the specified features and to meet the specified 
operating conditions. 

 
 F. Materials specified below are considered the minimum acceptable for the 

purposes of durability, strength, and resistance to erosion and corrosion.  The 
Contractor may propose alternative materials for the purpose of providing greater 
strength or to meet required stress limitations.  However, alternative materials 
must provide at least the same qualities as those specified for the purpose. 

 

Component Material 

Body, cover Cast iron, ASTM A126, Grade B 

Float Type 316 SS, ASTM A240 

Seat Buna-N or Type 316 SS 

Trim Type 316 SS, ASTM A240 

 
 G. Air release valves shall be float operated, compound lever type, except air 

release valves less than 1-inch may be simple lever type. 
 
 H. Air and vacuum valves shall be designed to protect the float from direct contact 

of the rushing air and water to prevent the float from closing prematurely in the 
valve.  The seat shall be fastened into the valve cover, and shall be easily 
removed if necessary.  The float shall be center or peripheral guided for positive 
shutoff into the seat. 

 
 I. Combination air valves, unless otherwise specified, shall be single-body 

construction in sizes 1- through 6-inch and dual-body construction in sizes 8-inch 
and larger.  Single-body construction shall be designed to provide all functions 
within one housing.  The body inlet shall be baffled to protect the float and the 
large and small orifices shall be designed so that during large orifice closure, the 
small air release orifice will open to allow small amounts of air to escape.  Dual-
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body construction shall combine one air and vacuum valve and one air release 
valve with interconnecting piping and gate valve. 

 
 J. Valves shall be suitable for pressures up to 250 psi. 
 
 K. Air release and vacuum valves shall be installed in accordance with the 

manufacturer's recommendations.  Unless otherwise specified, isolation valves 
shall be provided below each air valve. 

 
 
  All materials/products that contact potable water must be third party certified as 

meeting the specifications of ANSI/NSF Standard 61.  The certifying party shall 
be accredited by the ANSI.   

 
Part 3 Execution 
 
3.01  Existing Utilities and Obstructions 
 

A. The Drawings indicate utilities or obstructions that are known to exist according 
to the best information available to the Owner.  The Contractor shall call the 
Utilities Protection Center (UPC) (404-325-5000 or 1-800-282-7411) as required 
by Georgia law (Code Section 25-9-1 through 25-9-13) and all utilities, agencies 
or departments that own and/or operate utilities in the vicinity of the construction 
work site at least 72 hours (three business days) prior to construction to verify the 
location of the existing utilities. 

 
B. Existing Utility Location:  The following steps shall be exercised to avoid 

interruption of existing utility service. 
 
1. Provide the required notice to the utility owners and allow them to locate 

their facilities according to Georgia law.  Field utility locations are valid 
for only 10 days after original notice.  The Contractor shall ensure, at the 
time of any excavation, that a valid utility location exists at the point of 
excavation. 

 
2. Expose the facility, for a distance of at least 200 feet in advance of 

pipeline construction, to verify its true location and grade.  Repair, or 
have repaired, any damage to utilities resulting from locating or exposing 
their true location. 

 
3. Avoid utility damage and interruption by protection with means or 

methods recommended by the utility owner. 
 
4. Maintain a log identifying when phone calls were made, who was called, 

area for which utility relocation was requested and work order number 
issued, if any.  The Contractor shall provide the Engineer an updated 
copy of the log bi-weekly, or more frequently if required. 

 
C. Conflict with Existing Utilities 

 
1. Horizontal Conflict:  Horizontal conflict shall be defined as when the 

actual horizontal separation between a utility, main, or service and the 
proposed water main does not permit safe installation of the water main 
by the use of sheeting, shoring, tieing-back, supporting, or temporarily 
suspending service of the parallel or crossing facility.  The Contractor 
may change the proposed alignment of the water main to avoid 
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horizontal conflicts if the new alignment remains within the available 
right-of-way or easement, complies with regulatory agency requirements 
and after a written request to and subsequent approval by the Engineer.  
Where such relocation of the water main is denied by the Engineer, the 
Contractor shall arrange to have the utility, main, or service relocated. 
 

2. Vertical Conflict:  Vertical conflict shall be defined as when the actual 
vertical separation between a utility, main, or service and the proposed 
water main does not permit the crossing without immediate or potential 
future damage to the utility, main, service, or the water main.  The 
Contractor may change the proposed grade of the water main to avoid 
vertical conflicts if the changed grade maintains adequate cover and 
complies with regulatory agencies requirements after written request to 
and subsequent approval by the Engineer.  Where such relocation of the 
water main is denied by the Engineer, the Contractor shall arrange to 
have the utility, main, or service relocated. 

 
D. Electronic Locator:  Have available at all times an electronic pipe locator and a 

magnetic locator, in good working order, to aid in locating existing pipelines or 
other obstructions. 

 
E. Water and Sewer Separation 

 
1. Water mains should maintain a minimum 10 foot edge-to-edge 

separation from sewer lines, whether gravity or pressure.  If the main 
cannot be installed in the prescribed easement or right-of-way and 
provide the 10 foot separation, the separation may be reduced, provided 
the bottom of the water main is a minimum of 18-inches above the top of 
the sewer.  Should neither of these two separation criteria be possible, 
the water main shall be installed below the sewer with a minimum 
vertical separation of 18-inches. Where water mains cross the sewer, or 
storm drain, the pipe joint adjacent to the pipe crossing the sewer, or 
storm drain, shall be cut to provide maximum separation of the pipe 
joints from the sewer, or storm drain. 

 
2. The water main, when installed within 18-inches below the sewer, or 

storm drain, shall be encased in concrete with a minimum 6-inch 
concrete depth to the first joint in each direction.  

 
3. No water main shall pass through, or come in contact with, any part of a 

sanitary sewer manhole. 
 
3.02  Construction Along Highways, Streets and Roadways 
 

A. Install pipe lines and appurtenances along highways, streets and roadways in 
accordance with the applicable regulations of, and permits issued by, the 
Georgia Department of Transportation, City, and Fulton County, with reference to 
construction operations, safety, traffic control, road maintenance and repair. 

 
B. The Contractor shall prepare a Traffic Control Plan and submit the plan to the 

Engineer at least 14 days prior to on-site work.  The Traffic Control Plan shall 
include all anticipated lane closures, placement of traffic control devices, 
barricades, lights, flagmen etc. to clearly show how traffic flow and safety will be 
maintained throughout the project. 

 
C. Traffic Control 
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1. The Contractor shall provide, erect and maintain all necessary 

barricades, suitable and sufficient lights and other traffic control devices; 
provide qualified flagmen where necessary to direct traffic; take all 
necessary precautions for the protection of the work and the safety of the 
public.  Flagmen shall be certified by a Georgia DOT approved training 
program. 

 
2. Construction traffic control devices and their installation shall be in 

accordance with the current Manual On Uniform Traffic Control Devices 
for Streets and Highways. 

 
3. Placement and removal of construction traffic control devices shall be 

coordinated with the City and Fulton County a minimum of 48 hours in 
advance of the activity. 

 
4. Placement of construction traffic control devices shall be scheduled 

ahead of associated construction activities.  Construction time in street 
right-of-way shall be conducted to minimize the length of time traffic is 
disrupted.  Construction traffic control devices shall be removed 
immediately following their useful purpose.  Traffic control devices used 
intermittently, such as “Flagmen Ahead”, shall be removed and replaced 
when needed. 

 
5. Existing traffic control devices within the construction work zone shall be 

protected from damage.  Traffic control devices requiring temporary 
relocation shall be located as near as possible to their original vertical 
and horizontal locations.  Original locations shall be measured from 
reference points and recorded in a log prior to relocation.  Temporary 
locations shall provide the same visibility to affected traffic as the original 
location.  Relocated traffic control devices shall be reinstalled in their 
original locations as soon as practical following construction. 

 
6. Construction traffic control devices shall be maintained in good repair 

and shall be clean and visible to affected traffic for daytime and nighttime 
operation.  Traffic control devices affected by the construction work zone 
shall be inspected daily. 

 
7. Construction warning signs shall be black legend on an orange 

background.  Regulatory signs shall be black legend on a white 
background.  Construction sign panels shall meet the minimum reflective 
requirements of the Georgia Department of Transportation and Fulton 
County.  Sign panels shall be of durable materials capable of maintaining 
their color, reflective character and legibility during the period of 
construction. 

 
8. Channelization devices shall be positioned preceding an obstruction at a 

taper length as required by the current Manual On Uniform Traffic 
Control Devices for Streets and Highways, as appropriate for the speed 
limit at that location.  Channelization devices shall be patrolled to insure 
that they are maintained in the proper position throughout their period of 
use. 

 
D. Construction Operations 
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1. Perform all work along highways, streets and roadways to minimize 
interference with traffic. 

 
2. Stripping:  Where the pipe line is laid along road right-of-way, strip and 

stockpile all sod, topsoil and other material suitable for right-of-way 
restoration. 

 
3. Trenching, Laying and Backfilling:  Do not open the trench any further 

ahead of pipe laying operations than is necessary.  Backfill and remove 
excess material immediately behind laying operations. Complete 
excavation and backfill for any portion of the trench in the same day. 

 
4. Shaping:  Reshape damaged slopes, side ditches, and ditch lines 

immediately after completing backfilling operations.  Replace topsoil, sod 
and any other materials removed from shoulders. 

 
E. Excavated Materials:  Do not place excavated material along highways, streets 

and roadways in a manner which obstructs more than one lane of traffic, as 
approved by the Engineer and the City.   Sweep all scattered excavated material 
off of the pavement at the end of each day. 

 
F. Drainage Structures:  Keep all side ditches, culverts, cross drains, and other 

drainage structures clear of excavated material.  Care shall be taken to provide 
positive drainage to avoid ponding or concentration of runoff. 

 
G. Landscaping Features:  Landscaping features shall include, but are not 

necessarily limited to:  fences; property corners; cultivated trees and shrubbery; 
manmade improvements; subdivision and other signs within the right-of-way and 
easement.  The Contractor shall take extreme care in moving landscape features 
and promptly re-establishing these features. 

 
H. Maintaining Highways, Streets, Roadways and Driveways 

 
1. Maintain streets, highways, roadways and driveways in suitable condition 

for movement of traffic until completion and final acceptance of the Work. 
 
2. During the time period between pavement removal and completing 

permanent pavement replacement, maintain highways, streets and 
roadways by the use of steel running plates.  Running plate edges shall 
have asphalt placed around their periphery to minimize vehicular impact. 
The backfill above the pipe shall be compacted as specified elsewhere 
up to the existing pavement surface to provide support for the steel 
running plates. 

 
3. Furnish a road grader or front-end loader for maintaining highways, 

streets, and roadways.  The grader or front-end loader shall be available 
at all times. 

 
4. Immediately repair all driveways that are cut or damaged.  Maintain them 

in a suitable condition for use until completion and final acceptance of 
the Work. 

 
3.03  Pipe Distribution 

 
A. Pipe shall be distributed and placed in such a manner that will not interfere with 

traffic. 
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B. No pipe shall be strung further along the route than 500 feet beyond the area in 

which the Contractor is actually working without written permission from the 
Owner.  The Owner reserves the right to reduce this distance to a maximum 
distance of 200 feet in residential and commercial areas based on the effects of 
the distribution to the adjacent property owners. 

 
C. No street or roadway may be closed for unloading of pipe without first obtaining 

permission from the proper authorities.  The Contractor shall furnish and maintain 
proper warning signs and obstruction lights for the protection of traffic along 
highways, streets and roadways upon which pipe is distributed. 

 
D. No distributed pipe shall be placed inside drainage ditches or gutters. 
 
E. Distributed pipe shall be placed as far as possible from the roadway pavement, 

but no closer than five feet from the roadway pavement, as measured 
edge-to-edge. 

 
3.04  Location and Grade 

 
A. The Drawings show the alignment of the water main and the location of valves, 

hydrants and other appurtenances. 
 
B. Construction Staking 
 

1. The base lines for locating the principal components of the work adjacent 
to the work are shown on the Drawings.  Base lines shall be defined as 
the line to which the location of the water main is referenced, i.e., edge of 
pavement, road centerline, property line, right-of-way or survey line.  The 
Contractor shall be responsible for performing all survey work required 
for constructing the water main, including the establishment of base lines 
and any detail surveys needed for construction.  This work shall include 
the staking out of permanent and temporary easements to insure that the 
Contractor is not deviating from the designated easements. 

 
2. The level of detail of survey required shall be that which the correct 

location of the water main can be established for construction and 
verified by the Engineer. Where the location of components of the water 
main, e.g. tunnels and fittings, are not dimensioned, the establishment 
on the location of these components shall be based upon scaling these 
locations from the Drawings with relation to readily identifiable land 
marks, e.g., survey reference points, power poles, manholes, etc. 

 
C. Reference Points 

 
1. The Contractor shall take all precautions necessary, which includes, but 

is not necessarily limited to, installing reference points, in order to protect 
and preserve the centerline or baseline established by the Engineer. 

 
2. Reference points shall be placed, at or no more than three feet, from the 

outside of the construction easement or right-of-way.  The location of the 
reference points shall be recorded in a log with a copy provided to the 
Engineer for use, prior to verifying reference point locations.  Distances 
between reference points and the pipeline centerlines shall be accurately 
measured to 0.01 foot. 

 



Fulton County Technical Specification for Water Main Construction   Section 02665 
  Water Mains Installations 

 

Page 38 of 79 

3. The Contractor shall give the Engineer reasonable notice that reference 
points are set.  The reference point locations must be verified by the 
Engineer prior to commencing clearing and grubbing operations. 

 
D. After the Contractor locates and marks the water main centerline or baseline, the 

Contractor shall perform clearing and grubbing. 
 

E. Construction shall begin at a connection location and proceed without 
interruption.  Multiple construction sites shall not be permitted without written 
authorization from the Engineer for each site. 

 
F. The Contractor shall be responsible for any damage done to reference points, 

base lines, center lines and temporary bench marks, and shall be responsible for 
the cost of re-establishment of reference points, base lines, center lines and 
temporary bench marks as a result of the operations. 

 
G. Construction Verification Survey allowance:  The Construction Verification 

Survey cash allowance is solely for the use of the Engineer for verification of the 
Contractor's reference points, centerlines and work performed.  The presence of 
this cash allowance in no way relieves the Contractor of the responsibility of 
installing reference points, centerlines, temporary bench marks, providing as-built 
drawings, or verifying that the work has been performed accurately. 

 
3.05  Laying and Jointing Pipe and Accessories 
 

A. Lay all pipe and fittings to accurately conform to the lines and grades established 
by the Engineer. 

 
B. Pipe Installation 

 
1. Proper implements, tools and facilities shall be provided for the safe 

performance of the Work.  All pipe, fittings, valves and hydrants shall be 
lowered carefully into the trench by means of slings, ropes or other 
suitable tools or equipment in such a manner as to prevent damage to 
water main materials and protective coatings and linings.  Under no 
circumstances shall water main materials be dropped or dumped into the 
trench. 

 
2. All pipe, fittings, valves, hydrants and other appurtenances shall be 

examined carefully for damage and other defects immediately before 
installation.  Defective materials shall be marked and held for inspection 
by the Engineer, who may prescribe corrective repairs or reject the 
materials. 

 
3. All lumps, blisters and excess coating shall be removed from the socket 

and plain ends of each pipe, and the outside of the plain end and the 
inside of the bell shall be wiped clean and dry and free from dirt, sand, 
grit or any foreign materials before the pipe is laid.  No pipe containing 
dirt shall be laid. 

 
4. Foreign material shall be prevented from entering the pipe while it is 

being placed in the trench.  No debris, tools, clothing or other materials 
shall be placed in the pipe at any time. 
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5. As each length of pipe is placed in the trench, the joint shall be 
assembled and the pipe brought to correct line and grade.  The pipe 
shall be secured in place with approved backfill material. 

 
6. It is not mandatory to lay pipe with the bells facing the direction in which 

work is progressing. 
 
7. Applying pressure to the top of the pipe, such as with a backhoe bucket, 

to lower the pipe to the proper elevation or grade, shall not be permitted. 
 

C. Alignment and Gradient 
 
1. Lay pipe straight in alignment and gradient or follow true curves as 

nearly as practicable.  Do not deflect any joint more than 4-degrees or 
the maximum deflection recommended by the manufacturer, whichever 
is less. 

 
2. Maintain a transit, level and accessories on the job to lay out angles and 

ensure that deflection allowances are not exceeded. 
 

D. Expediting of Work:  Excavate, lay the pipe, and backfill as closely together as 
possible.  Do not leave unjointed pipe in the trench overnight.  Backfill and 
compact the trench as soon as possible after laying and jointing is completed.  
Cover the exposed end of the installed pipe each day at the close of work and at 
all other times when work is not in progress.  If necessary to backfill over the end 
of an uncompleted pipe or accessory, close the end with a suitable plug, either 
push-on, mechanical joint, restrained joint or as approved by the Engineer. 
 

E. Joint Assembly 
 
1. Push-on, mechanical, flange and restrained type joints shall be 

assembled in accordance with the manufacturer's recommendations. 
 
2. The Contractor shall inspect each pipe joint within 1,000 feet on either 

side of main line valves to insure 100 percent seating of the pipe spigot, 
except as noted otherwise. 

 
3. Each restrained joint shall be inspected by the Contractor to ensure that 

it has been “homed” 100 percent. 
 

F. Cutting Pipe:  Cut ductile iron pipe using an abrasive wheel saw.  The Contractor 
shall cut the pipe and bevel the end, as necessary, to provide the correct length 
of pipe necessary for installing the fittings, valves, accessories and closure 
pieces in the correct location.  Only push-on and mechanical joint pipes shall be 
cut. 

 
 G. Valve and Fitting Installation 

 
1. Prior to installation, valves shall be inspected for direction of opening, 

number of turns to open, freedom of operation, tightness of 
pressure-containing bolting and test plugs, cleanliness of valve ports and 
especially seating surfaces, handling damage and cracks.  Defective 
valves shall be corrected or held for inspection by the Engineer.  Valves 
shall be closed before being installed. 
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2. Valves, fittings, plugs and caps shall be set and joined to the pipe in the 
manner specified in this Section for cleaning, laying and joining pipe, 
except that 12-inch and larger valves shall be provided with special 
support, such as treated timbers, crushed stone, concrete pads or a 
sufficiently tamped trench bottom so that the pipe will not be required to 
support the weight of the valve.  Valves shall be installed in the closed 
position. 

 
3. A valve box shall be provided on each underground valve.  They shall be 

carefully set, centered exactly over the operating nut and truly plumbed.  
The valve box shall not transmit shock or stress to the valve.  The bottom 
flange of the lower belled portion of the box shall be placed below the 
valve operating nut. This flange shall be set on brick, so arranged that 
the weight of the valve box and superimposed loads will bear on the 
base and not on the valve or pipe.  Extension stems shall be installed 
where depth of bury places the operating nut in excess of 48-inches 
beneath finished grade so as to set the top of the operating nut 
24-inches below finished grade.  The valve box cover shall be flush with 
the surface of the finished area or such other level as directed by the 
Engineer. 

 
4. In no case shall valves be used to bring misaligned pipe into alignment 

during installation.  Pipe shall be supported in such a manner as to 
prevent stress on the valve. 

 
5. A valve marker shall be provided for each underground valve.  Unless 

otherwise detailed on the Drawings or directed by the Engineer, valve 
markers shall be installed 6-inches inside the right-of-way or easement. 

 
6. If a valve is located in the street and there is a curb, then a “V” mark shall 

be saw cut in the curb, in line with the valve location. 
 

H. Hydrant Installation 
 
1. Prior to installation, inspect all hydrants for direction of opening, nozzle 

threading, operating nut and cap nut dimensions, tightness of 
pressure-containing bolting, cleanliness of inlet elbow, handling damage 
and cracks.  Defective hydrants shall be corrected or held for inspection 
by the Engineer. 

 
2. All hydrants shall stand plumb and shall have their nozzles parallel with 

or at right angles to the roadway, with pumper nozzle facing the 
roadway, except that hydrants having two-hose nozzles 90 degrees 
apart shall be set with each nozzle facing the roadway at an angle of 45 
degrees. 

 
3. Hydrants shall be set to the established grade, with the centerline of the 

lowest nozzle at least 12-inches above the ground or as directed by the 
Engineer. 

 
4. Each hydrant shall be connected to the main with a 6-inch branch 

controlled by an independent 6-inch valve.  When a hydrant is set in soil 
that is pervious, drainage shall be provided at the base of the hydrant by 
placing coarse gravel or crushed stone mixed with coarse sand from the 
bottom of the trench to at least 6-inches above the drain port opening in 
the hydrant to a distance of 12-inches around the elbow. 
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5. When a hydrant is set in clay or other impervious soil, a 7 cubic yard 

drainage pit shall be excavated below each hydrant and filled with coarse 
gravel or crushed stone mixed with coarse sand under and around the 
elbow of the hydrant and to a level of 6-inches above the drain port. 

 
6. Hydrants shall be located as shown on the Drawings or as directed by 

the Engineer.  As all of the hydrants are intended to fail at the 
ground-line joint upon vehicle impact, specific care must be taken to 
provide adequate soil resistance to avoid transmitting shock moment to 
the lower barrel and inlet connection.  Pour a concrete collar 
approximately 6-inches thick to a diameter of 24-inches at or near the 
ground line around the hydrant barrel as shown on the Drawings. 

 
I. Polyethylene Encasement:  Installation shall be in accordance with AWWA C105 

and the manufacturer's instructions.  All ends shall be securely closed with tape 
and all damaged areas shall be completely repaired to the satisfaction of the 
Engineer. 

 
J. Electronic Markers 
 
 1. Electronic markers shall be buried with utilities to serve as a locating 

device. Electronic markers shall be the "Ball" type for a depth up to 4-feet 
and the "Full Range" type for depths greater than 4-feet. Each marker 
shall be color coded in accordance with APWA standards and produce 
an industry specific frequency. Each marker shall contain a passive 
antenna that requires no internal power source. 

 
 2. Electronic markers will be provided for all water mains. Electronic 

markers shall be installed every 100 linear feet and as needed to 
establish a change in direction. 

 
3.06  Connections to Water Mains 

 
A. All connections shall be scheduled with the Engineer and Owner at least 48-hours in 

advance so as to permit supervision by the Owner.  
 

B. Make connections to existing pipe lines with tapping sleeves and valves, unless 
specifically shown otherwise on the Drawings. 

 
C. Location:  Before laying pipe, locate the points of connection to existing water 

mains and uncover as necessary for the Engineer to confirm the nature of the 
connection to be made. 

 
D. Interruption of Services:  Make connections to existing water mains only when 

system operations permit.  Operate existing valves only with the specific 
authorization and direct supervision of the Owner. 

 
E. Tapping Saddles and Tapping Sleeves 

 
1. Holes in the new pipe shall be machine cut, either in the field or at the 

factory.  No torch cutting of holes shall be permitted. 
 
2. Prior to attaching the saddle or sleeve, the pipe shall be thoroughly 

cleaned, utilizing a brush and rag, as required. 
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3. Before performing field machine cut, the watertightness of the saddle or 
sleeve assembly shall be pressure tested.  The interior of the assembly 
shall be filled with water.  An air compressor shall be attached, which will 
induce a test pressure as specified in this Section.  No leakage shall be 
permitted for a period of five minutes. 

 
4. After attaching the saddle or sleeve to an existing main, but prior to 

making the tap, the interior of the assembly shall be disinfected.  All 
surfaces to be exposed to potable water shall be swabbed or sprayed 
with a one percent sodium hypochlorite solution. 

 
F. Connections Using Solid Sleeves:  Where connections are shown on the 

Drawings using solid sleeves, the Contractor shall furnish materials and labor 
necessary to make the connection to the existing pipe line. 

 
G. Connections Using Couplings:  Where connections are shown on the Drawings 

using couplings, the Contractor shall furnish materials and labor necessary to 
make the connection to the existing pipe line, including all necessary cutting, 
plugging and backfill. 

 
3.07  Thrust Restraint 

 
A. Provide restraint at all points where hydraulic thrust may develop. 
 
B. Retainer Glands:  Provide retainer glands where shown on the Drawings and on 

all mechanical joints and all associated fittings, valves and related piping.  
Retainer glands shall be installed in accordance with the manufacturer's 
recommendations, particularly, the required torque of the set screws.  The 
Contractor shall furnish a torque wrench to verify the torque on all set screws 
which do not have inherent torque indicators. 

 
C. Hydrants:  Hydrants shall be attached to the water main by the following method: 
 

1. The isolation valve shall be attached to the main by connecting the valve 
to the hydrant tee. 

 
2. The isolation valve shall be attached to the hydrant by providing an 

anchor coupling between the valve and hydrant, if the hydrant and valve 
are less than two feet apart.  Otherwise, provide ductile iron pipe with 
retainer glands on the hydrant and valve. 

 
D. Thrust Collars:  Collars shall be constructed as shown on the Drawings.  

Concrete and reinforcing steel shall meet the requirements as specified in this 
Section.  The welded-on collar shall be designed to meet the minimum test 
pressure specified herein.  The welded-on collar shall be attached to the pipe by 
the pipe manufacturer. 

 
E. Concrete Blocking 
 

1. Provide concrete blocking for all bends, tees, valves, and other points 
where thrust may develop, except where other exclusive means of thrust 
restraint are specifically shown on the Drawings. 

 
2. Concrete shall be as specified in this Section. 
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3. Form and pour concrete blocking at fittings as shown on the Drawings 
and as directed by the Engineer.  Pour blocking against undisturbed 
earth.  Increase dimensions when required by over excavation. 

 
3.08  Inspection and Testing 
 

A. Pressure and Leakage Test 
 
1. All sections of the water main subject to internal pressure shall be 

pressure tested in accordance with AWWA C600.  A section of main will 
be considered ready for testing after completion of all thrust restraint and 
backfilling. 

 
2. Each segment of water main between main valves shall be tested 

individually. 
 
3. Test Preparation 
 

a. For water mains less than 24-inches in diameter, flush sections 
thoroughly at flow velocities, greater than 2.5 feet per second, 
adequate to remove debris from pipe and valve seats.  Partially 
open valves to allow the water to flush the valve seat. 

 
b. Partially operate valves and hydrants to clean out seats. 
 
c. Provide temporary blocking, bulkheads, flanges and plugs as 

necessary, to assure all new pipe, valves, and appurtenances 
will be pressure tested. 

 
d. Before applying test pressure, air shall be completely expelled 

from the pipeline and all appurtenances.  Insert corporation 
cocks at highpoints to expel air as main is filled with water as 
necessary to supplement automatic air valves.  Corporation 
stops shall be constructed as detailed on the Drawings with a 
meter box. 

 
e. Fill pipeline slowly with water.  Provide a suitable pump with an 

accurate water meter to pump the line to the specified pressure. 
 
f. The differential pressure across a valve or hydrant shall equal 

the maximum possible, but not exceed the rated working 
pressure.  Where necessary, provide temporary backpressure to 
meet the differential pressure restrictions. 

 
g. Valves shall not be operated in either the opening or closing 

direction at differential pressures above the rated pressure. 
4. Test Pressure:  Test the pipeline at 250 psi measured at the lowest point 

for at least two hours.  Maintain the test pressure within 5 psi of the 
specified test pressure for the test duration.  Should the pressure drop 
more than 5 psi at any time during the test period, the pressure shall be 
restored to the specified test pressure.  Provide an accurate pressure 
gage with graduation not greater than 5 psi. 

 
5. Leakage 
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a. Leakage shall be defined as the sum of the quantity of water that 
must be pumped into the test section, to maintain pressure within 
5 psi of the specified test pressure for the test duration plus 
water required to return line to test pressure at the end of the 
test.  Leakage shall be the total cumulative amount measured on 
a water meter. 

 
b. The Owner assumes no responsibility for leakage occurring 

through existing valves. 
 
6. Test Results:  No test section shall be accepted if the leakage exceeds 

the limits determined by the following formula: 
 

L = SD (P)1/2 
 133,200 

Where: L = allowable leakage, in gallons per hour 
S = length of pipe tested, in feet 
D = nominal diameter of the pipe, in inches 
P = average test pressure during the leakage test, in pounds per 
square inch (gauge) 

As determined under Section 4 of AWWA C600. 
 
 If the water main section being tested contains lengths of various pipe 

diameters, the allowable leakage shall be the sum of the computed 
leakage for each diameter.  The leakage test shall be repeated until the 
test section is accepted.  All visible leaks shall be repaired regardless of 
leakage test results. 

 
7. Completion:  After a pipeline section has been accepted, relieve test 

pressure.  Record type, size and location of all outlets on record 
drawings. 

 
3.09  Disinfecting Pipeline 

 
A. After successfully pressure testing each pipeline section, disinfect in accordance 

with AWWA C651 for the continuous-feed method and these Specifications. 
 
B. Specialty Contractor:  Disinfection shall be performed by an approved specialty 

contractor.  Before disinfection is performed, the Contractor shall submit a written 
procedure for approval before being permitted to proceed with the disinfection.  
This plan shall also include the steps to be taken for the neutralization of the 
chlorinated water. 

 
C. Chlorination 

 
1. Apply chlorine solution to achieve a concentration of at least 25 

milligrams per liter free chlorine in new line.  Retain chlorinated water for 
24 hours. 

 
2. Chlorine concentration shall be recorded at every outlet along the line at 

the beginning and end of the 24 hour period. 
 
3. After 24 hours, all samples of water shall contain at least 10 milligrams 

per liter free chlorine.  Re-chlorinate if required results are not obtained 
on all samples. 

 



Fulton County Technical Specification for Water Main Construction   Section 02665 
  Water Mains Installations 

 

Page 45 of 79 

D. Disposal of Chlorinated Water:  Reduce chlorine residual of disinfection water to 
less than one milligram per liter if discharged directly to a body of water or to less 
than two milligrams per liter if discharged onto the ground prior to disposal.  Treat 
water with sulfur dioxide or other reducing chemicals to neutralize chlorine 
residual.  Flush all lines until residual is equal to existing system. 

 
E. Bacteriological Testing:  After final flushing and before the water main is placed 

in service, the Contractor shall collect samples from the line and have tested for 
bacteriological quality in accordance with the rules of the Georgia Department of 
Natural Resources, Environmental Protection Division.  Testing shall be 
performed by a laboratory certified by the State of Georgia.  Re-chlorinate lines 
until required results are obtained. 

 
3.10  Protection and Restoration of Work Area 
 

A. General:  Return all items and all areas disturbed, directly or indirectly by work 
under these Specifications, to their original condition or better, as quickly as 
possible after work is started. 

 
1. The Contractor shall plan, coordinate, and prosecute the work such that 

disruption to personal property and business is held to a practical 
minimum. 

 
2. All construction areas abutting lawns and yards of residential or 

commercial property shall be restored promptly.  Backfilling of 
underground facilities, ditches, and disturbed areas shall be 
accomplished on a daily basis as work is completed.  Finishing, dressing, 
and grassing shall be accomplished immediately thereafter, as a 
continuous operation within each area being constructed and with 
emphasis placed on completing each individual yard or business 
frontage.  Care shall be taken to provide positive drainage to avoid 
ponding or concentration of runoff. 

 
3. Handwork, including raking and smoothing, shall be required to ensure 

that the removal of roots, sticks, rocks, and other debris is removed in 
order to provide a neat and pleasing appearance. 

 
4. The Department of Transportation's engineer shall be authorized to stop 

all work by the Contractor when restoration and cleanup are 
unsatisfactory and to require appropriate remedial measures. 

 
B. Man-Made Improvements:  Protect, or remove and replace with the Engineer's 

approval, all fences, walkways, mail boxes, pipe lines, drain culverts, power and 
telephone lines and cables, property pins and other improvements that may be 
encountered in the Work. 

 
C. Cultivated Growth:  Do not disturb cultivated trees or shrubbery unless approved 

by the Engineer.  Any such trees or shrubbery which must be removed shall be 
heeled in and replanted under the direction of an experienced nurseryman. 

 
D. Cutting of Trees:  Do not cut trees for the performance of the work except as 

absolutely necessary.  Protect trees that remain in the vicinity of the work from 
damage from equipment.  Do not store spoil from excavation against the trunks.  
Remove excavated material stored over the root system of trees within 30 days 
to allow proper natural watering of the root system.  Repair any damaged tree 
over 3-inches in diameter, not to be removed, under the direction of an 
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experienced nurseryman.  All trees and brush that require removal shall be 
promptly and completely removed from the work area and disposed of by the 
Contractor.  No stumps, wood piles, or trash piles will be permitted on the work 
site. 

 
E. Disposal of Rubbish:  Dispose of all materials cleared and grubbed during the 

construction of the Project in accordance with the applicable codes and rules of 
the appropriate county, state and federal regulatory agencies. 

 
3.11  Abandoning Existing Water Mains 

 
A. General:  Abandon in place all existing water main segments indicated on the 

Drawings to be abandoned.  Perform abandonment after the new water main has 
been placed in service and all water main services have been changed over to 
the new main.   

 
B. Capping and Plugging:  Disconnect by sawing or cutting and removing a 

segment of existing pipe where cutting and capping or plugging is shown on the 
Drawings or directed by the Engineer.  Provide a watertight pipe cap or plug and 
concrete blocking for restraint to seal off existing mains indicated to remain in 
service.  Seal ends of existing mains to be abandoned with a pipe cap or plug or 
with a masonry plug and minimum 6-inch cover of concrete on all sides around 
the end of the pipe.  The Contractor shall be responsible for uncovering and 
verifying the size and material of the existing main to be capped or plugged. 

 
C. Salvaging Materials:  Salvage for the Owner existing fire hydrants, valve boxes, 

valve markers and other materials as indicated on the Drawings or located on 
water mains abandoned and deliver salvaged items in good condition to the 
Owner's storage yard. Coordinate delivery and placement of salvaged materials 
in advance with the Owner, information below. 

 
Attn: Mr. Thomas Czeczil 
Department of Public Works 
North Fulton Water System  
11575-A Maxwell Road 
Alpharetta, GA  30004 
(770) 360-8853 

 
 

END OF SECTION 
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Part 1 General 
  
1.01  Scope 
 

A. This Section includes testing which the Owner may require, beyond that testing 
required of the manufacturer, to determine if materials provided for the Project 
meet the requirements of these Specifications. 

 
B. This work also includes all testing required by the Owner to verify work 

performed by the Contractor is in accordance with the requirements of these 
Specifications, i.e., concrete strength and slump testing, soil compaction, etc. 

 
C. This work does not include materials testing required in various sections of these 

Specifications to be performed by the manufacturer, e.g., testing of pipe. 
 

D. The testing laboratory or laboratories will be selected by the Owner.  The testing 
laboratory or laboratories will work for the Owner. 

 
1.02  Payment for Testing Services 
 

A. The cost of testing services required by the Contract to be provided by the 
Contractor shall be paid for by the Owner through the CASH ALLOWANCE, i.e., 
concrete testing, soil compaction, and asphalt testing. 

 
B. The cost of additional testing services not specifically required in the 

Specifications, but requested by the Owner or Engineer, shall be paid for by the 
Owner through the CASH ALLOWANCE. 

 
C. The cost of material testing described in various sections of these Specifications 

or as required in referenced standards to be provided by a material 
manufacturer, shall be included in the price bid for that item and shall not be paid 
for by the Owner. 

 
D. The cost of retesting any item that fails to meet the requirements of these 

Specifications shall be paid for by the Contractor.  Retesting shall be performed 
by the testing laboratory working for the Owner. 

 
1.03  Laboratory Duties 
 
 A. Cooperate with the Owner, Engineer and Contractor. 
 
 B. Provide qualified personnel promptly on notice. 
 
 C. Perform specified inspections, sampling and testing of materials. 
 

1. Comply with specified standards, ASTM, other recognized authorities, 
and as specified. 

 
  2. Ascertain compliance with requirements of the Contract Documents. 

 
D. Promptly notify the Engineer and Contractor of irregularity or deficiency of work 

which are observed during performance of services. 
 

E. Promptly submit three copies (two copies to the Engineer and one copy to the 
Contractor) of report of inspections and tests in addition to those additional 
copies required by the Contractor with the following information included: 
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  1. Date issued 
 
  2. Project title and number 
 
  3. Testing laboratory name and address 
 
  4. Name and signature of inspector 
 
  5. Date of inspection or sampling 
 
  6. Record of temperature and weather 
 
  7. Date of test 
 
  8. Identification of product and Specification section 
 
  9. Location of Project 
 
  10. Type of inspection or test 
 
  11. Results of test 
 
  12. Observations regarding compliance with the Contract Documents 
 
 F. Perform additional services as required. 
 

G. The laboratory is not authorized to release, revoke, alter or enlarge on 
requirements of the Contract Documents, or approve or accept any portion of the 
Work. 

 
1.04  Contractor Responsibilities 
 

A. Cooperate with laboratory personnel, provide access to Work and/or 
manufacturer's requirements. 

 
B. Provide to the laboratory, representative samples, in required quantities, of 

materials to be tested. 
 
 C. Furnish copies of mill test reports. 
 
 D. Furnish required labor and facilities to: 
 
  1. Provide access to Work to be tested; 
  2. Obtain and handle samples at the site; 
 
  3. Facilitate inspections and tests; 
 

4. Build or furnish a holding box for concrete cylinders or other samples as 
required by the laboratory. 

 
E. Notify the laboratory sufficiently in advance of operation to allow for the 

assignment of personnel and schedules of tests. 
 

F. Laboratory Tests:  Where such inspection and testing are to be conducted by an 
independent laboratory agency, the sample(s) shall be selected by such 
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laboratory or agency, or the Engineer, and shipped to the laboratory by the 
Contractor at Contractor's expense. 

 
G. Copies of all correspondence between the Contractor and testing agencies shall 

be provided to the Engineer. 
 
1.05  Quality Assurance 
 

Testing shall be in accordance with all pertinent codes and regulations and with 
procedures and requirements of the American Society for Testing and Materials 
(ASTM). 

 
1.06  Product Handling 
 

Promptly process and distribute all required copies of test reports and related 
instructions to insure all necessary retesting or replacement of materials with the 
least possible delay in the progress of the Work. 

 
1.07  Furnishing Materials 
 

The Contractor shall be responsible for furnishing all materials necessary for 
testing. 

 
1.08  Code Compliance Testing 
 

Inspections and tests required by codes or ordinances or by a plan approval 
authority, and made by a legally constituted authority, shall be the responsibility 
of, and shall be paid for by the Contractor, unless otherwise provided in the 
Contract Documents. 

 
1.09  Contractor's Convenience Testing 
 

Inspection or testing performed exclusively for the Contractor's convenience shall 
be the sole responsibility of the Contractor. 

 
1.10  Schedules for Testing 
 
 A. Establishing Schedule 
 

1. The Contractor shall, by advance discussion with the testing laboratory 
selected by the Owner, determine the time required for the laboratory to 
perform its tests and to issue each of its findings, and make all 
arrangements for the testing laboratory to be on site to provide the 
required testing. 

 
  2. Provide all required time within the construction schedule. 
 

B. When changes of construction schedule are necessary during construction, 
coordinate all such changes of schedule with the testing laboratory as required. 

 
C. When the testing laboratory is ready to test according to the determined 

schedule, but is prevented from testing or taking specimens due to 
incompleteness of the Work, all extra costs for testing attributable to the delay 
will be back charged to the Contractor and shall not be borne by the Owner. 
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1.11  Taking Specimens 
 

Unless otherwise provided in the Contract Documents, all specimens and 
samples for tests will be taken by the testing laboratory or the Engineer. 

 
1.12  Transporting Samples 
 

The Contractor shall be responsible for transporting all samples, except those 
taken by testing laboratory personnel, to the testing laboratory. 

 
 

 
END OF SECTION 
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Part 1 General 
 
1.01  Scope 
 

A. The work covered by this Section includes furnishing all materials and 
equipment, providing all required labor and installing water meters, water service 
connections and all appurtenant work according to these Specifications and/or to 
the Water Connection Detail as shown schematically on the Drawings. 

 
B. Water meters are not to be furnished nor installed.  However, the water meter 

connection must be compatible with the water meters currently used by the 
Fulton County. 

 
C. No galvanized pipe or fittings shall be used on water services. 
 

1.02  Locations 
 
 Locations shall be as close to the existing location or as directed by the Engineer 

along the route of the water mains. 
 
1.03  Service Compatibility 
 

It is the intent of these Specifications that the water service connections shall 
duplicate those presently being provided by the Fulton County in order to be 
compatible with their service maintenance procedures. 

 
1.04  Quality Control 
 

All materials installed under this Section shall have the approval of the NSF for 
water services. 

 
Part 2 Products 
 
2.01  Materials and Construction 
 

A. Service Line 
 

1. Copper Tubing:  Tubing shall be ASTM B 88, Type K, rolled type.  
Fittings shall be brass with flare connection inlets and outlets, ANSI 
B16.26.  Where required, adapters shall be brass.  Unions shall be cast 
bronze.  Joints shall be flare type.  All fittings shall be of bronze 
construction with flare type connections.  Individual residential service 
lines shall be 1-inch copper tubing. 

 
B. Valves and Accessories 
 
1. Ball valves shall be full port bronze, heavy duty type.  Valve ends shall 

be threaded.  Valves shall have a minimum 200 psi working pressure for 
water.  Valves shall have stainless steel nut and handle.  Valves shall be 
made in the U.S.A. 

 
2. Corporation Cocks 
 

a. Corporation cocks shall be ground key type, shall be made of 
bronze  conforming to ASTM B61 or B62 and shall be suitable 
for the working pressure of the system.  Ends shall be suitable 
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for flare type joint. Coupling nut for connection to flared copper 
tubing shall conform to ANSI B16.26. 

 
b. Corporation cocks shall be equal to Ford FB-600-4. 

 
Part 3 Execution 
 
3.01  General 
 

A. Immediately following completion of the water main system, the Contractor shall 
install water taps and meter boxes as required.  All taps shall remain exposed at 
the main until the system has been successfully inspected, disinfected and tested 
for pressure. 

 
B. Installation shall conform to the details for water service connections appearing 

schematically on the Drawings.  Contractor shall provide any and all appurtenant 
work required to provide the intended water service connections. 

 
C. The Contractor shall be prepared to make emergency repairs to the water 

system, if necessary, due to damage by others working in the area.  In 
conjunction with this requirement, the Contractor shall furnish and have available 
at all times, a tapping machine, for the purpose of making temporary water 
service taps or emergency repairs to damaged water services.  The Contractor 
shall furnish the County a phone number of an individual with the authority to 
initiate emergency repair work.  This number must be provided prior to starting 
work on the Project. 

 
3.02 Tapping Main 

 
A. All services connected to water main shall be through a 1-inch direct tap, 

regardless of service and meter size. 
 
B. The water main shall be tapped with a tapping machine specifically designed for 

that purpose.  The tap shall be a direct tap into the water main through a 1-inch 
brass corporation cock.  All taps shall be supervised by the Fulton County 
engineer.  All taps shall be made on the water main at a position so as not to be 
the top side of the pipe nor the bottom of the pipe.  Distance between taps must 
be a minimum of 12-inches apart. 

 
3.03 Relocation of Service Lines 

 
A. Existing service lines shall be field located by the Contractor.  The Contractor 

shall be responsible for locating existing water meters and determining the 
existing size service line to reconnect the meters to the new water mains.  All 
service lines installed under existing pavement, including streets, driveways and 
sidewalks, shall be installed by free boring.  If deemed necessary and directed by 
the Engineer, the Contractor may be required to relocate the existing meters and 
meter boxes.  Relocated meters and meter boxes shall conform to installation 
requirements for new meters as shown on the Drawings. 

 
B. Copper tubing (Type K) between tap and water meter shall be one continuous 

length of pipe with no intermediate joints or connections.  The service line shall 
be placed without sharp turns or bends from the water main to the meter box. 
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3.04  Transfer of Service 
 

A. Immediately before connecting to the relocated or existing meter, all service lines 
shall be flushed to remove any foreign matter.  Any special fittings required to 
reconnect the existing meter to the new copper service line, or the existing 
private service line, shall be provided by the Contractor.  To minimize out of 
service time, the Contractor shall determine the connections to be made and 
have all the required pipe and fittings on hand before shutting off the existing 
service.  After completing the connection, the new corporation stop shall be 
opened and all visible leaks shall be repaired. 

 
3.05 Maintenance and Repairs 
 
A. The tap, service line and meter box shall remain under the Contractor’s 

maintenance responsibility for the same warranty period as the water main.  The 
contractor shall promptly repair any damage to the water system during the 
warranty period. 

 
 
 
 
 
 
 
 
 
 

 
END OF SECTION 
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APPENDIX A 
 

Fulton County Standard Details 
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SPECIAL PROVISION 

JOHNSON FERRY ROAD SIDEWALK 
 

City of Sandy Springs, Georgia 
TS 161 

 
Modifications of the GDOT Standard Specifications, 2013 Edition 

 
 

700 - Grassing 
 
Delete Section 700.5.F as written and add the following: 
 
700.5 Payment 
 
F. SOD: 

 
Sod will be paid by the square yard in accordance with the following schedule of 
payments.  Payment is full compensation for ground preparation, including 
addition of topsoil, furnishing and installing live sod, and for Plant Establishment.  
Sod shall be paid when 100% in one lump sum with no incremental payments. 
 
100% of the contract Price per square yard will be paid at the satisfactory 
completion of installation. 

 



 
SPECIAL PROVISION 

JOHNSON FERRY ROAD SIDEWALK 
 

City of Sandy Springs, Georgia 
TS 161 

 
Modifications of the GDOT Standard Specifications, 2013 Edition 

 
 

890 – Seed and Sod 
 
Retain Section 890 as written and add the following: 
 
890.2.02 SPECIAL CONDITIONS 
 
D. MATERIALS WARRANTY: 

 
4. Sod installation shall include a 2 year warranty. 

 



 
SPECIAL PROVISION 

JOHNSON FERRY ROAD SIDEWALK 
 

City of Sandy Springs, Georgia 
TS 161 

 
Modifications of the GDOT Standard Specifications, 2013 Edition 

 
 

SECTION 900 – Brick Pavers 

 
  900.0039.1   General 

 
900.0039.1.01   Work Included  
A. The Paver Type and Extent of paver installation is indicated on the drawings.  
 
900.0039.1.02   Submittals  
 
A. Product Data: Paver is to match city standard. The Contractor shall refer to sheet 
38-0002 in the plans for general paving specifications including the Portland cement, 
and mortar setting bed. Contractor shall coordinate brick paver type with the city.  The 
contractor will comply with city standards and paver installation instructions.  
 
B. Samples: Submit samples of each type of paver, for approval by the city. Also 
submit samples of setting bed course materials and joint mortar. Include enough 
samples to show the full range of exposed color and texture to be expected in the 
completed work.  
 
Attic Stock: Provide a 2% quantity of each paver type as the city’s attic stock. Store in 
designated area(s) on oak pallets, protected with ¼" plywood and banded with metal 
straps. Provide list with quantities of each type of paver stored. D. Warranty: Submit 
manufacturer’s warranty cosigned by Contractor which includes all labor and 
materials to replace all cracked or chipped pavers and reset any pavers settled or 
heaved out of plane within two years of substantial completion.  
 
900.0039.1.03   Project Conditions  
 
A. Cold Weather Protection: Do not use frozen materials or materials mixed or coated 
with ice or frost. Do not build on frozen subgrade or setting beds. Remove and replace 
unit paver work damaged by frost or freezing.  
 
B. Weather Limitations: Protect unit paver work against freezing when atmospheric 
temperature is 40 º F. and falling. Heat materials and provide temporary protection of 



completed portions of unit paver work. Comply with International Masonry All-
Weather Council’s “Guide Specification for Cold Weather Masonry Construction.”  
 
C. Hot Weather Requirements: Protect unit paver work in hot weather to prevent 
excessive evaporation of mortar, if applicable. Provide artificial shade, wind breaks 
and use cooled materials, as required above.  
 
900.0039.1.04   Quality Assurance  
 
A. Installer Qualifications: Engage an experienced Installer who has successfully 
completed at least three years of unit paver installations similar in material, design and 
extent to that indicated for this project. At least one person with current Paver Installer 
Certification from the Interlocking Concrete Pavement Institute (ICPI) shall be present 
on site during paver installation and this person shall be responsible for supervising 
the installation of all concrete pavers. 
 
B. City’s representative will periodically inspect work. 
 
900.0039.1.05   Delivery, Storage, and Handling  
 
A. Protect unit pavers and aggregate during storage and construction against wetting 
by rain, snow or groundwater and against spoilage of contamination from earth or 
other types of materials.  
 
900.0039.2   Products  
 
900.0039.2.01   Materials  
 
A. Pavers to be as indicated on drawings, complying with ASTM C 936-82, and made 
from normal weight aggregate, unless otherwise indicated.  
 
B. Sand: Clean builder’s sand. This sand is commonly known as manufactured 
concrete sand. Mason sand is not acceptable.  
 
C. Water: Clean, potable, and free of materials detrimental to strength or bond or 
mortars.  
 
900.0039.3   Execution  
 
900.0039.3.01   Inspection A. Installer to examine surfaces indicated to receive unit 
pavers, for compliance with requirements for installation tolerances subgrade slope-to-
drain and other conditions affecting performance of unit pavers. Do not proceed with 
installation until unsatisfactory conditions have been corrected.  
 
900.0039.3.02   Preparation  
 



A. Vacuum clean concrete or stone substrates to remove dirt, dust, debris, and loose 
particles.  
 
B. Remove substances from concrete or stone substrates that could impair bond of 
mortar (if applicable), including curing and sealing compounds, form oil, and laitance.  
 
C. Proof roll prepared subgrade surface to check for unstable areas and areas requiring 
additional compaction. Do not proceed with installation of unit pavers until deficient 
subgrades have been corrected and are ready to receive subbase for unit pavers.  
 
900.0039.3.03   Installation – General  
 
A. Do not use unit pavers with chips, cracks, voids, discolorations, and other defects 
that might be visible or cause staining in finished work.  
 
B. Cut unit pavers with motor-driven, diamond blade wet masonry saw equipment to 
provide clean, sharp, unchipped edges. Cut units to provide pattern indicated and to fit 
adjoining work neatly. Use full units without cutting where possible. Hammer cutting 
is not acceptable.  
 
C. Tolerances: Do not exceed 1/32" unit-to-unit offset from plush (lippage) and a 
tolerance of 1/8" in 10' from level of slope as indicated for finished surface of paving. 
 
D. Spread mortar setting bed evenly over concrete sub-base. Thickness of the finished 
setting bed shall be no more than 1." The bed thickness shall be adjusted so that when 
the pavers are placed, the top surface of the pavers will be at the required finished 
grade.  
 
E. Set pavers in the approved pattern with 3/16” - 1/4” joints maximum, being careful 
not to disturb the setting bed. Use string lines to keep straight paver corner lines. Fill 
gaps between units with pieces cut to fit from full-size unit pavers.  
 
F. Clean all stains and tire marks off pavers, remove any excess sand remaining after 
the sand in the paver joints have been watered in and set, and replace cracked or 
chipped pavers prior to final inspection.  
 
G. Provide final protection and maintain conditions in a manner acceptable to 
Installer, which ensures unit paver work being without staining, damage or 
deterioration. 

 



 

EXHIBIT M 
TO CONTRACT AGREEMENT 

 
NOTICE TO CONTRACTORS 

COMPLIANCE WITH ELECTRICAL SAFETY PROVISIONS 
 (Bidder to sign and return)  

 
 
I hereby certify that I am a principal and duly authorized representative of 

_______________________________________________, (“Contractor”), whose address is 

____________________________________________________________________________, 

________________, ___________________ _______, and I further certify that: 

 

(1) The provisions of Section 46-3-30 of the Official Code of Georgia Annotated, relating to the 

“High Voltage Safety Act” will be complied with in full; and 

(2) The provisions of OSHA 29CFR1910.333(c) relating to work near high voltage power lines; and  

(3)    The provisions of Part 4 of the National Electrical Safety Code.  

(3) The Contractor shall be required to ensure that each subcontractor hired is in compliance with 

the provisions listed above.   

 
  CONTRACTOR: 
 
Date: __________________ Signature: _________________________________________ 
  Title: _________________________________________ 
  



 

APPENDICES 
 

1. AFFIDAVITS 
 

 Affidavit Verifying Status for City Public Benefit Application 

 Contractor Affidavit Under O.C.G.A. §13-10-91(b(1) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. CORPORATE CERTIFICATE 
 
3.  Bonds  
 
4. LIST OF SUBCONTRACTORS

5. Johnson Ferry TS161 Construction Plans     
 



 

Affidavit Verifying Status 

 for City Public Benefit Application 

(Bidder to sign and return) 
 

By executing this affidavit under oath, as an applicant for a City of Sandy Springs, Georgia Business 

License or Occupation Tax Certificate, Alcohol License, Taxi Permit, execution of contract or other 

public benefit as referenced in O.C.G.A. Section 50-36-1, I am stating the following with respect to my 

application for a City of Sandy Springs license/permit and/or contract for  

 [Name of natural person applying on behalf of individual, business, corporation, partnership, or other 

private entity] 

1) _______ I am a United States citizen 

OR 

2) _______ I am a legal permanent resident 18 years of age or older or I am an otherwise qualified 

alien or non-immigrant under the Federal Immigration and Nationality Act 18 years of age or older 

and lawfully present in the United States.*  

In making the above representation under oath, I understand that any person who knowingly and 

willfully makes a false, fictitious, or fraudulent statement or representation in an affidavit shall be 

guilty of a violation of Code Section 16-10-20 of the Official Code of Georgia.  

Signature of Applicant: __________________________________ Date: ___________ 

Printed Name: ________________________________________ 

*Alien Registration number for non-citizens 

_______________________________________________________ 

**PLEASE INCLUDE A COPY OF YOUR PERMANENT RESIDENT CARD, EMPLOYMENT 

AUTHORIZATION, GREEN CARD, OR PASSPORT WITH A COPY OF YOUR DRIVER’S LICENSE IF YOU 

ARE A LEGAL PERMANENT RESIDENT (#2). 

SUBSCRIBED AND SWORN BEFORE ME ON THIS THE __________ DAY OF _______________. 

Notary Public: __________________________________  

My Commission Expires: __________________________      

*Note: O.C.G.A. § 50-36-1(e)(2) requires that aliens under the federal Immigration and Nationality 

Act, Title 8 U.S.C., as amended, provide their alien registration number. Because legal permanent 

residents are included in the federal definition of “alien”, legal permanent residents must also provide 

their alien registration number. Qualified aliens that do not have an alien registration number may 

supply another identifying number below: 



 

____________________________________ 

  



 

Contractor Affidavit under O.C.G.A. § 13-10-91(b)(1) 

(Bidder to sign and return) 
 
 By executing this affidavit, the undersigned contractor verifies its compliance with 

O.C.G.A. § 13-10-91, stating affirmatively that the individual, firm or corporation which is 

engaged in the physical performance of services on behalf of the City of Sandy Springs has 

registered with, is authorized to use and uses the federal work authorization program 

commonly known as E-Verify, or any subsequent replacement program, in accordance with the 

applicable provisions and deadlines established in O.C.G.A. § 13-10-91.  Furthermore, the 

undersigned contractor will continue to use the federal work authorization program throughout 

the contract period and the undersigned contractor will contract for the physical performance 

of services in satisfaction of such contract only with subcontractors who present an affidavit to 

the contractor with the information required by O.C.G.A. § 13-10-91(b).  Contractor hereby 

attests that its federal work authorization user identification number and date of authorization 

are as follows:  

______________________________________________ 
Federal Work Authorization User Identification Number 
______________________________________________ 

Date of Authorization  

______________________________________________ 

Name of Contractor   

______________________________________________ 

Name of Project  

________________________ ______________________ 
Name of Public Employer  

I hereby declare under penalty of perjury that the foregoing is true and correct. 

Executed on __________________ in ___________ (city), __________ (state). 

____________________________________________ 

Signature of Authorized Officer or Agent 

____________________________________________ 

Printed Name and Title of Authorized Officer or Agent  

 
SUBSCRIBED AND SWORN BEFORE ME  

ON THIS THE ______ DAY OF ________________     



 

__________________________________________ 

NOTARY PUBLIC   

 

My Commission Expires: ______________________ 

  



 

CORPORATE CERTIFICATE 

  
I, _________________, certify that I am the Secretary of the Corporation named as Contractor 
in the foregoing bid; that __________________________  who signed said bid in behalf of the 
Contractor, was then (title)__________________ of  said Corporation; that said bid was duly 
signed for and in behalf of said Corporation by authority of its Board of Directors, and is within 
the scope of its corporate powers; that said Corporation is organized under the laws of the State 
of ___Georgia_________________________.  
  
This _____________ day of __________, 2019.   
  
   
 
 
 (Seal)  
 
 
 
________________________________________________ 
(Signature)  
  



 

BID BOND  
(BID BOND TO BE RETURNED WITH BID) 

KNOW ALL MEN BY THESE PRESENTS, THAT _________________ 
__________________  

(Name of Contractor)_________________  
(Address of Contractor) at 

__________________________________  

  

(Corporation, Partnership and or Individual) hereinafter called Principal, and ________________ 

___________________________________________  
(Name of Surety)  

___________________________________________  
(Address of Surety  
  

A corporation of the State of _________________, and a surety authorized by law to do 
business in the State of Georgia, hereinafter called Surety, are held and firmly bound unto  
  

City of Sandy Springs Georgia 
1 Galambos Way, Sandy Springs, GA 30328 

  

herein after referred to as Obligee, in the penal sum 
of____________________________________ Dollars ($ _______________) in lawful money of 
the United States, for the payment of which sum well and truly to be made, we bind ourselves, 
our heirs, executors, administrators and successors, jointly and severally, firmly by these 
presents.  
  
WHEREAS, the Principal is about to submit, or has submitted, to the City of Sandy Springs, 
Georgia, a proposal for furnishing materials, labor and equipment for:  
  

ITB 19-045, City of Sandy Springs, Johnson Ferry Road Sidewalk Project TS161 
 
WHEREAS, the Principal desires to file this Bond in accordance with law in lieu of a certified 
Bidder’s check otherwise required to accompany this Proposal.  
  
NOW, THEREFORE, the conditions of this obligation are such that if the bid is accepted, the 
Principal shall within ten days after receipt of notification of the acceptance execute a Contract 
in accordance with the Bid and upon the terms, conditions, and prices set forth in the form and 
manner required by the City of Sandy Springs, Georgia, and execute a sufficient and satisfactory  

Performance Bond and Payment Bond payable to the City of Sandy Springs, Georgia, each in an 
amount of 100% of the total Contract Price, in form and with security satisfactory to said the City 
of Sandy Springs, Georgia, and otherwise, to be and remain in full force and virtue in law; and 



 

the Surety shall, upon failure of the Principal to comply with any or all of the foregoing 
requirements within the time specified above, immediately pay to the City of Sandy Springs, 
Georgia, upon demand, the amount hereof in good and lawful money of the United States of 
America, not as a penalty, but as liquidated damages.  
  
PROVIDED, FURTHER, that Principal and Surety agree and represent that this bond is executed 
pursuant, to and in accordance with the applicable provisions of the Official Code of Georgia 
Annotated, as Amended, including, but not limited to, O.C.G.A. § 36-91-1, et. seq., and is 
intended to be and shall be constructed as a bond in compliance with the requirements thereof.  
Signed, sealed, and dated this __________ day of ________________________________A.D., 20____   
  
ATTEST:  

_________________                   ________________  
(Principal Secretary)                                                                (Principal)   
  
(SEAL)                                                                                BY: ___________________________  

__________________                   _______________  
(Witness to Principal)                                                                 (Address)  

__________________                                 
(Address)   
 ________________________________  
(Surety)  
  
ATTEST   

 
BY:  _______________________________  
(Attorney-in-Fact) and Resident Agent  
___________________________________  
(Attorney-in-Fact)   
 
(Seal)  
___________________________________  
(Address)   
___________________________________           
(Witness as to Surety)  

________________________________                                   
(Address)   

___________________                          
  



 

PERFORMANCE BOND 
  

KNOW ALL MEN BY THESE PRESENTS: THAT 

_____________________________________________________________________  
(Name of Contractor)  

_____________________________________________________________  
(Address of Contractor)  

 
a ____________________________________________________________________________  
     (Corporation, Partnership or Individual)  

_____________________________________________________________  
  
Hereinafter called Principal, and  

_____________________________________________________________  
(Name of Surety)  

_____________________________________________________________  
(Address of Surety)   
 
A Corporation of the State of _________________ and a surety authorized by law to do business 
in the State of Georgia, hereinafter called Surety, are held and firmly bound unto  
  

City of Sandy Springs Georgia 
1 Galambos Way, Sandy Springs, GA 30328 

 

hereinafter referred to as Obligee; are held firmly bound unto said Obligee and all persons doing 
work or furnishing skill, tools, machinery, supplies, or material under or for the purpose of the 
Contract hereinafter referred to, in the penal sum of:   
_____________________________________Dollars ($ ______________ ) in lawful money of 
the United States, for the payment of which sum well and truly to be made, we bind ourselves, 
our heirs, executors, administrators and successors, jointly and severally, firmly by these 
presents.  
  
The condition of this obligation is such, as whereas the Principal entered into a certain contract, 
hereto attached, with the Obligee, dated                                 for:  
 

ITB 19-045, City of Sandy Springs, Johnson Ferry Road Sidewalk Project TS161 
 

 NOW THEREFORE, the conditions of this obligation are such that if the above bound Principal 
shall well, truly, fully and faithfully perform said contract according to its terms, covenants, 
conditions, and agreements of said contract during the original term of said contract and any 
extensions thereof that may be granted by the oblige, with or without notice to the Surety, and 
during the life of any guaranty required under the contract, and shall also well and truly 
perform and fulfill all the undertakings, covenants, terms, conditions and agreement of any and 
all duly authorized modifications of said contract that may hereafter be made, then his 
obligation shall be void, otherwise to remain in full force and effect.  



 

  
PROVIDED FURTHER, that said Surety to this Bond, for value received, hereby stipulates and 
agrees that no change, extension of time, alterations, or additions to the terms of the Contract 
or to the Work to be performed thereunder shall in any way affect its obligation on this bond, 
and it does hereby waive notice of any such change, extension of time, alterations, or additions 
to the terms of the Contract or to the work to be performed hereunder.  
  
PROVIDED, FURTHER, that Principal and Surety agree and represent that this bond is executed 
pursuant to and in accordance with the applicable provisions of the Official Code of Georgia 
Annotated, as Amended, including but not limited to, O.C.G.A. § 36-91-1 et. seq., and is intended 
to be and shall be construed as a bond in compliance with the requirements thereof.  
   
Signed, sealed, and dated this __________ day of ________________________________A.D., 20____   
  
ATTEST:  

_________________                   ________________  
(Principal Secretary)                                                                    (Principal)  
   
(SEAL)     
 
BY: _________________________  

________________  
(Witness to Principal)                                                                   

________________                                 
(Address)   
                                                                                                     ______________________________  
                                                                                                      
(Surety)  
  
ATTEST  BY:  
_______________________________  
Attorney-in-Fact) and Resident Agent  
_______________________________ 
(Attorney-in-Fact)  

  
(Seal)                                                                                               ______________________________  
  (Address)   

 
_________________________________        
(Witness as to Surety) 

_______________________________                                   
(Address)   



 

PAYMENT BOND 
  
KNOW ALL MEN BY THESE PRESENTS: THAT _________________________________________   
(Name of Contractor)  

______________________________________________________________________________  
(Address of Contractor)  

  
a ____________________________________________________________________________  
     (Corporation, Partnership or Individual)  

____________________________________________________________  
Hereinafter called Principal, and   

_____________________________________________________________  
(Name of Surety)  

_____________________________________________________________  
(Address of Surety)  

  
a Corporation of the State of ___________ and a surety authorized by law to do business in the State of 
Georgia, hereinafter called Surety, are held and firmly bound unto  
  

City of Sandy Springs Georgia 
1 Galambos Way, Sandy Springs, GA 30328 

 

hereinafter referred to as Obligee; for the use and protection of all subcontractors and all 
persons supplying labor, services, skill, tools, machinery, materials and/or equipment in the 
prosecution of the work provided for in the contract herein after referred to in the full and just 
sum of _______________________________________________________Dollars 
($_______________) in lawful money of the United States, for the payment of which sum well 
and truly to be made, the Principal and Surety bind themselves, their, and each of their heirs, 
executors, administrators, successors and assigns, jointly and severally, firmly by these 
presents.  
  

The condition of this obligation is such, as whereas the Principal entered into a certain contract 
hereto attached, with the Obligee, dated _________________ for: 
 

ITB 19-045, City of Sandy Springs, Johnson Ferry Road Sidewalk Project TS161 
   

NOW, THEREFORE, the conditions of this obligation are such that if the Principal shall well, truly, 
and faithfully perform said Contract in accordance to its terms, covenants, and conditions, and 
shall promptly pay all persons furnishing labor, materials, services, skill, tools, machinery and/or 
equipment for use in the performance of said Contract, then this obligation shall be void; 
otherwise, it shall remain in full force and effect.  
   
All persons who have furnished labor, materials, services, skill, tools, machinery and/or 
equipment for use in the performance of said Contract shall have a direct right of action on this 
Bond, provided payment has not been made in full within ninety (90) days after the last day on 
which labor was performed, materials, services, skill, tools, machinery, and equipment furnished 



 

or the subcontract completed.  
  
PROVIDED FURTHER, that said Surety to this Bond, for value received, hereby stipulates and 
agrees that no change, extension of time, alterations, or additions to the terms of the Contract 
or to the Work to be performed there under shall in any way affect its obligation on this bond, 
and it does hereby waive notice of any such change, extension of time, alterations, or additions 
to the terms of the Contract or to the work to be performed there under.  
  
PROVIDED, HOWEVER, that no suit or action shall be commenced hereunder by any person 
furnishing labor, materials, services, skill, tools, machinery, and/or equipment having a direct 
contractual relationship with a subcontractor, but no contractual relationship express or implied 
with the Principal:  
  
Unless such person shall have given notice to the Principal within One Hundred and Twenty (120) 
days after such person did, or performed the last of the work or labor, or furnished the last of 
the materials, services, skill, tools, machinery and/or equipment for which claim is made, stating 
with substantial accuracy the amount claimed and the name of the party to whom the materials, 
services, skill, tools, machinery and/or equipment were furnished, or for whom the work or labor 
was done or performed. Such a notice shall be served by mailing the same by registered mail, 
postage prepaid, in an envelope addressed to the Principal, at any place where an office is 
regularly maintained for the transaction of business, or served in any manner in which legal 
process may be served in the State in which the aforesaid project is located, save that such 
service need not be made by a public officer, and a copy of such notice shall be delivered to the 
Obligee, to the person and at the address provided for in the Contract, within five (5) days of the 
mailing of the notice to the Principal.  
  
PROVIDED, FURTHER, that any suit under this bond must be instituted before the expiration of 
one (1) year after the acceptance of the public works covered by the Contract by the proper 
authorities.  
 
PROVIDED, FURTHER, that Principal and Surety agree and represent that this bond is executed 
pursuant to and in accordance with the applicable provisions of the Official Code of Georgia 
Annotated, as Amended, including, but not limited to, O.C.G.A. § 36-91-1, et. seq., and is 
intended to be and shall be construed as a bond in compliance with the requirements thereof. 
 
Signed, sealed, and dated this __________ day of ________________________________A.D., 20____   
  
ATTEST:  

_________________                    ________________  
(Principal Secretary)                                                                    (Principal)  
  
 (SEAL)                                                                                BY: _________________________  

__________________                   ______________  



 

(Witness to Principal)                                                                  (Address)  

__________________                                 
(Address)   
                                                                                                     ______________________________  
                                                                                                     (Surety)  
 ATTEST                                                                              BY: _______________________________  
                                                                                                     (Attorney-in-Fact) and Resident Agent  
__________________________________  
(Attorney-in-Fact)  

   
(Seal)      
___________________________________  
  (Address)  
  
___________________________________           
(Witness as to Surety)  

___________________                                   
(Address)   

___________________                     
  
  



 

MAINTENANCE BOND 
  

  
CITY OF SANDY SPRINGS, GEORGIA    
PROJECT NO:  FULTON COUNTY, GEORGIA                                                     BOND NO: 
______________  
  
KNOW ALL MEN BY THESE PRESENTS  
That we,______________________________ as Principal, and 
_____________________________________ as Surety, are held and firmly bound unto the 
CITY OF SANDY SPRINGS, GEORGIA, as Obligee in the sum of 1/3 of the contract bid for the 
payment of which said Principal and Surety bind themselves, their heirs, administrators, 
executors, successors and assigns jointly and severally, firmly by these presents.  
  
WHEREAS, the Principal has entered into an agreement with the City of Sandy Springs for  

 
ITB 19-045, City of Sandy Springs, Johnson Ferry Road Sidewalk Project TS161 

  
and said work has now been completed and the Obligee desires a maintenance bond 

guarantee said streets and improvements for a period of one (1) year beginning 
__________________ and ending _________________________.  

  
NOW, THEREFORE, THE CONDITION OF THIS OBLIGATION IS SUCH, that if the Principal shall 
fully indemnify and save harmless the City of Sandy Springs from any and all loss, costs, 
expenses or damages, for any repairs or replacements required because of defective 
workmanship or materials in said construction, then this obligation shall be null and void; 
otherwise to be and remain in full force and effect as to any such claim arising within one (1) 
year from the completion of said construction as set forth in said agreement.  
  
Signed, sealed and dated this_________ day of ____________________, 20 ______  
  

Witness:  
__________________________________  
 (Principal)  
  
__________________________________  
 (Name of Surety. Company)  
  
                                                                                                      __________________________________  
 (Attorney-in-fact)  

  



 

LIST OF SUBCONTRACTORS  
(Bidder to complete and return) 

 
  

I do _________, do not _______, propose to subcontract some of the work on this project. I propose to 
Subcontract work to the following subcontractors:  
 
  
Company Name: ___________________________________________________  
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GENERAL NOTES

   THE CITY.  ALL DEBRIS AND WASTE FROM THE PROJECT WILL BE DISPOSED OF PROPERLY BY THE CONTRACTOR.

1.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR FURNISHING ALL BORROW/WASTE PITS NEEDED FOR THE PROJECT AT NO ADDITIONAL COST TO

   IN ADVANCE WITH THE IMPACTED UTILITY.  

   CONSTRUCTION ACTIVITIES ASSOCIATED WITH THE PROJECT.  ANY INTERRUPTION IN SERVICE WILL BE COORDINATED AT LEAST 48-HOURS

   RESPONSIBLE FOR MARKING AND LOCATING EXISTING UTILITIES AS WELL AS ANY DAMAGE OR INTERRUPTION IN SERVICE DUE TO

3.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING WITH THE UTILITY COMPANIES IMPACTED BY THE PROJECT    CONTRACTOR IS 

PROJECT SPECIFIC NOTES

404-546-3249WATERJARRELL THORNTON

GPC POWERLAMONTE WASLIEN 404-947-0729

770-559-6994COMCAST CHARLES ROSS CABLE

404-612-9413SEWERFULTON COUNTY SEWER

CITY OF ATLANTA WATER

  THE PROPOSED SIDEWALK. THE COST OF THIS WORK TO BE INCLUDED IN THE PAY ITEM NO. "210-0100 - GRADING COMPLETE - LUMP SUM."

5. TRIM ALL TREE LIMBS TO PROVIDE AN 8’ VERTICAL CLEARANCE ABOVE THE PROPOSED SIDEWALK AND 2’ HORIZONTAL CLEARANCE BEHIND 

4. BASELINE IS FOR INFORMATION ONLY. SIDEWALK LOCATION SHALL BE BASED OFF BACK OF CURB UNLESS OTHERWISE NOTED.

6. ALL ADA DETECTABLE WARNING PADS TO BE RED AND CAST IN PLACE. 

SIDEWALK CONSTRUCTION NOTES

   ON STRAIGHT RUNS PROVIDE EXPANSION JOINTS EVERY 24 FEET.

1.  USE 3/8" X 4" EXPANSION JOINTS AT CHANGE OF DIRECTIONS, CURBS, RIGID STRUCTURES AND RIGID PAVEMENT. 

2.  TOOL ALL EXPOSED EDGES AND JOINTS TO 1/4" RADIUS

3.  BROOM FINISH PERPENDICULAR TO TRAVEL.

4.  PROVIDE 3/4" DEEP SAW CUT CONTRACTION JOINTS EVERY 5’-0".

UTILITY OWNER CONTACT SERVICE CONTACT NUMBER

AGL 404-584-3176

AT&T 770-757-9482TELECOMMUNICATION

GASGINNY MAULDIN-KINNEY

770-206-2525COSS - FIBER AND TRAFFIC SIGNALS BILL ANDREWS FIBER / TRAFFIC

JASON DOBSON

FIBER

FIBERJEREMY WILLIAMS 404-409-7533

GOOGLE (BECHTEL)

CROWNE CASTLE

DAVID BELL 770-365-3020

GLENN SMITH

GENERAL NOTES

04-       

FIBERAT&T TRANSMISSION JOHN HALL 404-229-0360 

   PRIOR TO INTENDED BEGINNING AND MUST BE APPROVED PRIOR TO COMMENCEMENT. 

   FROM THE SANDY SPRINGS TRAFFIC ENGINEER. ALL PROPOSED PLANS FOR CLOSURES AND ENCROACHMENTS SHALL BE SUBMITTED AT LEAST TWO WEEKS 

13. NO CLOSURES OF OR ENCROACHMENTS INTO THE PEDESTRIAN, BICYCLE, OR VEHICULAR TRAVEL AREAS SHALL BE DONE WITHOUT PRIOR APPROVAL 

12. SAWCUT MUST BE USED IN ANY AREA WHERE NEW PAVEMENT WILL ABUT EXISTING PAVEMENT.

   DOCUMENTS.

   CONSTRUCTION AND ADVISE THE ENGINEER OF ANY DIFFERENCES NOTED BETWEEN FIELD CONDITIONS AND WHAT IS DEPICTED ON THE CONSTRUCTION 

11. CONTRACTOR IS RESPONSIBLE FOR VERIFICATION OF THE AS-BUILT STATUS OF DOWNSTREAM DRAINAGE IMPROVEMENTS PRIOR TO BEGINNING 

   POLICY FOR REQUIREMENTS.

10. A CITY OF SANDY SPRINGS UTILITY PERMIT IS REQUIRED FOR ANY CONSTRUCTION WITHIN THE ROW.  REFER TO THE CITY’S UTILITY PERMIT 

9.  CONTACT THE SANDY SPRINGS TRAFFIC ENGINEER (770-730-5600) ONE WEEK PRIOR TO COMMENCEMENT OF ANY STRIPING WORK. 

 

8.  ALL FINAL SIGNAGE MUST BE INSTALLED CONCURRENTLY WITH THE PERFORMANCE OF THE STRIPING WORK.

 

7.  WHEN NECESSARY, EXISTING STRIPING SHALL BE REMOVED BY HYDROBLASTING, UNLESS SPECIFIED BY THE SANDY SPRINGS TRAFFIC ENGINEER.

 

6.  STRIPING (WHITE AND YELLOW) AND ARROW MARKINGS SHALL BE APPLIED USING GDOT STANDARDS FOR THERMOPLASTIC STRIPING.

 

5.  ALL SIGNS SHALL CONFORM TO THE MUTCD STANDARDS AND SANDY SPRINGS STANDARDS FOR COLOR, SIZE, REFLECTIVITY, HEIGHT, AND PLACEMENT.

 

   ON CITY ROADS AND SHALL REMAIN IN PLACE UNTIL THE CONCLUSION OF ALL SIGNING AND STRIPING WORK.

4.  TEMPORARY TRAFFIC CONTROL AND WARNING DEVICES SHALL BE PLACED PRIOR THE COMMENCEMENT OF ANY ROAD IMPROVEMENT WORK

 

   CHANGE BY THE SANDY SPRINGS TRAFFIC ENGINEER.

3.  ALL TRAFFIC CONTROL AND WARNING DEVICES MUST BE SHOWN AND PLACED PER MUTCD.  THE TRAFFIC CONTROL PLAN IS SUBJECT TO

 

   BRICK PATTERN WILL BE 3’ CENTERED ON THE LIGHT POLE BASE FOR FULL WIDTH OF SIDEWALK.  

 

 

   PATTERN WILL START AT ROAD SIDE OF SIDEWALK AND MOVE TOWARD POLE BASE IN ACCORDANCE WITH DRAWING NO. 38-0002.

   

   OF COLOR) TYPE1 COLOR=ENDICOTT ROSE BLEND

   PATTERN OF COLOR) TYPE2 COLOR=ENDICOTT MEDIUM IRONSPOT #46    (1’-6" X 1’-6" MODULE CHECKERBOARD PATTERN

   BRICK PAVER PATTERN WILL BE (1-5/8" X 3-5/8" X 7-1/2") LAID IN BASKETWEAVE PATTERN (1’-6’ X 1’-6" MODULE CHECKERBOARD 

2.  BRICK PAVERS AT LIGHT BASE LOCATIONS WILL BE PROVIDED AS REQUIRED BY THE CONSTRUCTION PLANS AND SPECIAL DETAIL SHEET 38-0002

   6 IN CONCRETE VALLEY GUTTER

   6 IN DRIVEWAY CONCRETE 

   RESIDENTIAL:

   CONCRETE DRIVES

   REQUIRED, DRIVEWAYS SHALL BE CONSTRUCTED AS FOLLOWS:

   DRIVEWAY OR TO THE REQUIRED RIGHT OF WAY LINE, WHICHEVER IS FARTHEST AWAY FROM THE CENTERLINE. WHERE 

1.  DRIVEWAYS WILL BE PAVED FROM THE OUTSIDE EDGE OF THE TRAVEL LANE TO THE TIE-IN POINT OF THE EXISTING 

   THE COST OF THIS WORK IS TO BE PART OF GRADING COMPLETE.

2.  IF IRRIGATION SYSTEM IS FOUND WITHIN ROW, THE CONTRACTOR SHALL CUT AND CAP IRRIGATION LINE ONE FOOT BEHIND THE SIDEWALK.
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NOTES:

1. UTILITY RELOCATIONS MUST BE PERMITTED THROUGH THE GEORGIA UTILITIES PERMITTING SYSTEM (GUPS).

2. UTILITY OWNERS MUST PROVIDE THE GDOT ACCESS/ENCROACHMENT PERMIT NUMBER TO ANY GUPS PERMITS AS PART OF THE WORK DESCRIPTION.

4. ALL UNDERGROUND UTILITIES ARE TO BE LOCATED BY THE UTILITY OWNER OR A "LOCATES" FIRM PRIOR TO EARTH DISTURBING ACTIVITIES.

3. ALL UTILITIES RELOCATED OR NEWLY INSTALLED SHALL BE IN ACCORDANCE WITH THE UTILITY MANUAL, CURRENT EDITION.

GENERAL NOTES

04-       

TEMPORARY

                              

EXISTING PROPOSEDPROPOSED TYPE OF UTILITY

UTILITY LINECODES

TO BE REMOVEDEXISTING 

UTILITY SYMBOLS

TEMPORARYPROPOSEDEXISTING

ELECTRIC

GUY WIRE

ELECTRIC/CABLE TV

CABLE TV

ELECTRIC/TELECOMMUNICATIONS

TELECOMMUNICATIONS

ELECTRIC/TELECOMMUNICATIONS/CABLE TV

HAND HOLE

TRANSFORMER

LIGHT POLE

MARKER

SPLICE BOX

CABINET

PHONE BOOTH

(aka "SLICK")

SUBCRIBER LOOP CARRIER

WELL

STAND PIPE

BACKFLOW PREVENTER

PRESSURE INDICATOR VALVE

AIR RELEASE VALVE

CLEANOUT

GREASE TRAP

VENT

AIR RELEASE VALVE

ELECTRIC MANHOLE

ELECTRIC METER

ELECTRIC BOX

CABLE TV MANHOLE

WATER VALVE

WATER METER

WATER MANHOLE

WATER VAULT

SANITARY SEWER MANHOLE

GAS PRESSURE REGULATOR

UTILITY POLE/GUY POLE

PETROLEUM VALVE

GAS VAULT

GAS MANHOLE

GAS VALVE

GAS METER

TELECOMMUNICATIONS MANHOLE

TELECOMMUNICATIONS PEDESTAL

CABLE TV PEDESTAL

SANITARY SEWER FORCE MAIN VALVE

WATER VALVE MARKERTELECOMUNICATIONS/CABLE TV

##"W

##

##

##

##

##

##

##

##

##

##

GAS TEST STATION

##"W

GUY ANCHOR

(INCLUDES ASSOCIATED VALVE)

FIRE HYDRANT ASSEMBLY

##

##"W

##

##

##

##

ELECTRIC

TELECOMMUNICATIONS

CABLE TV

WATER

WATER FOR LABELED PIPE SIZES

NON-POTABLE WATER

NON-POTABLE WATER FOR LABELED PIPE SIZES

STEAM

STEAM FOR LABELED PIPE SIZES

SANITARY SEWER WITH FLOW DIRECTION

SANITARY SEWER WITH FLOW DIRECTION FOR LABELED PIPE SIZES

SANITARY SEWER FORCE MAIN WITH FLOW DIRECTION

GAS

GAS FOR LABELED PIPE SIZES

PETROLEUM

PETROLEUM FOR LABELED PIPE SIZES
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TYPICAL SECTIONS

05-       

PAVEMENT
4" CONCRETE 

PAVEMENT
4" CONCRETE 

SEE GDOT STD 9032B
TYPE 1 GDOT HEADER CURB
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JOHNSON FERRY ROAD SIDEWALK

2:
1 

MAX

2:1 MAX

AND GUTTER
EXISTING CURB 

6’0"

2’0"

2.0%

AND GUTTER
EXISTING CURB 

6’0"

2’0"

2.0%

STA. 26+10.00 TO STA. 33+17.52

STA. 21+20.00 TO STA. 25+50.00

SIDEWALK

TYP 1

STA. 25+50.00 TO STA. 26+10.00

SIDEWALK WITH HEADER CURB

TYP 2

FROM STA. 21+20.00 TO STA. 22+36.91
LANDSCAPE STRIP WIDTH VARIES FROM 0’0" TO 3’1" 

FROM STA. 23+30.00 TO STA. 25+29.50
LANDSCAPE STRIP WIDTH VARIES FROM 0’0" TO 2’0" 

FROM STA. 26+10.00 TO STA. 28+73.00
LANDSCAPE STRIP WIDTH VARIES FROM 0’0" TO 3’6" 

FROM STA. 32+72.00 TO STA. 33+17.52
LANDSCAPE STRIP WIDTH VARIES FROM 0’0" TO 2’0" 

FROM STA. 25+50.00 TO STA. 26+10.00
LANDSCAPE STRIP WIDTH VARIES FROM 1’0" TO 2’6" 

2.0%2.0%

FROM STA. 26+57.66 TO STA. 26+73.00
SIDEWALK WIDTH VARIES FROM 6’0" TO 7’0" 

STA. 24+20.00 TO STA. 25+50.00
FROM -2.0% TO +2.0% FROM 
SIDEWALK CROSS SLOPE VARIES 

STA. 33+10.00 TO STA. 33+17.52
FROM +1.8% TO +2.0% FROM 
SIDEWALK CROSS SLOPE VARIES

STA. 21+20.00 TO STA. 21+38.00
FROM +0.1% TO +2.0% FROM 
SIDEWALK CROSS SLOPE VARIES

STA. 21+20.00 TO STA. 21+38.00
FROM -2.2% TO +2.0% FROM 
LANDSCAPE STRIP CROSS SLOPE VARIES

STA. 24+20.00 TO STA. 25+50.00
FROM -2.0% TO +2.0% FROM 
LANDSCAPE STRIP CROSS SLOPE VARIES 

STA. 33+10.00 TO STA. 33+17.52
FROM +2.0% TO +4.8% FROM 
LANDSCAPE STRIP CROSS SLOPE VARIES

FROM STA. 21+77.90 TO STA. 22+36.91
SIDEWALK WIDTH VARIES FROM 7’0" TO 8’0" 

A

A

A

A

B

B

B

B

C

C

C

C

C

C

C

C

D

D

D

SIGN CONVENTION

(+)

(-)

(-)

(+)

FROM STA. 31+06.00 TO STA. 31+70.00 
LANDSCAPE STRIP WIDTH VARIES FROM 2’0" TO 2’6" 

C
FROM STA. 32+20.00 TO STA. 32+32.00
LANDSCAPE STRIP WIDTH VARIES FROM 2’0" TO 2’6" 

1’0" MIN.

AND GUTTER
EXISTING CURB 

MIN.

4’0"

3’5" TO 3’9"

2’0"

0’8"

0’6" TO 

MAILBOX RELOCATION IN SIDEWALK DETAIL 

DIMENSIONS PROVIDED PER UNITED STATES POSTAL SERVICE GUIDELINES

POST SLEEVE

      2. MINIMUM DISTANCE FROM EDGE OF SIDEWALK TO POST TO BE 3 INCHES

NOTES:  1. CONTRACTOR TO REUSE EXISTING MAILBOXES AND POSTS
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DRIVEWAYS
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0
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40 213
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AGRICULTURAL LIME (TON)

FERTILIZER MIXED GRADE (TON)

FERTILIZER NITROGEN CONTENT (LB)
       

1

0.25

2MULCH (TON)

SOD (SY)
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LUMP SUMLUMP SUM

GRADING COMPLETE TRAFFIC CONTROL

2

REFL SHEETING TP 9

TP 1 MATL,

13-0001

STATION

   

NO.

INSTL.

HIGHWAY SIGNS SQUARE TUBE POST

  

1

DRAWING NUMBER LIN. FT.

QUANTITY SQ FEET QUANTITY SQ FEET

REFL SHEETING TP 11

TP 1 MATL,

QUANTITY

TYPE 7

(FEET)

LENGTH

(FEET)

LENGTH

TOTAL

SIGN CODE

31+24, RT 24X30 1 5.00

30X30 1 6.25

(IN X IN)

SIZE

(IN X IN)

SIZE

114 14

114 14

LIN. FT.

0.00 0.75 2

DRAWING NUMBER

ITEMS

SIGNING

13-0002

13-0002

ITEMS
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SUMMARY OF QUANTITIES

SUMMARY QUANTITIES

06-       

5.00 6.25 28

5.00 7.00 30TOTAL

SUBTOTAL

AS DIRECTED

28+52, RT

S5-2

W3-3

TOTAL

SUBTOTAL

AS DIRECTED

217 16

225 20

8

*UNDER GRADING COMPLETE
RELOCATE TRASH CAN TO BE PAID FOR 

AS DIRECTED BY ENGINEERS

MISCELLANEOUS CONSTRUCTION CONTINGENCY

ALLOW
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CONSTRUCTION PLAN

JOHNSON FERRY ROAD

K
A

Y
R

O
N
 

D
R
I

V
E

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
20

SCALE IN FEET

0 40 80

EASEMENT FOR CONSTR

EASEMENT FOR CONSTR OF SLOPES

EASEMENT FOR CONSTR OF DRIVES

CONSTRUCTION LIMITS

 & MAINTENANCE OF SLOPES

C F

REQUIRED R/W LINE

PROPERTY AND EXISTING R/W LINE PL

ORANGE BARRIER FENCE

LIMIT OF ACCESS

BEGIN LIMIT OF ACCESS............BLA

END LIMIT OF ACCESS..............ELA

REQ’D R/W & LIMIT OF ACCESS

(SEE ERIT TABLE)

ESA - ENV. SENSITIVE AREA
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DE1001
0

DE10012

E= 4.05

R= 900.00

L= 170.39

T= 85.45

   E= 2234392.4144

   N= 1427227.5918

PI Sta= 21+38.34

Curve# 4

CURVE #4

0+93

E: 2234726.2724

N: 1427126.5353

STA. 0+00.00 ON KAYRON DRIVE 

STA. 24+86.65 ON JOHNSON FERRY ROAD 

CENTERLINE INTERSECTION

STA. 21+20.00

BEGIN CONSTRUCTION

E: 2234274.7170

N: 1427239.9480

STA. 20+20.00

BEGIN PROJECT

6’ SIDEWALK

OFFSET: 20.80’ RT
STA. 23+42.00
END SIDEWALK TAPER

OFFSET: 20.78’ RT
STA. 23+82.00
BEGIN SIDEWALK TAPER

OFFSET: 23.46’ RT
STA. 21+20.00
BEGIN SIDEWALK TAPER
TIE TO EXISTING SIDEWALK

1’
2’

1’
1’ 2’

12.56’
+40.87

R= 30.00’

12.32’
+58.55

12.78’
+55.71

12.80’
+62.08

MANHOLE TOP TO GRADE
ADJUST SANITARY SEWER 

UTILITY POLE
DO NOT DISTURB 

METER TO GRADE
ADJUST WATER 

METER TO GRADE
ADJUST WATER 

UTILITY POLE
DO NOT DISTURB 

UTILITY POLE
DO NOT DISTURB 

WHITE 

8" SOLID 

WHITE

24" SOLID 

38-0002 (TYP)

SEE SPECIAL DETAIL 

CONSTRUCTION 

FOR BRICK PAVER 

MANHOLE TOP TO GRADE
ADJUST SANITARY SEWER 

BUS STOP" SIGN

EXISTING "MARTA 

DO NOT DISTURB 

EXISTING R1-1 SIGN

DO NOT DISTURB 

SHEET 38-0001 (TYP)
SEE SPECIAL DETAIL
DRIVEWAY APRON 

GDOT STD A-3
TYPE D
WHEELCHAIR RAMP

GDOT STD A-3
TYPE D
WHEELCHAIR RAMP

2.5’2’

2.5’

OFFSET: 22.86’ RT
STA. 25+50.00
HEADER CURB
BEGIN GDOT TYPE 1 
TAPER
BEGIN SIDEWALK 

GRADE
METER TO 
ADJUST WATER 

14’ 14’

14’

SEWER MANHOLE 
EXISTING SANITARY 
DO NOT DISTURB 

R=28.00’

14.40’
+45.80

14.53’
+38.50

14.40’
+27.22

LANDSCAPING
EXISTING 

DO NOT DISTURB 

OFFSET: 21.52’
STA. 21+77.90
BACK OF CURB
BEGIN SIDEWALK TO 

OFFSET: 22.79’
STA. 22+36.91
BACK OF CURB
END SIDEWALK TO

1

2 3 4

1

TAPER CALLOUTS
ADDITIONAL SIDEWALK 

5

2’

OFFSET: 21.16’ RT
STA. 21+38.00
END SIDEWALK TAPER

OFFSET: 22.83’ RT
STA. 23+30.00
BEGIN SIDEWALK TAPER

OFFSET: 21.79’ RT
STA. 23+92.00
END SIDEWALK TAPER

OFFSET: 23.35’ RT
STA. 25+55.00
END SIDEWALK TAPER

OFFSET: 23.32’ RT
STA. 25+77.00
BEGIN SIDEWALK TAPER

3.1’

STA. 0+43.97, 12.34’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
END GDOT TYPE 2 CURB 

STA. 0+44.15, 14.01’ LT
AND GUTTER
TIE TO EXISTING CURB
AND GUTTER, 8" X 24"
BEGIN GDOT TYPE 2 CURB 

STA. 25+29.50, 14.37’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
END GDOT TYPE 2 CURB 

STA. 24+45.62 ,14.39’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
BEGIN GDOT TYPE 2 CURB 

OFFSET: 21.72’ RT
STA. 21+90.00 
BEGIN SIDEWALK TAPER

OFFSET: 22.77’ RT
STA. 22+00.00
END SIDEWALK TAPER

2

3

4

5

OFFSET: 22.75’ RT
STA. 22+05.00
BEGIN SIDEWALK TAPER

OFFSET: 21.80’ RT
STA. 22+15.00
END SIDEWALK TAPER

OFFSET: 21.81’ RT
STA. 22+26.62 
BEGIN SIDEWALK TAPER

STA. 21+41.63

BEGIN R/W ACQISITION

CP# 113

DESC: #4 REBAR
EL: 1075.87
E: 2234435.281
N: 1427194.629
OFF: 18.44’
STA: 21+87.67
CP#: 113

6’ SIDEWALK

GRADING COMPLETE)
(TO BE PAID FOR UNDER 
CONSTRUCTION, STA. 24+35 RT 
BACK EDGE OF SIDEWALK AFTER 
TRASH CAN TO BE RELOCATED TO 

THE METER BOX
GRADE COVER FOR 
PROVIDE TRAFFIC 
METER TO GRADE
ADJUST WATER 

SEE SHEET 05-0001
RELOCATE MAILBOX

SEE SHEET 05-0001
RELOCATE MAILBOX

SEE SHEET 05-0001
RELOCATE MAILBOX

TO GRADE
MANHOLE TOP 
COMMUNICATIONS
AT&T TO ADJUST 

PL PL PL

EXIST. R/W

EXIST. R/W
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EXIST. R/W
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PRESBYTERIAN FOUNDATION INC

MOUNT VERNON

ASSOCIATION INC

CONDOMINIUM 

VILLAGE

MOUNT VERNON 

   1 
   2 

   3 

   4 

MARIANNA STRECK

ESMT
DRWY

ESMT
DRWY

ESMT
DRWY

ESMT
CONST 

DE10200

DE10103

DE10104

DE10105

DE10106

DE10109 DE10110

DE10111

DE10201

DE10203

DE10204

DE10205

DE10206

DE10207

DE10208

10095

10097

10098

10100

10103

ESMT
CONST

FOR DESCRIPTION

SEE DRAWING 60-0004 

KATRINA MCINTOSH

FOR DESCRIPTION

SEE DRAWING 60-0004 

JOHN SCHLICHTER

FOR DESCRIPTION

SEE DRAWING 60-0004 

SEE ALSO DRAWING 60-0002

BELINDA MARCUS

FOR DESCRIPTION

SEE DRAWING 60-0004 

MICHELE A. MCINTOSH ROSS

CONST ESMT

DE10202
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6’ SIDEWALK 6’ SIDEWALK

1’ 3.5’ 3.5’ 1’ 1’
12.73’
+38.71

12.84’
+31.52

12.62’
+15.53

12.59’
+00.56 12.63’

+45.49

UTILITY POLE
DO NOT DISTURB 

METER TO GRADE
ADJUST WATER 

METER TO GRADE
ADJUST WATER 

UTILITY POLE
DO NOT DISTURB 

METER TO GRADE
ADJUST WATER 

METER TO GRADE
ADJUST WATER 

COMMUNICATION MARKER
UTILITY POLE AND 
DO NOT DISTURB 

38-0002 (TYP)

SEE SPECIAL DETAIL 

CONSTRUCTION 

FOR BRICK PAVER 

SHEET 38-0001 (TYP)
SEE SPECIAL DETAIL
DRIVEWAY APRON

OFFSET: 21.71’ RT
STA. 26+10.00
HEADER CURB
END GDOT TYPE 1 
END SIDEWALK TAPER

2.5’
2’

2.5’
2’

2.5’

14’
17’

15’ 14’ 14’

1’ 1’

OFFSET: 21.80’
STA. 26+57.66
BACK OF CURB
BEGIN SIDEWALK TO 

OFFSET: 21.81’
STA. 26+73.00
BACK OF CURB
END SIDEWALK TO 

STA. 28+52

W3-3 (30X30)

STA. 31+24

S5-2 (24x30)

EXISTING MAILBOX
DO NOT DISTURB 

EXISTING COLUMNS
DO NOT DISTURB 

AND COLUMNS
EXISTING FENCE
DO NOT DISTURB 

EXISTING COLUMNS
DO NOT DISTURB 

CATCH BASIN TO GRADE
RECONSTRUCT EXISTING

EXISTING LANDSCAPING
DO NOT DISTURB 

COVER FOR THE METER BOX
PROVIDE TRAFFIC GRADE
METER TO GRADE
ADJUST WATER 

PROVIDE TRAFFIC GRADE COVER.
TO GRADE. 
PROTECTED AND ADJUST TOP 
EXISTING WATER VALVE TO BE 

OFFSET: 21.80’ RT
STA. 26+95.00
BEGIN SIDEWALK TAPER

OFFSET: 24.29’ RT
STA. 27+12.00
END SIDEWALK TAPER

OFFSET: 24.24’ RT
STA. 27+75.00
BEGIN SIDEWALK TAPER

OFFSET: 21.69’ RT
STA. 27+95.00
END SIDEWALK TAPER

OFFSET: 21.58’ RT
STA. 28+40.00
BEGIN SIDEWALK TAPER

OFFSET: 23.08’ RT
STA. 28+50.00
END SIDEWALK TAPER

OFFSET: 23.08’ RT
STA. 28+68.00
BEGIN SIDEWALK TAPER

OFFSET: 22.58’ RT
STA. 28+73.00
END SIDEWALK TAPER

OFFSET: 22.61’ RT
STA. 31+06.00
BEGIN SIDEWALK TAPER

OFFSET: 23.11’ RT
STA. 31+11.00
END SIDEWALK TAPER

22.92’ RT

OFFSET: 

STA. 31+65.00

TAPER

BEGIN SIDEWALK 

STA. 30+15.00, 14.12’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
BEGIN GDOT TYPE 2 CURB 

STA. 30+54.00, 14.13’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
END GDOT TYPE 2 CURB 

COSS TRAFFIC
REMOVED BY 
POLE TO BE 

CP# 114

DESC: #4 REBAR
EL: 1065.56
E: 2234998.31
N: 1427023.974
OFF: 19.35’
STA: 27+76.74
CP#: 114

SEE SHEET 05-0001
RELOCATE MAILBOX

SEE SHEET 05-0001
RELOCATE MAILBOX

SEE SHEET 05-0001
RELOCATE MAILBOX

05-0001
SEE SHEET 
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TEST STATION

EXIST. R/W
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FOR DESCRIPTION

SEE DRAWING 60-0004 

WES JOHNSON

FOR DESCRIPTION

SEE DRAWING 60-0004 

GROUP LLC

GREEN IMPLEMENTATION

FOR DESCRIPTION

SEE DRAWING 60-0004 

LINDA STEGER

DAVID &
FOR DESCRIPTION

SEE DRAWING 60-0005 

PROPERTIES LLC

BLUE SPRUCE 

FOR DESCRIPTION

SEE DRAWING 60-0004 

SEE ALSO DRAWING 60-0001

BELINDA MARCUS

FOR DESCRIPTION

SEE DRAWING 60-0005 

SEE ALSO DRAWING 60-0003

ROBERT FITZGERALD
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L= 147.37

T= 73.76

   E= 2235478.9721

   N= 1426898.6982

PI Sta= 32+73.08

Curve# 5

CURVE #5

STA. 33+17.52

END CONSTRUCTION

E: 2235614.3635

N: 1426841.2789

STA. 34+20.00

END PROJECT

6’ SIDEWALK

OFFSET: 20.45’ RT
STA. 33+07.00
BEGIN SIDEWALK TAPER

OFFSET: 20.38’ RT
STA. 32+82.00
END SIDEWALK TAPER

OFFSET: 22.03’ RT
STA. 33+17.52
END SIDEWALK TAPER
TIE TO EXISTING SIDEWALK

2’12.46’
+51.66

METER TO GRADE
ADJUST WATER 

38-0002 (TYP)

SEE SPECIAL DETAIL 

CONSTRUCTION 

FOR BRICK PAVER 

SHEET 38-0001 (TYP)
SEE SPECIAL DETAIL
DRIVEWAY APRON

2’ 2’
2.5’ 2.5’

14’

GUY WIRES
DO NOT DISTURB

UTILITY POLE
DO NOT DISTURB 

GUY WIRE
DO NOT DISTURB

2’
2.5’

EXISTING MAILBOX
DO NOT DISTURB 

EXISTING LANDSCAPE TIMBER
DO NOT DISTURB 

OFFSET: 22.43’ RT
STA. 31+70.00
END SIDEWALK TAPER

OFFSET: 22.71’ RT
STA. 32+20.00
BEGIN SIDEWALK TAPER

OFFSET: 23.17’ RT
STA. 32+25.00
END SIDEWALK TAPER

OFFSET: 23.14’ RT
STA. 32+28.00
BEGIN SIDEWALK TAPER

OFFSET: 22.59’ RT
STA. 32+32.00
END SIDEWALK TAPER

OFFSET: 22.41’ RT
STA. 32+72.00
BEGIN SIDEWALK TAPER

22.92’ RT
OFFSET: 
STA. 31+65.00
TAPER
BEGIN SIDEWALK 

OFFSET: 23.00’ RT
STA. 31+44.23
DRIVEWAY
TIE TO EXISTING 

OFFSET: 23.00’ RT
STA. 31+58.86
DRIVEWAY
TIE TO EXISTING 

STA. 32+77.95

END R/W ACQISITION

CP# 907

DESC: #4 REBAR
EL: 1067.77
E: 2235597.624
N: 1426879.844
OFF: 28.97’
STA: 33+89.53
CP#: 907
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FOR DESCRIPTION

SEE DRAWING 60-0005 
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FOR DESCRIP
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SEE DRAWING 60-0005 
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FOR DESCRIPTION

SEE DRAWING 60-0005 
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SECTION E-E CURB TRANSITION
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60" Desirable

CONCRETE SIDEWALK

RADII CURBS.

CROSSWALK LINE - OR FOR TIGHT

TO OBTAIN 4’ MIN. OFFSET FROM 

BE INCREASED, AS NECESSARY,

MINIMUM WIDTH OF 5’ MAY

INTO THE REQUIRED LEVEL LANDING AREA

BY THE ENGINEER SO AS NOT TO ENCROACH

AS SHOWN IN THE PLANS OR AS DIRECTED

BACK OF SIDEWALK MUST BE LOCATED

WITH GRASS STRIP

ALTERNATE SECTION

WITHOUT GRASS STRIP

ALTERNATE SECTION

Skewed Ramp Details
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(Applies to Type A & Type D Ramps Only)

TO THE RAMP CENTERLINE. 

BOTTOM OF RAMP SHALL BE PERPENDICULAR

the required landing area.

so as not to encroach into

or as directed by the Engineer

located as shown in the plans

Back of sidewalk shall be

RESUMED AT A SIMILAR DISTANCE BEYOND THE RAMP.

A FLAT GUTTER SLOPE.  NORMAL GUTTER SLOPE SHALL BE

FEET FROM THE RAMP AND BEGIN TRANSITION TO

END NORMAL GUTTER SLOPE AT A DISTANCE OF 6 TO 10

IN AREAS WHERE THE GUTTER HAS A SLOPE 1" IN 1’
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CURB CUT (WHEELCHAIR) RAMPS

CONCRETE SIDEWALK DETAILS

SPECIAL DETAIL

 

square yards shall be interpreted to mean linear meters and square meters.

4"=100mm, and 12" or 1’ =300mm.  All measurement notes that refer to linear feet and 

metric units using the following  " Rounded-Off"  conversion factors:  1" =25mm, 

The dimensions shown that are in feet and inches may be converted to corresponding 

constructed in metric units,  exact or precise conversion to metric units is not required.  

When these details are incorporated into plans and or projects that are being prepared or 

 

Guidelines For Usage On Metric Projects

R
E

V
IS

E
D

R
E

V
IS

E
D

4
-
11
-
0
2

SLOPE

NORMAL GUTTER

(8.33% max)

WCR GRADE

RAMP

GUTTER AT

REQUIRED

OR LESS

SLOPE 2%

R
E

V
IS

E
D

4
-
2
9
-
0
2

5
-
13
-
0
2

R
E

V
IS

E
D

2% Or Less

Transition Gutter to

2% or Less

Transition Gutter to

2% or Less

Transition Gutter to

2% or Less

Transition Gutter to

2% or Less

Transition Gutter to

2% or Less

Transition Gutter to

GUTTER TRANSITION DETAIL
VAR.
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5’ MIN. 6’-0" DES.

WITH 6’ GRASS STRIP
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WITH THIS INSTALLATION

   16’ SHOULDER RECOMMENDED
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5’ MIN.

(MAILBOXS, SIGNS,ETC)

5’ MIN WIDTH WITH NO OBSTRUCTIONS

*

*

  FOR SIDEWALK)

  SHALL BE INCLUDED IN THE PRICE BID 

  REQUIRED FOR MAILBOX AND SIGN POST 

  (COST OF TEXTURE, COLORING & HOLES 

  ADJACENT TO THE CURB.

  OF CONTRASTING COLOR & TEXTURE 

7’ PREFERRED WIDTH WITH A 2’ AREA 

at the top of a Type A Ramp)

is not available for a landing 

(Normally used when space 

ties directly into the crosswalk)

(Normally used when the sidewalk 
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PROVIDED AT THE BOTTOM OF THE RAMP.

A LEVEL LANDING AREA WITH SLOPES LESS THAN 2% MUST BE

WHEN THE RAMP CENTERLINE IS NOT PERPENDICULAR TO THE CURB

TOWARDS GUTTER AT 2% MAX
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Ramp

Top of

5’ DES.

5’ Min

A 1:12 SLOPE

LENGHT REQUIRED FOR 

6 feet

5 feet

4 feet

3 feet

2 feet

1 foot

HEIGHT

IN

DIFFERENCE 

REQUIRED

LENGTH

A 1:10 SLOPE

LENGHT REQUIRED FOR 

HEIGHT

IN

DIFFERENCE 

REQUIRED

LENGTH

5 feet

4’-2"

3’-4"

2’-6"

1’-8"

10 inches

3’ M
IN.

LANDING AREA VARIES
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1  inch
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the back of the curb.

5 ft wide sidewalk with no offset to 

3 ft. wide landing to be used only with a 
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IN.
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6
-
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      PREVENT THE USE OF A RAMP 15 FEET LONG.

      EXCEED 12:1 IF THE SITE CONDITIONS 

      EXCEED 15 FEET.      THE RAMP SLOPE MAY

NOTE:   THE RAMP LENGTH IS NOT REQUIRED TO

   INTERVALS.

   STRUCTURE OR TERMINATE AT CURB, RAMPS OR DRIVEWAYS AND AT 60’

C.  �"  EXPANSION JOINTS SHALL BE PLACED, WHERE SIDEWALK TIE INTO A 

   INTERVALS.  ALL EDGES TO BE ROUNDED TO �" RADIUS.

B.  TRANSVERSE CONTRACTION JOINTS SHALL BE PLACED AT 20 FT.

   FLOATS AND STIFF-BRISTLE BROOMS.

A.  CONCRETE TO BE PLACED 4" THICK AND FINISHED WITH TAMPS, WOOD

 

NOTES FOR CONCRETE SIDEWALK:

 

    AADT OF 25 VPD. 

    STREETS, SIGNALIZED COMMERCIAL DRIVEWAYS, AND COMMERCIAL DRIVEWAYS WITH AN

8.  DETECTABLE WARNING SURFACES ARE REQUIRED ON ALL INTERSECTIONS WITH PUBLIC 

 

    SEPARATE PAYMENT WILL BE MADE FOR REMOVAL OF THE PAVEMENT.

    TO PROVIDE A MINIMUM THICKNESS OF 3 INCHES OF CONCRETE AT ALL LOCATIONS. NO

7.  WHEN A CURB RAMP IS PLACED ON EXISTING PAVEMENT.  THE PAVEMENT SHALL BE REMOVED 

 

    OR CURB WHERE NECESSARY FOR RAMP CONSTRUCTION. 

    NO ADDITIONAL PAYMENT WILL BE MADE FOR SAWING AND REMOVING EXISTING SIDEWALK

    WILL INCLUDE RAMPS.  NO ADDITIONAL PAYMENT WILL BE MADE FOR CURB RAMPS.

    OF RAMPS. SQ. YDS. OF CONCRETE SIDEWALK AND CONCRETE MEDIAN PAVING

6.  LIN. FT. OF CURB AND GUTTER WILL INCLUDE THE TRANSITIONED CURB IN FRONT

 

    IS STEEPER THAN 12:1.

    A MINIMUM OF 48 INCHES, AND NO SLOPE ON THE ACCESSIBLE PART OF THE RAMP 

    MODIFIED BY THE DESIGNER OR ENGINEER, PROVIDED THAT THE WIDTH REMAINS 

    SKEWED INTERSECTIONS, OR IN OTHER SPECIAL CASES, THE RAMP DESIGNS MAY BE 

5.  WHERE UTILITY STRUCTURES CONFLICT, WHERE SIDEWALK GEOMETRY VARIES, AT 

 

    TAPERS ARE MEASURED PERPENDICULAR TO THE RAMP AND NOT ALONG THE CURVE.

4.  WHERE RAMPS ARE LOCATED IN RADII, THE DIMENSIONS SHOWN FOR RAMP WIDTHS AND 

 

    SHOULD BE LOCATED AT LEAST 10 FT. FROM RAMPS WHEN FEASIBLE.

3.  DROP INLETS ARE NOT TO BE LOCATED DIRECTLY IN FRONT OF RAMPS.  CATCH BASINS

 

    TEXTURED FINISH.

    THE SAME AS FOR CONCRETE SIDEWALK.  RAMPS SHALL HAVE EITHER A ROUGH OR A 

2.  RAMPS WILL BE CONSTRUCTED FROM CONCRETE.  SPECIFICATIONS FOR RAMPS WILL BE 

 

         DISABLED. 

         WHERE THE CURB WOULD OTHERWISE BE AN OBSTRUCTION TO THE PHYSICALLY

     c)  AT OTHER LOCATIONS SUCH AS HOSPITALS, NURSING HOMES, REST AREAS, ETC..

 

         TURNOUTS OR AT INTERSECTIONS.

     b)  WHERE THE SIDEWALK, CONCRETE OR UNPAVED, IS INTERRUPTED BY THE CURB AT

 

     a)  AT ALL PEDESTRIAN CROSSWALKS WHERE CURB IS CONSTRUCTED OR REPLACED.

 

    SPECIFY OTHERWISE.

1.  CURB CUT RAMPS WILL BE LOCATED AS FOLLOWS UNLESS PLANS OR CONTRACT

 

NOTES FOR CURB CUT RAMPS:
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TYPICAL LOCATION OF CROSSWALKS AND STOP BARS
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CROSSWALK  DETAIL

TWO-WAY TRAFFIC WITH A REVERSIBLE CENTER LANE

TWO-WAY TRAFFIC WHERE MOTORISTS IN A SINGLE LANE ARE PERMITTED TO PASS

TWO-WAY TRAFFIC WHERE MOTORISTS IN A SINGLE LANE ARE NOT PERMITTED TO PASS

TWO-LANE, TWO-WAY TRAFFIC WITH PASSING PERMITTED 

MULTI-LANE, TWO-WAY TRAFFIC WITH SINGLE LANE, TWO-WAY LEFT TURN CHANNELIZATION

ONE-WAY TRAFFIC WITH ADDED TURN LANES

4’ MIN.

PARALLEL WITH DIRECTION OF TRAVEL 

NOTE: CROSS PATTERN LINES ARE ALWAYS

(2’ SEG., 6’ GAP)

5" SKIP WHITE

TP 2 ARROW, (TYP)

10’ 30’
(TYP) (TYP)

TRAFFIC

TRAFFIC

24" SOLID WHITE (TYP)

GENERAL NOTES:

REVERSIBLE LANE SIGN OR SIGNAL SYSTEM REQUIRED
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EROSION CONTROL LEGEND

52-0001   

3/2/2017

  CONTROL IN GEORGIA".

  REFER TO THE LATEST EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMMISSION’S, "MANUAL FOR EROSION AND SEDIMENT

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMPs),

1. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.

NOTE:

 

FENCE. 

WHEN NECESSARY, BUFFER ZONES ARE TO BE PROTECTED BY ORANGE BARRIER

WETLANDS, LAKES, AND COASTAL WATERS.

SURROUNDING AN AREA OF DISTURBANCE OR BORDERING STREAMS, PONDS,

EXISTING VEGETATION, OR THE RE-ESTABLISHMENT OF VEGETATION

A STRIP OF UNDISTURBED ORIGINAL VEGETATION, ENHANCED OR RESTORED

Ds1

Ds2

Ds3

Ds4

Sb OTHER PLANTING DETAILS.

STREAM BUFFER MITIGATION PLANS FOR PLANT SPECIES, LOCATIONS, AND

APPLICABLE TO THE PROJECT.  REFER TO THE PROJECT’S STREAM AND

STREAMBANK STABILIZATION AREAS SHOULD BE SHOWN ON THE PLANS WHEN

 

OR RESTORE AND REPAIR SMALL STREAMBANK EROSION PROBLEMS.

PLANT MATERIALS TO MAINTAIN AND ENHANCE STREAMBANKS, OR TO PREVENT,

STREAMBANK STABILIZATION IS THE USE OF READILY AVAILABLE NATIVE

FENCE

BARRIER

ORANGE

 

LINE CODE

ORANGE BARRIER FENCE

ESA

SENSITIVE AREA

ENVIRONMENTALLY

 

LINE CODE

ESA-25’(OR 50’)STREAM BUFFER,ETC. 

Bf

Bf

BfBUFFER ZONE 

 

SYMBOL

Bf

SECTION 163,700

 

 

 

GRASSING

TEMPORARY

SECTION 163

 

 

 

MULCH

Sb

Ds4

 

PATTERN

 

PATTERN

Fl-Co

SECTION 700

 

 

 

GRASSING

PERMANENT

POLYACRYLAMIDE

895

SECTION 163,700,

 

COAGULANTS

FLOCCULANTS

SYMBOL

Fl-Co

PROVISIONS AND APPLICABLE PLAN NOTES.

ACCORDANCE WITH SECTION 107 AND ANY OTHER APPLICABLE SPECIAL

IF WORK IS AUTHORIZED IN THIS AREA, THE WORK MUST BE PERFORMED IN

HABITATS.

SITES, ARCHAEOLOGICAL SITES, AND PROTECTED ANIMAL AND PLANT SPECIES

INCLUDE, BUT ARE NOT LIMITED TO: STATE WATER BUFFERS, HISTORIC

ENVIRONMENTALLY, CULTURALLY, OR HISTORICALLY SENSITIVE. ESAs

AN ENVIRONMENTALLY SENSITIVE AREA (ESA) CONTAINS RESOURCES THAT ARE
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UNIFORM CODE SHEET

01/01/16D. EAGLETON

 

SYMBOL

Ds1

 

SYMBOL

Ds2

 

SYMBOL

Ds3

SECTION 702

  

STABILIZATION

STREAMBANK

USED IN CONJUNCTION WITH.  NO SEPARATE PAYMENT WILL BE MADE.

THE PRICE FOR THE INSTALLATION AND/OR MAINTENANCE OF THE BMP IT IS

BMP IF NEEDED.  PAYMENT FOR PAM AS A FLOCCULANT WILL BE INCLUDED IN

FLOCCULANTS/COAGULANTS ARE TO BE SHOWN ON PLANS WITH APPLICABLE

BE USED DOWNSTREAM OF AFOREMENTIONED BMPs!

SEDIMENT BASIN, OR TEMPORARY SEDIMENT TRAP.  FLOCCULANTS SHALL NOT

WITHIN CHANNELS UPSTREAM OF A POST-CONSTRUCTION POND, TEMPORARY

ANIONIC POLYACRYLAMIDES (PAM) MAY BE USED IN CONJUNCTION WITH BMPs

CONSTRUCTION SITES FOR WATER CLARIFICATION.

HEAVY METALS, AND HYDROCARBONS (TSS) IN SLOW MOVING RUNOFF FROM

FLOCCULANTS AND COAGULANTS ARE USED TO SETTLE SUSPENDED SEDIMENT,

ON APPLICABLE SHEETS IN SECTION 54.

THE BMP SYMBOL FOR APPLICABLE AREAS AND/OR A NOTE SHALL BE INCLUDED

AND/OR THE PROJECT ENGINEER.

MULCHING REQUIREMENTS ARE ADDRESSED BY STANDARD SPECIFICATIONS

STABILIZE AREAS PRIOR TO FINAL GRADING.

WHERE PERMANENT VEGETATION IS OUT OF SEASON OR TO TEMPORARILY

AND STABILIZE THE SOIL.  IT IS USED TO CONTROL EROSION IN AREAS

THIS IS AN APPLICATION OF STRAW MULCH USED TO REDUCE SOIL EROSION

ON APPLICABLE SHEETS IN SECTION 54.

THE BMP SYMBOL FOR APPLICABLE AREAS AND/OR A NOTE SHALL BE INCLUDED

STANDARD SPECIFICATIONS.

TEMPORARY GRASSING SHOULD BE USED ON ALL PROJECTS ACCORDING TO THE

LONGER THAN MULCHING IS EXPECTED TO LAST. 

AND SEASON.  IT IS TYPICALLY USED TO CONTROL EROSION IN AREAS

THE SOWING OF A QUICK GROWING SPECIES OF GRASS SUITABLE TO THE AREA

ON APPLICABLE SHEETS IN SECTION 54.

THE BMP SYMBOL FOR APPLICABLE AREAS AND/OR A NOTE SHALL BE INCLUDED

STANDARD SPECIFICATION.

PERMANENT VEGETATION SHALL BE USED ON ALL PROJECTS ACCORDING TO THE

AREA AND SEASON.

THE SOWING OF PERMANENT VEGETATION, SUCH AS GRASS, SUITABLE TO THE

NO SCALE

CODE DETAIL DESCRIPTION

SPEC. SECT.

STD OR DETAIL

PRACTICE

CODE DETAIL DESCRIPTION

 

SPEC. SECT.

STD OR DETAIL

PRACTICE

MATERIALS OR EQUIPMENT WITHIN THIS AREA.

WHERE THE CONTRACTOR SHALL NOT CLEAR, GRUB, OR PLACE CONSTRUCTION

ORANGE BARRIER FENCE DELINEATES ENVIRONMENTALLY SENSITIVE AREAS

SECTION 700,890

DETAIL D-54

CONSTRUCTION

 

 

SODDING

INCLUDED ON APPLICABLE SHEETS IN SECTION 54.

THE BMP PATTERN FOR APPLICABLE AREAS AND/OR A NOTE SHALL BE

ENVIRONMENTAL COMMITMENTS OR LANDSCAPING REQUIREMENTS.

AESTHETICS, OR FOR SPECIAL PLANTING REQUIREMENTS ON THE BASIS OF

SODDING MAY BE SHOWN FOR HIGHLY SENSITIVE AREAS, TO IMPROVE

 

AND SEASON TO PROVIDE IMMEDIATE PERMANENT VEGETATION.

THE INSTALLATION OF A SPECIES OF GRASS SODDING SUITABLE TO THE AREA

afuller
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EROSION CONTROL LEGEND

52-0002   

3/2/2017

11/28/2018

  CONTROL IN GEORGIA".

  REFER TO THE LATEST EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMMISSION’S, "MANUAL FOR EROSION AND SEDIMENT

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMPs),

1. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.

NOTE:

 

Ss
SECTION 716

DETAIL D-35

CONSTRUCTION

STABILIZATION

SLOPE

Tac

SECTION 171

DETAIL D-24D 

CONSTRUCTION

CHECK DAM

FABRIC

Cd-Fs

Cd-Hb

Cd-S

Ch-1

Ch-2R1

Ch-2R3

TYPICALLY NOT SHOWN IN PLANS. 

ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED.

DESIGNED IN ACCORDANCE WITH THE GDOT CHANNEL LINING DESIGN PROGRAM.

ONLY FOR VELOCITIES UP TO 5.0 fps.  THIS MEASURE SHALL BE

A NEW OR EXISTING CHANNEL MAY BE LINED WITH PERMANENT VEGETATION

Ss

 FL
OW

Cd-Hb

 

LINE CODE

Ch-1

Ch-2R1

SYMBOL

Cd-S

SYMBOL

SYMBOL

Cd-Fs

Cd-F

Cd-F

SYMBOL

 

LINE CODE

Ch-2R3

700, 895

SECTION 163,

 

 

 

TACKIFIERS

 

LINE CODE

 

PATTERN

SYMBOL

POLYACRYLAMIDE

Tac

 FL
OW

USED AT THE DOWNSTREAM DISCHARGE POINT.

WITHOUT A SEDIMENT BASIN, A MINIMUM OF ONE ROCK FILTER DAM SHALL BE

IF THIS ITEM IS USED IN AN AREA WITH FLOWS GREATER THAN 2.0-CFS OR

 

CONTROL IN GEORGIA" FOR MATERIAL SPECIFICATIONS.

REFER TO THE LATEST EDITION OF THE "MANUAL FOR EROSION AND SEDIMENT

 

THEY SHALL BE PROPERLY STAKED FOR DITCH APPLICATIONS.

MATERIAL DERIVED FROM A WELL-DECOMPOSED SOURCE OF ORGANIC MATTER.

BIODEGRADABLE KNITTED MESH MATERIAL CONTAINING A WEED FREE FILLER

A COMPOST FILTER SOCK CHECK DAM IS COMPOSED OF A PHOTODEGRADABLE OR

USED AT THE DOWNSTREAM DISCHARGE POINT.

WITHOUT A SEDIMENT BASIN, A MINIMUM OF ONE ROCK FILTER DAM SHALL BE

IF THIS ITEM IS USED IN AN AREA WITH FLOWS GREATER THAN 2.0-CFS OR

 

PAD.  PROPER STAKING IS ALSO REQUIRED FOR DITCH APPLICATIONS.

LONG, WIDE SIDE TO BE LEVEL WITH THE GROUND AS A NON-ERODIBLE SPLASH

BALES SHALL BE PLACED IN A TRENCH TO ALLOW THE TOP OF THE BALE’S

BALE ENDS TIGHTLY ABUTTING ADJACENT BALES.  THE DOWNSTREAM ROW OF

WIRE OR NYLON INSTEAD OF TWINE.  BALES SHOULD BE PLACED IN ROWS WITH

A BALE STRAW CHECK DAM IS COMPOSED OF BALES PREFERABLY BOUND WITH

USED AT THE DOWNSTREAM DISCHARGE POINT. 

WITHOUT A SEDIMENT BASIN, A MINIMUM OF ONE ROCK FILTER DAM SHALL BE

IF THIS ITEM IS USED IN AN AREA WITH FLOWS GREATER THAN 2.0-CFS OR

STORAGE UPSTREAM AND/OR DOWNSTREAM OF CONCRETE LINED CHANNELS.

PROPERLY STABILIZED AND INCLUDE APPROPRIATE BMPs FOR SEDIMENT

TEMPORARY VELOCITY CONTROL ONLY.  ENSURE DISCHARGE POINT IS

SANDBAG CHECK DAMS ARE RECOMMENDED IN CONCRETE LINED CHANNELS FOR

OTHER APPROPRIATE CHECK DAMS AND/OR BMPs WITHIN THE CLEAR ZONE.

OUTSIDE THE CLEAR ZONE.  CONSIDERATION SHOULD BE GIVEN TO USING

UNDERLINER.  STONE CHECK DAMS ARE PREFERRED IN ROADWAY DITCHES

STONE CHECK DAMS ARE CONSTRUCTED OF TYPE-3 RIP-RAP WITH GEOTEXTILE
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SHEET 2 OF 7

UNIFORM CODE SHEET

01/01/16D. EAGLETON

USED AS SLOPE STABILIZATION WITHIN BUFFERED AREAS.

ONLY COCONUT FIBER BLANKET OR WOOD FIBER BLANKET SHALL BENOTE:

CULVERTS.

2.5:1 OR STEEPER AND WITHIN 50 FEET OF ALL CROSS DRAINS AND

SLOPE STABILIZATION SHALL BE USED ON ALL CUT OR FILL SLOPES OF

OR A HYDRAULIC EROSION CONTROL PRODUCT (HECP).

SLOPE STABILIZATION MAY BE A ROLLED EROSION CONTROL PRODUCT (RECP)

 

PERMANENT VEGETATION ON STEEP SLOPES, SHORE LINES, OR CHANNELS.

COVERING USED TO PREVENT EROSION AND ESTABLISH TEMPORARY OR

SLOPE STABILIZATION (EROSION CONTROL MATTING) IS A PROTECTIVE

NO SCALE

CODE DETAIL DESCRIPTION

SPEC. SECT.

STD OR DETAIL

PRACTICE

CODE DETAIL DESCRIPTION

 

SPEC. SECT.

STD OR DETAIL

PRACTICE

CONTROL IN GEORGIA" FOR CRITERIA.

REFER TO THE LATEST EDITION OF THE "MANUAL FOR EROSION AND SEDIMENT

 

OR PERMANENT GRASSING.

THE PLANS.  PAM IS TYPICALLY USED BY THE CONTRACTOR FOR TEMPORARY

ADDRESSED BY STANDARD SPECIFICATIONS AND ARE NOT TYPICALLY SHOWN ON

TACKIFIERS REQUIREMENTS, SUCH AS ANIONIC POLYACRYLAMIDES (PAM) ARE

 

HAY OR MULCH.

MATERIALS AND ARE USED TO TIE-DOWN FOR SOIL, COMPOST, SEED, STRAW,

TACKIFIERS HYDRATE IN WATER AND READILY BLEND WITH OTHER SLURRY

USED AT THE DOWNSTREAM DISCHARGE POINT.

WITHOUT A SEDIMENT BASIN, A MINIMUM OF ONE ROCK FILTER DAM SHALL BE

IF THIS ITEM IS USED IN AN AREA WITH FLOWS GREATER THAN 2.0-CFS OR

 

OF INFRASTRUCTURE CONSTRUCTION PROJECTS AND WITHIN THE CLEAR ZONE.

THIS ITEM IS SUITABLE FOR USE IN ROADSIDE DITCHES THAT ARE PART

 

D-24D FOR ADDITIONAL INFORMATION AND SPACING REQUIREMENTS.

DISSIPATION AND FILTRATION OF STORM WATER.  SEE CONSTRUCTION DETAIL

PLACED IN DITCHES IN A SPECIAL CONFIGURATION WHICH CONTROLS ENERGY

POST, OVERFLOW WEIR, AND TURF REINFORCEMENT MATTING (TRM) SPLASHPAD

A CHECK DAM COMPOSED OF SYNTHETIC FIBER FABRIC, WIRE REINFORCED,

SECTION 163

DETAIL D-52

CONSTRUCTION

CHECK DAM

FILTER SOCK

COMPOST

SECTION 163

DETAIL D-52

CONSTRUCTION

CHECK DAM

BALED STRAW

SECTION 700

 

 

STABILIZATION

VEGETATED CHANNEL

SECTION 603

DETAIL D-49 

CONSTRUCTION

RIP-RAP, TYPE 1

STABILIZATION

CHANNEL

SECTION 603

DETAIL D-49 

CONSTRUCTION

RIP-RAP, TYPE 3

STABILIZATION

CHANNEL

POLLUTION CONTROL PLAN.

QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF

 

 

ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED.

DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

UNDERLINER. THE RIP-RAP SHALL PROTECT THE CHANNEL FLOWING TO A

THICK (UNLESS SPECIFIED OTHERWISE) PLACED ON TOP OF A GEOTEXTILE

THIS ITEM CONSISTS OF LINING A CHANNEL WITH TYPE 1 RIP-RAP 24"

POLLUTION CONTROL PLAN.

QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF

 

 

ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED.

DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

UNDERLINER. THE RIP-RAP SHALL PROTECT THE CHANNEL FLOWING TO A

THICK (UNLESS SPECIFIED OTHERWISE) PLACED ON TOP OF A GEOTEXTILE

THIS ITEM CONSISTS OF LINING A CHANNEL WITH TYPE 3 RIP-RAP 24"

 FL
OW

SECTION 163,603

DETAIL D-56

CONSTRUCTION

SANDBAG CHECK DAM

OR

STONE CHECK DAM
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52-0003   

3/2/2017

  CONTROL IN GEORGIA".

  REFER TO THE LATEST EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMMISSION’S, "MANUAL FOR EROSION AND SEDIMENT

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMPs),

1. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.

NOTE:

 

Ch-2T1
SECTION 711

DETAIL D-35

CONSTRUCTION

MAT (TRM)

REINFORCEMENT

TURF

Ch-2T2
SECTION 711

DETAIL D-35

CONSTRUCTION

MAT (TRM)

REINFORCEMENT

TURF

Ch-2T3
SECTION 711

DETAIL D-35

CONSTRUCTION

MAT (TRM)

REINFORCEMENT

TURF

Ch-2T4
SECTION 711

DETAIL D-35

CONSTRUCTION

MAT (TRM)

REINFORCEMENT

TURF

Ch-2T5
SECTION 711

DETAIL D-35

CONSTRUCTION

MAT (TRM)

REINFORCEMENT

TURF

Ch-2T6
SECTION 711

DETAIL D-35

CONSTRUCTION

MAT (TRM)

REINFORCEMENT

TURF

Ch-2T2

Ch-2T3

Ch-2T4

Ch-2T5

Ch-2T6

Ch-3

CONSTRUCTION EXIT.

ALL CONSTRUCTION EXIT REQUIREMENTS ARE INCLUDED IN THE PRICE OF THE

 

PRIOR TO ENTRANCE ONTO PUBLIC ROADWAYS.

PAVED AREA.  A TIRE WASHING AREA TO REMOVE MUD MAY ALSO BE REQUIRED

WITH 3:1 SLOPES SHALL BE CONSTRUCTED APPROXIMATELY 15’ UPSTREAM OF

AREA IS GREATER THAN 2%, A FULL WIDTH DIVERSION RIDGE 6" TO 8" HIGH

GEOTEXTILE UNDERLINER.  ON SITES WHERE THE GRADE TOWARD A PAVED

SHOULD BE MINIMUM 20’ WIDE, 50’ LONG, 6" THICK, AND REQUIRES A

LOCATION PROJECTS, BORROW PITS, WASTE PITS, ACCESS ROADS, ETC.

ROADS BY EQUIPMENT OR RUNOFF.  BEST USED AT ACCESS POINTS, i.e. NEW

ELIMINATES THE TRANSPORT OF MUD FROM CONSTRUCTION AREAS ONTO PUBLIC

A CONSTRUCTION EXIT IS A STONE STABILIZED PAD THAT REDUCES OR

Dc-A
SECTION 163

 

FILM

POLYETHYLENE

GEOTEXTILE,

CHANNEL

STREAM DIVERSION

Ch-2T1

Co

 

LINE CODE

D D D DDDDc-A

 

LINE CODE

Ch-3

SYMBOL

SECTION 163,800

DETAIL D-41

CONSTRUCTION

 

EXIT

CONSTRUCTION

 

LINE CODE

Co

 

LINE CODE

 

LINE CODE

 

LINE CODE

 

LINE CODE

 

LINE CODE

REVISION DATES

3/2/2017

cbaird

GPLOT-V8

gplotborder-V8i-PO.tbl

EC-L(sheets 1-7).dgn

     

11:09:40 AM

     

     

GPLN7/31/2015

DRAWING No.CHECKED:

BACKCHECKED:

CORRECTED:

VERIFIED:

DATE:

DATE:

DATE:

DATE:

P.I. No.

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SHEET 3 OF 7

UNIFORM CODE SHEET

01/01/16D. EAGLETON

THE STRUCTURE.

CONSTRUCTION OF THE DIVERSION CHANNEL IS INCLUDED IN THE COST OF

 

THE DRAINAGE AREA SHALL BE NOT GREATER THAN 1 SQUARE MILE.

ROUGHNESS. IT IS ACCEPTABLE FOR VELOCITIES BETWEEN 0 - 2.5 fps.

DEPEND ON THE DISCHARGE, CHANNEL GEOMETRY, CHANNEL SLOPE AND

LADEN RUNOFF FROM ENTERING THE STREAM.  THE SIZE OF THE CHANNEL WILL

INSTALL TWO ROWS OF Sd1-S PARALLEL TO THE CHANNEL TO PREVENT SEDIMENT

EROSION.  LINE THE CHANNEL WITH GEOTEXTILE OR POLYETHYLENE FILM.

NATURAL STREAM.  THIS IS A MEASURE USED TO PROTECT STREAM BEDS FROM

SITE WHILE A PERMANENT DRAINAGE STRUCTURE IS BEING CONSTRUCTED IN A

A TEMPORARY CHANNEL CONSTRUCTED TO CONVEY FLOW AROUND A CONSTRUCTION

NO SCALE

CODE DETAIL DESCRIPTION

SPEC. SECT.

STD OR DETAIL

PRACTICE

CODE DETAIL DESCRIPTION

 

SPEC. SECT.

STD OR DETAIL

PRACTICE

POLLUTION CONTROL PLAN.

QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF

TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

SHEAR STRESSES 0-2 psf.  THE TRM SHALL PROTECT THE CHANNEL FLOWING

REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR

WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION

SECTION 441

DETAIL D-10,D-49 

CONSTRUCTION

 

 

STABILIZATION

CONCRETE CHANNEL

POLLUTION CONTROL PLAN.

QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF

TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

SHEAR STRESSES 0-4 psf.  THE TRM SHALL PROTECT THE CHANNEL FLOWING

REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR

WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION

LINED CHANNELS.

RIP-RAP SHOULD BE USED TO DISSIPATE ENERGY DOWNSTREAM OF CONCRETE

POLLUTION CONTROL PLAN.

QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF

RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

THE CONCRETE SHALL PROTECT THE CHANNEL FLOWING TO A DEPTH "Dp"

THIS ITEM CONSISTS OF CONSTRUCTING A 4" THICK CONCRETE CHANNEL.

CHANNELS ARE LINED WITH CONCRETE FOR VELOCITIES >/= 10 fps.

POLLUTION CONTROL PLAN.

QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF

TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

SHEAR STRESSES 0-6 psf.  THE TRM SHALL PROTECT THE CHANNEL FLOWING

REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR

WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION

POLLUTION CONTROL PLAN.

QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF

TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

SHEAR STRESSES 0-8 psf.  THE TRM SHALL PROTECT THE CHANNEL FLOWING

REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR

WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION

POLLUTION CONTROL PLAN.

QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF

TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

SHEAR STRESSES 0-10 psf.  THE TRM SHALL PROTECT THE CHANNEL FLOWING

REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR

WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION

POLLUTION CONTROL PLAN.

QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF

TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

SHEAR STRESSES 0-12 psf.  THE TRM SHALL PROTECT THE CHANNEL FLOWING

REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR

WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION
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EROSION CONTROL LEGEND

52-0004   

3/2/2017

  CONTROL IN GEORGIA".

  REFER TO THE LATEST EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMMISSION’S, "MANUAL FOR EROSION AND SEDIMENT

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMPs),

1. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.

NOTE:

 

Dc-B

Dc-C

Di-1

Di-2

ALLOWED TO CONVERGE WITH OFFSITE RUNOFF WITHIN THIS DIVERSION.

RUNOFF FROM DISTURBED AREAS WITHIN THE PROJECT AREA SHALL NOT BE

 

MUST ALSO BE PROVIDED IN THE ESPCP.  

CONTROL IN GEORGIA" FOR DESIGN CRITERIA.  A DIVERSION CHANNEL DETAIL

REFER TO THE LATEST EDITION OF THE "MANUAL FOR EROSION AND SEDIMENT

 

RUNOFF SHALL BE STABILIZED WITH APPROPRIATE CHANNEL STABILIZATION.

FROM DISTURBED AREAS WITHIN THE PROJECT AREA.  CHANNEL FOR OFFSITE

SUPPORTING RIDGE ON THE LOWER SIDE TO DIVERT OFFSITE RUNOFF AWAY

A DESIGNED TEMPORARY OR PERMANENT CHANNEL WITH A COMPACTED

SPREAD AND OTHER CRITERIA).

SHALL BE SPACED ACCORDING TO GDOT GUIDELINES (REGARDING GUTTER

PERMANENT DRAINAGE STRUCTURE ON THE CONSTRUCTION PLANS.  INLETS

PROTECTION.  ADDITIONAL LABELING IS NOT REQUIRED IF SHOWN AS A

DESIGNED FOR A 25-YEAR STORM AND MUST HAVE SOME FORM OF OUTLET

DEPRESSED AREAS WHERE WATER WILL FLOW DOWN THE SLOPE.  IT IS

ROADWAY SLOPE INTO ANOTHER FORM OF CONTROL.  IT IS USED IN ALL

A CONCRETE FLUME TYPE "A" IS USED TO DIRECT SURFACE RUNOFF DOWN A

SPREAD AND OR OTHER CRITERIA).

SHALL BE SPACED ACCORDING TO GDOT GUIDELINES (REGARDING GUTTER

A PERMANENT DRAINAGE STRUCTURE ON THE CONSTRUCTION PLANS.  INLETS

OUTLET PROTECTION. ADDITIONAL LABELING IS NOT REQUIRED IF SHOWN AS

IT IS DESIGNED FOR A 25-YEAR STORM AND MUST HAVE SOME FORM OF

SLOPE. IT IS DESIGNED TO SAFELY CONVEY WATER DOWN THE CUT SLOPE.

DEPRESSED AREAS WHERE CONCENTRATED OFFSITE WATER REACHES THE CUT

DOWN A BACK SLOPE INTO ANOTHER FORM OF CONTROL.  IT IS USED IN

A CONCRETE FLUME TYPE "B" IS USED TO DIRECT SURFACE DITCH RUNOFF

Dn2-2

OR OTHER CRITERIA).

BE SPACED ACCORDING TO GDOT GUIDELINES (REGARDING GUTTER SPREAD AND

REQUIRING OUTLET PROTECTION, TEMPORARY AND PERMANENT.  INLETS SHALL

GRADE, DOWN TO A LOWER ELEVATION.  THIS IS A PERMANENT STRUCTURE,

CONCRETE DRAIN INLET WITH METAL PIPE IS USED TO DRAIN CURBS, ON A

CRITERIA).

ACCORDING TO GDOT GUIDELINES (REGARDING GUTTER SPREAD AND OR OTHER

OUTLET PROTECTION, TEMPORARY AND PERMANENT.  INLETS SHALL BE SPACED

DOWN TO A LOWER ELEVATION.  THIS IS A PERMANENT STRUCTURE, REQUIRING

CONCRETE DRAIN INLET AND METAL PIPE IS USED TO DRAIN CURB, IN A SAG,

 

LINE CODE

D D D DDDDc-B

 

LINE CODE

 

LINE CODE

 

LINE CODE

Dn1

Dn1T T T T T T

 

LINE CODE

Dn2-A

Dn2-B

 

LINE CODE

 

LINE CODE

Dn2-1

 

LINE CODE

Dn2-2

D D D DDDDc-C

Di-1

 

LINE CODE

Di-2

Dn2-B

Dn2-A
SECTION 441

DETAIL D-9

CONSTRUCTION

CONCRETE

STRUCTURE

DOWNDRAIN

PERMANENT

SECTION 441

DETAIL D-9

CONSTRUCTION

CONCRETE

STRUCTURE

DOWNDRAIN

PERMANENT

Dn2-1

SECTION 163

DETAIL D-19

CONSTRUCTION

FLEXIBLE

STRUCTURE

DOWNDRAIN

TEMPORARY

SECTION 576,577

DETAIL D-26 TP1

9017J TP1,

GA.STD 9013 TP1,

STRUCTURE

DOWNDRAIN

PERMANENT

SECTION 576,577

DETAIL D-26 TP2

9017J TP2,

GA.STD 9013 TP2,

STRUCTURE

DOWNDRAIN

PERMANENT

SECTION 163

 

ONLY

GEOTEXTILE

CHANNEL

STREAM DIVERSION

SECTION 163

 

GEOTEXTILE

RIP-RAP &

CHANNEL

STREAM DIVERSION

THE STRUCTURE.

CONSTRUCTION OF THE DIVERSION CHANNEL IS INCLUDED IN THE COST OF

 

THE DRAINAGE AREA SHALL BE NOT GREATER THAN 1 SQUARE MILE.

ROUGHNESS.  IT IS ACCEPTABLE FOR VELOCITIES BETWEEN 9.0 - 13.0 fps.

DEPEND ON THE DISCHARGE, CHANNEL GEOMETRY, CHANNEL SLOPE AND

RUNOFF FROM ENTERING THE STREAM.  THE SIZE OF THE CHANNEL WILL

ROWS OF Sd1-S PARALLEL TO THE CHANNEL TO PREVENT SEDIMENT LADEN

EROSION.  LINE THE CHANNEL WITH RIP-RAP AND GEOTEXTILE.  INSTALL TWO

NATURAL STREAM.  THIS IS A MEASURE USED TO PROTECT STREAM BEDS FROM

SITE WHILE A PERMANENT DRAINAGE STRUCTURE IS BEING CONSTRUCTED IN A

A TEMPORARY CHANNEL CONSTRUCTED TO CONVEY FLOW AROUND A CONSTRUCTION

THE STRUCTURE.

CONSTRUCTION OF THE DIVERSION CHANNEL IS INCLUDED IN THE COST OF

 

THE DRAINAGE AREA SHALL BE NOT GREATER THAN 1 SQUARE MILE.

ACCEPTABLE FOR VELOCITIES BETWEEN 2.5 - 9.0 fps.

THE DISCHARGE, CHANNEL GEOMETRY, CHANNEL SLOPE AND ROUGHNESS. IT IS

FROM ENTERING THE STREAM.  THE SIZE OF THE CHANNEL WILL DEPEND ON

OF Sd1-S PARALLEL TO THE CHANNEL TO PREVENT SEDIMENT LADEN RUNOFF

EROSION.  LINE THE CHANNEL WITH GEOTEXTILE ONLY.  INSTALL TWO ROWS

NATURAL STREAM.  THIS IS A MEASURE USED TO PROTECT STREAM BEDS FROM

SITE WHILE A PERMANENT DRAINAGE STRUCTURE IS BEING CONSTRUCTED IN A

A TEMPORARY CHANNEL CONSTRUCTED TO CONVEY FLOW AROUND A CONSTRUCTION
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SHEET 4 OF 7

UNIFORM CODE SHEET

01/01/16D. EAGLETON

GRADING PROJECTS. 

TO A STABLE OUTLET, DOWN DRAINS "Dn1"OR CATCHMENT AREAS AND ON ALL

INTERCEPT RUNOFF, PREVENTING SLOPE EROSION AND TO DIRECT THE RUNOFF

OR BELOW A SLOPE TO REDUCE THE LENGTH OF A SLOPE. THEY ARE USED TO

THE GRADING OPERATION. THE BERMS ARE ALSO CONSTRUCTED ABOVE, ACROSS

RIDGE ON THE LOWER SIDE TO BE USED AT THE EDGE OF EMBANKMENT DURING

A NON-DESIGNED TEMPORARY EARTHEN BERM WITH A COMPACTED SUPPORTING

NO SCALE

CODE DETAIL DESCRIPTION

SPEC. SECT.

STD OR DETAIL

PRACTICE

CODE DETAIL DESCRIPTION

 

SPEC. SECT.

STD OR DETAIL

PRACTICE

SECTION 205

DETAIL D-47

CONSTRUCTION

BERM

DIVERSION 

SECTION 205

CHANNEL

DIVERSION 

EROSION CONTROL.

THE OUTLET AREA SHALL BE STABILIZED FOR VELOCITY DISSIPATION AND

WILL BE ANCHORED WITH STAKES AT INTERVALS NOT TO EXCEED 10’.

CONDITIONS.  THE TYPICAL PIPE SIZE IS A CORRUGATED 10".  THE PIPE

200 FEET ON STEEPER GRADES AND MORE FREQUENTLY AS DICTATED BY FIELD

DRAINS SHOULD BE PLACED AT INTERVALS OF 350 FEET ON 0% - 2% GRADES,

WATER FROM THE WORK AREA TO A LOWER ELEVATION.  TEMPORARY SLOPE

A TEMPORARY PIPE SLOPE DRAIN IS A PLASTIC FLEXIBLE PIPE TO CARRY

afuller
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EROSION CONTROL LEGEND

52-0005   

3/2/2017

  CONTROL IN GEORGIA".

  REFER TO THE LATEST EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMMISSION’S, "MANUAL FOR EROSION AND SEDIMENT

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMPs),

1. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.

NOTE:

 

Sd1-S

Sd1-S

Sd1-NS

Sd1-NS

SECTION 171

DETAIL D-24

CONSTRUCTION

TYPE A

SILT FENCE

(NON-SENSITIVE)

SEDIMENT BARRIER

SECTION 171

DETAIL D-24

CONSTRUCTION

TYPE C

SILT FENCE

(SENSITIVE)

SEDIMENT BARRIER

ALONG THE RIGHT-OF-WAY LINE.

IT SHOULD BE PLACED A MINIMUM OF 10’ FROM CONSTRUCTION LIMITS OR

SENSITIVE AREAS (ESAs) OR IN AREAS WITH FILLS LESS THAN 10’.

TYPE-A SILT FENCE IS TYPICALLY USED IN NON-ENVIRONMENTALLY

NOT BE INSTALLED ACROSS CONCENTRATED FLOW.

FILTRATION OF SEDIMENT.  SILT FENCE USED AS PERIMETER CONTROL SHALL

FLOW FROM LEAVING THE PROJECT AREA BY CAUSING DEPOSITION AND/OR

SEDIMENT BARRIERS MINIMIZE AND PREVENT SEDIMENT CARRIED BY SHEET

Rt-Sg3=TYPE 3: USED ON FLARED END SECTIONS AND TAPERED HEADWALLS

Rt-Sg2=TYPE 2: USED ON STRAIGHT HEADWALLS

Rt-Sg1=TYPE 1: USED ON BOX CULVERTS

 

DO NOT USE SILT GATES IN STATE WATERS.

WITH ANOTHER BMP DOWNSTREAM PRIOR TO DISCHARGE LEAVING PROJECT AREA.

EXCEED 5 ACRES.  SILT CONTROL GATES SHOULD NOT BE USED ALONE, BUT

ACRES.  THE DISTURBED AREA WITHIN THE DRAINAGE AREA SHALL NOT

PROJECTS AT THE INLET OF STRUCTURES WITH A DRAINAGE AREA UP TO 50

FABRIC TO BE USED FOR TEMPORARY SEDIMENT STORAGE ON ROADWAY

A SILT CONTROL GATE CONSISTS OF BOARDS WITHOUT SPACING AND FILTER

SECTION 163

DETAIL D-45

CONSTRUCTION

 

DAM

SLOTTED BOARD

RETROFITTING

CONTROL IN GEORGIA" FOR DESIGN CRITERIA.

REFER TO THE LATEST EDITION OF THE "MANUAL FOR EROSION AND SEDIMENT

 

67 CUBIC YARDS OF SEDIMENT PER ACRE OF DISTURBED AREA.

SHALL ONLY BE USED IN DETENTION BASINS LARGE ENOUGH TO STORE

 

TOTAL DRAINAGE AREA.

SHOULD BE USED ONLY IN DETENTION PONDS WITH LESS THAN 30 ACRES

 

TEMPORARY SEDIMENT FILTER.

PERMANENT STORMWATER DETENTION POND OUTLET STRUCTURE TO SERVE AS A

A PERFORATED HALF-ROUND PIPE WITH STONE FILTER PLACED IN FRONT OF A

SECTION 163

DETAIL D-44

CONSTRUCTION

 

HALF-ROUND PIPE

PERFORATED

RETROFITTING

ADDITIONAL INFORMATION ON USING RIP-RAP AT OUTFALLS.

PROVIDED AT OUTFALLS. REFER TO STORM DRAIN OUTLET PROTECTION FOR

RIGHT-OF-WAY.  HOWEVER, APPROPRIATE OUTLET PROTECTION SHOULD BE

RIP-RAP MAY ALSO BE USED AT DRAINAGE STRUCTURE OUTLETS WITHIN THE

INDICATED ON THE PLANS.

OF A GEOTEXTILE UNDERLINER AT A MINIMUM 24" THICKNESS OR AS

SLOPES AND BRIDGE END ROLLS.  RIP-RAP TYPE-1 SHOULD BE PLACED ON TOP

RIP-RAP IS A FLEXIBLE PERMANENT BLANKET FOR PROTECTION OF FILL

INTO STREAMS, WETLANDS, OPEN-WATERS, OR OTHER ESAs.

ROCK FILTER DAMS SHOULD BE USED IN DITCHES PRIOR TO DISCHARGING

THE DAM SHOULD NOT BE HIGHER THAN THE CHANNEL BANKS.

 

SHALL BE USED WHEN PLACING ROCK FILTER DAMS.

DRAINAGEWAYS WHICH DRAIN 50 ACRES OR LESS.  GEOTEXTILE UNDERLINER

#57 STONE ON THE UPSTREAM SIDE.  THEY ARE PLACED ACROSS

ROCK FILTER DAMS ARE CONSTRUCTED OF TYPE 3 STONE RIP-RAP FACED WITH

CONTROL IN GEORGIA" FOR ADDITIONAL INFORMATION ON USAGE.

REFER TO THE LATEST EDITION OF THE "MANUAL FOR EROSION AND SEDIMENT

STABILIZATION OF THE DISTURBED AREA.

HELPS PREVENT SEDIMENT FROM LEAVING SITE PRIOR TO PERMANENT

AND POST-CONSTRUCTION POND OUTLETS.  IT REDUCES RUNOFF VELOCITY AND

A TEMPORARY STONE BARRIER CONSTRUCTED AT DRAINAGE STRUCTURE INLETS

Fr

 4 FT. MIN.

FRONT VIEW

 
FLOW

 
FLOW

Rd

Rd

Rp

 

PATTERN

Rp

 

LINE CODE

A A A A A A

 

LINE CODE

C C C C C C

 

LINE CODE

SYMBOL

Fr

Rt-Sg1

Rt-Sg2

Rt-Sg3

SECTION 603

 

 

 

 

 

RIP-RAP

Rt-P

Rt-B

SYMBOL

SYMBOL

SYMBOL

SECTION 163

DETAIL D-20

CONSTRUCTION

 

GATES

SILT CONTROL

RETROFITTING

Rt-P

Rt-B

Rt-Sg1 Rt-Sg2 Rt-Sg3

SYMBOL
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SHEET 5 OF 7

UNIFORM CODE SHEET

01/01/16D. EAGLETON

A ROCK OUTLET TEMPORARY SEDIMENT TRAP IS NOT APPLICABLE. 

DEFINED CHANNEL FOR A STANDARD ROCK FILTER DAM, AND/OR CONSTRUCTING

PERIMETER SILT FENCE ALONE MAY BE INSUFFICIENT, THERE IS NO WELL-

AND/OR SHALLOW CONCENTRATED FLOW TO A COMMON LOW AREA WHERE

STONE FILTER BERMS ARE IDEAL ALONG THE PERIMETER FOR SHEET FLOW

SHALL BE USED WHEN PLACING STONE FILTER BERMS.

FACED WITH #57 STONE ON THE UPSTREAM SIDE.  GEOTEXTILE UNDERLINER

A LINEAR APPLICATION. THEY ARE CONSTRUCTED OF TYPE-3 STONE RIP-RAP

STONE FILTER BERMS ARE CONSTRUCTED SIMILAR TO ROCK FILTER DAMS FOR

CONTROL IN GEORGIA" FOR DESIGN CRITERIA.

REFER TO THE LATEST EDITION OF THE "MANUAL FOR EROSION AND SEDIMENT

 WITH DRAINAGE AREA LESS THAN 30 ACRES

-OPEN END PIPES, WINGED HEADWALLS, OR CONCRETE WEIR OUTLETS

ROADWAY DRAINAGE STRUCTURE:

 

 SEDIMENT PER ACRE OF DISTURBED AREA

-DETENTION BASINS LARGE ENOUGH TO STORE 67 CUBIC YARDS OF

-DRAINAGE AREA UP TO 100 ACRES

PERMANENT STORMWATER DETENTION POND OUTLET:

FILTER.

BOARDS WITH 0.5" - 1.0" SPACING TO SERVE AS A TEMPORARY SEDIMENT

A SLOTTED BOARD DAM CONSISTS OF STONE AND/OR FILTER FABRIC AND

ALONG THE RIGHT-OF-WAY LINE. 

IT SHOULD BE PLACED A MINIMUM OF 10’ FROM CONSTRUCTION LIMITS OR

SINGLE-ROW MAY BE USED FOR OTHER APPLICATIONS.

A DOUBLE-ROW OF TYPE-C SILT FENCE REGARDLESS OF FILL HEIGHT. A

ALL ENVIRONMENTALLY SENSITIVE AREAS (ESAs) SHALL BE PROTECTED WITH

AREAS (ESAs) OR IN AREAS WITH FILLS 10’ AND GREATER.

TYPE-C SILT FENCE IS TYPICALLY USED IN ENVIRONMENTALLY SENSITIVE

NOT BE INSTALLED ACROSS CONCENTRATED FLOW.

FILTRATION OF SEDIMENT.  SILT FENCE USED AS PERIMETER CONTROL SHALL

FLOW FROM LEAVING THE PROJECT AREA BY CAUSING DEPOSITION AND/OR

SEDIMENT BARRIERS MINIMIZE AND PREVENT SEDIMENT CARRIED BY SHEET

Rd-B

Rd-B

NO SCALE

CODE DETAIL DESCRIPTION

SPEC. SECT.

STD OR DETAIL

PRACTICE

CODE DETAIL DESCRIPTION

 

SPEC. SECT.

STD OR DETAIL

PRACTICE

SECTION 163

DETAIL D-46

CONSTRUCTION

FILTER RING

SECTION 163,603

DETAIL D-43

CONSTRUCTION

 

FILTER DAM

ROCK

SECTION 163,603

DETAIL D-50

CONSTRUCTION

 

FILTER BERM

STONE

afuller
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EROSION CONTROL LEGEND

52-0006   

3/2/2017

11/28/2018

  CONTROL IN GEORGIA".

  REFER TO THE LATEST EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMMISSION’S, "MANUAL FOR EROSION AND SEDIMENT

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMPs),

1. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.

NOTE:

 

CONTROL IN GEORGIA" FOR DESIGN CRITERIA.

REFER TO THE LATEST EDITION OF THE "MANUAL FOR EROSION AND SEDIMENT

SUSPENDED.

COARSE SEDIMENT, BUT NOT AGAINST SILT OR CLAY PARTICLES THAT REMAIN

SMALL AREAS WITH NO UNUSUAL DRAINAGE FEATURES AND EFFECTIVE AGAINST

A TEMPORARY SEDIMENT TRAP.  A TEMPORARY SEDIMENT TRAP IS IDEAL FOR

A TEMPORARY SEDIMENT BASIN SHALL BE EVALUATED PRIOR TO CONSIDERING

 

SPILLWAY IS 4 FEET.

SPILLWAY.  MAXIMUM POND DEPTH FROM BOTTOM OF POND TO EMERGENCY

DISTINGUISHED FROM TEMPORARY SEDIMENT BASIN BY LACK OF PRINCIPAL

SEDIMENT PER DRAINAGE AREA.  DRAINAGE AREA SHALL NOT EXCEED 5 ACRES.

TEMPORARY POND WITH ROCK OUTLET DESIGNED TO STORE 67 CUBIC YARDS OF

CONTROL IN GEORGIA" FOR ADDITIONAL INFORMATION.

REFER TO THE LATEST EDITION OF THE "MANUAL FOR EROSION AND SEDIMENT

 

APPLICABLE.

CONJUNCTION WITH THE TEMPORARY SEDIMENT BASIN BMP SYMBOL WHEN

THE PRIMARY SPILLWAY.  THE SKIMMER BMP SYMBOL SHALL BE SHOWN IN

SKIMMERS ARE ATTACHED TO A RISER WITHOUT PERFORATIONS AND ACTS AS

 

SHALL PROVIDE A WRITTEN JUSTIFICATION IN THE PLANS.

INFORMATION IN PLANS.  IF A SKIMMER IS INFEASIBLE, THE DESIGNER

INFORMATION SHALL BE PROVIDED IN CONJUNCTION WITH THE SEDIMENT BASIN

IS DESIGNED TO DRAIN THE BASIN WITHIN 24 - 48 HOURS. THE SKIMMER

SEDIMENT BASIN AT A CONTROLLED FLOW RATE.  THE INLET/ORIFICE SIZE

A BUOYANT DEVICE THAT DRAINS WATER FROM THE SURFACE OF A TEMPORARY

FOR INLET RECEIVING FLOW RATES THAT RANGE FROM 0 - 4 cfs.

SHALL NOT APPLY TO INLETS RECEIVING CONCENTRATED FLOWS. RECOMMENDED

THIS ITEM IS USED TO PREVENT SILT FROM ENTERING THE PIPE SYSTEM.

 

ALTERNATE TO INLET SEDIMENT TRAP FOR AREAS WITH SLOPES < 5%.

TYPE C SILT FENCE WITH SUPPORTING FRAME CAN BE USED AS AN(c)

WITH FILTER FABRIC USED AROUND A DROP INLET OR CATCH BASIN. 

A SEDIMENT BARRIER CONSISTING OF A PERFORATED METAL STAND PIPE(b)

FILTER FABRIC USED AROUND A DROP INLET OR CATCH BASIN.

A SEDIMENT BARRIER  CONSISTING OF A PREFABRICATED FRAME WITH(a)

WILL BE FOR AN INLET RECEIVING FLOW RATES THAT RANGE FROM 3 - 5 cfs.

SLOPE TOWARD THE INLET SHALL BE NO MORE THAN 3:1. A GUIDE FOR USE

ARE EXPECTED.  STONE AND GRAVEL ARE USED TO TRAP SEDIMENT.  THE

GRAVEL DROP INLET PROTECTION USED WHERE HEAVY CONCENTRATED FLOWS

THAT RANGE FROM 5 - 7 cfs.

INLETS.  A GUIDE FOR USE WILL BE FOR AN INLET RECEIVING FLOW RATES

EXCESSIVE PONDING AROUND THE STRUCTURE.  CAN BE USED AT CULVERT

ARE EXPECTED AND WHERE OVERFLOW CAPACITY IS NECESSARY TO PREVENT

BLOCK AND GRAVEL DROP INLET PROTECTION USED FOR WHERE HEAVY FLOWS

SECTION 107

 

 

 

 

STREAM CROSSING

TEMPORARY

SECTION 163

D-22B

DETAIL D-22A,

CONSTRUCTION

SEDIMENT BASIN

TEMPORARY

DESIGN CRITERIA.

OF THE "MANUAL FOR EROSION AND SEDIMENT CONTROL IN GEORGIA" FOR

CONSTRUCTION ACTIVITIES AND UTILITIES.  REFER TO THE LATEST EDITION

PRACTICAL.  BASINS SHOULD BE LOCATED TO MINIMIZE INTERFERENCE WITH

SEDIMENT BASINS SHALL BE CONSIDERED ON ALL PROJECTS, BUT MAY NOT BE

 

BASIN CONSTRUCTION AND MAINTENANCE ACCESS.

INFEASIBLE.  SUFFICIENT RIGHT-OF-WAY OR EASEMENT IS NEEDED FOR

SKIMMER SHALL BE REQUIRED AS PART OF THE PRINCIPAL SPILLWAY UNLESS

PRINCIPAL SPILLWAY, AND AN EMERGENCY SPILLWAY.  A FLOATING SURFACE

SHOULD NOT EXCEED 150 ACRES.  BASINS TYPICALLY CONSISTS OF A DAM,

YARDS OF SEDIMENT PER ACRE OF DRAINAGE AREA.  THE DRAINAGE AREA

OR A COMBINATION OF BOTH.  THE BASIN IS DESIGNED TO STORE 67 CUBIC

A BASIN CREATED BY EXCAVATING AN AREA, DAMMING CONCENTRATED FLOW,

RECEIVING FLOW RATES 7 cfs AND GREATER.

RATE AND/OR VELOCITY.  A GUIDE FOR USE WILL BE FOR AN INLET

BAFFLE BOX INLET SEDIMENT TRAP USED FOR INLETS RECEIVING HIGH FLOW

Sd1-BB

Sd1-BB

SECTION 201

DETAIL D-24B

CONSTRUCTION

 

 

BRUSH BARRIER 

SEDIMENT BARRIER

NO SEPARATE PAYMENT SHALL BE MADE.

PAYMENT FOR THIS ITEM IS INCLUDED IN THE CLEARING AND GRUBBING COST.

TYPICALLY NOT SHOWN ON PLANS.

LIMITS.  THEY WILL NOT BE PLACED IN WETLANDS.

WATER WHERE THIS DOES NOT CONFLICT WITH RIGHT-OF-WAY OR EASEMENT

MORE).  THE BARRIER SHOULD RUN ROUGHLY PERPENDICULAR TO THE FLOW OF

WHERE SUFFICIENT RIGHT OF WAY OR EASEMENT IS AVAILABLE (10 FEET OR

USED AT THE TOE OF FILL SLOPES ON GRADING PROJECTS IN RURAL AREAS

DURING THE CLEARING AND GRUBBING OPERATION.  THE BARRIER SHOULD BE

FORM A SOLID DAM.  CONSTRUCTED AT THE TOE OF FILL SLOPES ONLY

THIS ITEM CONSISTS OF INTERMINGLED BRUSH, LOGS, ETC. SO AS NOT TO

FLOW

Sd3

 

LINE CODE

Sd2-F

OR OR

(a) (b) (c)

Sd2-G

Sr

Sd4-C

SYMBOL

Sk
SECTION 163

D-22B

DETAIL D-22A,

CONSTRUCTION

 

SURFACE SKIMMER

FLOATING

Sd2-Bg

Sd2-B

SYMBOL

Sd2-B

Sd2-Bg

SYMBOL

SYMBOL

Sd2-F

SYMBOL

Sd2-G

SYMBOL

Sd3

Sk

SYMBOL

Sr

SYMBOL

Sd4-C

FOR CONTRACTOR’S USE ONLY!

 

 

"MANUAL FOR EROSION AND SEDIMENT CONTROL IN GEORGIA".

THIS BMP SHALL BE DESIGNED ACCORDING TO THE LATEST EDITION OF THE

A CERTIFICATION STATEMENT AND SIGNATURE SHALL ACCOMPANY THE DESIGN.

THE ADDITIONAL DRAINAGE AREA BY THE DESIGN PROFESSIONAL.

THAN ONE SQUARE MILE, UNLESS SPECIFICALLY DESIGNED TO ACCOMMODATE

THIS BMP SHOULD NOT BE USED ON STREAMS WITH DRAINAGE AREAS GREATER

STREAMS, DAMAGING THE STREAM BED OR CHANNEL, OR CAUSING FLOODING.

MEANS TO CROSS STREAMS OR WATERCOURSES WITHOUT MOVING SEDIMENT INTO

WATERCOURSE FOR USE BY CONSTRUCTION EQUIPMENT.  THIS BMP PROVIDES A

A TEMPORARY STRUCTURE INSTALLED ACROSS A FLOWING STREAM OR

REVISION DATES

11/28/2018
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SHEET 6 OF 7

UNIFORM CODE SHEET

01/01/16D. EAGLETONNO SCALE

CODE DETAIL DESCRIPTION

SPEC. SECT.

STD OR DETAIL

PRACTICE

CODE DETAIL DESCRIPTION

 

SPEC. SECT.

STD OR DETAIL

PRACTICE

SECTION 163

DETAIL D-53

CONSTRUCTION

SEDIMENT TRAP

TEMPORARY

ROCK OUTLET

SECTION 163

DETAIL D-42

CONSTRUCTION

(BAFFLE BOX)

TRAP

INLET SEDIMENT

SECTION 163

DETAIL D-42 

CONSTRUCTION

(BLOCK & GRAVEL)

TRAP

INLET SEDIMENT

SECTION 163

DETAIL D-24C

CONSTRUCTION

(FILTER FABRIC)

TRAP

INLET SEDIMENT

SECTION 163

DETAIL D42 

CONSTRUCTION

(GRAVEL)

TRAP

INLET SEDIMENT

afuller
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EROSION CONTROL LEGEND

52-0007   

3/2/2017

  CONTROL IN GEORGIA".

  REFER TO THE LATEST EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMMISSION’S, "MANUAL FOR EROSION AND SEDIMENT

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMPs),

1. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.

NOTE:

 

SILT CURTAIN.

IT MAY ALSO BE REFERRED TO AS A FLOATING BOOM, SILT BARRIER, OR

PERIMETER BMPs.

INTO A STATE WATER, OR AS A SUPPLEMENT TO ADEQUATELY PLACED

THIS BMP IS ONLY TO BE USED WHEN PERMITTED FILL IS BEING PLACED

 

RIVERS.  IT SHOULD BE USED AS DIRECTED BY THE ENGINEER.

CONSTRUCTION IS REQUIRED IN A LARGE BODY OF WATER SUCH AS LAKES AND

WITHIN THE CONSTRUCTION AREA.  IT IS TYPICALLY USED WHERE

MOVING IN WATER BY ALLOWING IT TO DROP OUT OF SUSPENSION AND REMAIN

A FLOATING TURBIDITY CURTAIN IS USED TO PREVENT SEDIMENT FROM

IT MAY BE REFERRED TO AS A SILT BARRIER OR SILT CURTAIN.

PERIMETER BMPs.

INTO A STATE WATER, OR AS A SUPPLEMENT TO ADEQUATELY PLACED

THIS BMP IS ONLY TO BE USED WHEN PERMITTED FILL IS BEING PLACED

 

BE USED AS DIRECTED BY THE ENGINEER.

DIRECTED AND EXTEND 2 FEET ABOVE NORMAL WATER ELEVATION.  IT SHOULD

BOTTOM OF STREAMBED.  THE HEIGHT SHOULD BE LIMITED TO 5 FEET UNLESS

REALIGNED OR RESTORED.  IN THIS CASE, CURTAIN SHOULD EXTEND TO

INUNDATED AREAS.  IT MAY BE USED TO PROTECT A SMALL STREAM BEING

WITHIN THE CONSTRUCTION AREA.  IT IS TYPICALLY USED IN SHALLOW

MOVING IN WATER BY ALLOWING IT TO DROP OUT OF SUSPENSION AND REMAIN

A STAKED TURBIDITY CURTAIN IS USED TO PREVENT SEDIMENT FROM

WORK AREA

WORK AREA

SECTION 205

DETAIL S-7

CONSTRUCTION

SERRATED SLOPES

ROUGHENING

SURFACE

1125 & 2332

GA. STD.

 

PROTECTION

OUTLET

STORM DRAIN

SHALL BE SHOWN ON THE PLANS WHERE SERRATED SLOPES ARE TO BE USED. 

IF SERRATED SLOPES ARE SPECIFIED BY THE SOIL SURVEY, THEN THIS BMP

BUT REQUIRED TO BE COMPLETED BY THE CONTRACTOR UNDER ALL PROJECTS.

IN MOST CASES THIS BMP IS NOT REQUIRED TO BE SHOWN ON THE PLANS,

 

WATER.

BENCHES WILL REDUCE RUNOFF VELOCITY AND INCREASE INFILTRATION OF

CREATING SERRATED SLOPES IN THE GRADING PROCESS TO CONSTRUCT

OPERATING A CLEATED DOZER ON THE SLOPE IN A VERTICAL DIRECTION.

PROVIDING A ROUGH SOIL SURFACE WITH HORIZONTAL DEPRESSIONS, BY

INFORMATION TO BE INCLUDED IN THE PLANS.

CONTROL IN GEORGIA" FOR REQUIRED DESIGN DIMENSIONS AND OTHER

REFER TO THE LATEST EDITION OF THE "MANUAL FOR EROSION AND SEDIMENT

18" AND PLACED ON FILTER FABRIC MAY BE USED FOR d50 </= 0.7 FEET.

PREFERRED FOR ALL d50 </= 1.2 FEET.  TYPE-3 RIP-RAP AT A DEPTH OF

TYPE-1 RIP-RAP AT A DEPTH OF 36" AND PLACED ON FILTER FABRIC IS

BUT LARGER STORMS ARE RECOMMENDED.

OF RIP-RAP OUTLET PROTECTION SHALL BE THE 25-YEAR STORM PEAK FLOW,

STREAM OR PUBLICLY MAINTAINED DRAINAGE SYSTEM.  THE MINIMUM DESIGN

OF A PIPE, CHANNEL, OR STRUCTURE PRIOR TO ENTERING AN EXISTING

RIP-RAP OUTLET PROTECTION IS USED TO REDUCE VELOCITY AT THE OUTLET

GREATER.

PIPES WHEN OUTLET VELOCITY OF THE 25-YEAR STORM IS 12 fps AND

PIPES.  MAY BE USED ON INLET FOR FLOWING STREAMS.  USE ON SMALL

IT IS USED ON THE OUTLET OF ALL BOX CULVERTS AND ON 48" AND LARGER

ENTERING AN EXISTING STREAM OR PUBLICLY MAINTAINED DRAINAGE SYSTEM.

BLOCKS IS USED TO REDUCE VELOCITY AT THE OUTLET OF A PIPE PRIOR TO

A PIPE OR BOX CULVERT OUTLET HEADWALL WITH AN APRON AND DISSIPATOR

PATTERN

AREA

FLAT

CHANNEL

WELL-DEFINED

FLOATING

STAKED
Tc-S

 

LINE CODE

Tc-F

St

St-Rp

Su

Su

SYMBOL

St

 

LINE CODE

 

LINE CODE

St-Rp
St-Rp OR
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SHEET 7 OF 7

UNIFORM CODE SHEET

01/01/16D. EAGLETON

Tc-F

Tc-S

NO SCALE

CODE DETAIL DESCRIPTION

SPEC. SECT.

STD OR DETAIL

PRACTICE

CODE DETAIL DESCRIPTION

 

SPEC. SECT.

STD OR DETAIL

PRACTICE

SECTION 603

DETAIL D-55

CONSTRUCTION

(RIP-RAP)

OUTLET PROTECTION

STORM DRAIN

SECTION 170

DETAIL D-51

CONSTRUCTION

 

FLOATING

CURTAIN

TURBIDITY

SECTION 170

DETAIL D-51

CONSTRUCTION

 

STAKED

CURTAIN

TURBIDITY
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JOHNSON FERRY ROAD SIDEWALK

TS 161
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SCALE IN FEET
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DE1001
0

DE10012

0+93

E: 2234726.2724

N: 1427126.5353

STA. 0+00.00 ON KAYRON DRIVE 

STA. 24+86.65 ON JOHNSON FERRY ROAD 

CENTERLINE INTERSECTION

STA. 21+20.00

BEGIN CONSTRUCTION

E: 2234274.7170

N: 1427239.9480

STA. 20+20.00

BEGIN PROJECT

STA. 21+41.63

BEGIN R/W ACQISITION

FOR INITIAL AND INTERMEDIATE STAGES.

MULCH TO BE UTILIZED IN DISTURBED AREAS 
Ds1

Ds4 Ds4 Ds4

Ds4 Ds4

Ds4

Ds4

Ds4

Ds4

DISTURBANCE

LIMITS OF 

DISTURBANCE

LIMITS OF DISTURBANCE

LIMITS OF 

DISTURBANCE

LIMITS OF 

DISTURBANCE

LIMITS OF 

      7. TOTAL DISTURBED AREA = 0.30 ACRES

      6. DISTURBANCE ON THIS DRAWING = 0.15 ACRES

      5. CONTRACTOR RESPONSIBLE FOR CLEANING CONSTRUCTION EQUIPMENT TO PREVENT TRACKING OF SEDIMENT ONTO THE CITY’S STREETS.

         VISIT TO THE LOCATIONS DESCRIBED HEREIN BY HIMSELF OR HIS AUTHORIZED AGENT, UNDER HIS SUPERVISION.

      4. THE DESIGN PROFESSIONAL WHOSE SEAL APPEARS HEREON CERTIFIES UNDER PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE

      3. ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE STABILIZED WITH MULCH OR TEMPORARY SEEDING.

         SEDIMENT SOURCE.

         EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED TO CONTROL OR TREAT THE

      2. EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR

         PRACTICES PRIOR TO LAND DISTURBING ACTIVITIES.

NOTES:  1. THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION OF EROSION AND SEDIMENT CONTROL MEASURES AND

      7. TOTAL DISTURBED AREA = 0.30 ACRES

      6. DISTURBANCE ON THIS DRAWING = 0.11 ACRES

      5. CONTRACTOR RESPONSIBLE FOR CLEANING CONSTRUCTION EQUIPMENT TO PREVENT TRACKING OF SEDIMENT ONTO THE CITY’S STREETS.

         VISIT TO THE LOCATIONS DESCRIBED HEREIN BY HIMSELF OR HIS AUTHORIZED AGENT, UNDER HIS SUPERVISION.

      4. THE DESIGN PROFESSIONAL WHOSE SEAL APPEARS HEREON CERTIFIES UNDER PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE

      3. ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE STABILIZED WITH MULCH OR TEMPORARY SEEDING.

         SEDIMENT SOURCE.

         EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED TO CONTROL OR TREAT THE

      2. EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR

         PRACTICES PRIOR TO LAND DISTURBING ACTIVITIES.

NOTES:  1. THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION OF EROSION AND SEDIMENT CONTROL MEASURES AND
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      7. TOTAL DISTURBED AREA = 0.30 ACRES

      6. DISTURBANCE ON THIS DRAWING = 0.15 ACRES

      5. CONTRACTOR RESPONSIBLE FOR CLEANING CONSTRUCTION EQUIPMENT TO PREVENT TRACKING OF SEDIMENT ONTO THE CITY’S STREETS.

         VISIT TO THE LOCATIONS DESCRIBED HEREIN BY HIMSELF OR HIS AUTHORIZED AGENT, UNDER HIS SUPERVISION.

      4. THE DESIGN PROFESSIONAL WHOSE SEAL APPEARS HEREON CERTIFIES UNDER PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE

      3. ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE STABILIZED WITH MULCH OR TEMPORARY SEEDING.

         SEDIMENT SOURCE.

         EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED TO CONTROL OR TREAT THE

      2. EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR

         PRACTICES PRIOR TO LAND DISTURBING ACTIVITIES.

NOTES:  1. THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION OF EROSION AND SEDIMENT CONTROL MEASURES AND

      7. TOTAL DISTURBED AREA = 0.30 ACRES

      6. DISTURBANCE ON THIS DRAWING = 0.04 ACRES

      5. CONTRACTOR RESPONSIBLE FOR CLEANING CONSTRUCTION EQUIPMENT TO PREVENT TRACKING OF SEDIMENT ONTO THE CITY’S STREETS

         VISIT TO THE LOCATIONS DESCRIBED HEREIN BY HIMSELF OR HIS AUTHORIZED AGENT, UNDER HIS SUPERVISION.

      4. THE DESIGN PROFESSIONAL WHOSE SEAL APPEARS HEREON CERTIFIES UNDER PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE

      3. ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE STABILIZED WITH MULCH OR TEMPORARY SEEDING.

         SEDIMENT SOURCE.

         EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED TO CONTROL OR TREAT THE

      2. EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR

         PRACTICES PRIOR TO LAND DISTURBING ACTIVITIES.

NOTES:  1. THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION OF EROSION AND SEDIMENT CONTROL MEASURES AND
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DE10013
DE10015

DE10016

STA. 33+17.52

END CONSTRUCTION

E: 2235614.3635

N: 1426841.2789

STA. 34+20.00

END PROJECTSTA. 32+77.95

END R/W ACQISITION

FOR INITIAL AND INTERMEDIATE STAGES.

MULCH TO BE UTILIZED IN DISTURBED AREAS 
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      7. TOTAL DISTURBED AREA = 0.30 ACRES

      6. DISTURBANCE ON THIS DRAWING = 0.04 ACRES

      5. CONTRACTOR RESPONSIBLE FOR CLEANING CONSTRUCTION EQUIPMENT TO PREVENT TRACKING OF SEDIMENT ONTO THE CITY’S STREETS

         VISIT TO THE LOCATIONS DESCRIBED HEREIN BY HIMSELF OR HIS AUTHORIZED AGENT, UNDER HIS SUPERVISION.

      4. THE DESIGN PROFESSIONAL WHOSE SEAL APPEARS HEREON CERTIFIES UNDER PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE

      3. ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE STABILIZED WITH MULCH OR TEMPORARY SEEDING.

         SEDIMENT SOURCE.

         EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED TO CONTROL OR TREAT THE

      2. EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR

         PRACTICES PRIOR TO LAND DISTURBING ACTIVITIES.

NOTES:  1. THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION OF EROSION AND SEDIMENT CONTROL MEASURES AND
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SECTION B-B

CURB INLET FILTER "PIGS IN BLANKET"

PLAN

4"

4"

Sd2-P

NOTES:

1.  INSTALL FILTER AFTER ANY

ASPHALT PAVEMENT INSTALLATION.

2.  WRAP 8" CONCRETE BLOCKS IN

FILTER FABRIC AND SPAN ACROSS

CATCH BASIN INLET.

3.  FACE OPENINGS IN BLOCKS

OUTWARD.

4.  LEAVE A GAP OF APPROXIMATELY

4 INCHES BETWEEN THE CURB

AND THE FILTERS TO ALLOW FOR

OVERFLOW TO PREVENT

HAZARDOUS PONDING.

5.  INSTALL OUTLET PROTECTION

BELOW STORM DRAIN OUTLETS.

8" CONCRETE BLOCKS

WRAPPED IN FILTER FABRIC

CATCH BASIN

PAVEMENT

CURB APRON (GUTTER)

CURB

PAVEMENT

8" CONCRETE

BLOCK WRAPPED

IN FILTER FABRIC

CATCH BASIN

GUTTER

FLOW

GUTTER

8" CONCRETE BLOCK

WRAPPED IN FILTER FABRIC

CURBING

CATCH BASIN

B

FLOW

PAVEMENT

B

165-0105         MAINTENANCE OF INLET SEDIMENT TRAP              (EA)

163-0550         CONSTRUCT AND REMOVE INLET SEDIMENT TRAP       (EA)

PAY ITEM:

EROSION CONTROL CONTRUCTION DETAIL

  Sd2-P   
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DE1001
0

DE10012

E= 4.05

R= 900.00

L= 170.39

T= 85.45

   E= 2234392.4144

   N= 1427227.5918

PI Sta= 21+38.34

Curve# 4

CURVE #4

0+93

E: 2234726.2724

N: 1427126.5353

STA. 0+00.00 ON KAYRON DRIVE 

STA. 24+86.65 ON JOHNSON FERRY ROAD 

CENTERLINE INTERSECTION

STA. 21+20.00

BEGIN CONSTRUCTION

E: 2234274.7170

N: 1427239.9480

STA. 20+20.00

BEGIN PROJECT

6’ SIDEWALK

OFFSET: 20.80’ RT
STA. 23+42.00
END SIDEWALK TAPER

OFFSET: 20.78’ RT
STA. 23+82.00
BEGIN SIDEWALK TAPER

OFFSET: 23.46’ RT
STA. 21+20.00
BEGIN SIDEWALK TAPER
TIE TO EXISTING SIDEWALK

1’
2’

1’
1’ 2’

12.56’
+40.87

R= 30.00’

12.32’
+58.55

12.78’
+55.71

12.80’
+62.08

MANHOLE TOP TO GRADE
ADJUST SANITARY SEWER 

UTILITY POLE
DO NOT DISTURB 

METER TO GRADE
ADJUST WATER 

METER TO GRADE
ADJUST WATER 

UTILITY POLE
DO NOT DISTURB 

UTILITY POLE
DO NOT DISTURB 

WHITE 

8" SOLID 

WHITE

24" SOLID 

38-0002 (TYP)

SEE SPECIAL DETAIL 

CONSTRUCTION 

FOR BRICK PAVER 

MANHOLE TOP TO GRADE
ADJUST SANITARY SEWER 

BUS STOP" SIGN

EXISTING "MARTA 

DO NOT DISTURB 

EXISTING R1-1 SIGN

DO NOT DISTURB 

SHEET 38-0001 (TYP)
SEE SPECIAL DETAIL
DRIVEWAY APRON 

GDOT STD A-3
TYPE D
WHEELCHAIR RAMP

GDOT STD A-3
TYPE D
WHEELCHAIR RAMP

2.5’2’

2.5’

OFFSET: 22.86’ RT
STA. 25+50.00
HEADER CURB
BEGIN GDOT TYPE 1 
TAPER
BEGIN SIDEWALK 

GRADE
METER TO 
ADJUST WATER 

14’ 14’

14’

SEWER MANHOLE 
EXISTING SANITARY 
DO NOT DISTURB 

R=28.00’

14.40’
+45.80

14.53’
+38.50

14.40’
+27.22

LANDSCAPING
EXISTING 

DO NOT DISTURB 

OFFSET: 21.52’
STA. 21+77.90
BACK OF CURB
BEGIN SIDEWALK TO 

OFFSET: 22.79’
STA. 22+36.91
BACK OF CURB
END SIDEWALK TO

1

2 3 4

1

TAPER CALLOUTS
ADDITIONAL SIDEWALK 

5

2’

OFFSET: 21.16’ RT
STA. 21+38.00
END SIDEWALK TAPER

OFFSET: 22.83’ RT
STA. 23+30.00
BEGIN SIDEWALK TAPER

OFFSET: 21.79’ RT
STA. 23+92.00
END SIDEWALK TAPER

OFFSET: 23.35’ RT
STA. 25+55.00
END SIDEWALK TAPER

OFFSET: 23.32’ RT
STA. 25+77.00
BEGIN SIDEWALK TAPER

3.1’

STA. 0+43.97, 12.34’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
END GDOT TYPE 2 CURB 

STA. 0+44.15, 14.01’ LT
AND GUTTER
TIE TO EXISTING CURB
AND GUTTER, 8" X 24"
BEGIN GDOT TYPE 2 CURB 

STA. 25+29.50, 14.37’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
END GDOT TYPE 2 CURB 

STA. 24+45.62 ,14.39’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
BEGIN GDOT TYPE 2 CURB 

OFFSET: 21.72’ RT
STA. 21+90.00 
BEGIN SIDEWALK TAPER

OFFSET: 22.77’ RT
STA. 22+00.00
END SIDEWALK TAPER

2

3

4

5

OFFSET: 22.75’ RT
STA. 22+05.00
BEGIN SIDEWALK TAPER

OFFSET: 21.80’ RT
STA. 22+15.00
END SIDEWALK TAPER

OFFSET: 21.81’ RT
STA. 22+26.62 
BEGIN SIDEWALK TAPER

STA. 21+41.63

BEGIN R/W ACQISITION

CP# 113

DESC: #4 REBAR
EL: 1075.87
E: 2234435.281
N: 1427194.629
OFF: 18.44’
STA: 21+87.67
CP#: 113

6’ SIDEWALK

GRADING COMPLETE)
(TO BE PAID FOR UNDER 
CONSTRUCTION, STA. 24+35 RT 
BACK EDGE OF SIDEWALK AFTER 
TRASH CAN TO BE RELOCATED TO 

THE METER BOX
GRADE COVER FOR 
PROVIDE TRAFFIC 
METER TO GRADE
ADJUST WATER 

SEE SHEET 05-0001
RELOCATE MAILBOX

SEE SHEET 05-0001
RELOCATE MAILBOX

SEE SHEET 05-0001
RELOCATE MAILBOX

TO GRADE
MANHOLE TOP 
COMMUNICATIONS
AT&T TO ADJUST 

RENEE RINZLER

ROBERT &

PRESBYTERIAN FOUNDATION INC

MOUNT VERNON

ASSOCIATION INC

CONDOMINIUM 

VILLAGE

MOUNT VERNON 

   1 
   2 

   3 

   4 

MARIANNA STRECK

ESMT
DRWY

ESMT
DRWY

ESMT
DRWY

ESMT
CONST 

DE10200

DE10103

DE10104

DE10105

DE10106

DE10109 DE10110

DE10111

DE10201

DE10203

DE10204

DE10205

DE10206

DE10207

DE10208

10095

10097

10098

10100

10103

ESMT
CONST

FOR DESCRIPTION

SEE DRAWING 60-0004 

KATRINA MCINTOSH

FOR DESCRIPTION

SEE DRAWING 60-0004 

JOHN SCHLICHTER

FOR DESCRIPTION

SEE DRAWING 60-0004 

SEE ALSO DRAWING 60-0002

BELINDA MARCUS

FOR DESCRIPTION

SEE DRAWING 60-0004 

MICHELE A. MCINTOSH ROSS

CONST ESMT

DE10202

PL PL PL

EXIST. R/W

EXIST. R/W

EXIST. R/W

EXIST. R/W

E
X
I
S

T
. 

R
/

WPL

E
X
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S

T
. 

R
/

W

EXIST. R/W

PL

EXIST. R/W

2" 
CMYRTLE

3" 
WIL

LOW
2" 

WIL
LOW

1" 
JMAPLE

6" 
DWOOD

48"
 OAK

15"
 OAK

15"
 OAK

15"
 TRIP

LE 
PECAN
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6’ SIDEWALK 6’ SIDEWALK

1’ 3.5’ 3.5’ 1’ 1’
12.73’
+38.71

12.84’
+31.52

12.62’
+15.53

12.59’
+00.56 12.63’

+45.49

UTILITY POLE
DO NOT DISTURB 

METER TO GRADE
ADJUST WATER 

METER TO GRADE
ADJUST WATER 

UTILITY POLE
DO NOT DISTURB 

METER TO GRADE
ADJUST WATER 

METER TO GRADE
ADJUST WATER 

COMMUNICATION MARKER
UTILITY POLE AND 
DO NOT DISTURB 

38-0002 (TYP)

SEE SPECIAL DETAIL 

CONSTRUCTION 

FOR BRICK PAVER 

SHEET 38-0001 (TYP)
SEE SPECIAL DETAIL
DRIVEWAY APRON

OFFSET: 21.71’ RT
STA. 26+10.00
HEADER CURB
END GDOT TYPE 1 
END SIDEWALK TAPER

2.5’
2’

2.5’
2’

2.5’

14’
17’

15’ 14’ 14’

1’ 1’

OFFSET: 21.80’
STA. 26+57.66
BACK OF CURB
BEGIN SIDEWALK TO 

OFFSET: 21.81’
STA. 26+73.00
BACK OF CURB
END SIDEWALK TO 

EXISTING MAILBOX
DO NOT DISTURB 

EXISTING COLUMNS
DO NOT DISTURB 

AND COLUMNS
EXISTING FENCE
DO NOT DISTURB 

EXISTING COLUMNS
DO NOT DISTURB 

CATCH BASIN TO GRADE
RECONSTRUCT EXISTING

EXISTING LANDSCAPING
DO NOT DISTURB 

COVER FOR THE METER BOX
PROVIDE TRAFFIC GRADE
METER TO GRADE
ADJUST WATER 

PROVIDE TRAFFIC GRADE COVER.
TO GRADE. 
PROTECTED AND ADJUST TOP 
EXISTING WATER VALVE TO BE 

OFFSET: 21.80’ RT
STA. 26+95.00
BEGIN SIDEWALK TAPER

OFFSET: 24.29’ RT
STA. 27+12.00
END SIDEWALK TAPER

OFFSET: 24.24’ RT
STA. 27+75.00
BEGIN SIDEWALK TAPER

OFFSET: 21.69’ RT
STA. 27+95.00
END SIDEWALK TAPER

OFFSET: 21.58’ RT
STA. 28+40.00
BEGIN SIDEWALK TAPER

OFFSET: 23.08’ RT
STA. 28+50.00
END SIDEWALK TAPER

OFFSET: 23.08’ RT
STA. 28+68.00
BEGIN SIDEWALK TAPER

OFFSET: 22.58’ RT
STA. 28+73.00
END SIDEWALK TAPER

OFFSET: 22.61’ RT
STA. 31+06.00
BEGIN SIDEWALK TAPER

OFFSET: 23.11’ RT
STA. 31+11.00
END SIDEWALK TAPER

22.92’ RT

OFFSET: 

STA. 31+65.00

TAPER

BEGIN SIDEWALK 

STA. 30+15.00, 14.12’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
BEGIN GDOT TYPE 2 CURB 

STA. 30+54.00, 14.13’ RT
AND GUTTER
TIE TO EXISTING CURB 
AND GUTTER, 8" X 24"
END GDOT TYPE 2 CURB 

COSS TRAFFIC
REMOVED BY 
POLE TO BE 

CP# 114

DESC: #4 REBAR
EL: 1065.56
E: 2234998.31
N: 1427023.974
OFF: 19.35’
STA: 27+76.74
CP#: 114

SEE SHEET 05-0001
RELOCATE MAILBOX

SEE SHEET 05-0001
RELOCATE MAILBOX

SEE SHEET 05-0001
RELOCATE MAILBOX

05-0001
SEE SHEET 
MAILBOX
RELOCATE 

BY AGL
TO BE RELOCATED
TEST STATION

CONDOMINIUM ASSOCIATION INC

MOUNT VERNON VILLAGE
APTEKER

CHEDVA
SHITAL SONI

BIRENKUMAR &
KYLE VAUGHN

NICOLE &
SARIF LEVINE
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SANDY SPRINGS VILLAGE
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ESMT
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FOR DESCRIPTION

SEE DRAWING 60-0004 

WES JOHNSON

FOR DESCRIPTION

SEE DRAWING 60-0004 

GROUP LLC

GREEN IMPLEMENTATION

FOR DESCRIPTION

SEE DRAWING 60-0004 

LINDA STEGER

DAVID &
FOR DESCRIPTION

SEE DRAWING 60-0005 

PROPERTIES LLC

BLUE SPRUCE 

FOR DESCRIPTION

SEE DRAWING 60-0004 

SEE ALSO DRAWING 60-0001

BELINDA MARCUS

FOR DESCRIPTION

SEE DRAWING 60-0005 

SEE ALSO DRAWING 60-0003

ROBERT FITZGERALD
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DE10013
DE10015

DE10016

E= 1.98

R= 1375.00

L= 147.37

T= 73.76

   E= 2235478.9721

   N= 1426898.6982

PI Sta= 32+73.08

Curve# 5

CURVE #5

STA. 33+17.52

END CONSTRUCTION

E: 2235614.3635

N: 1426841.2789

STA. 34+20.00

END PROJECT

6’ SIDEWALK

OFFSET: 20.45’ RT
STA. 33+07.00
BEGIN SIDEWALK TAPER

OFFSET: 20.38’ RT
STA. 32+82.00
END SIDEWALK TAPER

OFFSET: 22.03’ RT
STA. 33+17.52
END SIDEWALK TAPER
TIE TO EXISTING SIDEWALK

2’12.46’
+51.66

METER TO GRADE
ADJUST WATER 

38-0002 (TYP)

SEE SPECIAL DETAIL 

CONSTRUCTION 

FOR BRICK PAVER 

SHEET 38-0001 (TYP)
SEE SPECIAL DETAIL
DRIVEWAY APRON

2’ 2’
2.5’ 2.5’

14’

GUY WIRES
DO NOT DISTURB

UTILITY POLE
DO NOT DISTURB 

GUY WIRE
DO NOT DISTURB

2’
2.5’

EXISTING MAILBOX
DO NOT DISTURB 

EXISTING LANDSCAPE TIMBER
DO NOT DISTURB 

OFFSET: 22.43’ RT
STA. 31+70.00
END SIDEWALK TAPER

OFFSET: 22.71’ RT
STA. 32+20.00
BEGIN SIDEWALK TAPER

OFFSET: 23.17’ RT
STA. 32+25.00
END SIDEWALK TAPER

OFFSET: 23.14’ RT
STA. 32+28.00
BEGIN SIDEWALK TAPER

OFFSET: 22.59’ RT
STA. 32+32.00
END SIDEWALK TAPER

OFFSET: 22.41’ RT
STA. 32+72.00
BEGIN SIDEWALK TAPER

22.92’ RT
OFFSET: 
STA. 31+65.00
TAPER
BEGIN SIDEWALK 

OFFSET: 23.00’ RT
STA. 31+44.23
DRIVEWAY
TIE TO EXISTING 

OFFSET: 23.00’ RT
STA. 31+58.86
DRIVEWAY
TIE TO EXISTING 

STA. 32+77.95

END R/W ACQISITION

CP# 907

DESC: #4 REBAR
EL: 1067.77
E: 2235597.624
N: 1426879.844
OFF: 28.97’
STA: 33+89.53
CP#: 907

05-0001
SEE SHEET 
MAILBOX
RELOCATE 

CORPORATION

PULTE HOME

COMMUNITY ASSOCIATION INC

SANDY SPRINGS VILLAGE

CULL

BRADLEY & AURORA

   9 

   10

ESMT
DRWY

ESMT
CONST 
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DE10227

FOR DESCRIPTION

SEE DRAWING 60-0005 

VIRGINIA SIMPSON
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 DE10213     26.00  R      28+10.00         JOHNSON FERRY ROAD 

 DE10214     30.00  R      28+10.00         JOHNSON FERRY ROAD 

 DE10215     30.00  R      28+22.36         JOHNSON FERRY ROAD 

 DE10120     26.00  R      28+22.28         JOHNSON FERRY ROAD 

 DE10213     26.00  R      28+10.00         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

GREEN IMPLEMENTATION GROUP LLC 

PARCEL 6 - DRWY ESMT 2    EASEMENT FOR THE CONSTRUCTION OF DRIVEWAY

************************************************************** 

 

 DE10104     31.00  R      22+44.59         JOHNSON FERRY ROAD 

 DE10103     35.00  R      22+44.93         JOHNSON FERRY ROAD 

 DE10203     38.00  R      22+50.00         JOHNSON FERRY ROAD 

 DE10204     36.00  R      22+64.00         JOHNSON FERRY ROAD 

 DE10205     31.00  R      22+78.00         JOHNSON FERRY ROAD 

 DE10104     31.00  R      22+44.59         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

KATRINA MCINTOSH 

PARCEL 2 - DRWY ESMT   EASEMENT FOR THE CONSTRUCTION OF DRIVEWAY

************************************************************** 

 

 DE10113     31.00  R      26+22.37         JOHNSON FERRY ROAD 

 DE10209     40.00  R      26+32.00         JOHNSON FERRY ROAD 

 DE10210     40.00  R      26+45.00         JOHNSON FERRY ROAD 

 DE10114     29.00  R      26+58.00         JOHNSON FERRY ROAD 

 DE10113     31.00  R      26+22.37         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

WES JOHNSON 

PARCEL 5 - DRWY ESMT   EASEMENT FOR THE CONSTRUCTION OF DRIVEWAY

************************************************************** 

 

 DE10119     26.00  R      27+22.28         JOHNSON FERRY ROAD 

 DE10118     30.00  R      27+22.36         JOHNSON FERRY ROAD 

 DE10211     30.00  R      27+40.00         JOHNSON FERRY ROAD 

 DE10212     26.00  R      27+40.00         JOHNSON FERRY ROAD 

 DE10119     26.00  R      27+22.28         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

GREEN IMPLEMENTATION GROUP LLC 

PARCEL 6 - DRWY ESMT 1   EASEMENT FOR THE CONSTRUCTION OF DRIVEWAY

************************************************************** 

 

 DE10216     30.00  R      28+85.00         JOHNSON FERRY ROAD 

 DE10217     33.00  R      28+93.00         JOHNSON FERRY ROAD 

 DE10218     33.00  R      29+08.00         JOHNSON FERRY ROAD 

 DE10219     30.00  R      29+17.00         JOHNSON FERRY ROAD 

 DE10216     30.00  R      28+85.00         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

DAVID AND LINDA STEGER 

PARCEL 7 - DRWY ESMT   EASEMENT FOR THE CONSTRUCTION OF DRIVEWAY

************************************************************** 

  REQD ESMT AREA =  0.013   AC

  REQD ESMT AREA =  574.89   SF 

   10098     24.88  R      22+44.07         JOHNSON FERRY ROAD 

 DE10104     31.00  R      22+44.59         JOHNSON FERRY ROAD 

 DE10105     31.00  R      23+20.00         JOHNSON FERRY ROAD 

 DE10106     28.00  R      23+44.20         JOHNSON FERRY ROAD 

   10100     24.87  R      23+44.07         JOHNSON FERRY ROAD 

   10098     24.88  R      22+44.07         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

KATRINA MCINTOSH 

PARCEL 2 - TEMP ESMT     REQ’D TEMP. EASM’T.   

************************************************************** 

  REQD ESMT AREA =  0.012   AC

  REQD ESMT AREA =  503.22   SF 

   10103     24.85  R      25+13.44         JOHNSON FERRY ROAD 

 DE10109     30.00  R      25+13.42         JOHNSON FERRY ROAD 

 DE10110     30.00  R      25+50.00         JOHNSON FERRY ROAD 

 DE10111     29.00  R      25+70.00         JOHNSON FERRY ROAD 

 DE10112     29.00  R      26+18.00         JOHNSON FERRY ROAD 

 DE10113     31.00  R      26+22.37         JOHNSON FERRY ROAD 

   10104     24.84  R      26+22.25         JOHNSON FERRY ROAD 

   10103     24.85  R      25+13.44         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

BELINDA MARCUS 

PARCEL 4 - TEMP ESMT     REQ’D TEMP. EASM’T.   

************************************************************** 

  REQD ESMT AREA =  0.012   AC

  REQD ESMT AREA =  509.47   SF 

   10104     24.84  R      26+22.25         JOHNSON FERRY ROAD 

 DE10113     31.00  R      26+22.37         JOHNSON FERRY ROAD 

 DE10114     29.00  R      26+58.00         JOHNSON FERRY ROAD 

 DE10115     29.00  R      27+04.00         JOHNSON FERRY ROAD 

 DE10116     34.00  R      27+12.00         JOHNSON FERRY ROAD 

 DE10117     34.00  R      27+15.00         JOHNSON FERRY ROAD 

 DE10118     30.00  R      27+22.36         JOHNSON FERRY ROAD 

   10107     24.83  R      27+22.25         JOHNSON FERRY ROAD 

   10104     24.84  R      26+22.25         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

WES JOHNSON 

PARCEL 5 - TEMP ESMT     REQ’D TEMP. EASM’T.   

************************************************************** 

  REQD ESMT AREA =  0.003   AC

  REQD ESMT AREA =  117.95   SF 

   10107     24.83  R      27+22.25         JOHNSON FERRY ROAD 

 DE10119     26.00  R      27+22.28         JOHNSON FERRY ROAD 

 DE10120     26.00  R      28+22.28         JOHNSON FERRY ROAD 

   10109     24.81  R      28+22.25         JOHNSON FERRY ROAD 

   10107     24.83  R      27+22.25         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

GREEN IMPLEMENTATION GROUP LLC

PARCEL 6 - TEMP ESMT     REQ’D TEMP. EASM’T.   DE105

************************************************************** 

  REQD ESMT AREA =  0.012   AC

  REQD ESMT AREA =  518.82   SF 

   10109     24.81  R      28+22.25         JOHNSON FERRY ROAD 

 DE10121     28.00  R      28+22.32         JOHNSON FERRY ROAD 

 DE10122     28.00  R      28+40.00         JOHNSON FERRY ROAD 

 DE10123     33.00  R      28+50.00         JOHNSON FERRY ROAD 

 DE10124     30.00  R      28+70.00         JOHNSON FERRY ROAD 

 DE10125     30.00  R      29+22.36         JOHNSON FERRY ROAD 

   10111     24.80  R      29+22.25         JOHNSON FERRY ROAD 

   10109     24.81  R      28+22.25         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

DAVID AND LINDA STEGER 

PARCEL 7 - TEMP ESMT     REQ’D TEMP. EASM’T.   

************************************************************** 

   10100     24.87  R      23+44.07         JOHNSON FERRY ROAD

 DE10106     28.00  R      23+44.20         JOHNSON FERRY ROAD 

 DE10206     35.00  R      23+55.00         JOHNSON FERRY ROAD 

 DE10207     35.00  R      23+70.00         JOHNSON FERRY ROAD 

 DE10208     24.87  R      23+84.00         JOHNSON FERRY ROAD 

   10100     24.87  R      23+44.07         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

JOHN SCHLICHTER 

PARCEL 3 - DRWY ESMT   EASEMENT FOR THE CONSTRUCTION OF DRIVEWAY

************************************************************** 

  REQD ESMT AREA =  0.002   AC

  REQD EASMT AREA =  73.79   SF 

   10097     24.89  R      22+29.48         JOHNSON FERRY ROAD 

 DE10103     35.00  R      22+44.93         JOHNSON FERRY ROAD 

   10098     24.88  R      22+44.07         JOHNSON FERRY ROAD 

   10097     24.89  R      22+29.48         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

MICHELE A. MCINTOSH ROSS

PARCEL 1 - TEMP ESMT     REQ’D TEMP. EASM’T.  

************************************************************** 

   10095     25.15  R      21+41.63         JOHNSON FERRY ROAD 

 DE10200     47.00  R      21+51.00         JOHNSON FERRY ROAD 

 DE10201     47.00  R      21+66.00         JOHNSON FERRY ROAD 

 DE10202     25.12  R      21+75.00         JOHNSON FERRY ROAD 

    DEGREE = 6°02’13.1" 

    RADIUS = 949.08 

LNTH CHORD = 32.43 

CHORD BEAR = S 77°21’11.1" E 

ARC LENGTH = 32.43 

   10095     25.15  R      21+41.63         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

MICHELE A. MCINTOSH ROSS

PARCEL 1 - DRWY ESMT   EASEMENT FOR THE CONSTRUCTION OF DRIVEWAY

************************************************************** 

4/9/2019
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 DE10125     30.00  R      29+22.36         JOHNSON FERRY ROAD 

 DE10220     35.00  R      29+38.00         JOHNSON FERRY ROAD 

 DE10221     35.00  R      29+52.00         JOHNSON FERRY ROAD 

 DE10222     30.00  R      29+62.00         JOHNSON FERRY ROAD 

 DE10125     30.00  R      29+22.36         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

BLUE SPRUCE PROPERTIES LLC 

PARCEL 8 - DRWY ESMT   EASEMENT FOR THE CONSTRUCTION OF DRIVEWAY

************************************************************** 

  REQD ESMT AREA =  0.016   AC

  REQD ESMT AREA =  702.85   SF 

   10111     24.80  R      29+22.25         JOHNSON FERRY ROAD 

 DE10125     30.00  R      29+22.36         JOHNSON FERRY ROAD 

 DE10126     30.00  R      30+57.65         JOHNSON FERRY ROAD 

   10113     24.79  R      30+56.99         JOHNSON FERRY ROAD 

   10111     24.80  R      29+22.25         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

BLUE SPRUCE PROPERTIES LLC

PARCEL 8 - TEMP ESMT     REQ’D TEMP. EASM’T.   

************************************************************** 

 

  REQD ESMT AREA =  0.009   AC 

  REQD ESMT AREA =  387.67   SF

   10113     24.79  R      30+56.99         JOHNSON FERRY ROAD 

 DE10126     30.00  R      30+57.65         JOHNSON FERRY ROAD 

 DE10127     30.00  R      30+70.00         JOHNSON FERRY ROAD 

 DE10128     28.00  R      30+80.00         JOHNSON FERRY ROAD 

 DE10129     28.00  R      31+66.77         JOHNSON FERRY ROAD 

   10115     24.77  R      31+66.67         JOHNSON FERRY ROAD 

   10113     24.79  R      30+56.99         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

ROBERT FITZGERALD 

PARCEL 9 - TEMP ESMT     REQ’D TEMP. EASM’T.   

************************************************************** 

 DE10226     28.00  R      32+30.00         JOHNSON FERRY ROAD

 DE10227     35.00  R      32+43.00         JOHNSON FERRY ROAD 

 DE10228     35.00  R      32+60.00         JOHNSON FERRY ROAD 

 DE10133     28.00  R      32+77.90         JOHNSON FERRY ROAD 

 DE10226     28.00  R      32+30.00         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

MARK AND VIRGINIA SIMPSON 

PARCEL 10 - DRWY ESMT   EASEMENT FOR THE CONSTRUCTION OF DRIVEWAY

************************************************************** 

  REQD ESMT AREA =  0.009   AC 

  REQD ESMT AREA =  398.78   SF 

   10115     24.77  R      31+66.67         JOHNSON FERRY ROAD 

 DE10130     31.00  R      31+66.85         JOHNSON FERRY ROAD 

 DE10131     28.00  R      31+80.00         JOHNSON FERRY ROAD 

 DE10226     28.00  R      32+30.00         JOHNSON FERRY ROAD 

 DE10133     28.00  R      32+77.90         JOHNSON FERRY ROAD 

   10118     24.49  R      32+77.95         JOHNSON FERRY ROAD 

    DEGREE = 4°50’18.5" 

    RADIUS = 1184.17 

LNTH CHORD = 67.82 

CHORD BEAR = S 71°31’30.7" E 

ARC LENGTH = 67.83 

   10117     24.74  R      32+08.88         JOHNSON FERRY ROAD 

   10115     24.77  R      31+66.67         JOHNSON FERRY ROAD 

------------------------------------------------------------- 

  PNT       OFFSET/        STATION/         ALIGNMENT 

************************************************************** 

MARK AND VIRGINIA SIMPSON 

PARCEL 10 - TEMP ESMT     REQ’D TEMP. EASM’T.   

************************************************************** 

4/9/2019
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